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Preface 



Medical imaging and medical image analysis are rapidly developing. While med- 
ical imaging has already become a standard of modern medical care, medical 
image analysis is still mostly performed visually and qualitatively. The ever- 
increasing volume of acquired data makes it impossible to utilize them in full. 
Equally important, the visual approaches to medical image analysis are known 
to suffer from a lack of reproducibility. A significant research effort is devoted to 
developing algorithms for processing the wealth of data available and extracting 
the relevant information in a computerized and quantitative fashion. 

Medical imaging and image analysis are interdisciplinary areas combining 
electrical, computer, and biomedical engineering; computer science; mathemat- 
ics; physics; statistics; biology; medicine; and other fields. Medical imaging and 
computer vision, interestingly enough, have developed and continue developing 
somewhat independently. Nevertheless, bringing them together promises to ben- 
efit both of these fields. We were enthusiastic when the organizers of the 2004 
European Conference on Computer Vision (ECCV) allowed us to organize a 
satellite workshop devoted to medical image analysis. 

In a short time after the announcement, we received 60 full-length paper sub- 
missions, out of which 13 were accepted for oral and 25 for poster presentation 
after a rigorous peer-review process. The workshop included a keynote lecture 
and two invited talks. The keynote, entitled Progress in Quantitative Cardio- 
vaseular Imaging^ was presented by Prof. Johan H.C. Reiber from the Leiden 
University Medical Center, The Netherlands. The first invited talk was given by 
Prof. Michael Unser from the Swiss Eederal Institute of Technology, Lausanne 
(EPEL), Lausanne, Switzerland - titled Wavelets, Fraetals and Medieal Image 
Analysis. The second invited talk dealt with Inverse Consistent Medieal Image 
Registration and was presented by Prof. Gary E. Christensen from the University 
of Iowa, Iowa City I A, USA. 

The workshop logistics were handled by the organizers of the ECCV 2004, 
associated with the Centre for Machine Perception of the Czech Technical Uni- 
versity in Prague, Czech Republic. We are grateful to all Centre members and 
students for the smooth organizational support during the entire workshop, as 
well as for providing a friendly working atmosphere. Einally, we extend our 
sincere thanks to the program committee members, to the reviewers, and to 
everyone else who made this workshop possible. 
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Abstract. Vibro-aeoustography is a method of imaging and measurement that 
uses ultrasound to produee radiation foree to vibrate objeets. The radiation 
foree is eoneentrated laterally by foeusing the ultrasound beam. The radiation 
foree is limited in depth by interseeting two beams at different frequeneies so 
that there is interferenee between the beams at the differenee frequeney only at 
their interseetion. This results in a radiation stress of limited spatial extent on or 
within the objeet of interest. The resulting harmonie displaeement of the objeet 
is deteeted by aeoustie emission, ultrasound Doppler, or laser interferometery. 
The displaeement is a eomplieated funetion of the objeet material parameters. 
However, signifieant images and measurements ean be made with this ar- 
rangement. Vibro-aeoustography ean produee high resolution speekle free im- 
ages of biologieally relevant objeets sueh as breast miero-ealeifieation and ves- 
sel ealeifieations, heart valves, and normal arteries. Vibro-aeoustography ean 
also make spot measurements sueh as mierobubble eontrast agent eoneentration 
in vessels. Several examples of these results will be deseribed. 



1 Introduction 

It is well known that changes in the elasticity of soft tissues are often related to pa- 
thology. Traditionally, physicians use palpation as a simple method for estimating 
the mechanical properties of tissue. Physicians use a static force applied with their 
hands and obtain a crude estimation of tissue elasticity the sense of touch. Thus, the 
force is applied on the body surface and the result is a collective response of all the 
tissues below. Clinicians can sense abnormalities if the response to palpation is suffi- 
ciently different from that of normal tissue. However, if the abnormality lies deep in 
the body, or if is too small to be resolved by touch, then palpation fails. The dynamic 
response of soft tissue to a force is also valuable in medical diagnosis. For instance, 
rebound of tissue upon sudden release of pressure exerted by the physician’s finger 
on the skin provides useful diagnostic information about the tissue. 

Quantitative measurement of the mechanical properties of tissues and their display 
in raster format is the aim of a class of techniques generally called elasticity imaging, 
or elastography. The general approach is to measure tissue motion caused by an ex- 
ternal (or, in some methods, internal) force and use the degree of displacement to 
reconstruct the elastic parameters of the tissue. The excitation stress can be either 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 1-10, 2004. 
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static or dynamic (vibration). Dynamic excitation is of particular interest because it 
provides more comprehensive information about tissue properties over a spectrum of 
frequencies. In many elasticity imaging methods, ultrasound is used to detect the 
motion or displacement resulting from the applied stress. Magnetic resonance elasto- 
graphy is a recently developed method [1] that employs a mechanical actuator to 
vibrate the body surface and then measures the resulting strain waves with a phase 
sensitive magnetic resonance imaging (MRI) machine. 

The majority of elasticity imaging methods is based on an external source of force 
in which the object is pressed by a known amount of force or displacement, and the 
resulting internal deformations are measured by means of pulse-echo ultrasound. The 
elasticity of the region of interest is then calculated based on the resulting deforma- 
tion in relation to the magnitude of the applied force (or displacement). Normally, the 
region of interest rests deep in the body and away from the source of the force. The 
problem with this method, termed elastography, is that the force actually exerted on 
the region of interest depends on the elastic properties of the tissues located between 
the source and the region of interest. Hence, the deformation and the estimated elas- 
ticity of the region of interest are subject to the variability of the intervening tissues. 

An alternative strategy is to apply a localized stress directly in the region of inter- 
est. One way to accomplish this is to use the radiation pressure of ultrasound. Acous- 
tic radiation force is the time average force exerted by an acoustic field on an object. 
This force is produced by a change in the energy density of an incident acoustic field 
[2]; for example, due to absorption or reflection. The use of ultrasound radiation force 
for evaluating tissue properties has several benefits, for example: 

(a) Acoustic (ultrasound) energy is a non-invasive means of exerting force. 

(b) Existing ultrasound technology and devices can be readily modified for this pur- 
pose, thus eliminating the need for developing a new technology. 

(c) Radiation force can be generated remotely inside tissue without disturbing super- 
ficial layers. 

(d) The radiation stress field can be highly localized, thus allowing for interrogation 
of a small excitation point. 

(e) Radiation force can be produced in a wide range of frequencies or temporal 
shapes. 

These features make radiation force methods highly attractive compared to other, 
mostly mechanical excitation methods used in elasticity imaging. Tissue probing with 
the radiation force of ultrasound can be accomplished with a variety of methods de- 
pending on the excitation and detection methods used. Similar to elasticity imaging 
methods with mechanical excitation, radiation force methods can use either a static or 
dynamic stress. 

Using a dynamic radiation force to remotely probe tissue has certain unique char- 
acteristics and capabilities that can provide a new family of methods in the field of 
tissue characterization and imaging. It is insightful to set this new field apart from 
conventional ultrasound tissue characterization imaging. A major difference is that 
the dynamic radiation stress allows one to analyze the object based on its low fre- 
quency structural vibration properties as opposed to its ultrasonic parameters. 
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Scan Plane 




Fig. 1. Schematic of experiment setup 

The dynamic radiation force methods may be categorized as: 

(a) Transient methods, where an impulsive radiation force is used and the transient 
response of the tissue is detected by Doppler ultrasound [3]. 

(b) Shear- wave methods, where an impulsive or oscillating radiation is applied to the 
tissue and the resulting shear wave is detected by ultrasound or other methods 
[4,5,6]. 

(c) Vibro-acoustography, a method recently developed by the authors, where a local- 
ized oscillating radiation force is applied to the tissue and the acoustic response 
of the tissue is detected by a hydrophone or microphone [7]. 




Fig. 2. Vibro-acoustic image of US quarter ob- 
tained with the setup of Fig. 1. 
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2 Theory 

Acoustic radiation force is a time average force exerted by a propagating acoustic 
wave on an object. This force is an example of a universal phenomenon in any wave 
motion that introduces some type of unidirectional force on absorbing or reflecting 
targets in the wave path. For a review of this topic the reader may refer to [2]. 

Consider a plane ultrasound beam interacting with a planar object of zero thickness 
and arbitrary shape and boundary impedance that scatters and absorbs. The radiation 
force vector, F, arising from this interaction has a component in the beam direction 
and another transverse to it. The magnitude of this force is proportional to the average 
energy density of the incident wave E at the object, where <> represents the time 
average, and S the area of the projected portion of the object [8]: 



F = drS <E> . 



( 1 ) 




Fig. 3. Vibro-acoustic image of a hard (left) and a soft (right) ure- 
thane eylinder embedded within agar gel. Top row are images from 
the ends of the eylinders and bottom row are imaged from the side of 
the eylinders. The low differenee frequeneies, 1 1 kHz and 25 kHz. 
show the differenee in stiffness of the two eylinders. 



Here dr is called the vector drag coefficient with a component in the incident beam 
direction and another transverse to it. The coefficient dr is defined per unit incident 
energy density and unit projected area. For a planar object, the magnitude of dr is 
numerically equal to the force on the unit area of the object per unit energy density. 
Physically, the drag coefficient represents the scattering and absorbing properties of 
the object. The drag coefficient can also be interpreted as the ratio of the radiation 
force magnitude on a given object to the corresponding value if the object were re- 
placed by a totally absorbing object of similar size. For simplicity, we assume a pla- 
nar objected oriented perpendicular to the beam axis. In this case, the transverse com- 
ponent vanishes, thus, the drag coefficient (force) will have only a component normal 
to the target surface which we denote by scalar dr(F). To produce a time-varying 
radiation force, the intensity of the incident beam can be modulated in various ways. 
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For example, a short ultrasound pulse can produce a transient pulsed radiation force, 
and a sinusoidally modulated beam can result in a sinusoidally varying force. 



3 Experimental Setup for Imaging 

The experimental setup is shown in Fig. 1. The experiments were conducted in a 
water tank. (In a system designed for in vivo imaging the transducers can be placed in 
contact with the skin instead of using water. The hydrophone would also be placed in 
contact with the skin. At low frequencies the sound wave propagates almost uni- 
formly in all directions. Hydrophone position is not critical, as long as it is relatively 
close to the exposure site but not in the ultrasound path.) A two-element confocal 
ultrasound transducer array was positioned such that the beams meet the object at 
their joint focal point. Transducer was a confocal 38mm diameter transducer with a 
center frequency of 3MHz. The elements were driven by two stable RF synthesizers 
(HP 33120A) at frequencies of 3 MHz and 3 MHz+Af. Sound produced by the ob- 
ject vibration was detected by a submerged hydrophone (ITC model 680) placed 
within the water tank. The received signal was filtered and amplified by a program- 
mable filter (Stanford Research Systems, SR650) to reject the noise, then digitized by 
a 12-bits/sample digitizer (National Instruments VXI-1000) at a rate sufficiently 
higher than the Nyquist rate. Data are recorded on a computer disc. 





photo 




Fig. 4. Vibro-acoustic images of coronary 
vessels of an excised pig heart, left, compared 
to photograph, right. 



4 Vibro-acoustography Results 

An example of resolution is shown in Fig. 2 in which a US quarter was scanned with 
the set up of Fig. 1. The resolution of the method depends on the power point source 
function of the ultrasound transducers used to produce the ultrasound beam at the 
intersection of the confocal beams. To test the ability of vibro-acoustography to de- 
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tect differences in stiffness we prepared a phantom consisting of a block of agar gel 
with two urethane cylinders about 2.5 cm in diameter and 4 cm in length. One of the 
cylinders was stiffer than the other. We scanned the phantom using the setup of Fig. 
1. The resulting images at three separate difference frequencies are shown in Fig. 3. 
At the two lowest frequencies the difference in hardness is shown by the variation in 
brightness of the cylinders. Fig. 4 illustrates the capability of vibro-acoustography to 
image vessels on the surface of a heart. Of course this could not be done in the intact 
chest but the image illustrates the capability of the method to obtain very high resolu- 
tion images of vessels with no speckle. 




Fig. 5 Set up for measuring aeoustie emission from eontrast mierobubbles. 



5 Contrast Vibro-acoustography and the Experimental Setup 

We used a customized dual-beam confocal transducer, 25 mm in diameter, to inter- 
sect 2 ultrasound beams at 7-cm focal distance. Bursts of 40-kHz vibrations were 
obtained from interference of 3.48-MHz and 3.52-MHz frequencies, calibrated to a 
peak negative pressure of 350 kPa at 3.5 MHz and originating from 2 separate signal 
generators (Model 33120A, Agilent Technologies, Palo Alto, CA). Each tone burst 
formed a narrow, approximately cylindrical (2 mm in diameter, 10 mm in length) 
region of radiation force. In a water tank, a thin (0.25 mm) plastic tube (11 mm in 
diameter) was centered at the beam intersection Fig. 5. Using rubber conduits, diluted 
contrast agent was continuously run through the plastic tube by means of a peristaltic 
flow pump (Model 7518-10, Cole-Parmer Instrument Co., Vernon Hills, IL). A flow 
meter (Model T106, Transonic Systems Inc., Ithaca, NY) was used to set and main- 
tain a constant flow rate. An underwater microphone (Model 8106, Bruel & Kjaer, 
Naerum, Denmark) detected the emitted audio signals via a band-pass filter (Model 
SR650, Stanford Research Systems, Sunnyvale, CA) centered at 40 ± 4 kHz for a -6 
dB cutoff. The filter eliminated confounding audio signals from the surrounding envi- 
ronment, while passing the emitted audio signal. A digital oscilloscope (Model 3014, 
Tektronix Inc., Beaverton, OR) measured the peak amplitude of the stimulated audio 
signals. 
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A suspension of Optison™ (Mallinckrodt Inc., St. Louis, MO) is provided in 3 mL 
vials at a concentration of approximately 6.0 x 10^ bubbles/mL and with 3.8-pm 
mean diameter. Using a tuberculin syringe, small amounts of the pre-mixed Optison 
were subsequently diluted in degassed distilled water to achieve the desired incre- 
mental testing concentrations. 



6 Agent Vibrometry Results 

We found that with increasing concentration of Optison, the amplitude of the stimu- 
lated audio signal reached a plateau. However, for concentrations of Optison less than 
about 4.0 X 10^ bubbles/ml, the peak audio signal amplitude was linear (Fig. 6). We 
related pulsing intervals of the radiation force bursts to the peak audio signal ampli- 
tude for various flow rates (Fig. 7). Quantitative analysis of flow was based on the 
replenishment method described by Wei et al.[10]. Briefly, contrast microbubbles 
administered in a continuous infusion can be destroyed by a burst of ultrasound en- 
ergy. The replenishment rate of the bubbles then provides a relative measure of mean 
microbubble velocity. Higher pulsing rates destroy more bubbles and the acoustic 
emission would be expected to decrease. Greater flow rate or bubble concentration 
will increase the acoustic emission. The relationship between the pulsing interval and 
the peak acoustic amplitude is described by a least-square fitted exponential function 
y = A(l-e^^), where y is the resulting peak acoustic amplitude, A represents the pla- 
teau value of the peak amplitude, P is the rate constant of the peak amplitude, and t is 
the pulsing interval [10,1 1]. 




B ubbles in m L x 1 



Fig. 6 Acoustic emission from contrast microbubbles is 
linear with concentration up to about 4 x 10^ bub- 
bles/mL. 

Using a least-square exponential curve fit, we obtained values of A and p. The A- 
value, which is a function of microbubble concentration, ultimately reached a plateau 
that was similar for all testing flow rates, because microbubble concentration was 
kept constant. The value of P is proportional to volumetric flow. Figure 8 shows data 
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that demonstrate that ^ is highly correlated with flow, as expected, because the cross- 
sectional area of the flow conduit was unchanged in our model. 




Fig. 7. Variation of Acoustic emission peak ampli- 
tude as function of pulsing rate and flow. Higher 
pulsing rates cause lower emission because fewer 
bubbles have traversed into the intersection of the 
two beams. 




F low (m L/m in ) 



Fig.. 8. Rate constant versus flow from the bubble 
destruction/Vibro-acoustic flow curves of Fig. 5. 
Highly linear flow measurements are possible with 
Vibro-acoustographic point measurements within a 
vessel. 
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7 Discussion 

Vibro-acoustography provides high contrast, high resolution and speckle free images 
that are related to object stiffness and acoustic characteristics. The format is the C- 
scan mode. Rather than obtaining a line in the image for each transmit Vibro- 
acoustography requires one transmit per pixel. The range of audio frequencies that 
can be used is very broad, as broad as the bandwidth of the ultrasound transducer, 
e.g., from DC to several hundred kilohertz. Vibro-acoustography provides objective, 
quantitative, and highly-localized assessment of contrast microbubble concentration 
and flow. The signal exhibits a linear response to low concentrations of microbubbles 
over a range applicable to in vivo use. The rate constant of a model of the response to 
varying pulsing intervals correlates with flow. 



8 Summary 

Vibro-acoustography can provide images of vessels within tissue and of objects with 
differing stiffness. The resolution of vibro-acoustography is similar to that of the 
ultrasound used to produce the radiation pressure. The images are free of speckle 
rivaling those of MRI in quality and time of acquisition. We demonstrate for the first 
time that contrast microbubbles can be detected and flow quantitated based on local- 
ized “remote tapping” of bubbles rather than on their harmonic response to high- 
frequency ultrasound. Additional work must concentrate on development of more 
realistic models and - ultimately - tests in humans before the technique can be intro- 
duced to a clinical environment. 
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Abstract. 3D reconstruction from image data is required in many medical 
procedures. Recently, the use of fluoroscopy data to generate these 3D models 
has been explored. Most existing methods require knowledge of the scanning 
path either from precise hardware, or pre-calibration procedures. We propose an 
alternative of obtaining this needed pose information without the need of 
additional hardware or pre-calibration so that many existing fluoroscopes can 
be used. 

Our method generates 3D data from fluoroscopy collected along a non- 
repeatable path using cone -beam tomographic reconstruction techniques. The 
novelty of our approach is its application to imagery from existing fluoroscopic 
systems that are not instrumented to generate pose information or collect data 
along specific paths. Our method does not require additional hardware to obtain 
the pose, but instead gathers the needed object to camera pose information for 
each frame using 2D to 3D model matching techniques [1-3]. Metallic markers 
are attached to the object being imaged to provide features for pose 
determination. Given the pose, we apply Grangeat’s cone -beam reconstruction 
algorithm to recover the 3D data. 

In developing this approach, several problems arose that have not been 
addressed previously in the literature. First, because the Radon space sampling 
is different for each scan, we cannot to take advantage of a known Radon space 
discretization. Therefore we have developed a matching score that will give the 
best Radon plane match for the resampling step in Grangeafs approach [4]. 
Second, although we assume Tuy's condition [5] is satisfied, there are 
sometimes data gaps due to discretization. We have developed a method to 
correct for these gaps in the Radon data. 



1 Introduction 

Many medical procedures require three dimensional (3D) imaging of the human body. 
For example, when planning or executing surgical procedures, 3D imaging yields 
tremendous advantages over conventional 2D static radiographs. 3D image data can 
be obtained from CT and MRI, but these procedures may not be available in many 
clinics and operating rooms, and are therefore not as convenient as 3D from a 
fluoroscopy machine. 

Fluoroscopy machines are much less expensive than CT or MRI instruments, and 
are widely available in operating rooms and clinics. However, a fluoroscopy image is 
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only a single plane projection, similar to a 2D X-ray. To obtain 3D data, the 
fluoroscope can be rotated in order to get multiple views of the object, and these 
projections can be processed using cone-beam tomographic reconstruction methods 
[4] to produce a 3D volumetric image similar to that obtained from CT. 

Recently, Siemens has created a 3D fluoroscope using cone-beam tomography, 
called the SIREMOBIL Iso-C 3D. This instrument has a fluoroscope on a mobile C- 
arm that rotates automatically in a 190-degree arc around the patient. General Electric 
has produced a similar 3D fluoroscopic imaging and navigation system called 
FluoroCAT, an add-on for their OEC® 9800 Plus fluoroscope. 

Although the method used in these systems gives good results, it requires a 
specialized fluoroscope that is designed to precisely and automatically rotate the 
source/detector (SD) around an axis, along with instrumentation to accurately 

measure the rotation. There are a great numbers of existing fluoroscopes in use that do 
not have this capability. 

We have developed a method of generating 3D volumetric intensity data from 
fluoroscopy x-ray projections collected along a non-repeatable path using exact cone- 
beam reconstruction techniques. The novelty of our approach is that it can be applied 
to imagery from existing fluoroscopic systems that are not instrumented to reproduce 
specific paths or to generate accurate pose information for each image. Therefore our 
method does not require the addition of any external hardware to control or sense the 
motion of the fluoroscopy unit, but instead gathers the needed object to camera pose 
information for each frame using 2D to 3D model matching techniques [1-3]. In 
developing this method, several problems arose that have not been addressed 
previously in the literature. First, because the discrete sampling of the Radon space is 
different for each set of fluoroscopy images, we are not able to take advantage of a 
known discretization of our Radon space. Therefore we have developed a Radon 
plane matching score that will find the best matching plane during the resampling step 
in Grangeafs approach [4]. Second, although we assume that Tuy's condition [5] is 
satisfied, in practice there are sometimes gaps in the data due to discretization. We 
have developed a method to correct for any such missing Radon data. Although our 
implementation assumes that internal camera parameters are fixed, it could easily be 
modified to remove this assumption as was done in [6] 

This approach allows much greater flexibility in imaging configurations, even 
allowing reconstruction from images collected as the patient moves in the field of 
view of a fixed fluoroscope. Variations of this approach could also be applied to 3D 
imaging using highly portable systems such as might be used in field hospitals in 
disaster relief or combat situations, as well as applications in non-destructive testing. 



2 Previous Work 

2.1 Pose Estimation 



Tomographic reconstruction from projections requires accurate knowledge of the 
position and orientation (referred to collectively as the pose) of the SD relative to the 
object being scanned. A standard technique of determining the pose of a 3D object 
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from a two dimensional image is to incorporate a set of fiducial markers of known 3D 
structure into the object. Once the images of these fiducial markers are correctly 
associated with their 3D counterparts, the pose of the object with respect to the 
imaging sensor can be determined using an “absolute orientation” algorithm [7]. 
Examples of 2D-to-3D registration in X-ray images using the fiducial technique 
include [1-3]. 

2.2 Cone Beam Tomographic Reconstruction 

The Siemens SIREMOBIL Iso-C^^ mentioned in Section 1 is an example of a 
commercial cone-beam tomography unit. In addition, many approaches to cone-beam 
tomography have been developed or enhanced in earlier work including many specific 
path algorithms [4, 5, 8-18]. Whereas most commercial systems use the Feldkamp 
method [8], we have selected the method of Grangeat [4] as the most suitable for our 
problem since it is an exact cone-beam reconstruction method. We have modified the 
common resampling step of Grangeaf s algorithm in a way similar to [19] to allow it 
to be applied to arbitrary discrete sets of SD locations. Because our path may be 
different for each scan, our sampling of the Radon space will be different for each 
scan. We therefore have developed a new method of choosing the best-matching 
Radon plane. 



3 Approach 

The processing required for reconstruction from an arbitrary path consists of two 
steps: recovery of the unknown pose of the SD , and cone-beam tomographic 
reconstruction. We assume that the images being used to perform this reconstruction 
have already been calibrated in such a way that the common pinhole camera model is 
an acceptable projection model [6] which removes the geometric distortions such as 
pincushion or barrel distortions We also assume that the pixel values have been 
calibrated to be proportional to the integral of the density along the 3D ray projecting 
to each pixel. The details of these calibration methods are available in [20]. The first 
step, recovery of the unknown pose is described in Section 3.1, followed by the 
description of the reconstruction process in Section 3.2. 

3.1 Pose Estimation 

In order to estimate the pose of the sensor in each image from the image data, we use 
markers at known 3D locations relative to the object and perform 2D to 3D model 
matching techniques. We use 2mm steel ball bearings rigidly attached to the object 
and uniformly distributed to cover the entire field of view. 

To compute the pose of the sensor, we first find the correct associations (or 
correspondences) between image points and the 3D fiducial locations using an 
interpretation tree search method [21]. The correspondences are used to calculate a 
pose solution which is used to project the object points back onto the image to 
determine how accurately the pose solution fits the data. Once a set of correct 
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correspondences is found, we compute the pose using a non-linear least squares 
method [22]. The solution minimizes the squared error between the observed image 
points and the expected position of those points, based on the projected model and the 
hypothesized pose. Once this process is complete, the pose of the SD for each image 
can be used in Grangeat’s tomographic reconstruction algorithm to reconstruct the 3D 
volume. 



3.2 Tomographic Reconstruction 

The second step, cone-beam tomographic reconstruction, uses the algorithm 
developed by Grangeat [4]. Tomographic reconstruction using Grangeat’s method has 
been well published and so we will not provide the details of his process here [4, 12, 
13, 18, 19, 23]. Grangeat provides us with a method of computing 3D Radon data 
from the 2D detector data of a cone beam scan by way of the first derivative of the 
detector plane Radon data. This 3D Radon data must then be resampled to a spherical 
coordinate system. More specifically, it is resampled from the available planes (AP) 
in the sensor coordinate system, which is attached to the SD , to the desired planes 
(DP) in the 3D spherical object coordinate system where the backprojections can be 

computed. Using the pose found for the SD for each image in the previous pose 
estimation step, we can resample our Radon data collected on our sensor array into 
3D Radon data using a method similar to [18, 19]. However, unlike methods with 
fixed paths, we cannot take advantage of any regularity in the path to reduce 
computation or to precompute the resampling coefficients. One issue that must be 
addressed in resampling is how to find the DP closest to a particular AP . Unlike 
[19], we define the closeness entirely in terms of the distance between the planes in 
the reconstruction volume. The available planes are parameterized by the 2D Radon 
parameters (A, a) in the image plane, and the image number, inum . The desired 

planes are given in the object coordinate system, whose axis are (i,j,k) with 
coordinates (x,y,z) . In the object coordinate space, we parameterize the DP by its 
unit normal n and its distance, p , from the origin. In order to get accurate 
reconstruction, it is crucial to match these two planes in the reconstruction volume as 
well as possible. 

In [19] the plane matching method is based on the assumption that the DP should 
pass as close as possible to the vertex of the SD . Once the SD vertex position has 
been identified for each frame of the fluoroscopic image sequence the distance to the 
DP can be calculated and minimized to obtain the 2D Radon plane giving the best 
estimate of the plane. Then, within that image a search will determine which 2D 
Radon plane will match best. However, due to the discretization of the available 2D 
Radon dataset (the 2D Radon is typically computed on a discrete set of (A,a) 
values), there may be cases where the best AP will not be associated with the closest 
to the SD vertex. Fig. 1 helps to illustrate one situation where this could arise. Two 
consecutive SD positions are shown looking along the edge of the planes of interest. 
The first SD position is labeled SD - A and the second SD- B . Because of the 
discretization of the 2D Radon transforms, the closest two APs for SD - A are 
AP - A\ and AP - A2 shown as the dotted lines in Fig. 1, and similarly for SD- B 
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shown as the solid lines. Notice that in this case, the vertex for SD- B is closer to 
the DP , however, SD - A will give a better approximation of the DP by using 
AP - A\. Similar situations can arise due to the limited field of view of the sensor. 
Even if the desired plane passes close to the SD vertex, the sensor’s field of view 
might not cover that desired plane. For these reasons we chose to develop a new 
plane matching method that finds the closest plane in the reconstruction volume rather 
than the SD vertex location [19]. 




Fig. 1. The best matching AP may not always be found from the SD vertex position which is 
closest to the DP. This figure illustrates a case in which the discretization of the actual planes 
may be such that a plane whose SD vertex is closest to the DP does not contain the best 
estimate of the DP in the reconstruction volume. Notice how the Radon planes for SD-A are 
closer to the DP, but the vertex position of SD-B is closer. Here, most existing algorithms 
would choose SD-B as the source location from which to get the Radon data, however it is clear 
that SD-A would provide more accurate data. 



Depending on our path taken during the data collection, we will have a set of 
images providing available Radon planes, AP , indexed by (A,a,inum ) . From these 

we must determine the appropriate (pn) of the closest DP . Using similar triangles 
we compute the distance p as 



AD 



( 1 ) 



where D is the perpendicular distance between the SD vertex and the image plane. 
We can write the AP normal in the image coordinates, (u,v,w) as 



[ph^,ph^,ph^' 



— coscir, — sin a, 
A A 



sJa^ +d^ 



( 2 ) 



With the AP defined in the image coordinate system, we can use the pose of the 
SD to transform this vector to AP ^ , which is the available plane in object 
coordinates. Now we can directly compare AP^ and the DP , which is also in object 
coordinates. 
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Our criterion for measuring the closeness of two Radon planes is related to the 
squared distance between the two planes within the reconstruction volume. We define 
two planes we would like to match (both in object coordinates) as 

DP,:[x,y,z]»h„p^= (3)a 

APp\x,y,z]»n^p^= (3)b 

We can write the signed perpendicular distance from an arbitrary point [x,y,z] in 
DF. to AF. as 



[x,y,z]»h^p- p^p. (4) 

Solving Equation (3a) for z \ substituting into (4), squaring to get the squared 
distances, and integrating within the reconstruction volume over -d Xo d in x and 
y , gives us our match score, (MS) , correlating to how well the two planes are 
aligned. 



MS = 







PdP y^DP^ 



- p^p \ dxdy 



( 5 ) 



Each time a new plane is found that will project into a particular DF , we 
calculate the MS given by (5), compare it to the currently stored MS in the 
destination array (the distances are initialized to infinity) and keep the best match. 

Because our source data is generated along an arbitrary non-repeatable path and 
therefore, the discretization of the Radon space may be different for each scan, we 
may have cases where there is no AF to support a particular DF . Tuy’s data 
sufficiency criterion [5] is not strictly met in this case, and we refer to this case as 
“missing data.” In order to handle any missing data that may arise from an arbitrary 
non-repeatable path, we use a binary array to record whenever a DF bin is filled, 
defined as N{ph ) . After the complete dataset has been resampled from the detector 

coordinate system to the world coordinate system, we can backproject the array N 
along with the resampled data as described in [4]. Once N has been processed it will 
be a reconstructed volume weighted according to which portions of the volume have 
the most supporting data. We can then use A as a normalization factor for our 
reconstructed volume to help account for missing data artifacts. 



^ In general we need to solve for whichever variable, (x, y, z) is most aligned with 
the normal n . However, for simplicity of the discussion, we just use z . Note also 
that this will avoid division by zero in (5) since the coefficient in the divisor will 
always be the greatest in magnitude of the three (i.e. not equal to zero). 
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4 Results 

Since the accuracy of our reconstruction relies heavily on the computation of the pose 
of the SD for each image, we first quantify the error in the pose calculation by 
comparing estimated poses to ground truth measurements collected with an optical 
tracker. Then we present the tomographic reconstructions of synthetic and real data 
sets to characterize the quality of the reconstructions. 

4.1 Pose Estimation Compared to an Optical Tracker 

To test the pose estimation accuracy, we used an Optotrak optical tracker^ to record 
ground truth poses during an image data collection of a physical phantom constructed 
of PVC and acrylic. The various coordinate systems we used are illustrated in Fig. 2. 
There are four coordinate systems that we must be concerned with in order to perform 
the verification in this way. First, we refer to the Optotrak probe coordinate system as 
P and the Optotrak base coordinate system as our world coordinate system, or W 
since it is the reference from for the ground truth measurements from the Optotrak. 
Finally, we refer to the SD coordinate system of the fluoroscope as F and the object 
coordinate system origin as O . 

In order to measure the pose accuracy, we compare the motion of the object from 
frame 0 to frame i using two different transform paths. The paths are illustrated in Fig. 
3. The first path (shown on the bottom of Fig. 3) takes us from the P coordinate 
system’s initial pose through the world reference coordinate system (W) to the i^^ 

frame of P . The second path (shown across the top of Fig. 3) takes us from the same 
starting reference coordinate system of P through the initial frame of O to the SD 
reference frame, (F) (which is fixed during the data collection) back through the i^^ 
frame of O , and into the i^^ frame of P . 




Fig. 2. Top view of Pose estimation verifieation setup. The P is attaehed to the outside of the 
phantom whose origin, O , is defined in the eenter of all the beads. 



^ The Optotrak used is the Northern Digital model #3020. 
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Path 2 




Fig. 3. The two paths used to verify the pose finding algorithm. 



The transforms between W and P are calculated from the Optotrak data. The 
transforms between F and O are given from the pose estimation algorithm, which is 
the transform we wish to verify. The transform from P to O can be found with 
physical measurements since P and O are rigidly attached as Fig. 2 suggests. We 

denote the transform between O and P as . Note also that because the probe is 
rigidly attached to the object, we know that and these notations will 

be used interchangeably to make consecutive transform cancellations more clear. We 
define the transformation from the F to O at the time of the i^^ image as , and 

the transform between W and P at the time of the i^^ image as . 
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Fig. 4. The Euclidean distance between the probe origin found from the pose finding algorithm 
to the origin found using the Optotrak method (left). The error in the rotation angle between 
two consecutive image frames for 67 frames in the sequence. This error is calculated as the 
rotational error from the angle-axis representation of the residuals from the two pose 
calculation paths (right). 



We measure our pose error by finding the change in the pose of P relative to its 
initial position, or , in two ways, one using the Optotrak and the other using our 
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pose estimation algorithm, or the two paths shown in Fig. 3. Then we compare the 
results to measure our error. We call the result of the first (using the Optotrak) , 
and readily see that it can be computed as 



O TjPi jrPi ttW 



( 6 ) 



We call the result of the second method (using our pose estimation algorithm) . 
Given the transform from the physical measurements, we see that we can 
compute from the transforms and computed by our pose estimation 
algorithm as 



A 






( 7 ) 



By comparing these two results we can analyze the error in our pose finding method. 
We compare these two paths by computing 




( 8 ) 



If the two transforms were equal this would produce an identity matrix. We convert 
the relative rotation from this transform to angle-axis form and use the magnitude of 
the angle as our orientation error measure, and the magnitude of the translation as our 
position error measure. The position errors are shown in Fig. 4 (left), while the 
orientation errors are shown in Fig. 4 (right) for 63 frames. The mean translation error 
is 3.37mm, with a standard deviation of 1.53. The mean error in the angular deviation 
is 0.023 degrees, with a standard deviation of 0.0104. 

These results demonstrate that our pose recovery algorithm is accurate when 
compared to a commercial optical tracker. Because the accuracy of our reconstruction 
depends primarily on the accuracy of pose, this result is critical to the success of our 
approach. Next we consider the reconstruction of various objects using our proposed 
method. 



4.2 Tomographic Reconstruction Results 

The next step in the analysis of our method is to evaluate the results of the complete 
reconstruction process. First we evaluate reconstructions from a set of synthetic 
phantom images and then from real imagery of a cadaver knee. 

Synthetic Phantom Reconstruction. In order to verify the reconstruction algorithm 
independently of the pose finding algorithm, we generated synthetic data by 
integrating densities along a cone-beam projection pattern through a synthetically 
created 3D volume. The synthetic volumetric data used was a set of ellipsoids. Fig. 5 
shows the rendered reconstructed volumetric results on the right with the original data 
on the left. The boundaries of the various ellipsoids can be seen clearly. 
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Fig. 5. Images taken of the reeonstmeted synthetie phantom. There are two different views of 
the same reeonstmeted volume with the original volume displayed next to it. The original 
volumes are shown on the left while the reeonstmeted volumes are shown on the right. 



We used these synthetic reconstruction results to analyze the accuracy of the 
recovered densities relative to the original volumetric data, and to measure the 
geometric accuracy of our reconstruction algorithm. 

Density analysis. In order to test the accuracy of our reconstructed voxel density 
information we can compare the final reconstructed voxel values with the density 
values of the original data. Since the most common use of the 3D density data is 
segmentation, ensuring accurate reconstructed density values is not as important as 
verifying relative density information. Therefore we fit a linear function to transform 
our reconstructed density information to the original density information and then 
compare to the linearly transformed data. We found the mean signed deviation to be 
3.64 (from a range of zero to 255), and the standard deviation was 2.62. 

Geometric accuracy analysis. In order to determine whether the reconstruction 
algorithm introduced any geometric errors (e.g., position offsets and scaling), we 
compared the position and size of each reconstructed ellipsoid to those of the 
corresponding ellipsoid in the original volume. We first found the three axes of each 
reconstructed ellipsoid by measuring the extremities of the segmented ellipsoid in the 
X , y , and z -directions. We then found the center of the ellipsoid by averaging the 

axis endpoints. The average of the absolute deviations of the center positions for the 
ellipsoids was 0.163 voxels, while the average of the absolute deviations from the axis 
lengths was 1.303 voxels. The errors in the axis lengths are larger than the error in the 
positions which is probably due to the blurring effect of the algorithm (accurate 
segmentation is very difficult with blurred edges, and a different segmentation 
method might reduce these errors). However, note the positions of the ellipsoids were 
found very accurately. 

Cadaver Reconstruction. Fig. 6 shows our algorithm’s reconstruction of a cadaver 
knee from 596 fluoroscopic images taken at 30 frames per second. Some noise can be 
seen at the top and bottom of the reconstruction due to parts of the cadaver being in 
the field of view during only part of the scan, thus these portions of the reconstructed 
volume do not satisfy Tuy’s condition and are not a part of our supported 
reconstruction area. This effect has been addressed in the literature [24] and we do not 
address it here as it is out of the scope of this particular paper. We also notice some 




CT from an Unmodified Standard Fluoroscopy Machine 



21 



metal artifacts from the marker beads which are also addressed extensively in the 
literature (e.g. [25-27]). Further refinements to our algorithms could incorporate these 
enhancements and remove these artifacts. However, this demonstrates that our 
method can tomographically reconstruct a volume from real fluoroscopic imagery 
with quality sufficient to allow segmentation (e.g., to produce a 3D model of the bone 
for surgical planning or surgical navigation). 




Fig. 6. The reconstructed volume from projections generated along an arbitrary path using our 
proposed algorithm. 



5 Conclusions and Discussion 

This paper presents results of a method of generating 3D volumetric data from 
fluoroscopy using image-based pose estimation and cone-beam reconstruction 
methods. The novelty of our approach is that it can be used with existing generic 
fluoroscopic systems that produce scans along a new path for each scan, and that have 
no hardware to control or sense the movement of the fluoroscopy system. 

Because the discrete sampling of the Radon space is different for each scan of 
images, we are not able to take advantage of a known discretization of our Radon 
space, which has led us to develop a Radon plane matching score that will give the 
best plane match for the resampling step in Grangeat's approach. This allows any 
arbitrary and non-repeatable sensor path that meets Tuy’s condition to be used to 
generate the source data for reconstructions. Because of the arbitrary discretization of 
the Radon space we have also developed a method to help correct for any missing 
Radon data. We have demonstrated the feasibility of our approach through accurate 
preliminary reconstructions of phantom data and a cadaver knee and have as well 
performed analysis of the accuracy of our pose finding method and the reconstruction. 

The results from this work have the potential to provide an inexpensive and 
readily available 3D imaging capability that can benefit many medical applications. 
Advances in visualization and localization based on this method will allow minimally 
invasive procedures to be used more frequently, thus reducing the trauma to the 
patient. This 3D imaging capability can also make computer-aided procedures more 
accessible. It is expected that long term health care costs will be reduced because of 
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the high efficiency of computer-aided procedures, and from the shorter hospitalization 
and recovery times that will be required [28]. 
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Abstract. A new imaging principle for object reconstruction is pro- 
posed in Single Photon Emission Computer Tomography (SPECT) which 
is widely used in nuclear medicine. The quality of SPECT images is 
largely affected by many adverse factors among which chiefly Compton 
scattering of gamma rays. Recently we have proposed to exploit Comp- 
ton scattered radiation to generate new data necessary for object recon- 
struction, instead of discarding it as usually done. This has led us to a 
new underlying imaging principle based on the inversion of a generalized 
Radon transform. In this new three-dimensional reconstruction method 
both signal to noise ratio and image quality are improved. Remarkably 
the complete data, collected at various angles of scattering, can be ob- 
tained by a motionless data taking gamma camera. Examples of object 
reconstruction are presented as illustrations. 



1 Introduction 

In nuclear medicine, a gamma camera records images of body organs created by 
gamma rays emitted from a radiopharmaceutical (e.g. distributed un- 

evenly inside a patient body after its ingestion. The different grey levels in the 
observed image, corresponding to a specific activity distribution of the radio- 
pharmaceutical, give valuable functional information on the organ. This helps in 
localizing lesions, in detecting cancer metastasis at the cellular level and most 
importantly in achieving early accurate diagnosis. 

But generally the quality of the gamma images is quite poor since it is affected 
by a number of degrading factors: Poisson noise of the gamma-ray emitters, ab- 
sorption of the gamma rays by the biological medium, poor energy and space 
resolutions of the detector, low performance of the gamma ’’optics”, measuring 
electronics and above all Compton scattering of the gamma photons by the elec- 
trons in the surrounding medium. This last factor causes a blurring of the image 
as well as a delocalization of the activity sources (see figure 1). Consequently 
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the detection of small structures (e.g. ’’cold” or ’’hot” nodules of the thyroid) 
becomes difficult. This is particularly very penalizing when one seeks to localize 
small spots of low activity in the midst of highly active areas (e.g. small tumor 
detection) in medical imaging. 

Up to now efforts are generally concentrated in eliminating scattered pho- 
tons. In most commonly used techniques scattered photons are separated from 
the non-scattered (or primary) ones. Whatever the method used, scattered pho- 
tons are either eliminated from the overall counts or filtered by narrow energy 
windows around the photopeak energy. But is discarding Compton scattered 
photons necessarily the best ideal 

A primary (direct) image of an object is obtained when gamma photons 
emitted from this object have gone through the medium without being deflected 
by Compton scattering and entered directly the collimator along the axis of 
the camera (see figure 1). The number of such photons is unfortunately very 
small compared to the total number of emitted photons in all directions by 
the object. This ideal image although in one-to-one correspondence with the 
object is quite faint and also blurred by noise, secondary scattering against the 
collimator walls, fluctuations of measurement electronics, etc. In currently used 
gamma cameras, typically 70 % to 80 % of the incident photons are discarded 
by the photopeak energy window. Moreover, among those retained roughly 30 % 
to 40 % should not have been taken because they have suffered from scattering. 
So this kind of separation technique leads to a net loss of photons collected and 
a very bad signal-to- noise ratio. This is especially unfavorable for detecting of 
small spots and for medical applications where both accuracy and low dose of 
emitted radiation are required. 

Although scattered photons carry less information regarding their source 
than primary ones, they may turn out to be useful for improving image quality. 
This is particularly true for back scattered photons (i.e. photons which go back 
along the original path after scattering). From the camera point of view, these 
photons appear to come from the right location of the object. Hence account- 
ing correctly for scattered photons may lead to an improvement of the image 
resolution and most likely also to a significant reduction of noise affecting the 
images. 

In this work, instead of discarding the scattered photons it is proposed to take 
them into account in image processing from formation to restoration. Actually 
we exploit scattered photons, not only to improve the image quality, as done 
at first in [1], but also to propose an original new imaging principle. In fact, 
we establish a new integral relation between the object radioactivity density 
and the scattered photon flux density received on the detector. In addition we 
observe that Compton scattering properties allow to generate series of images 
at various angles of scattering (or equivalently at various scattering energies) 
from 5m^/e-scattered photons. Interestingly these images can be recorded by a 
motionless camera. We have also shown that such sequences of parametric images 
constitute a complete set of data for the reconstruction of the object in three 
dimensions. Moreover they can be simulated within a reasonable computation 
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time as opposed to Monte Carlo simulations [5] which require both excessive 
computing time and considerable memory and which must be performed anew 
for each patient. The proposed imaging procedure is particularly suited for the 
last generation of medical SPECT cameras operating in “list” mode whereby 
both energy and location of the detected photon are recorded simultaneously. 

This paper is organized as follows. By performing a careful analysis on single 
Compton-scattered photons we establish first, in section 2, the so-called im- 
age formation equation which relates the single scattered photon flux density 
to the radioactive volume density of the object. This is an integral mathemati- 
cal transform generalizing the Radon transform in imaging science. In section 3 
we establish its invertibility, a crucial property which lends support to an ana- 
lytical reconstruction method. This new imaging process presents a remarkable 
innovative advantage: the series of images necessary for the three-dimensional re- 
construction can be obtained by a motionless data taking detector. This is not so 
in usual tomographic modalities based on primary gamma rays. We close with 
some examples of object reconstruction (section 4) and give some concluding 
remarks in the last section. 



2 Image Formation by Compton-Scattered Radiation 



To facilitate the reading let us introduce our notations: 



D 

/(V) 
F{u,v;z) 
F{u, w) 

G{u^ v; t) 
Mz) 

M 
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rie 

P{0) 

re 

RMSE 

S/N 
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t = tan 9 
2D/3D 

V 

Y{s) 



detection site on detector, 
object activity density function, 
two-dimensional Fourier transform of /(V). 
three-dimensional Fourier transform of/(V). 
photon flux density function on detector, 
two dimensional Fourier transform of^(D,t) 
Bessel function of zeroth order, 
scattering site, 
distance detector-object, 
electron density in medium. 

Klein-Nishina probability at angle of scattering^, 
classical radius of the electron. 

Root mean square error, 
signal-to-noise ratio. 

Compton scattering angle, 
tangent of the scattering angle 0. 
two / three-dimensional, 
object emission site. 

Heaviside unit step function. 



The activity volume density of the object under study /(V) = Cv) 

represents the number of photons emitted per unit time and per unit object 
(or source) volume, uniformly distributed around a site V. A primary photon 
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emitted at V would scatter an electron at site M in the surrounding medium 
and enter the collimated detector along its axis only if the scattering angle d and 
the given photon energy E at detection site D fulfill the Compton relation [2]: 



E = E(] 



1 + s{l — cosO) ' 



(1) 



Thus the totality of such points V on the object lie on a circular cone of apex 
M and opening angle 0 having an axis parallel to the camera collimator axis (see 
figure 2). So when the scattering contributions of these points are summed up, 
one would get at the detector site D a photon flux density g(D^t) given by an 
integral of /(V) on a cone surface followed by an integral on all scattering sites 
of the cone axis: 



,t) = K(t) [ [ d(j) [ — /(^i:»+rsin^cos0, ?7i:»+rsin^sin0, ^M+rcos^), 

Cm Jo Jo_^ 

( 2 ) 



where 
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( 4 ) 



Equation (2) describes the image formation by single scattered radiation and 
is called the image formation equation. As one add up contributions of point 
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sources on a cone surface, one is doing a cone surface integral generalizing the 
integral on plane surfaces in the definition of the Radon transform. But here it 
is necessary to sum up also on all scattering sites on the cone axis. This is why 
we have called this entire procedure a Compound Conical Radon transform. 

In this expression of the integral on r is formally divergent near 

the origin since /(V), the activity density, is everywhere finite. A mathematical 
regularization procedure (e.g. cut-off) should be applied to give it a sense [3]. In 
numerical calculations a cut-off can be easily realized by choosing an appropriate 
discretization of the integration range. 




Fig. 2. Coordinate system used for calculations 



Physically ^(D,t) represents the data acquired on the detector at a given 
scattering angle (or outgoing photon energy). As the list mode of a gamma 
camera can record simultaneously at detection site the photon flux density and 
the deposited energy, this data is collected without having to move the detector 
as in a conventional tomographic procedure. Thus collecting data in this new 
modality can be done more rapidly at a much less equipment cost. Note that 
the scattering angle which labels each ’’image” of the object may be compared 
to the spatial rotation angle of a gamma camera in tomography. 

3 Three-Dimensional Analytical Object Reconstruction 

In this section we show that the Compound Conical Radon transform admit 
an inverse transform: the volume activity density /(V) of an object may be 
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expressed in terms of the measurements ^(D, t), which form, only for 0 < 0 < tt 
a complete set of data for the 3D reconstruction of /(V) [3]. The mathematical 
proof of the inversion is given in [4]. 

The inversion is most conveniently done in Fourier space of the detector. 
Equation (2) is then converted to a zeroth order Hankel transform between 
G{u,v]t) and the function H{u,v;r cos 0) defined as: 

H{u,v;r cos 0) = f + r cos 0), (5) 

Cm 

where Cm is the altitude of the apex of the cones. 

H(u^ v; rcosO) is a weighted average of the Fourier component F{u, v, Cm + 
r cos 0) of the object activity density. It has the form of a convolution product 
and may be reexpressed in terms of the 3D Fourier transform F{u, w) of /(V) 
and Ji{w)^ the truncated Fourier transform of C~^ given by: 



Ji{w) = [Ci{2Til\w\) — i e{w) Si{27rl\w\)] — }. ( 6 ) 

2ttwI 

where Ci{x) and Si{x) are integral cosine and sine defined in [7]. 

Hence an inversion of the Hankel transform followed by a subsequent decon- 
volution yields the object activity density (in 3D Fourier space) in terms of the 
complete set of data G{u,v;t), parameterized by the angle of scattering: 



1 7 ^ 
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J —oo 



noo 

27 t / t dt Jo{27^\z\t ^/ + v‘^) 

Jo+ 






K{t) 
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(7) 



Finally the object activity density /(V) may be recovered by inverse 3D 
Fourier transform. 



4 Examples of Object Reconstruction 

As an illustration of the proposed inversion procedure using equation (7), we 
present the numerical computations for the reconstruction of two objects (a 
homogeneous and an inhomogeneous cubes) as examples. The working conditions 
are the following: 

— The gamma detector is a SPECT-camera. It is a discretized square of di- 
mensions N X N length units with N = 128. 

— The pixel size is 1 mm^. 

— The scattering medium is represented by a cube of dimensions N x N x N. 
To avoid boundary effects as much as possible, emission sites with non zero 
activity density are assumed to be localized inside a cube of size 64 x 64 x 64 
of same center as the larger cube with size N = 128. 
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— The electron density in biological medium is rie = 3.510 x 10^^ electrons/cm^. 

— The radio pharmaceutical employed is Technecium 99 with an activity den- 
sity 2.210 X 10-2 Ci/cm^. 

— The acquisition time per image is about 0.1 sec. 

— The 3D original objects (cubes with 8 pixels per side) are placed at the center 
of the cubical scattering medium. Figures 3 and 4 represent respectively the 
original objects: a homogeneous cube and an inhomogeneous cube with two 
’’hot” nodules and one ’’cold” nodule. 

— The distance from camera to the upper face of the scattering medium cube 
is / = 80 units. 

— Two series of images corresponding to the two objects at various scattering 
angles 0 (0.4^ < 0 < 171.^) have been simulated as examples. They are 
presented in figures 5 and 6 respectively for homogeneous and inhomogeneous 
objects. 




Fig. 5. Series of images of the original homogeneous cube labelled by 9 (0.4'^ < 
9 < 171°) 
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Fig. 6. Series of images of the original inhomogeneous cube labelled by 0 (0.4^ < 
0 < 171^) 




The reconstructed objects are in figures 7 and 8. In the absence of noise, one 
can observe a good agreement with the original objects, in particular the small 
structures (nodules) are well recovered. The root mean square errors (RMSE) 
are respectively for the reconstructed homogeneous and inhomogeneous objects 
equal to 12, 4% and 13%. Thus we observe a good performance of the Compound 
Conical Radon Transformation for modelling the new imaging process based on 
scattered radiation. 

Since our main objective is to show how to exploit advantageously Compton 
scattered radiation to generate a new imaging principle we present only results 
on image formation as well as object reconstruction from scattered rays. 

In real situations, of course, one must take into account other factors such as 
absorption by the medium, Poisson emission noise and the imperfections of the 
detector (collimator and measuring electronics). 

Concerning emission noise there are well known methods to deal with it such 
as the method of Maximum Likelihood or the methods of wavelets. They may be 
used for ’’denoising” the measured data beforehand or jointly with the inversion 
process. 
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Fig. 7. Reconstructed homogeneous object (RMSE = 12.4%) 
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Fig. 8. Reconstructed inhomogeneous object (RMSE = 13%) 
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As for the imperfections of the detector, the standard way for treating this 
problem is to make use of a response function of the Gaussian type operating 
with spatial coordinates as well as with energy coordinate. These issues are 
discussed in detail in references [1], [6]. 

5 Conclusion 

In this work the feasibility of 3D object reconstruction using Compton-scattered 
rays in gamma emission imaging is derived from a new linear integral trans- 
form directly from a Compton-scattering analysis of the image formation [3]. 
The proposed new imaging principle takes advantage of properties of scattered 
rays instead of rejecting them as usually done in most actual scatter correction 
methods. It improves the signal-to-noise ratio, and consequently the contrast. 
Moreover on one hand, in this procedure the angle of scattering appears as a 
free parameter and serves to label the collected data, on the other hand the 
multi-views of the object are obtained without the need of moving the detector. 
This possibility is particularly interesting in applications where the number of 
measurements is very limited, e.g. in non-destructive evaluation. Several per- 
spectives of the proposed approach are possible: for example extension to trans- 
mission imaging and to prospective higher order Compton scattering imaging 
processes. 

References 

1. Nguyen Mai K., Faye C., Eglin L., Truong T. T.: Apparent Image Formation by 
Compton Scattered Photons in Gamma-ray Imaging. IEEE Signal Processing Let- 
ters. 8 (2001) 248-251 

2. Barrett, H. H., Swindell W.: Radiological Imaging I and II. Academic Press, New 
York (1981) 

3. Nguyen Mai K., Truong T. T.: On an Integral Transform and its Inverse in Nuclear 
Imaging. Inverse Problems. 18 (2002) 265-277 

4. Nguyen Mai K., Truong T. T.: Exact Inversion of a Compounded Conical Radon 
Transform and a Novel Nuclear Imaging Principle. C.R. Acad. Sci. Paris Ser. I 335 
(2002) 213-219 

5. Zaidi H.: Relevance of Accurate Monte Carlo Modeling in Nuclear Medical Imaging. 
Med. Phys. 26 (1999) 574-608 

6. Eglin L.: Imagerie Scintigraphique: Modelisation et Restauration Multienergetiques, 
Ph.D Thesis, Universite de Cergy-Pontoise (2002) 

7. Lavoine J.: Transformation de Fourier. CNRS, Paris (1963) 




Cone-Beam Image Reconstruction 
by Moving Frames 



Xiaochun Yang^ and Berthold K.P. Horn^ 

^ Biovisum, Inc., Boston MA 02116, USA 
xiaochun@biovisum.com 

2 MIT EECS and CSAIL, Cambridge MA 02139, USA 
bkph@csail . mit . edu 



Abstract. In this paper, we present a new algorithmic paradigm for 
cone-beam image reconstruction. The new class of algorithms, referred 
to as cone-beam reconstruction by moving frames, enables numerical 
implementation of exact cone-beam inversion using its intrinsic geome- 
try. In particular, our algorithm allows a 3-D discrete approach to the 
different iation-backproject ion operator on the curved manifolds appear- 
ing in all analytical cone-beam inverse formulations. The enabling tech- 
nique, called the method of moving frames, has been popular in the com- 
puter vision community for many years [3]. Although cone-beam image 
reconstruction has come from a different origin and has been until now 
developed along very different lines from computer vision algorithms, we 
can find analogies in their line-and-plane geometry. We demonstrate how 
the moving frame technique can be made into a ubiquitous and power- 
ful computational tool for designing and implementing more robust and 
more accurate cone-beam reconstruction algorithms. 



1 Introduction 

As innovations in X-ray detector technology made it to the front lines of com- 
puterized tomography (CT) in the late 1980s, the idea of 3-D cone-beam CT 
triggered the dramatic onset of a new revolution in volumetric imaging. Facili- 
tated by the slip-ring technology and detector advances, the cone-beam system 
is able to use multi-row area detectors rather than detectors aligned on a single 
linear array in the older, slice- at-a-time 2-D machines, significantly increasing 
the information throughput and leading to faster, more nearly isotropic data 
collection. As a result, the cone-beam CT has a great potential to dramatically 
improve the speed and accuracy of CT imaging while lowering the hazardous 
radiation exposure. Accurate imaging ensures better diagnosis; high throughput 
leads to more efficient use of CT machines and hence lowers scan costs. As the 
CT industry works towards achieving its next milestone, cone-beam CT is now 
at the center of attention and the subject of intensive study. 

A typical cone-beam imaging system generates a set of cone-beam projections 
from a radiation source to an area detector. Each cone-beam projection image 
provides the integral of the object density, denoted by /, along the straight lines 
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from the source to points on the detector surface. As the source-detector pair 
rotates and translates around the object, a collection of line integrals with the 
source point moving along a curve are obtained. The curve followed by the source 
relative to the scanned object is called the source orbit or the scan path. The 
task of cone-beam reconstruction is to invert the line integrals obtained from a 
series cone-beam projections and recover the density distribution /. 

Approaches to cone-beam reconstruction can be categorized as either ap- 
proximate or exact. Approximate reconstruction methods, such as Feldkamp’s 
algorithm [4], are usually extensions of 2-D fan-beam or parallel-beam recon- 
struction methods. They are simpler to implement, but have serious limitation 
in reconstruction accuracy. Exact reconstruction methods are instead based on 
exact cone-beam inversion formula. Before 1991, three inversion formulae had 
been derived by Tuy [15], Smith [14] and Grangeat [5]. For a decade, engineers 
and researchers worked to reduce the above mathematical formulism into prac- 
tical implementation but encountered many difficulties. The most complex and 
expensive computational step, the differentiation-backprojection operation, acts 
on curved surface in a fashion that was not completely understood. 

In 2001, cone-beam inversion formulae derived by Katsevich [9] and Yang 
[16] considerably simplified cone-beam reconstruction. Katsevich gave the first 
helical cone-beam inversion formula as an iterated 2-D integral which suggests 
the minimum use of data. With this formulation, however, some integral param- 
eter has implicit dependency on the scanning geometry and a set of nonlinear 
equations need to be solved. Yang instead reformulated the 3-D Radon inverse 
for general trajectories. The result is a reduction of the 3-D backprojection into 
a series of 2-D backprojections - it is the first explicit cone-beam inverse. More 
recently, Katsevich extended his original formulation to general trajectories [10]. 

Underlying Katsevich and Yang’s cone-beam inverse reconstructions are two 
intrinsic vector spaces: one is the projective space of lines or planes passing 
through a point, called a fiber; the other is the fiber bundle constituting all the 
fibers emitting from a 3-D curve. These vector spaces are curved, differentiable 
manifolds. Inverse reconstruction integrates and differentiates functions defined 
on said vector spaces. Currently, there is no general theory for numerical calculus 
on curved manifold. In this paper, we explore the mechanism for integration and 
differentiation on the manifolds of lines and planes described above and provide 
a new computational framework for cone-beam image reconstruction. 

The remainder of this paper is organized as follows. Section 2 studies the 
topological structure and varied coordinate representations of the vector spaces 
arising in cone-beam image reconstruction. Section 3 presents a novel reconstruc- 
tion algorithm using the method of moving frames. In particular, implementation 
of the exterior derivative in Katsevich and Yang’s formulae is discussed in detail. 
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2 Integral Geometry in Cone-Beam CT 

There are three distinguished spaces when we process cone-beam image data. 
First is the object space in which the 3-D density function / is to be evaluated. 
The object space is an Euclidean space, denoted by E^. 

Next is the source orbit, assumed to be a smooth and differentiable 3-D curve, 
is a 1-D manifold, denoted by C^. Assume that the source orbit is parameterized 
in the Euclidean coordinate by ^(A) = (0i (A), 02(A), 03(A)) with A G A. Given 
A, one can determine not only the position of the source in the Euclidean space 
E^, but also the local properties, such as the tangent and curvature, of the 
manifold at ^(A). In this sense, A also acts as a local coordinate of the 
source orbit when viewed on the 1-parameter manifold C^. 

A third space is the space constituting all the projective lines emitting from 
a 3-D curve, denoted by T := where stands for the 2-D projective 

line-space projected from a single source point ^(A). According to the line-and- 
plane duality in 2-D projective space [12], the projective space of lines, P^, is 
interchangeable with the projective space of planes with the same projection 

center. Denote the projective space of planes with center at ^(A) by P;^. Denote 
the total space of projective planes intersecting C by T := X/AgA ^a- 

Note that E^, C^, P^ and are all embedded in the Euclidean 3-space. 
Points in these spaces and their geometric relationship can be described in the 
language of coordinates. 



2.1 Euclidean Moving Frames 

The object space E^ can be represented in the Cartesian coordinate with an 
origin denoted by O. This coordinate system will be referred to as the global 
Euclidean frame - it is fixed with respect to the object. 

As the radiation source moves around the object, the orientation of the detec- 
tor surface changes accordingly. In practice, the detector surface may be curved. 
Eor convenience of exposition, we replace the detector array with an image plane 
that closely approximates the detector surface. A coordinate transformation is 
needed to map every point on the real detector surface onto the image plane. 



Moving Frames and Local Coordinates. Assume that the source-to-detector 
distance is fixed. Also assume that the two perpendicular axes on the image plane 
evolve smoothly during the source-detector motion. A local Euclidean coordinate 
can be conveniently set up for each projection with the origin at the source point, 
two axes aligned with the axes of the image plane, and the third axis aligned 
with the perpendicular line from the source to the image plane. Let 0/ be the 
intersecting point where the perpendicular line from the source to the image 
plane meets the image plane. 

Denote by {^(A) : u(A), t;(A), ic(A)} (A G A) the series of local Euclidean 
frames attached to the source orbit where A is considered as an index and u(A), 
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v{\), w{\) are the three orthonormal basis vectors expressed in the global Eu- 
clidean coordinate. As A ranges in A, the smooth evolution of u and v ensures 
the smooth evolution of in, since w can be computed from u x v. 

The sequence of orthonormal local coordinates described above are called 
the Euclidean moving frames. Construction of the moving frame bases generates 
a set of 3-by-3 orthonormal matrices, i.e., R(A) = (n(A), t;(A), it;(A)) (A G A), 
which are associated with a set of consecutive rotations. Given a point x G E^, 
assume x' is the corresponding local coordinate in the Euclidean frame indexed 
by A. The coordinate transform from x' to x and its inverse are given by 

X = R(A)x' + ^(A), (1) 

a;' = R(A)“^(^a; - $(A)). (2) 

It is clear that every point in the object space has simultaneously a global Eu- 
clidean coordinate as well as a series of local Euclidean coordinates. 



Construction of Moving Frames. Construction of the moving frames is fairly 
general, flexible and can be applied to a wide selections of source orbits and 
detector orientations. However, in practice, detector orientations are constrained 
in the sense that its movement needs to be synchronized with the source and 
the synchronized motion is under the control of rigid translation and rotation. 

To produce a smooth evolution of the moving frame bases as the source- 
detector moves around the object, we can make use of the source orbit equation 
and express the local Euclidean bases in terms of the vector components of ^(A). 
Eor example, if the rotational axis of the source orbit is fixed, as in traditional 
CT where source and detector are mounted on a cylindrical gantry that rotates 
around a fixed axis, we can align one of the basis vectors, say v, to the rotational 
axis (shown as the vertical axis in Eig. 1) and let the other two axes synchronize 
with the rotation of the source when viewed from a plane perpendicular to the 
rotational axis. This yields the following orthonormal basis: 



u(A) = 
< d(A) = 



0, 0, i' 



( -02(A), 01 (A), o) 



w;(A) = 



y0?(A) + 0i(A) 



(01 (A), 02(A), o) 



(3) 



Alternatively, if spherical symmetry characterizes the scanning geometry, 
such as in C-arm CT where the radiation source is confined on a spherical sur- 
face, then one of the moving frame basis vectors, say in, can be aligned with the 
position vector, ^(A), and the other two axes are made dependent on both the 
position vector and the local tangent of the source orbit (see Eig. 2), z.e.. 



I u)(A) = 
u(A) = 
, m(A) = 



^(A) 
|#(A)| 
w X #'(A) 
|U) X $'(A)| 
V X w 



< 



( 4 ) 
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Fig. 1. Moving frame (a). 




Fig. 2. Moving frame (b). 



In both cases, cone-beam system design includes an alignment step to align 
the axes of the image plane with the designated axes. 



Coordinate of Lines and Planes. In a local projection frame, we consider 
only the lines and planes passing through the source point ^(A) and the support 
of /. In the case of lines, the global Euclidean coordinates of the intersecting 
points between the lines and the image plane can be obtained from their local 
Euclidean coordinates via Eqn. (1). Consequently, the directions of the lines, 
denoted by a G S^, can also be expressed in the global Euclidean coordinates. 
We refer to (A, a) as the projective coordinate of lines emitting from ^(A). 

In the case of the planes, we note that a plane can be identified by two dis- 
tinctive lines on that plane. Assume Pi and P 2 are two points on the intersecting 
line between a given plane and the image plane. The projective coordinates of 
two lines connecting the source to Pi and P 2 can be calculated as previously de- 
scribed. Denote the projective coordinates of the said lines by (A, ai) and (A, CX 2 ) 
respectively. The unit normal of the given plane, denoted by /3, is perpendicular 
to both cxi and c^ 2 . Therefore, (3 = cxi x ol 2 /\oli x ol 2 \. The radial distance of 
the plane, denoted by /, can be evaluated as I = ^(A) • /3. The coordinate (/,/3) 
determines the position of a plane seen in the global Euclidean coordinate. 
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2.2 Integral Transforms on Projective Spaces 

Each cone-beam projection consists of rays emitting from a source point. The 
pencil of rays forms a 2-D projective space. Two integral transforms can be 
defined on the projective 2-space of lines and its dual, namely the projective 2- 
space of planes, respectively. Inverting integral transforms on various geometric 
spaces is the main subject of study in integral geometry. 



Divergent Ray Transform. For a fixed source position, say ^(A), cone-beam 
projection maps points in onto with the equivalence relation: 

$(A) + a ~ ^(A) + roL for a G S^, r G M and r ^ 0. (5) 

The pair (A, a) identifies a line in the Euclidean 3-space. 

Assume that the density function / has a finite support, G M^, and the 
source orbit ^(A) is outside the convex hull of Cl. The divergent ray transform 
of / is by definition the integrals of / along the half-lines starting at ^(A) which 
is a measurement available from the cone-beam image: 

r~\-oo 

Df{X^rcx):= / /(^(A) + ta) dt, a G S^, r G M. (6) 

Jo 

Cone-beam reconstruction is to recover / from Df. 



Radon Transform. In the 2-D projective space of lines, every two distinctive 
lines determine a unique plane; every two distinctive planes determine a unique 
line. Thus, lines and planes are dual in the 2-D projective space. This duality 
relation is important in that it makes the integral transform along the lines 
interchangeable with some integral transform over the planes. 

We can write a plane in as 

Li,0:= \x-/3 = l, l>0, l3eS^Y (7) 

where (3 is the unit normal of the plane and I is the perpendicular distance of 
the plane from the origin. The space of all the planes in is called the Radon 
space. Radon space is a projective 3-space, denoted by P^. 

The Radon transform of / is defined as the set of integrals of / over all the 
planes in which can be expressed as a function of two parameters (/ and /3): 

R/(/,/3):= [ f{x)dx. (8) 

J |£c|£C /3 = Z| 

If Rf is known on all the planes passing by the support of /, then / can be 
reconstructed from the 3-D Radon inverse [6,13]: 



/(®) = 



J_ f d^Rf{l,/3) 
87t2 7s2 dP 



d/3. 



I=x-I3 



(9) 
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However, in cone-beam projection, only the divergent ray transform is avail- 
able, not the Radon transform. In order to use Eqn. (9) to recover the function 
value at point x, the second-order radial derivative of the Radon transform needs 
to be obtained on all or almost all planes through x. Grangeat’s Fundamental 
Relation [5] provides an important link from the divergent ray transform to the 
Radon transform. According to the Fundamental Relation, the first-order radial 
derivative of the Radon transform on a plane can be calculated from the weighted 
integral of the divergent ray transform along projective lines on the given plane 
as well as its adjacent planes within the same projection. The second radial 
derivative of the Radon transform can then be evaluated by differentiating the 
first radial derivative of the Radon transform over parallel planes. 

Cone-beam inversion formulae earlier derived by Tuy [15] and Smith [14] 
have also been linked to Eqn. (9) [2,16]. It turns out that exact cone-beam re- 
construction based on Eqn. (9) requires source orbit to meet the data sufficiency 
condition, z.e., all or almost all planes passing by the support of / intersect with 
the source orbit [5,14,15,16]. 



Transform Spaces T and T as Fiber Bundles. Erom each point lying on the 
source orbit grows a 2-D projective space of lines, P^, as well as a 2-D projective 

space of planes, P;^. The transform spaces T and T are unions of all P;^ and 
^2 

all projected from the source orbit respectively. The geometric structure of 
T and T is called a fiber bundle in differential geometry [11]. The source curve 

C is called the base space and P;^ or P;^ are the fibers. Points in T and T 
correspond to lines and planes when viewed in the Euclidean space. 

Recall from our earlier discussion, lines and planes emitting from ^(A) (A G 
A) can be identified by the direction of the lines, a G S^, and the normal direction 
of the planes, /3 G S^, respectively. Assume (S^; a*) is a basis for the fiber of 
lines, and (S^; is a basis for the fiber of planes. Then, the Cartesian product 
of the bases from the base space and the fiber space, namely (A; A) x (S^; a^) 
and (A; A) x (S^; /^*), are local bases for T and T. 

Tiber bundle captures the underlying cone-beam scanning geometry concisely 
and precisely. Moreover, if the source orbit satisfies the data sufficiency condition, 

then T = ^ covering space of the Radon space, P (reduced to 

contain only the planes intersecting the support of /). The inelusion map from 

each fiber P;^ to P^ is given by Tly : /3 — > (^/3) with I = ^(A) • f3. Note that 
the same map transforms the local coordinate in T to the global coordinate in 
P^. However, the above mapping is not bij^tive, because some planes in the 
Radon space are repeated multiple times in T. Denote by M(A,/3) the number 
of times that the 2-D plane L^(^x)-/3,/3 intersects with the source orbit. Then the 
same function M{X,l3) depicts the number of times that the plane L^(^x)-i3,/3 is 
repeated in T. This M(A,/3) is called the redundaney funetion. 
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Differential Structure and Connection. Both the base space and the fiber 
space are differentiable manifolds. Therefore, the fiber bundles T and T are 
differentiable. The coordinate from the base space, A, serves as a connection in 
the fiber bundles in the following sense: as A smoothly varying in a neighborhood, 
the disjoint fibers get connected and the result is a smooth manifold. For fixed 
a G and /3 G S^, displacement in A indicates parallel translation of a line 
(with direction a) or a plane (with normal direction (5). 

In T, the first local coordinate A relates to the first global coordinate I by 
the differentiable map I = ^(A) • j3. Hence, d/dl = (1/^'(A) • f3)d/d\. We can 
visualize the differentiation process over parallel planes by taking an infinitesimal 
step along the tangent direction of the source orbit - almost always we can find 
a plane parallel to the one we start from, except if the initial plane contains 
the tangent line. We call these exceptional planes the defects in the structure of 
the fiber bundle T. Although differentiation over parallel planes breaks at the 
defective planes in T, it can still be carried out in the Radon space, P^, with 
respect to the radial distance 1. In the Radon space, the global coordinate I is a 
more stable benchmark for parallelism in planes than the local coordinate A. 

3 Exact Cone-Beam Reconstruction 

Early algorithm development for exact cone-beam reconstructions is heavily 
based on inversion formulae derived by Tuy [15], Smith [14] and Grangeat [5]. 
Although varying in computational cost and stability, they share an important 
structural similarity in that they all inherited the differentiation-backprojection 
operator from the 3-D Radon inverse. They differ in the underlying intermediate 
functions linking the divergent ray transform to the Radon transform [2,16]. 

For nearly ten years, exact and efficient implementation of the three in- 
version formulae has encountered difficulties. This is mainly because the 3-D 
differentiation-backprojection operation has implicit dependency on the scan- 
ning parameter. A, and discretization can not be easily introduced. 

3.1 Inversion Formulae by Yang and Katsevich 

Motivated by the similarity displayed in Tuy, Smith and Grangeat ’s inverse 
formulations, Yang investigated the topological structure of the Radon space, 
which is the transform space, and discovered two prevailing geometric constraints 
underlying cone-beam reconstruction [16]: 

• First, within each cone-beam projection, all the planes passing through a 
particular projection line have normals perpendicular to that line; there- 
fore, backprojection orientation is confined to a unit circle. The reduction of 
backprojection from 3-space to 2-space simplifies the reconstruction. 

• Second, as the source moves along the orbit, backprojection orientation on 
the unit circle undergoes a rigid rotation. As long as the source orbit satisfies 
the data sufficiency condition, one can decompose 3-D backprojection into 
a series of 2-D backprojections in accordance with the scanning geometry. 
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This leads to the following decomposed 3-D Radon inverse: 



/(*) 



1 

Stt^ 







M{X,f3) 




dX, 



( 10 ) 



in which, {x — ^(A)}^ denotes the plane perpendicular to the projection ray x — 
^(A) and through the origin. The outer integral integrates over the source orbit; 
the inner integral is a 2-D backprojection - with each cone-beam projection, 
there is only one 2-D backprojection that needs to be performed along each 
projection ray and the resulting value is assigned to all the points lying on that 
ray with the same weight. Coupled with Grangeat’s Fundamental Relation, Eqn. 
( 10 ) provides an explicit solution for cone-beam reconstruction. 

More recently, Katsevich derived a new general cone-beam inversion formula 
which is extended from his inverse formulation for truncated helical cone-beam 
problem [9]. The new inverse is an iterated double integral [10]: 



= I ^WWA'),cos7a(A,a.) + 

sin7a^(A,x,6>m)) |a'=a dX. (11) 

smy J 

Again, the outer integral integrates along the source orbit. The inner integral, 
however, is a 1 -D integral that integrates over a plane determined by A, x, and 
the integral parameter 7 denotes the polar angle on this plane. Furthermore, cx 
denotes the unit vector in the direction of the projection ray, x — ^(A), and is 
a unit vector perpendicular to a; the polar angle in the plane perpendicular to a 
and through the origin is At (m = 1 , 2 ,...), c^ and are both lying on the 
integration plane which is a critical plane in the sense that it produces a jump in 
c(A, x), a weight function related to the number of intersections of a plane passing 
through X and ^(A) with the source orbit. Note, the jumps in c(A, x) occur only 
at finite number of Om^s. To find these Om^s and the corresponding critical planes, 
a set of nonlinear equations need to be solved. The critical plane contains either 
a tangent of ^(A) or an end point of ^(A). Interestingly, a large number of the 
integration planes thus selected correspond to the defective structure on the fiber 
bundle T. This connection can be further addressed. See [10] for more detailed 
explanation of the inversion formula. 

To carry out numerical implementation of Eqn. (lO)-(ll), it is important that 
the discretization step preserves the geometric relationship among the points, 
lines and planes hidden in the formulae. Eiber bundle geometry provides an 
ideal setting for such a discretization: discretizing the outer integral corresponds 
to discretizing the source orbit, the base space; discretizing the inner integral 
corresponds to discretizing the 2-D projective spaces of planes (Eqn. (10)) and 
lines (Eqn. (11)) which are the fibers. The second radial derivative in R" f (Eqn. 
(10)) and the derivative of Df with respect to A (Eqn. (11)), on the other 
hand, are performed over parallel planes and lines across projections. It is clear 
that appropriate coordinates are needed in each space encountered in order to 
facilitate the discretization. 
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3.2 A Discrete Approach: Reconstruction by Moving Frames 

Yang and Katsevich’s formulae share a common three-step procedure which is 
carried out repeatedly for a sequence of cone-beam projections. The three steps 
are: integration on the fiber space - it corresponds to the inner integral; dif- 
ferentiation across neighboring projections, ie., over parallel planes (Eqn. (10)) 
or parallel lines (Eqn. (11)); backprojection assigning results from the first two 
steps to points along each projection ray - it is also performed in the fiber space. 
There are extra steps in each formula need to be performed, such as evaluation of 
R' f from Df via Eundamental Relation (for Eqn. (10)), and finding the critical 
planes by solving a set of nonlinear equations (for Eqn. (11)), etc. To save space, 
however, we will focus our discussion on the three-step process. 

Consider the orthonormal moving frames {^(A); n(A), t;(A), ic(A)} (A G A) 
with the origin attached to the source orbit and the basis vectors determined by 
the local properties of ^(A) (as discussed in Section 2 . 1 ). Eor some fixed A, the 
local projective coordinates of lines and planes passing by ^(A) can be obtained 
from the local Euclidean coordinates of points on the image plane. Thus, inte- 
gration and differentiation on a fiber space present little challenge other than 
some irregularities in sampling. However, in order to perform differentiation over 
parallel lines or planes across projections, parallel lines or planes from neighbor- 
ing projections need to be located. A coordinate that can flatly connect the set 
of parallel lines or planes, and can be transformed to and from the moving frame 
coordinates, is therefore needed. Such coordinate is identified in section 2.2 as 
the scan path parameter. A, for lines and the radial distance, /, for planes. Dis- 
placement in A or / indicates parallel translation if the direction of the line or 
the normal direction of the plane remains fixed. Consequently, differentiation can 
take place on the line bundle or the plane bundle which are curved manifolds. 

Note that the pencil of lines and the pencil of planes growing out of a source 
point each forms a closed manifold. Each fiber space can be visualized by a 
unit sphere centered at the source position (see Eig. 3). A point on the sphere 
represents either a line or a plane passing through the source: the direction 
of the line or the normal of the plane coincides with the source-to-point line. 
In addition, for any two different source points, their corresponding fibers are 
disjoint. As A smoothly varying along the source orbit, the disjoint fibers become 
connected to form a smooth and differentiable manifold. Now in the discrete 
approach, lines and planes from neighboring projections he outside the closed 
fiber space of each other. Cross-projection differentiations is therefore an exterior 
differentiation. Differentiation inside the closed fiber space, for example, along 
the geodesics ( and 77 (see Eig. 4), will not produce a valid exterior derivative. 

To develop a discrete implementation of the exterior differentiation, parallel 
lines or planes from neighboring projections need to be aligned. This task is 
simpler in the case of lines, since two parallel lines have the same direction, e.^., 
a, in the global Euclidean space, the rotating matrices representing the moving 
frames act on a and generate orientations of the lines in the local frames. Thus, 
the intersections of the parallel lines with the corresponding image planes can 
be matched. To perform the geometric alignment for planes, we consider two 
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Fig. 3. Fibers and connection. Fig. 4. Exterior differentiation. 



consecutive projections and construct a set of planes in the second projection 
frame parallel to the set of planes in the first projection frame as follows. 

Assume is the global coordinate of a plane from the first projection, 

with li = ^(Ai) • / 3 . In the second projection, the global coordinate of the plane 
passing through the source and parallel to is with I2 = ^(A2) • / 3 . 

Denote by R the distance of the source from the rotational axis and D the 
distance of the source from the detector. Denote by (5, (f) the polar coordinate 
of the intersecting line between and the image plane (Fig. 5 ). Let a be the 

angle between -L/2,/3 perpendicular from the source to the image plane. 

With the moving frames exemplified by Eqn. ( 4 ), the polar coordinate of the 
intersecting line between plane and the image plane can be expressed as 



s = D- 



I2 



arctan( ^ ^ ) 

p • u 



(12) 



in which s is obtained by eliminating a from sina = /2/^ and tana = s/D. 




Fig. 5. The second parallel plane intersecting the second image plane. 



With the moving frames exemplified by Eqn. ( 3 ), the perpendicular from the 
source to the image plane may not go through the origin. Instead, it meets the 
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rotational axis at O' (see Fig. 5). In this case, the radial distance of the plane, 
/ 2 , in Eqn. (12) shall be offset by 00' • j3. 

It is clear that the moving frames provide a perfect vehicle for accurate 
alignment of parallel lines and planes. As a result, robust evaluation of the 
exterior derivatives is made possible. 

The method of moving frames is one giant pillar among several in Cartan’s 
geometry [1] which holds a prominent position in modern differential geometry. 
The first known application of moving frame technique to computerized tomog- 
raphy appeared in [7,8] for 2-D fan-beam reconstruction. In the field of computer 
vision, the method of moving frames has been used to treat differential invari- 
ance of curves and other geometric invariance in a multi- view geometric setting 
similar to the one seen in cone-beam CT [3]. 

4 Conclusions 

In this paper, the intrinsic geometry underlying analytical cone-beam inverse 
is revealed, as well as the associated coordinate systems and coordinate trans- 
forms. We have shown that the method of moving frames allows exact cone-beam 
inversion formula to be discretized on the intrinsic cone-beam geometry; thus, 
sampling and interpolation errors can be minimized. In addition, the moving 
frame technique makes reconstruction applicable to a wide selection of source 
orbits and detector orientations. 
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Abstract. Computer vision methods can be applied to a variety of med- 
ical and surgical applications, and many techniques and algorithms are 
available that can be used to recover 3D shapes and information from im- 
ages range and volume data. Complex practical applications, however, 
are rarely approachable with a single technique, and require detailed 
analysis on how they can be subdivided in subtasks that are computa- 
tionally treatable and that, at the same time, allow for the appropriate 
level of user-interaction. In this paper we show an example of a com- 
plex application where, following criteria of efficiency, reliability and user 
friendliness, several computer vision techniques have been selected and 
customized to build a system able to support diagnosis and endovascular 
treatment of Abdominal Aortic Aneurysms. The system reconstructs the 
geometrical representation of four different structures related to the aorta 
(vessel lumen, thrombus, calcifications and skeleton) from CT angiogra- 
phy data. In this way it supports the three dimensional measurements 
required for a careful geometrical evaluation of the vessel, that is fun- 
damental to decide if the treatment is necessary and to perform, in this 
case, its planning. The system has been realized within the European 
trial AQUATICS (IST-1999-20226 EUTIST-M WP 12), and it has been 
widely tested on clinical data. 



1 Introduction 

Gomputer vision (like computer graphics) provides many techniques and algo- 
rithms that can be used to recover 3D shapes and information from images 
range and volume data: pixel (voxel) classification techniques, isosurface extrac- 
tion methods, etc. Some of them have been validated, even if only by using 
particular data under particular conditions, others are already used in industrial 
applications, while many others have only been proposed without the support of 
a large amount of experimental results. To choose the algorithm class that is best 
suited to a specific problem is indeed an important step in developing medical (as 
well as industrial) applications. Furthermore, a typical medical application may 
involve different sub-tasks, each with its own peculiarity, and often there is not 
a single reconstruction technique powerful enough to deal with all of them. The 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 48-63, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 




AQUATICS Reconstruction Software 



49 



application designer needs, therefore, to find specific solutions for each subtask 
and to combine these solutions in a, possibly, user friendly and effective software 
tool. 

In the following sections we will show how we combined four different state- 
of-the art computer vision tools in a system that helps vascular surgeons and in- 
terventional radiologists in the pre-operative evaluation of the abdominal aorta. 
The system is capable of completely recover, with a fast and mostly automatic 
method, the geometrical structure of abdominal aorta from CT scans of the ab- 
dominal region, and to present clinicians with an interactive, measurable, 3D 
model of the vessel and ancillary structures. 

The reconstruction of the aorta is very important for the evaluation of Ab- 
dominal Aortic Aneurysms (AAA): the precise measurement and evaluation of 
their geometrical parameters is fundamental to estimate rupture risk and to plan 
surgical or endovascular interventions, see [2,5,20,24,25]. 

Following the requirements coming from experts in vascular surgery, we de- 
veloped specialized methods adapted to the different structures to be recovered, 
that is vessel lumen, vessel skeleton, plaques, thrombus. The result of our work 
are new flexible computer vision algorithms, and a user friendly software tool 
that includes all these algorithms and it can be used to obtain, in a fast and 
interactive way, a full vessel reconstruction. 

2 Vessels Structures and CT 

As an introduction and motivation to the following sections, we give here a brief 
description of the application context and image data features. As mentioned 
above, the goal of our work was to provide a tool for endovascular intervention 
planning capable of accurate pre-operative measurements based on a model of 
the vascular tree, of the arterial lumen, thrombus structures and calcified plaques 
obtained from the segmentation of CT images. 

Arteries, e.g., the aorta, are vessels conducting the bulk of oxygenated blood 
flow to the body. The lumen of a vessel is the region where the blood flows; its 
volume is not perfectly constant in big elastic vessels due to pressure variation 
during the cardiac cycle, but it can be approximately considered constant for 
our application. Aneurysms are local dilation of the vessels greater than 150% of 
normal diameter. They are probably caused by atherosclerosis or cystic medial 
degeneration. If their diameter is larger than 55mm. the probability of their rup- 
ture - an event causing death in most cases - is extremely high and aneurysms 
of that size must be absolutely treated. In the aortic aneurysms the lumen is 
often separated from the vascular tissues by thrombus. Thrombus is an aggrega- 
tion of blood factors, primarily platelets and fibrin with entrapment of cellular 
elements, frequently causing vascular obstruction at the point of its formation. 
Other structures often surrounding the aorta, and that it is necessary to localize 
in order to avoid problems during surgery or endovascular treatment, are calci- 
fied plaques i.e., fat, cholesterol and mineral deposits that can develop on the 
inside of arterial walls. Their presence may cause problems in fixing prostheses 
[20] or inserting catheters inside the vessel. 
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Segmentation is performed on acquired CT scans. CT angiography is the 
standard for pre operative aortic diagnosis. It creates a 3D set of X-ray ab- 
sorption maps coded as gray levels with a resolution higher than any other 3D 
acquisition technique. The greatest limitations to CT angiography are partial 
volume effects, which result in gradual attenuation transitions between adjacent 
structures: models reconstructed must always be considered affected by an error 
at least equal to maximum between the slice thickness or the slice spacing of the 
CT acquisition. A typical slice thickness for these diagnostic protocols is between 
1 and 2 mm. 

It is not possible to discriminate vessel tissues from CT data, but it is possible 
to have a clear delineation of the lumen by injecting a contrast medium in the 
blood. By doing so, the gray level in the image, corresponding to a well defined 
Hounsfield value (the X-ray attenuation), becomes sufficiently distinguishable 
from the surrounding. Thrombus and calcified plaques have Hounsfield values 
very close to the level of other structures, but they can be usually identified, 
even though small calcifications cannot be located because they are typically 
masked by volume effects. 

3 Surface Extraction Techniques 

Our task involves the estimation of three different surfaces enclosing three differ- 
ent structures: vessel lumen, vessel walls with thrombus regions, calcified plaques. 
There are three main classes of algorithms in literature to recover surfaces from 
voxelized volume. 

Contour based surface extraction: the volume of the CT data is cut with 
series of planes, possibly perpendicular to the vessel direction^, and, on each 
plane, contours of the lumen intersection are evaluated using edge following, 
region growing or snake algorithms. Finally, contours are connected in tubes 
and tubes are connected in trees. This method gives an immediate estimation 
of the skeleton as connection of contour mass centers. 

Iso-surface extractiou with Marchiug Cubes: marching cubes [16] give a 
surface that separate voxels with gray value higher and lower than a de- 
fined threshold by defining look up table associating surface element to voxel 
neighborhoods. The extraction is done usually on classified or pre-processed 
data. The surfaces extracted are not connected, require post processing for 
mesh simplification and smoothing, even if a lot of work has been done to 
improve the quality of the extracted surfaces since the algorithm has been 
introduced; 

Deformable models: surfaces in 3D can be defined with implicit or parametric 
functions and adapted locally to the images. Surveys of this class of meth- 
ods can be found in [18,19]. Three dimensional snakes (inflatable balloons), 
and front propagation method [22] are examples of, respectively, a topology 
preserving / not preserving method in this class. 

^ This is not an easy task and so it is usually assumed, as a first approximation, that 
the vessel is oriented along one of the GT scan axis 
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Fig. 1. Steps in contour based lumen reconstruction: cutting planes are first 
selected, contour computed with a snake algorithm, triangulated tubes are gen- 
erated and finally joined after finding their intersection. 



We now proceed in the analysis of advantages and drawbacks of each of these 
methods when applied to our reconstruction tasks. 

4 Lumen Reconstruction 

4.1 Contour Based Surface Extraction 

For the lumen reconstruction all the techniques could be applied, we therefore 
compared their results. We found, however, that is difficult to recover complete 
vessel lumen geometries using a 2D contour based approach, because vessels have 
foldings and irregularities along their length. We implemented for comparison 
sake a 2D contour based method with the contours defined on 2D images ob- 
tained by tri-linear interpolation on arbitrary, user selected, planes across the 
dataset. Starting from contours series we then build tubes and assemble them 
in a vessel tree structure using geometrical engines like GTS [12]. This approach 
was dropped because it requires strong user interaction to obtain reliable results 
on all data sets, especially in the reconstruction of arterial tree bifurcations and 
it is not generally applicable. 

4.2 Iso-Surface Extraction with Marching Cubes 

Given the difficulties encountered with 2D contour based methods, we moved to 
a fully 3D method, based on first binarizing the volume data between a connected 
vessel lumen region and the rest, and then extracting the vessel surface as an 
iso-surface. To binarize the data we used a region growing method based on front 
propagation, that was initialized with a point inside the region of interest and 
whose growth was continued until it encountered voxels with gray level differing 
from the reference value more than a threshold. Holes were then filled using 
a topological closing algorithm. After data binarization, we applied a standard 
marching cubes algorithm. The resulting surfaces needed then to be regularized 
and simplified with triangle decimation. This approach, however, did not give 
reliable results: surfaces are good only in the case of well contrasted lumen with 
negligible noise and artifacts. 
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4.3 Deformable Models 

In literature, model based approach [15,1] based on an initial ridge extraction at 
different scales (hard in noisy and complex situation) or surface based approaches 
[17,11] are the methods proposed mainly for this task. 

Among all the possible deformable model algorithms we selected an explicit 
method deforming a closed surface. The reasons for this choice are the following. 

— Fast computation: the use of implicit methods, finite elements, etc. makes 
evolution slower. 

— Topology preservation: it is assumed that the lumen is an unique surface not 
separable into isolated parts. 

— Sensitivity to noise: elastic forces keep the contour smooth and are less in- 
fluenced by local noise or artifacts. 

We have implemented a deformable surface algorithm, called “fast simplex 
mesh balloon”, specifically designed for this task. It is based on the Simplex 
Mesh geometry introduced in [9]. A generic Simplex Mesh is a N dimensional 
mesh with N+1 connectivity. The Simplex Mesh we use is therefore a closed 
surface mesh composed by nodes each connected with three neighbors. Nodes 
move under the influence of an inflating force directed along the surface nor- 
mal vector, an elastic smoothing force described ( “surface orientation continuity 
constraint”) and two image forces. The first, a deflating force directed against 
the surface normal, compensates the inflating force when the local average of 
the gray level differs from the internal value more than a fixed threshold. The 
second, an edge attraction force, pushes nodes toward the maximum of the gray 
level gradient modulus in the neighborhood. To avoid a large variance in simplex 
sizes, the latter are controlled by a simplex merging/splitting algorithm that is 
invoked every so many iteration steps. Our simplex algorithm is adaptive and 
optimized for the extraction of tubular structures: the maximum face size is 
not a global value, but is proportional to the local curvature. To speed up the 
computation, nodes that have already reached the desired border (i.e., an edge 
with the gray level which differs more than a fixed thresholds from the inter- 
nal value) are labeled as fixed. The algorithm generates surfaces well adapted 
to complex structures, and the computation is fast because at each step only 
the free “front” of the surface in the tubular structure is moved. The simplex 
mesh is composed by polygons that are not necessarily planar and cannot be 
easily rendered, and therefore the final simplex mesh is converted to its “Dual” 
form (i.e., a new triangulated mesh with nodes in the center of the faces and 
connections corresponding to the simplex edges) to have a smooth triangulation 
[9] . The surface is usually initialized as a small sphere inside the lumen and then 
undergo the evolution determined by the forces applied. The user can control 
the maximum number of iterations to be performed, force parameters and the 
maximum and minimum size of the polygons. Auto-intersections are prevented 
by an appropriate test. 

Surface evolution can be automatically stopped when the nodes do not move 
relevantly, but in our application it is usually stopped manually in order to avoid 
the detection of structures that are not interesting for our application. 
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Fig. 2. Four successive steps of a balloon growth visualized over the correspond- 
ing volume-rendered CT data set. 



The final procedure is described by the following lines of pseudo-code. 

Initialize geometry as a sphere 

While all the interested lumen is not recovered: 

Copy Simplex into Buf f erSimplex 
For ITER iterations: 

Foreach node n 

if not blocked (n) 
compute delta (n) , 
verify delta(n) , 

end 

For each node n 

if not blocked (n) 

move n in n + delta(n) 
update blocked (n) 

end 

end 

Foreach face f 

if surface (f) > THRESHOLDl split f 
if surface (f) < THRESH0LD2 merge f 

end 

If auto_intersect (Simplex) 

copy Buf f erSimplex Simplex; 
return to user interaction; 

end 



This approach gave the more precise results requiring the minumum user 
interaction and was therefore chosen for the application. 

5 Calcifications Reconstruction 

The recovery of the calcium boundaries is an ideal application of isosurface ex- 
traction. For this task, in fact, it is simply required to extract boundaries of vox- 
els with a well defined HU value. No topological properties or support for mea- 
surements are needed. We applied therefore the well known “marching cubes” 
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algorithm [16] with a threshold chosen to represent the calcification boundaries. 
Even in this case, however, it is necessary to customize the procedure and to 
consider some peculiarities of the problem. This threshold cannot be set at the 
120 HU suggested, for example, in [13], because this value is lower than the level 
of the contrast medium injected in the lumen. We put the threshold usually at 
about 320 HU, considered by many the lowest value in plaques [10]. 

We also limited the isosurface computation to a region defined by the user 
by selecting a bounding box. 

Finally, if geometries must be exported or used for Internet applications or 
fast rendering there is the possibility of reducing the number of triangles with 
standard decimation routines provided by the GTS library [12]. 




Fig. 3. Left: external surfaces of calcified regions extracted with marching cubes 
at 320 HU. Right: Lumen and calcium surfaces superimposed to the CT scan 



6 Thrombus Reconstruction 

It is difficult to automatically identify thrombus. Deformable surface methods 
are not useful since thrombus is not contrasted and its density, 20-50 HU, is too 
close to those of fat and of the non-contrasted vessels, and there are too many 
edges inside it due to calcifications. The best option seems, therefore, to use a 
2D approach based on computing series of snakes or inflated balloons ([14,8]). 
2D contours can be easily controlled, constrained and manually corrected by 
the user (see Fig.4.1). 3D tubular surfaces can, as seen before, recovered by 
joining contours with an algorithm finding point to point correspondences and, 
since ion this case the thrombotic regions are usually reasonably “straight” , the 
approach provides reasonably good results. De Bruijne et ah, [6], have recently 
proposed what amounts to the first specialize thrombotic vessels segmentation 
method. In their work they report a semi-automated procedure that uses contour 
based methods with model based constraints based on Active Shape Models. In 
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our opinion, the use of model based constraint methods is limited by the great 
variability of physiological shapes and the limited training set generally used to 
build shape models. De Bruijne et ah considered also this fact and relaxed the 
constraints by adding synthetic covariance in the deformation model they built. 

We completely dropped the statistical approach, using still a constrained 
contour based method. We introduced contour evolution constraints by using 
a simple Fourier snake, like those described in [23], with a weighted correction 
aiming at moving the contour close to the correct boundaries. 

The algorithm works directly on CT slices. We know in advance the lumen 
geometry and its skeleton and thus we do not need to recover the vessel struc- 
ture with other model based approaches as in [ 6 ]. The reference model used is 
therefore described by: 

n 

fx{i, t) = ao + '^ttk sm{k2m/N) (1) 

k=l 

n 

fy{i, t) = 6o + ^ 6/c sm{k27ri/N) 
k=l 

where are, respectively, the point label, the time step, the number of 

points defining the snake and is highest order in the Fourier expansion. 

At each iteration, the snake points are driven by standard internal forces, 
a rejecting force depending on a threshold on the difference between local HU 
value and thrombus HU, and a specially designed edge force. The latter is a force 
directed along the derivatives of the image gradient that is active only if the edge 
shape is compatible with the border of a thrombotic region. This activation is 
done by computing a weight w for each border point as follows: 

— Define a search space locally perpendicular to the curve (we use ±4 pixels) 

— Count in the search space internal pixels in the range of thrombus values 

— Count in the search space external pixels in the range outside thrombus 
values 

if both counts are larger than 1 , the edge is considered a possible thrombus limit 
and the value of w is set to 1 (0 otherwise). The final formula is 

^e(^) = • re • V \E{p{i))\step{\\/ E{p{i)) \ — threshold) (2) 

At each iteration step, we compute the displaced points s{i) by applying as 
finite differences the standard inflated balloon forces [ 8 ] . At each iteration of the 
point update, we then compute the truncated Fourier approximation of s(i,t), 
/(i,t), i.e., the constrained snake, and then obtain the flnal point position as a 
linear combination of the free and constrained displacement, using, for the free 
displacements, weights proportional to the previously computed “scores” : 

p{i, t + 1) = 7 • ws{i, t + 1) + (1 - 7 • w)f{i, t + 1) (3) 

where 7 is an estimate of the accuracy in the thrombus boundary delineation. 
The “Altering” step close to edges limiting the thrombotic region. We found this 
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Fig. 4. Examples of thrombus segmentation. A: automatic initialization outside 
the lumen surface. B: unconstrained evolution: problems are created in regions 
lacking information. C: Fourier constrained evolution. D: filtered evolution: the 
border is well adapted to borders near the edges. 



procedure sufficient in order to avoid some false detections due to the poor 
contrast between the thrombus HU and the environment. 

In some cases image information is too poor and it is not possible to eliminate 
completely the possibility of a wrong contour placement. User interaction is 
thus required for correction. We, therefore, concentrated our efforts on finding 
a procedure with fast extraction capability but whose behavior could be easily 
controlled by user-interaction. The procedure works as follows: 

— First contour is started automatically as an ellipse outside the lumen. 

— Standard filtered evolution is launched. 

— Result is visually inspected. If something is wrong the user can immedi- 
ately correct the contour, both by changing segmentation parameters, and 
manually moving points. 

— A simple menu allows the transition to the next image. Here the contour 
can be initialized by duplicating the previous one. If it is not considered 
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appropriate the user can either choose an ellipsoid outside the lumen or a 
contour can be easily drawn manually. 

— Continuing the extraction of the following contours, the user can also see 
the 3D surface generated in an OpenGL window together with the other 
structures and textured planes representing coronal axial or sagittal sections. 

When all the contours are computed, they are resampled with the same num- 
ber of nodes and connected in a tubular geometry. If it is considered necessary, 
it is possible to extract several tubular parts and join them in bifurcated struc- 
tures. The procedure described allows a sufficiently fast thrombus recovery, since 
the need of performing manual corrections of the contour is reduced at less than 
5% of the CT images analyzed and it is extremely simple. 

It is clear that the thrombus extraction remains the most difficult part of the 
complete reconstruction due to its poor contrast. Fig. 4 shows a typical segmen- 
tation procedure on a single slice: Fig. 4 A shows the initialization as an ellipse 
outside the lumen, Fig.4B the result of a non-constrained evolution, Fig.4C the 
result of a completely constrained evolution, while Fig.4D the result of a “fil- 
tered” one. Fig. 5 shows a screen shot of the thrombus segmentation procedure. 
Fig 6 shows a complete thrombus segmentation superimposed to a CT section. 




Fig. 5. Screenshot taken during the thrombus segmentation. 



7 Skeletonization of the Lumen 

Skeleton extraction is fundamental to capture the local direction of the “vessel 
tube” and the networked structure of the whole organ. In 3D things are much 
more complicated than in 2D, where skeletons can be easily extracted with a 
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Fig. 6. An extracted thrombus superimposed to a sagittal section of the ab- 
domen. 



medial axis transform [4]. The “medial axis” in 3D is a surface. In 3D it is even 
difficult to give a definition of skeleton. For voxelized geometries it is usually 
defined as a set of one voxel thick lines with particular properties, i.e. they are 
centered, they are connected, they are smooth. Two main techniques have been 
proposed to extract this kind of lines from classified voxels (methods based on 
surfaces have been also proposed [26] but with less reliable results): topological 
thinning [21] or voxel coding based [27,7,3]. Considering advantages and draw- 
backs, we finally chosen and implemented an improved voxel coding method that 
uses a multi-scale approach and a snake-based regularization. Voxel coding al- 
gorithms have been recently introduced and seem the simplest and more general 
methods able to give fast and sufficiently accurate results. Considering that a 
distance map from the border (BSC, boundary seeded code) in the 3D case is not 
sufficient to extract one voxel thick skeletons as in the 2D case, the idea of these 
methods is to compute first paths inside the volume, and then center them using 
the distance map. To extract the paths another voxel coding is defined, called 
“Single Seeded Code” (SSC) or “Distance from Seed”, measuring the distance of 
volume points from a seed voxel. Taking as starting points local maxima of the 
SSC with high values, paths are extracted searching for voxels with lower SSC in 
the neighborhood. When the voxel has been found, it is added to the centerline 
and then a new voxel with lower SSC is searched around it. The procedure is 
stopped when the seed is reached or when the line is close to a previously ex- 
tracted one. The extracted lines are approximately “shortest” paths joining the 
starting point and the seed. Paths are depending on the metric used to compute 
the SSC and on the search strategy. The skeleton defined in this way have some 
nice properties: it is composed by lines, i.e. by lists of connected point, it capture 
the network structure of the vessel and its points are inside the volume. Two 
desired properties can be, however, still missing: centering and smoothness. The 
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usual approach presented by authors to center the lines is derived by Zhou and 
Toga and consists of the following steps: 

— For each point of the skeleton, find the cluster of voxels with the same SSC, 
connected with that point. 

— Find the voxel of the cluster with maximum BSC 

— Move the centerline point to the position of that voxel 

Results are not always satisfactory. This procedure can give reasonable skeletons 
in the case, for example, of vascular structures with approximately constant 
radius, but are strongly dependent on the position of the seed and on the shape 
of the object to be skeletonized. 




Fig. 7. Example of skeleton extraction. White line: Shortest path at high reso- 
lution. Black line: Final snake-based centerline extracted. 



We have improved this algorithm by introducing a multi-scale snake based 
regularization, and it is now faster and less influenced by local structure. Our 
multi-scale snake based regularization is driven by the distance from border map. 
The latter is acting as an energy field and the resulting elastic forces makes the 
lines centered and smooth. With our method we obtain results compliant with 
our requirements: i.e., continuous curves connected in a tree structure and locally 
centered in the volume. The algorithm works as follows: 

— Find the internal region on the full dataset by region growing inside the 
previously extracted surface. 

— Create a low resolution binarized dataset labeling as internal all the voxel 
at the low resolution including an internal voxel at the high resolution. The 
user interaction is therefore only in the choice of the desired initial resolution 
and in the selection of the starting point. 

— Compute the centerline at the low resolution, i.e. compute the BSC and the 
SSC at the low resolution, and find the tree structure. 

— Compute the boundary seeded code map at the high resolution, called BSCH 
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— Move each skeleton point to the high resolution voxel location corresponding 
to the maximum of the BSCH inside the low resolution voxel. 

— Resample and regularize the line with the snake algorithm. 

— Go on finding the other branches, joining their last point to the closest point 
of the previous lines. Lines shorter than a fixed threshold are removed. 

We found that in our application this revised method is extremely fast and 
reliable. Fig. 7 shows an example of the procedure. 

8 Validation 

The reconstruction software described in the previous sections was used in the 
AQUATICS trial within the European Project 1ST EUTIST-M. The basic idea 
of AQUATICS was to build a prototype of a service for surgical centers able to 
provide in few hours after a CT scan and, using the web as delivery mechanism 
(see Eig. 9, 3D measurable models of the aorta in order to support the collabora- 
tive planning of endovascular treatment. The system evolved during the project 
and it is now complete, enabling the reconstruction of a complete model in about 
one hour. During the project two different technicians performed reconstructions 
using the tool and three clinical specialists used the models to measure a set of 
parameters necessary for endovascular procedure planning. More than 40 pa- 
tient specific aortic models have been reconstructed and models of a synthetic 
phantom have been recovered from CT scans for validation. AQUATICS mea- 
surements are compatible with phantom’s true data and patient data measure- 
ments done manually by radiologists using standard methods. The t-test showed 
a very good correlation between the measurements obtained on phantom with 
the Aquatics system and the true measurements of the phantom {p < 0.0001) 
demonstrating the reliability of the system. The correlation between observers 
was also tested with the Spearman rank test and again a statistical significant 
correlation was proved {p < 0.0001). Similar results were obtained on measure- 
ment performed on models reconstructed by different operators. Therefore the 
system proved to be reliable and its results reproducible. 

9 Discussion 

In order to achieve a complex diagnostic task, i.e. supporting a fully 3D geomet- 
rical quantitative evaluation of Abdominal Aortic Aneurysm, we selected and 
customized four computer vision techniques able to recover different parts of the 
model and used them as ingredients to build an integrated application with an 
user friendly interface, that can be used by trained radiologists in ordinary condi- 
tions. Experimental results show that the two main goals of the applications have 
been reached with this approach: in fact complete aortic reconstruction with all 
the four interesting structure can be reconstructed by a trained operator within 
a “reasonable time” (approx. 1 hour) the clinical evaluations performed on the 
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Fig. 8. Left: Reconstruction of the three different (lumen, thrombus, calcium) 
obtained with the different algorithms superimposed to the CT data. Right: 
Same model with the automatically extracted skeleton. 




Fig. 9. Example of a completely reconstructed aneurysm viewed on a web inter- 
face allowing measurements. 



model was found sufficiently precise compared with other methodologies during 
the validation trial. 

The experience acquired during the system development suggested us that 
to the design of the complex application that can be effectively used in a clinical 
environment requires 



— A good knowledge of the state of the art and a careful analysis of the users 
requirements, since many factors have an influence on how algorithms are 
chosen. Efficiency and precision are not the only factors to be considered, 
simplicity and easiness of use must be also taken into great account. 

— The development of simple, but powerful user interfaces that allow the user to 
have immediate visual feedback for the result of all the algorithms applied. 
Not all the computer algorithms can give reliable results in all conditions 
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and this must be always known by the user that must have the possibility 
to check the results. 

We believe that image processing and computer vision tools will be applied 
to many new tasks and become widely used in hospitals and clinical institutions 
if well designed applications will be developed and a correct information about 
the power and the limits of these techniques will be brought to the medical com- 
munity. 
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Abstract. The problem of image reconstruction in emission tomogra- 
phy in an ill-posed inverse problem. The methodology ERECT (Fourier 
regularized computed tomography) allows not only for a priori analysis 
of the stability of the reconstruction process but also for an exact defini- 
tion of the resolution in the slices. Its natural regularization parameter, 
namely the cutoff frequency v of the filter underlying the definition of the 
FRECT solution, can be calibrated by estimating the condition number 
for a range of values of v. We first outline the methodology FRECT. 
We then discuss the numerical strategies which can be implemented in 
order to estimate the condition numbers of large matrices. Finally, we 
present a few results obtained in the context of SPECT reconstructions, 
and discuss the possibility to determine automatically the best possible 
cutoff frequency from the analysis of the stability. 



1 Introduction 

In the last decade, iterative methods such as EM (Expectation Maximization) 
have been extensively studied in single photon emission computed tomography 
(SPECT). This is mainly due their ability to incorporate corrections of artefacts 
that are common in nuclear medicine images, such as correction of the geometri- 
cal system response, of Compton scattering and of attenuation [7,33]. However, 
whatever the algorithm used, the reconstruction of slices consists in solving an 
ill-posed problem with an unstable solution. As a consequence, noise in the re- 
constructed image usually increases as iterations of the algorithm proceed. This 
noise is composed of a statistical noise which depends on the propagation of the 
noise from the emission projection data and a deterministic inaccuracy which 
depends on convergence properties of the algorithm, truncation, round-off errors 
and imperfection of the model [26]. Due to the noise in the projection data and 
to these deterministic innacuracies, frequency components of the reconstructed 
image above a certain frequency cannot be recovered, regardless of the iterative 
algorithm used [34] unless some a priori information or regularization is used. 
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This has prompted most users to terminate the iteration process after only a few 
iterations [12], a strategy which is, in essence, equivalent to the Tikhonov reg- 
ularization method [6]. However, the rate of convergence of iterative algorithms 
is complex. It depends on the frequencies in the expected slice as well as on 
the applied model. As a consequence, stopping the iterative process after a cer- 
tain number of steps remains a speculative method with uncertain consequences 
in terms of noise and resolution of the reconstructed slices [34,4]. Thus, it has 
been proposed to control noise propagation in iterative reconstruction proce- 
dures thanks to a combination of the likelihood function and a penalty function 
[18,11,37,22,17,28,21]. These methods have been shown to have significant advan- 
tages in terms of noise performance, but these advantages are highly dependent 
on the choice of the penalty function and of the parameters [20,14]. This has been 
a serious hindrance to the clinical application of iterative reconstruction tech- 
nique in routine clinical settings. There is an extensive literature studying the 
noise propagation with EM as well as with EBP [16,8,36,19,39,26,27,1,13,38,5]. 
On the other hand, the noise propagation in SPECT images reconstructed using 
other optimization procedures such as conjugate gradients or BEGS [2] are not 
well known, mainly because of the difficulties of formulating theoretical expres- 
sions describing the propagation of this noise from the emission projection data. 
The purpose of this paper is to describe how the convergence properties of an 
iterative reconstruction algorithm can be measured and controlled. The method 
proposed in this paper will be applied to the particular case of the methodology 
ERECT (Eourier Regularized Computed Tomgraphy), which has been recently 
developped in a previous paper [30] . We will show how this method leads to the 
definition of a range of cut-off frequencies which are compatible with a numerical 
convergence of iterative algorithms and with the reconstruction of slices with- 
out undesirable texture properties such as those observed when one is trying to 
minimize non-preconditionned likelihood functions [26,7]. 

2 Background 

Inverse Problems and Ill-Posedness 

Mathematically speaking, tomography takes the form of a linear inverse problem. 
The transformation of the unknown distribution into the instrumental data may 
be modeled by 

(1) the action of some Radon-type operator; 

(2) the sampling of the resulting function; 

(3) the corruption of the samples by some noise. 

Recovering the original distribution is always impossible in practice, because 
of the ill-posedness of the problem, which makes it necessary to reformulate 
the problem. The terminology Radon-type operator refers to the well-known 
Radon transformation. Recall that the Radon transform of a function / of the 
p-dimensional vector x is the function Rf defined on Z := x M by 
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{Rf)(e, s) := J f{x)5{s - {e, x)) dx. (1) 

As usual, we denote by the unit sphere of W. In medical imaging, of 

course, p = 2 or p = 3. The Radon transformation is an ideal version of the 
operator involved in Step (1). More realistic models must be considered, so as to 
account for the physics of the radiation propagation as well as the characteristics 
of the cameras. In their discrete version, they are subsequently referred to as 
tomographic matrices. In this paper, the tomographic matrix is designed so as 
to take into account the depth dependence response of the gamma-camera used, 
according to the model described in [7]. 



Survey of Reconstruction Methods 

We focuse here on regularized methods, that is, methods for which the recon- 
structed object is defined to be the minimizer of some regularized functional of 
the form 

F(f):=||g-Mf + p„(f). (2) 

In the above equation, g, R and f denote respectively the data vector, the tomo- 
graphic matrix, and the unknown vector; a is some positive number called the 
regularization parameter and pa may be called a regularizer or a neg-entropy. 
Classical examples of regularizers are the Tikhonov regularizer (pa(f) := o || f ||^), 
the generalized Tikhonov regularizer (pa(f) = <a(f, Qf) /2 where Q is a sym- 
metric positive semi-definite matrix such that R*R -1- aQ is invertible) and the 
Boltzmann- Shannon neg-entropy (pa(f) •= X] /j /j ) • events, the sec- 

ond component of F should be designed in such a way that 

(1) F has a unique minimizer f(g) for every data vector g; 

(2) the dependence of f on g is controllable and controlled (numerically); 

(3) f is physically relevant, that is, it is interpretable in the sense that part of 
the information of the real object can be retrieved from f . 

Numerical convergence is required for the regularized methods, and the inter- 
ruption of the algorithm is governed by some stopping criterion. This is why 
numerical analysis plays a leading role in the implementation of these methods. 

A certain degree of subjectivity seems to enter in the choice of pa- In fact, 
once a type of regularizer has been (subjectively) chosen, some objectivity can 
be introduced in the regularization parameter. Defining the reconstructed object 
as the minimizer of some suitably chosen functional allows, in principe, for quite 
a rigorous error analysis (see [31]). As a matter of fact, f appears as an implicit 
function of g, which makes it possible to analyse a posteriori the propagation of 
errors. Moreover, this a posteriori analysis can be performed a priori whenever 
the regularizer is of Tikhonov type since in this case f depends linearly on g. 
The estimation of the stability of the regularized problem can be used to select 
the regularization parameter, as we shall see in this paper. We focuse here on 
the methodology FRECT, which we now outline. 
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Fourier Regularization 

A rather abstract problem appears to be central to various problems of image 
reconstruction: the problem of Fourier synthesis. It can be formulated as follows: 

Suppose / is an unknown function in where R is a bounded 

subset of Recover / from the knowledge of its Fourier transform on 
a bounded domain W. 

If W contains an open subset, then / can be fully recovered, theoretically, as a 
consequence of the analyticity of its Fourier transform. Otherwise expressed, the 
operator 

A: L^(V) — ^ L^(W) 

( 3 ) 

/ ^Af:= IwUf, 

where I denotes the characteristic function of W and U denotes the Fourier 
operator, is injective. However, the problem turns out to be ill-posed. More 
precisely: 

( 1 ) ran A ^ L‘^{W) is not continuous; 

( 2 ) the set A(A*A) of all eigen values of the compact hermitian operator A*A 
(A is a Hilbert- Schmidt operator) is contained in (0, 1), has 0 as limit point, 
and the largest eigenvalue || A*A|| is (strictly) less than 1 ; 

(3) the range of A is not closed, so that the domain of the pseudo-inverse A+, 

P(A+) = ran A -f- ranA^, is properly contained in otherwise ex- 

pressed, the least square solution does not always exist; 

(4) the pseudo-inverse is not continuous: 

ll^+ll := sup{||A+ 5 || I g e V{A+), || 5 r|| = l} = oo. (4) 

One then needs to resort to an appropriate regularization theory, which accounts 
for the spectral properties of the Fourier truncated operator. At all events, the 
above elements show that it is necessary to give up reconstructing /. The problem 
must be reformulated. A possible approach consists in aiming at reconstructing a 
limited resolution version of /, that is, /*7, where 7 is some convolution kernel. 
If 7 is suitably chosen, part of the information of the ideal object / is readable 
from /*7. In practice, the level of resolution corresponding to a given convolution 
kernel can be characterized by some cutoff frequency. One can show that this 
amounts to reformulate the problem as one of Fourier interpolation, that is, a 
problem of Fourier synthesis in which W is such that its complementary is 
bounded. Such an idea goes back to pioneering works by Lannes et al [25], where 
the well-posedness of the Fourier interpolation problem was established. 

It was shown that tomography, which a priori involves the Radon transform 
rather than the Fourier transform, can also be regarded as a problem of Fourier 
synthesis [30]. We will show that reconstruction methods will benefit form this 
new way of approaching the problem. In the following subsection, we outline the 
main features of such an approach. 
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Overview of FRECT 

The corner stone of the methodology FRECT is the Fourier slice theorem, which 
asserts that the Fourier transform of Rf with respect to its second argument and 
the p-dimensional Fourier transform of / are equal, up to a change of variable: 

iUsRfma) = iUf)iad). ( 5 ) 

We have denoted by Us the Fourier transformation with respect to the second 
argument, and by a the variable dual to s. The above formula is valid for / in 
the Schwartz space and, by extension, in much richer spaces. 

In tomography, Rf is (approximately) known on a finite sampling, that is, 
for 6 G { 9 i}i^i and s G {sj}j^j^ where I and J are finite. Let us forgets 
(temporarily) the sampling along s. The Fourier slice theorem then shows that 
the knowledge of Rf on { 6 i}i^i x M is equivalent to the knowledge of I// on 
In practice, of course, the limited resolution of the camera implies 
that this information on I// is in fact limited to a bounded star-shaped domain 
of the form [— z/g, We may then aim at reconstructing / * 7, where 7 

is a suitably chosen convolution kernel. The Fourier transform 7 of 7 is a hlter. 
A wide variety of filter shapes can be considered, but once a shape has been 
chosen, the cutoff frequency remains to be determined. Our central purpose is 
precisely, here, to select a suitable cutoff frequency. 

Of course, since the objective of the reconstruction process is / * 7 rather 
than /, the data should be replaced, as much as possible, by data corresponding 
to / * 7, for obvious consistency purposes. It is a nice feature of Radon- type 
inverse problems that they allow for such a replacement. Here again, the Fourier 
slice Theorem provides the answer. As a matter of fact, it implies that 

i?(/*7) = (i?/)®(i?7), (6) 

where ® denotes the convolution with respect to the second argument. The 
data corresponding to / * 7 can therefore be computed from the actual data by 
convolution with Ry. If an isotropic filter is chosen, that is, if 7(C) = ^(HCID? 
then 

UsRy{ 0 , a) = j(a 0 ) = mod a), ( 7 ) 

so that g ® {Ry) is computed by taking the one-dimensional Fourier transform 
of multiplying the resulting function of ( 0 ,cr) by mod a), and taking the 
inverse Fourier transform. The regularized functional is then designed in such a 
way that the fit term penalizes the discrepancy between Rf and the regularized 
data g ® (R7), and the regularization term penalizes the frequencies which are 
above the cutoff frequency of the filter 7. In its discrete formulation, the function 
to be minimized then takes the following form: 

F(f) ;= \\Up<P,Usg- Rf\U\\^,mf , (8) 

where Us and U are the 1 - and 2 -dimensional discrete Fourier transform, and 
and represent the multiplications by if and 1 — 7, respectively. The subscript v 
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recalls the dependence on the selected cutoff frequency. The regularization term 
can be regarded as the energy of the image in the high-frequency band. For the 
sake of conciseness, we shall write Lj^ := U~^<PjyUs and := ^j^U. Note that 
the usual weight a of the regularization term is here equal to 1. The natural 
regularization parameter is the cutoff frequency z/ underlying the definition of 7 . 
The function F can be minimized using various well-known algorithms, such 
as the conjugate gradients. Positivity constraints may be taken into account 
by using more sophisticated algorithms such as L-BFGS-B [ 2 ]. Finally, recall 
that the normal equation corresponding to the minimization of F takes the 
form {R^R + = R^Lj^g^ where * denotes, as usual, the transpose of 

the (complex) conjugate. The linear system under consideration then takes the 
following form: 



Cf = d. with C := R^RFH^Hy and d\=R^Lyg. (9) 



3 Numerical Challenge 



The condition number of a rectangular matrix A is defined as the ratio n = 
<7max(^)/<^min(^) whcrc cTniax(^) (rcsp. <Tniin(^)) IS the largest (rcsp. smallest) 
singular value of A. If H-H denotes the spectral 2 -norm, and A+ is the More- 
Penrose inverse of A, an alternative expression for is given hy k = || A|| • || A+ ||. 
The quantity k plays an important role in numerical linear algebra. For instance, 
it is often used to quantify the sensitivity of the solution f of a nonsingular square 
linear system Cf = d to the perturbation E of the matrix C. It is indeed possible 
to show that if /^||F^||/||(7|| < 1 and n = crmax(C)/<Jniin(C), the solution f(^) 
of {C + E)^{E) = d satisfies [35] 

\\m-n . i^\\E\\/\\c\\ 

Pll - i-/.iisii/iicir ^ ^ 

However the computation of the condition number remains a challenge in many 
applications. The main reason is related to the computational cost associated to 
this calculation. Since the singular values of A are the square roots of the nonzero 
eigenvalue of C = A* A, it is not surprising that the most robust numerical 
methods for this problem are based on the QR algorithm for computing the 
eigenvalues of a matrix. But a common characteristic of the best algorithms is 
that they work only implicitly on C, the main reason being that computing C 
in floating point arithmetic introduces a perturbation Z\C, and that the exact 
eigenvalues of C + AC may be very far from those of A^ A [10]. One of the most 
robust algorithms, called Golub- Reinsch SVD [9], starts with an Householder 
bidiagonalization, where two unitary matrices U and V are found so that 



U^AV 



B 

0 ’ 



( 11 ) 



and H is a bidiagonal matrix. Since the singular values of B are the singular 
values of A, the next step consists in computing the singular values of B using 
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an implicit QR sweep [ 9 ]. In practice, the whole algorithm is reliable in the 
sense that the singular values obtained in floating point arithmetic are the exact 
singular value of a perturbed matrix A-\-SA, with ||^^|| < 77 1 | A||, and 77 ^ 1. In 
our experiments we have used the LAPACK routine ZGESVD which implements 
this idea. We denote by the associated estimate of which will serve as a 
reference, because of the above mentioned robustness of this SVD process. The 
quantity will especially be very helpful to assess the numerical reliability of 
estimates ’’cheaply” computed by Krylov methods. 

Indeed, an alternative algorithm for computing the singular value is the 
Lanczos method for computing the eigenvalues of the symmetric matrix C. 
In this case, an orthogonal basis Vk = [vi,...,v/c] of the (Krylov) subspace 
spanned by (vi, . . . , is generated using the Lanczos recursion CVk = 

VkTk + / 5 v/c+ie^, where is a scalar and e/^ is the last vector of the canonical 
basis of M^. It is possible to show that the largest (resp. smallest) eigenvalue 
of the matrix Tk converges to the square of the largest (resp. smallest) singular 
values of A as /c grows. This algorithm is an iterative process, and a natural 
stopping criterion for it is based on the so called backward error 



||Cw — Av|| 



l|w||||C|| ’ 



( 12 ) 



where w = Wz, z being the eigenvector associated with the eigenvalue A of T^. 
The quantity r]{X, w) satisfies [15] 



r?(A,w) 



mm . 

(C+Z\C)w=Aw ||C^|| 



(13) 



Thus, among the relative norms of the perturbations AC for which A and w 
are exact eigenpairs of C + Z\C, r]{X, w) is the smallest. In practice, if at a cer- 
tain step k of the Lanczos algorithm, f]{Xk,MVk) is close to the machine precision 
-0 ^ 2 10“^^, the computed eigenpairs are the eigenpairs of a nearby perturbed 
matrix. The backward errors enables also to deal with uncertainties in the ma- 
trix C. Suppose that C is contaminated with an error matrix Z\C, resulting from 
a discretization or from the use of physical devices, and that || AC|| < ^ ||C||, it 
is reasonable to stop the iterative algorithm as soon as r]{X^ w) < 6 . 

Another important issue when implementing the Lanczos algorithm in float- 
ing point arithmetic is that after a relatively small number of steps, the matrix Vk 
is no longer an orthogonal matrix. Practical implications are that spurious eigen- 
values appear and that the convergence of some eigenvalues may be delayed. A 
natural cure for this problem is to add a reorthogonalization process consisting 
in reorthogonalizing the newly computed Vk against its predecessors. A prob- 
lem with this strategy may be its computational cost, but it turns out that 
for our problems the computational time is still reasonable, this is why we did 
not implement more sophisticated approaches such as the selective reorthogo- 
nalization [ 32 ]. Finally, in our experiments, we want to solve the linear system 
Cf = d and to compute the condition number of C. A naive approach would 
have consisted in running separately the conjugate gradient on the system and 
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the Lanczos algorithm to compute the singular values. But as suggested in [10] 
we use the well-known equivalence between the quantities generated by the con- 
jugate gradient and by Lanczos to obtain the singular value information directly 
from the conjugate gradient iterations. We denote by the estimate obtained 
using these conjugate gradient /Lanczos iterations. 



4 Results 

Emission projection data were acquired with a dual detector y-camera equipped 
with low-energy high resolution collimators. One hundred and twenty-eight pro- 
jections were recorded to reconstruct slices onto a 128 x 128 matrix corresponding 
to pixels of 3.4 mm. SPECT projections of a Jaszczak resolution phantom were 
acquired after filling this phantom with a solution {20 mCi, 740 MBq). 

Spatially variant collimator blurring was corrected by modelling the appropriate 
gaussian shape of the projections in the projection and backprojection subrou- 
tines used to compute the Radon matrix, according to the method proposed 
by Eormiconi [7] and Passeri [33]. The extent of this Gaussian projection was 
limited to two projection bins around the central bin onto which the projection 
of a given pixel in the reconstructed slice is maximal. The evaluation of the 
condition number as well as the reconstructions were performed using ERECT, 
with a Butterworth filter of order 5. The iterative process was stopped when the 
backward error on the reconstructed slice fell below 10“^. 




O 0 O # 

0.1 0.2 0.3 0.4 




0.5 0.6 0.7 0.8 




Fig. 1. Left: Condition number versus cutoff frequency. Right: ERECT Recon- 
structions of Jaszczak Phantom, for u ranging linearly from 0.1 to 1. 



Eigure 1 shows the dependence of the condition number on the cutoff fre- 
quency, in the experimental setting described above, as well as the reconstruc- 
tions obtained by ERECT for the same range of cutoff frequencies. The curve is 
increasing, convex, and the condition number becomes critical above the Nyquist 
frequency 0.4. 
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We can observe that the number of hypo-active patterns which can be de- 
tected from the reconstructed slice increases with the cutoff frequency up to a 
limit value of v of approximately 0.4 to 0.5. Above this limit, spurious features 
appear and damage the image legibility. We emphasize that such a critical cut- 
off frequency depends on the tomographic matrix, which in turn depends on the 
projection model considered as well as on the experimental conditions. However, 
once the experimental protocol is set, the condition number is a function of v 
only. A graph k versus v can then be computed once for ever, which will indicate 
an upper limit for the resolution of the reconstruction process. 
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Abstract. Regional myocardial wall motion analysis has been used in 
clinical routine to assess myocardial disease, such as infarction and hy- 
pertrophy. These diseases can be distinguished from normals by looking 
at the local abnormality of cardiac motion. In this paper, we present 
a first result of a feature extraction experiment using the Independent 
Component Analysis (IC A) , where abnormal patterns of myocardial con- 
traction from patients are recognizable and distinguishable from normal 
subjects. 



1 Introduction 

Myocardial contractility is an important quantitative indicator for the diagnosis 
of myocardial diseases. This function can be visually examined and quantified by 
using a cine MRI sequence. Two most important phases for myocardial contrac- 
tion are the end-diastole (ED), or the start of contraction, and the end-systole 
(ES), or the end of contraction. 

Abnormal myocardial contraction is mainly caused by the occlusion of coro- 
nary arteries, particularly in the infarcted regions. Eigure 1 shows two examples 
of MRI images from a healthy volunteer and an infarct patient, both at ES phase. 
Note that the inferior region (indicated by a white arrow) of the infarct patient 
does not contract. This region has a small wall thickness value. 

Subspace analysis techniques have been used recently in many areas, such 
as appearance-based modeling and recognition. Principal Component Analysis 
(PC A) is the common subspace analysis for dimensionality reduction. Indepen- 
dent Component Analysis (ICA) is another subspace analysis, which seeks sta- 
tistically independent components of the observed data. ICA is commonly used 
for blind source separation of an observed signal. 

In machine learning, both PC A and ICA can be used for feature extraction 
[1, 2, 3]. There has been some literature showing a comparison between both 
methods with different results. Moghaddam [4] shows no statistical differences 
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(a) healthy volunteer (b) infarct patient 

Fig. 1. MRI images of a healthy volunteer and an infarct patient at end-systole 
(the final contraction phase in the cardiac cycle). White arrow points to the 
infarcted tissue of the patient, where that myocardium region has a small con- 
traction. 



between PCA and ICA. Draper et al. [5] compared ICA and PCA for face recog- 
nition and reported that some ICA algorithms give better performance than 
PCA, but some do not. 

Regardless of these comparisons, PCA and ICA are both linear generative 
models, because every training shape can be approximated by a linear combina- 
tion of the components. An important difference between ICA and PCA lies in 
the shape variation. Independent components from ICA create local shape vari- 
ation, while principal components from PCA give a global shape variation [6]. 
This indicates that ICA is more suitable for extracting local shape features, than 
PCA, which is desired in our study. 

In this paper, we present an ICA-based local feature extraction method for 
the diagnosis of myocardial disease, especially for myocardial infarction. Sec- 
tion 2 describes our shape model, the ICA method and a new sorting method 
for ICA modes. Section 3 presents experimental results, followed by a discussion 
in Section 4 and some perspective on future work in Section 5. 

2 Methodology 
2.1 ICA Model 

In this study, the observation data are left ventricular (LV) myocardial contours, 
manually drawn from short-axis cardiac MRI images at ED and ES phases. 
Samples for each observation are landmark points, defined by equal angular 
distance along each contour. 

To model the contractility pattern between ED and ES, contours for each 
subject are combined serially into one shape vector. A shape x G is de- 

fined by m landmark points from 4 contours together in the following order: 
endocardium (inner) contour at ED, epicardium (outer) contour at ED, endo- 
cardium contour at ES and epicardium contour at ES. Thus the shape analysis 
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is performed on all concatenated contours together, preserving the aspect ratio 
between ED and ES because of the contraction. 

The shape vector x consists of m pairs of (x, y) coordinates of landmark 
points: 

X = (xi, ^ 1 , X2-, y2-) • • • 5 Vm) (1) 

The mean shape x from n shapes is defined by 

^ = ( 2 ) 

i=l 

Each observed data (shape) x can be generated by a linear combination of the 
independent components G This linear generative model is formulated 

as follows 

X X + (3) 

where x is the mean shape and b G is the component weighting vector. 

In ICA, the basis of the subspace is sought to be statistically independent, 
with the main assumption of the non-gaussian distribution of the observed 
data [7]. The resulting subspace is non orthogonal and unordered. There is no 
closed form solution for ICA. Several numerical algorithms to estimate ICA are 
available (see [8] for the survey of ICA algorithms). 

When applied to shape modeling, there is an important property of ICA in 
its modes. As the number of computed independent components increases, the 
component gives more localized shape variations. On the contrary, if the number 
of independent components is too small, then the component gives global shape 
variation, much like PC A modes. A shape variation in ICA has a general shape of 
a local bump, whereas the remainder of the shape is unaffected (see Fig. 2(a)). 
This is the difference between ICA and PC A: PC A modes give global shape 
variations, distributed over the entire contour (see Fig. 2(b)). Uzumcii et. al. [6] 
have presented the comparison between PC A and ICA in the modelling of cardiac 
shapes. 

2.2 Geometry-Based Sorting for ICA Modes 

In subspace analysis such as ICA or PC A, the number of selected components 
is less than the number of dimensions of the observed data. This allows a lower 
dimensional representation that still covers enough information of the observed 
data, either for description, detection or recognition. 

Principal components are ordered from higher variance to the lowest, making 
it easy to select which and how many components to retain for further analysis; 
this is however not the case in ICA. There is no natural sorting criteria for 
independent components. One needs to define a sorting method for independent 
components that is suitable for a specific application. Since ICA components are 
local, we can however sort them based on their local position along the contour 
and this sorting criterion gives a more intuitive interpretation of local shape 
variations. 
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(a) ICA mode (variation is at ED-epi) (b) The first PCA mode 

Fig. 2. Examples of local shape variation from an ICA mode. As a comparison, 
the first PCA mode is given. The mean shape is shown with dashed lines. The 
solid lines are shape variations, i.e. x ± (see Eq. 4). 



Let i-th mode be defined as the shape variation at the i-th column of 

Xi = X + ^ei (4) 

where 1 < i < p and ei G is a vector that has element 1 at the i-th posi- 
tion whereas the rest are 0. Thus, x^ describes the shape variation of the i-th 
component. 

To locate the position of each x^ along a contour, we use a bank of Gaussian 
filters and perform normalized cross-correlation of each of the filters with a 
distance vector of each mode x^. The distance vector of the i-th mode, G M!p, 
is defined as the distance of each landmark point in the shape variation x^ to 
the mean shape. Each element j of the i-th distance vector is defined by 




E (if> -*«>)' 

k=2j-l 



(5) 



where j = 1, 2, . . . , m. 

The cross-correlation is performed only on a particular contour, circularly. 
Thus there are four cross-correlation processes, because there are four contours 
for each shape. 

The Gaussian filter giving the maximum cross-correlation for vector is 
stored. The center of this filter defines the position of the i-th component; the 
width of the Gaussian filter represents the width of the component. Figure 3(a) 
shows an example of the cross-correlation response from a component. 

There is an extra advantage of using the normalized cross-correlation for sort- 
ing IGA modes. Modes that consist of noise are automatically detected and thus 
can be eliminated. Noise modes have a global wrinkled shape variation along the 
whole contour, which correlates best with the widest Gaussian filter. Figure 3(b) 
shows an example of the cross-correlation response for a noise component. 

After all modes have been cross-correlated, positions of all modes are deter- 
mined. We sort IGA modes based on position along the contour. 
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width of Gaussian kernel width of Gaussian kernel 



(a) a component (b) a noise component 

Fig. 3. Example of maximum cross-correlation results of two components. 

2.3 Cluster Measurement Metrics 

To evaluate the cluster formation between normal and patient subjects, a number 
of q components {q < p) are selected from the weighting coefficient matrix b. 

Let V = Vi C be a subset of the weighting coefficient matrix b, after 
q components are selected. Let c be the number of classes. In this case, c = 2, 
because there are only two classes, i.e. normals and patients. 

The first measurement is called within- cluster scatter matrix^ which measures 
the compactness of a cluster. The within-cluster scatter matrix, Sw, is defined 
as the sum of scatter matrices for each group: 

c 

Sw = ( 6 ) 

i=l :sieT>i 

where is the mean (’’center of gravity”) of the cluster i. 

A scalar value representing the measurement of the compactness from this 
metric, is simply its trace. The trace of a scatter matrix accounts for the square 
of the scattering radius, because it is actually the sum of the variances in each 
coordinate direction. This scalar value is equal to the sum-of-squared error. Thus 
one seeks the minimum of this value to get the best representation of a cluster. 
The compactness measurement, Jw^ is defined as 

Jw tr[Svp] (7) 

The second measurement is between- cluster scatter matrix measurement, S^, 
represents how far clusters are separated. It is defined as follows 

c 

Sb = ^ni (mi - m)(mi - m)^ (8) 

i=l 

where Ui is the number of subject in cluster i and m is the total mean: 

(9) 
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The scalar measurement value of the between-cluster scatter matrix is also 
its trace: 

Jb = tr[SB] (10) 

The within-cluster and between-cluster scatter matrices are mostly used to 
design cluster validity indices for clustering methods [3]. In this study, we used 
these measurements to compare the quality of the cluster representation given 
by PC A and ICA components. 

To visualize the cluster distribution, the Fisher discriminant line [3] is calcu- 
lated and coefficient values from the selected components are projected to the 
Fisher line. Fisher linear discriminant accounts the ratio between the between- 
cluster and the within-cluster matrix measurements and it is given by: 

w = sy (mi + m 2 ) (11) 

where w is a vector with the direction that maximizes the separation between 
two clusters. 

3 Experimental Results 

In this study, 42 normal subjects and 47 patients suffering from myocardial in- 
farction were investigated. For each subject, endocardium and epicardium con- 
tours of the left ventricle myocardium at ED and ES phases from short-axis MRI 
were drawn manually by experts. 

Contours were resampled to 40 landmarks defined by equi-angular sampling, 
starting from the intersection point between the lower right ventricular my- 
ocardium with the left ventricular myocardium. The total number of landmark 
points for each shape then becomes 160 points. 

The calculation of ICA was performed using the JADE algorithm [9], imple- 
mented in Matlab. The number of ICA modes is selected carefully to 40 in this 
study, that gives enough local shape variations for each of the four contours. If 
the number is too small, then the shape variations become more global. If the 
number is too large, then too many local shape variations may occur, which look 
like noise components. 

In the sorting of ICA modes, 20 Gaussian filters are used, ranging from width 
3 to 22. Modes correlating with a Gaussian filter, which has width larger than 
20 (half of a contour), were considered to be noise. Erom the original 40 ICA 
modes, the sorting method retains 35 modes, thus eliminating 5 noise modes. 



3.1 Weighting Coefficient Matrix 

Eigure 4(a) shows the weighting matrix b of the ICA model that is constructed 
from shapes of normal subjects and infarct patients. The weighting coefficient 
matrix contains values that are needed to generate each training shape. These 
coefficient values are different for each subject. Thus the weighting matrix b is 
the most important value for classification purposes. 
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From Fig. 4(a), a clear difference can be seen distinguishing between the two 
groups in the endocardium at the ES phase. As a comparison, Figure 4(b) shows 
the PC A model from the same data. With PC A, the difference between the two 
groups is less pronounced, only clearly visible from the first component. 




8 9 18 19 26 27 

independent components sorted by position 




principal components 



(a) ICA model (b) PCA model 

Fig. 4. The weighting coefficient between normal subjects and infarct patients. 



3.2 Mean Cluster Distance 

To enable the comparison between PCA and ICA, the weighting coefficient ma- 
trices for both models are normalized, such that ||b|| = 1. Hence weighting 
coefficient matrices for PCA and ICA are both in the same unit. 

The distance between means of normal and patient subjects for each compo- 
nent is calculated using the mean cluster distance (MCD), as given by: 

di = \uin,i - ( 12 ) 

where i is an index of a component, and nip^i are the mean of the weight- 
ing coefficient values at the i-th component for normal and patient subjects 
respectively. Figure 5 shows the bar plot of the MCD of PCA and ICA for each 
mode. 

A t-test experiment was conducted on each of independent and principal 
component to see whether the two means from normal and patient coefficient 
values come from two different clusters. The result is illustrated in Figure 5. 
From 35 selected independent components, there are 27 components with each 
has statistically significant difference of two means, while PCA only gives 1 
component (the first principal component). The t-tests were performed with 
95% confidence interval. 
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It is evident that independent components at ES-endo are among the highest 
MCD value. Mean cluster distance of the first PC A mode is the highest among 
others, even compared with ICA. 




(a) ICA (b) PCA 

Fig. 5. Mean cluster distance of each component from ICA and PCA. The results 
of t-test experiment on each component are shown as dark gray for p < 0.05 and 
light gray bars for p > 0.05. 



3.3 Cluster Analysis 

In this study, we only present an analysis of cluster properties, but not yet a 
classification result. Clusters are defined by selecting all independent components 
from ICA and principal components that covers 95% of total variance from PCA. 
This gives 35 ICA components and 16 PCA components. 

Table 1 shows the measurement results using Eq. 7 for the cluster compact- 
ness and Eq. 10 for the cluster separation. Eigure 6 shows result of the projected 
coefficient values to their Eisher discriminant line. 



Table 1. Cluster validity measurement results. 





compactness 

(Jw) 


separation 

(Jb) 


ICA 


1.84 


0.66 


PCA 


0.65 


0.12 



PCA gives better compactness than ICA, but less separable (see Tab. 1). 
However the projection to the Eisher discriminant line favors ICA (see Eig. 6). 
There is only one point of misclassification in ICA, if a threshold value is defined. 
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Fig. 6. Projection of independent components (above) and principal component 
(below) to their Fisher discriminant line. 



However there are more overlaps in the projection of principal components to 
the Fisher discriminant line. 

3.4 Separation Degree 

The MCD in Eq. 12 can be used to map the cluster separation for each compo- 
nent onto the same information for each landmark points. This enables a more 
intuitive regional interpretation of the differences between the two groups. 

From the sorting of independent components, location and width of each com- 
ponent are retrieved. Thus we can generate the corresponding Gaussian function 
for each component and multiply it with its MCD, resulting a Gaussian mixture 
for each landmark point. The sum of the Gaussian mixture is called separation 
degree. Figure 7(a) shows the separation degree of the IGA model from normal 
and patient subjects. Figure 7(b) also shows the same visualization, but a more 
intuitive way using the bullseye plot, where the color denotes the separation 
degree. 

Figure 7(b) corresponds with Figure 4(a), where the most important feature 
to distinguish between normal and patient is the endocardium at ES phase. The 
least important features lie on the epicardium contour at ES phase, where there 
is a small separation degree. 

4 Discussion 

In this paper, we have investigated the potential of IGA in the computer-aided 
diagnosis of myocardial diseases, based on cardiac shapes. The first result indi- 
cates that the IGA method is a promising analysis tool to extract local shape 
deformations from observed data. The sorting method of independent compo- 
nents based on their position leads to an anatomically meaningful interpretation 
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(a) Separation degree for each ICA mode 





ED 



ES 




0.2 

0.1 



(b) Bullseye plot of the separation degree. The 
inner wall is endo-contour and the outer is epi- 
contour. 




(c) An illustration of the 
bullseye plot interpreta- 
tion in the short-axes 
MRL 



Fig. 7. The separation degree of the ICA model between normal subjects and 
infarct patients. 
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for classification purposes. We have shown that the weighting coefficient matrix 
from the ICA model can clearly distinguish between the two different groups in 
the endo-contour at ES. 

From the cluster analysis, projection of independent components to the Fisher 
discriminant line gives better cluster representation than principal components. 
Given the ability to classify globally and to extract local features, ICA is a pow- 
erful tool to detect and to localize shape abnormalities, comparing favorably to 
PGA. 

In our study, we found that most of the infarction area affects the endo- 
cardium in the infero-lateral wall, because our data contains most patients who 
have infarction in the lateral and inferior regions. A few patients have infarction 
in the septum area. From this study, the endocardium at end-systole phase is 
the most distinguishable feature, because this is the part of myocardium having 
the most deformation process due to contraction. 

The reason why we do not perform any classification experiment in this study 
is that the problem of classifying a patient versus normal is a toy problem. In 
clinical routine, it is not interesting to determine a subject as a patient. It is more 
important to detect if there is an anomaly, to localize it and then to quantify 
the disease. 

5 Future Work 

The number of computed independent components is a free parameter to choose. 
The smaller the number is, the more global the independent components are for a 
shape variation. On the other hand, the shape variation becomes more localized 
if this parameter is increased. Thus a method to find an optimal number of 
independent components is needed. An analysis of how sensitive this parameter 
is to the diagnostic performance in this case will be helpful to define the optimal 
value. 

The next important clinical question for the diagnosis of myocardial infarc- 
tion is at which particular region of myocardium a patient has an infarction. 
This basically to localize the local abnormality and to quantify the severity of 
the disease. These are the topics of ongoing research. 
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Abstract. Diffusion tensor magnetic resonance imaging (DT-MRI) is emerging 
as an important tool in medical image analysis of the brain. However, relatively 
little work has been done on producing statistics of diffusion tensors. A main dif- 
ficulty is that the space of diffusion tensors, i.e., the space of symmetric, positive- 
definite matrices, does not form a vector space. Therefore, standard linear statisti- 
cal techniques do not apply. We show that the space of diffusion tensors is a type 
of curved manifold known as a Riemannian symmetric space. We then develop 
methods for producing statistics, namely averages and modes of variation, in this 
space. In our previous work we introduced principal geodesic analysis, a gen- 
eralization of principal component analysis, to compute the modes of variation 
of data in Lie groups. In this work we expand the method of principal geodesic 
analysis to symmetric spaces and apply it to the computation of the variability of 
diffusion tensor data. We expect that these methods will be useful in the registra- 
tion of diffusion tensor images, the production of statistical atlases from diffusion 
tensor data, and the quantification of the anatomical variability caused by disease. 



1 Introduction 

Diffusion tensor magnetic resonance imaging (DT-MRI) [2] produces a 3D diffusion 
tensor, i.e., a 3 x 3, symmetric, positive-definite matrix, at each voxel of an imaging 
volume. This tensor is the covariance in a Brownian motion model of the diffusion of 
water at that voxel. In brain imaging DT-MRI is used to track the white matter fibers, 
which demonstrate higher diffusivity of water in the direction of the fiber. The aim of 
this paper is to provide new methods for the statistical analysis of diffusion tensors. 

Diffusion tensor imaging has shown promise in clinical studies of brain patholo- 
gies, such as multiple sclerosis and stroke, and in the study of brain connectivity [4]. 
Several authors have addressed the problem of estimation and smoothing within a DT 
image [6, 7, 14]. Further insights might be had from the use of diffusion tensor imaging 
in intersubject studies. Statistical brain atlases have been used in the case of scalar im- 
ages to quantify anatomical variability across patients. However, relatively little work 
has been done towards constructing statistical brain atlases from diffusion tensor im- 
ages. Alexander et al [I] describe a method for the registration of multiple DT images 
into a common coordinate frame, however, they do not include a statistical analysis of 
the diffusion tensor data. Previous attempts [3, 12] at statistical analysis of diffusion 
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tensors within a DT image are based on a Gaussian model of the linear tensor coeffi- 
cients. In this paper we demonstrate that the space of diffusion tensors is more naturally 
described as a Riemannian symmetric space, rather than a linear space. In our previ- 
ous work we introduced principal geodesic analysis (PGA) as an analog of principal 
component analysis for studying the statistical variability of Lie group data. Extending 
these ideas to symmetric spaces, we develop new methods for computing averages and 
describing the variability of diffusion tensor data. We show that these statistics preserve 
natural properties of the diffusion tensors, most importantly the positive-definiteness, 
that are not preserved by linear statistics. The framework presented in this paper thus 
provides the statistical methods needed for constructing statistical atlases of diffusion 
tensor images. 

2 The Space of Diffusion Tensors 

Recall that a real n x n matrix A is symmetric if A = AA and positive-definite if 
Ax > 0 for all nonzero x e We denote the space of all n x n symmetric, 

positive-definite matrices as P{n). The tensors in DT-MRI are thus elements of P(3). 

2 

The space P{n) forms a convex subset of . One can define a linear average of N 
positive-definite, symmetric matrices Ai, . . . , as /i = This definition 

minimizes the Euclidean metric on . Since P{n) is convex, p is lies within P(n), 
however, linear averages do not interpolate natural properties. The linear average of ma- 
trices of the same determinant can result in a matrix with a larger determinant. Second 
order statistics are even more problematic. The standard principal component analysis 
is invalid because the straight lines defined by the modes of variation do not stay within 
the space P{n). In other words, linear PCA does not preserve the positive-definiteness 
of diffusion tensors. The reason for such difficulties is that space P(n), although a sub- 
set of a vector space, is not a vector space, e.g., the negation of a positive-definite matrix 
is not positive-definite. 

In this paper we derive a more natural metric on the space of diffusion tensors, 

2 

P(n), by viewing it not simply as a subset of , but rather as a Riemannian symmet- 
ric space. Eollowing Erechet [9], we define the average as the minimum mean squared 
error estimator under this metric. We develop the method of principal geodesic anal- 
ysis to describe the variability of diffusion tensor data. Principal geodesic analysis is 
the generalization of principal component analysis to manifolds. In this framework the 

modes of variation are represented as flows along geodesic curves, i.e., shortest paths 

2 

under the Riemannian metric. These geodesic curves, unlike the straight lines of MA , 
are completely contained within P(n), that is, they preserve the positive-definiteness. 
Principal component analysis generates lower-dimensional subspaces that maximize 
the projected variance of the data. Thus the development of principal geodesic anal- 
ysis requires that we generalize the concepts of variance and projection onto lower- 
dimensional subspaces for data in symmetric spaces. 

To illustrate these issues, consider the space P(2), the 2 x 2 symmetric, positive- 
definite matrices. A matrix A G P (2) is of the form 
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Fig. 1. The space P(2), showing the geodesic 7 and the straight line I between the two 
points po and pi . 



If we consider the matrix A as a point (a, 6, c) G then the above conditions describe 
the interior of a cone as shown in Fig. 1 . The two labelled points are po = (1 5 0? 7) , pi = 
(7, 0, 1). The straight line I between the two points does not remain contained within 
the space P{2). The curve 7 is the geodesic between the two points when P{2) is 
considered as a Riemannian symmetric space. This geodesic lies completely within 
P(2). We chose P{2) as an example since it can be easily visualized, but the same 
phenomenon occurs for general P(n), i.e., n > 2. 



3 The Geometry of P{n) 

In this section we show that the space of diffusion tensors, P(n), can be formulated 
as a Riemannian symmetric space. This leads to equations for computing geodesics 
that will be essential in defining the statistical methods for diffusion tensors. The dif- 
ferential geometry of diffusion tensors has also been used in [ 6 ], where the diffusion 
tensor smoothing was constrained along geodesic curves. A more thorough treatment 
of symmetric spaces can be found in [5, 10]. 

A symmetric space is a connected Riemannian manifold M such that for each x G 
M there is an isometry cFx which (1) is involutive, i.e., = id, and (2) has x as an 

isolated fixed point, that is, there is a neighborhood U of x where (Jx leaves only x 
fixed. It can be shown that cTx is the map that reverses all geodesics through the point x. 
Riemannian symmetric spaces, and the methods for computing geodesics and distances 
on them, arise naturally from Lie group actions on manifolds. 



3.1 Lie Group Actions 

A Lie group is an algebraic group G that also forms a differentiable manifold, where 
the two group operations, multiplication and inversion, are smooth mappings. Many 
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common geometric transformations of Euclidean space form Lie groups. For exam- 
ple, rotations, translations, and affine transformations of all form Lie groups. More 
generally. Lie groups can be used to describe transformations of smooth manifolds. 

Given a manifold M and a Lie group G, a smooth group action of G on M, or 
smooth G- action on M, is a smooth mapping (f> : G x M ^ M such that for all 
g^h ^ G, and all x G M we have 0(e, x) = x, and (j){g^ x)) = (j){gh^ x), where 

e is the identity element of G. Consider the Lie group of all n x n real matrices with 
positive determinant, denoted GL+(n). This group acts on P{n) via 

0 : GL+(n) x P(n) ^ P(n) 

(P{g^p) = gpg^^ (i) 

The orbit under 0 of a point x e M is defined as G{x) = {4>{g, x) : g e G}. In 
the case that M consists of a single orbit, we call M a homogeneous space and say that 
the G-action is transitive. The space P(n) is a homogeneous space, as is easy to derive 
from the fact that any matrix p G P(n) can be decomposed as p = gg^ = (j){g., In), 
where g G GP+ (n) and In is the n x n identity matrix. The isotropy subgroup of x 
is defined as G^^ = {p G G : (j){g^ x) = x}, i.e., Gx is the subgroup of G that leaves 
the point x fixed. For P(n) the isotropy subgroup of In is SO{n) = {p G GP+(n) : 
In) = gg^ = In}, i*e., the space of n x n rotation matrices. 

Let P be a closed Lie subgroup of the Lie group G. Then the left coset of an element 
p G G is defined as gH = {gh \ h ^ H}. The space of all such cosets is denoted G/H 
and is a smooth manifold. There is a natural bijection G{x) = GjGx given by the 
mapping g^x gGx- Therefore, we can consider the space of diffusion tensors, P(n), 
as the coset space GP+ (n) / SO{n) . An intuitive way to view this is to think of the polar 
decomposition, which decomposes a matrix g G GP+(n) as p = pu, where p G P(n) 
and u G SO{n). Thus, the diffusion tensor space P{n) = GL~^{n)/ SO{n) comes 
from “dividing out” the rotational component in the polar decomposition of GL+(n). 



3.2 Invariant Metrics 

A Riemannian metric on a manifold M smoothly assigns to each point x G M an inner 
product (•, ')x on TxM, the tangent space to M at x. If 0 is a smooth G-action on M, 
a metric on M is called G-invariant if for each g G G the map fg \ x ^ (j){g^ x) is an 
isometry, i.e., fg preserves distances on M. The space of diffusion tensors, P{n), has 
a metric that is invariant under the GL+ (n) action, which follows from the fact that the 
isotropy subgroup SO{n) is connected and compact (see [5], Theorem 9.1). 

The tangent space of P{n) at the identity matrix can be identified with the space of 
n X n symmetric matrices, Sym(n). Since the group action fg \ s ^ gsg^ is linear, 
its derivative map, denoted dfg, is given by d(j)g{X) = gXg^. If X G Sym(n), it is 
easy to see that d(f)g{X) is again a symmetric matrix. Thus the tangent space at any 
point p G P{n) is also equivalent to Sym(n). If X, F G Sym(n) represent two tangent 
vectors at p G P(n), where p = p G GL+(n), then the Riemannian metric at p is 
given by the inner product 

{X,Y)j, = ti{g-^Xp-^Y{g-Y)- 
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Finally, the mapping crj^ {p) = P ^ is an isometry that reverses geodesics of P{n) at 
the identity, and this turns P{n) into a symmetric space. 

3.3 Computing Geodesics 

Geodesics on a symmetric space are easily derived via the group action (see [10] for de- 
tails). Let p be a point on P{n) and X a. tangent vector at p. There is a unique geodesic, 
7, with initial point 7(0) = p and tangent vector 7'(0) = X. To derive an equation for 
such a geodesic, we begin with the special case where the initial point p is the n x n 
identity matrix. In, and the tangent vector X is diagonal. Then the geodesic is given by 

7(t) = exp(iX), 

where exp is the matrix exponential map given by the infinite series 

00 ^ 

exp(X) = 5]-X‘. 

k=0 

For the diagonal matrix X with entries Xi, the matrix exponential is simply the diagonal 
matrix with entries . 

Now for the general case consider the geodesic 7 starting at an arbitrary point p G 
P{n) with arbitrary tangent vector X G Sym(n). We will use the group action to map 
this configuration into the special case described above, i.e., with initial point at the 
identity and a diagonal tangent vector. Since the group action is an isometry, geodesics 
and distances are preserved. Let p = gg^, where g G GL+(n). Then the action (j)g-i 
maps p to In. The tangent vector is mapped via the corresponding tangent map to F = 
d(j)g-i{X) = g~^X{g~^)'^ . Now we may write Y = vXv^, where t; is a rotation 
matrix and X is diagonal. The group action (p^-i diagonalizes the tangent vector while 
leaving In fixed. We can now use the procedure above to compute the geodesic 7 with 
initial point 7(0) = In and tangent vector 7'(0) = X. Finally, the result is mapped 
back to the original configuration by the inverse group action, (pgy . That is, 

l{t) = (j>gv{l{t)) = {gv)exp{tE){gvY' . 

If we flow to t = 1 along the geodesic 7 we get the Riemannian exponential map at 
p (denoted Exp^, and not to be confused with the matrix exponential map), that is, 

Exp^(X) = 7(1). 

In summary we have 

Algorithm 1 (Riemannian Exponential Map). 

Input: Initial point p G P(n). 

Tangent vector X G Sym(n). 

Output: Expp(X) 

Letp = uAu^ (u G SO{n), A diagonal) 
g = u\fA 
Y = g-^X{g-^ 

Let Y = vXv^ (v G SO{n), X diagonal) 

Expp(X) = {gv)exp{E){gv)'^ 
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An important property of the geodesics in P(n) under this metric is that they are in- 
finitely extendible, i.e., the geodesic 7 (f) is defined for — 00 < t < 00 . A manifold with 
this property is called complete. Again, Fig. 1 demonstrates that the symmetric space 
geodesic 7 remains within P(2) for alH. In contrast the straight line I quickly leaves 
the space P( 2 ). 

The map Exp^ has an inverse, called the Riemannian log map and denoted Log^. 
It maps a point x G P{n) to the unique tangent vector at p that is the initial velocity 
of the unique geodesic 7 with 7(0) = p and 7(1) = x. Using a similar diagonalization 
procedure, the log map is computed by 

Algorithm 2 (Riemannian Log Map). 

Input: Initial point p G P(n). 

End points G P(n). 

Output: Logp{x) 

Letp = uAu^ (u G SO{n), A diagonal) 
g = u\fA 

y = g~^x{g~'^Y 

Let y = vSv'^ (v G SO{n), S diagonal) 

Logp(a;) = {gv)\og{E){gv)'^ 

Using the notation of Algorithm 2, geodesic distance between the diffusion tensors 

p, X G P(n) is computed by (i(p, x) = \ \ Logp{x)\\p = tr(log(P)^). 

4 Statistics of Diffusion Tensors 

Having formulated the geometry of diffusion tensors as a symmetric space, we now 
develop methods for computing statistics in this nonlinear space. 

4.1 Averages of Diffusion Tensors 

To define an average of diffusion tensors we follow Frechet [9], who defines the mean 
of a random variable in an arbitrary metric space as the point that minimizes the ex- 
pected value of the sum-of- squared distance function. Consider a set of points A = 
{xi,...,XAr}ona Riemannian manifold M. Then we will be concerned with the sum- 
of- squared distance function 



Pa{x) = 

i=l 

where d is geodesic distance on M. The intrinsic mean of the points in A is defined as 
a minimum of pA, that is, 

p = arg min pa { x ). (2) 

xeM 

The properties of the intrinsic mean have been studied by Karcher [11], and Pennec 
[13] describes a gradient descent algorithm to compute the mean. Since the mean is 
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given by the minimization problem (2), we must verify that such a minimum exists 
and is unique. Karcher shows that for a manifold with non-positive sectional curvature 
the mean is uniquely defined. In fact, the space P{n) does have non-positive sectional 
curvature, and, thus, the mean is uniquely defined. Also, the gradient of pA is given by 

1 ^ 

Wpa{x) = -—'^Log^{xi) 
i=l 

Thus the intrinsic mean of a collection of diffusion tensors is computed by the following 
gradient descent algorithm: 

Algorithm 3 (Intrinsic Mean of Diffusion Tensors). 

Input: pi,...,pjv € P{n) 

Output: ji G P{n), the intrinsic mean 
Po = I 
Do 

Log^,(Pfe) 

Pi+i = Exp^^(Xj) 

While ||Xj|| > e. 



4.2 Principal Geodesic Analysis 

Principal component analysis (PCA) is a useful method for describing the variability 
of Euclidean data. In our previous work [8] we introduced principal geodesic analysis 
(PGA) as a generalization of PCA to study the variability of data in a Lie group. In 
this section we review the method of principal geodesic analysis and apply it to the 
symmetric space of diffusion tensors. We begin with a review of PCA in Euclidean 
space. Consider a set of points xi, ... G with zero mean. Principal component 
analysis seeks a sequence of linear subspaces that best represent the variability of the 
data. To be more precise, the intent is to find a orthonormal basis {vi , . . . , Vd} of M^, 
which satisfies the recursive relationship 



N 

= arg max\^(t;, (3) 

11 - 11=1 ^ 

N k-1 

Vk = argmax^^ + {v,Xi)‘^. (4) 

IHI=i 

In other words, the subspace Vk = span({t;i, . . . ^Vk}) is the /c-dimensional subspace 
that maximizes the variance of the data projected to that subspace. The basis {vk} is 
computed as the set of eigenvectors of the sample covariance matrix of the data. 

Now turning to manifolds, consider a set of points pi, . . . ,Pat on a Riemannian 
manifold M. Our goal is to describe the variability of the pi in a way that is analogous 
to PCA. Thus we will project the data onto lower-dimensional subspaces that best rep- 
resent the variability of the data. This requires first extending three important concepts 
of PCA into the manifold setting: 
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- Variance. Following the work of Frechet, we define the sample variance of the data 
as the expected value of the squared Riemannian distance from the mean. 

- Geodesic subspaces. The lower-dimensional subspaces in PCA are linear sub- 
spaces. For manifolds we extend the concept of a linear subspace to that of a 
geodesic submanifold. 

- Projection. In PCA the data is projected onto linear subspaces. We define a pro- 
jection operator for geodesic submanifolds, and show how it may be efficiently 
approximated. 

We now develop each of these concepts in detail. 



Variance The variance of a real- valued random variable x with mean /i is given by 
the formula = £[(x — where £ denotes expectation. It measures the expected 
localization of the variable x about the mean. The definition of variance we use comes 
from Frechet [9], who defines the variance of a random variable in a metric space as the 
expected value of the squared distance from the mean. That is, for a random variable x 
in a metric space with intrinsic mean /i, the variance is given by 

= £[(i(/i, x)‘^\. 

Thus in the manifold case, given data points pi, . . . ,Pat G M with mean /i, we define 
the sample variance of the data as 

N N 



Notice that if M is then the variance definition in (5) is given by the trace of 
the sample covariance matrix, i.e., the sum of its eigenvalues. It is in this sense that this 
definition captures the total variation of the data. 



Geodesic Submanifolds The next step in generalizing PCA to manifolds is to gener- 
alize the notion of a linear subspace. A geodesic is a curve that is locally the shortest 
path between points. In this way a geodesic is the generalization of a straight line. Thus 
it is natural to use a geodesic curve as the one-dimensional subspace, i.e., the analog of 
the first principal direction in PCA. 

In general if V is a submanifold of a manifold M, geodesics of N are not necessar- 
ily geodesics of M. For instance the sphere S‘^ is a submanifold of M^, but its geodesics 
are great circles, while geodesics of are straight lines. A submanifold Ff of M is said 
to be geodesic at x ^ H if all geodesics of H passing through x are also geodesics of 
M. For example, a linear subspace of is a submanifold geodesic at 0. Submanifolds 
geodesic at x preserve distances to x. This is an essential property for PGA because 
variance is defined by squared distance to the mean. Thus submanifolds geodesic at the 
mean will be the generalization of the linear subspaces of PCA. 
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Projection The projection of a point x e M onto a geodesic submanifold iT of M is 
defined as the point on H that is nearest to x in Riemannian distance. Thus we define 
the projection operator tth : M ^ H sls 

7Th{x) = arg min d{x,y)^. 
yen 

Since projection is defined by a minimization, there is no guarantee that the projection 
of a point exists or that it is unique. However, because P(n) has non-positive curvature 
and no conjugate points, projection onto geodesic submanifolds is unique in this case. 

Projection onto a geodesic submanifold at /i can be approximated in the tangent 
space to the mean, T^M. If . . . , is an orthonormal basis for T^H, then the pro- 
jection operator can be approximated by the formula 

k 

Log^ 



4.3 Computing Principal Geodesic Analysis 

We are now ready to define principal geodesic analysis for data pi, . . . ,Pat on a con- 
nected Riemannian manifold M. Our goal, analogous to PC A, is to find a sequence of 
nested geodesic submanifolds that maximize the projected variance of the data. These 
submanifolds are called the principal geodesic submanifolds. 

The principal geodesic submanifolds are defined by first constructing an orthonor- 
mal basis of tangent vectors vi^ ... ,Vd that span the tangent space T^M. These vectors 
are then used to form a sequence of nested subspaces Vk = span({t;i , . . . The 

principal geodesic submanifolds are the images of the Vk under the exponential map: 
Hk = Exp^(I4). The first principal direction is chosen to maximize the projected 
variance along the corresponding geodesic: 

N 

=argmaxY]||Log (7T/f(pi))|p, (7) 

IHI=i 

where H = exp(span({t;})). 

The remaining principal directions are then defined recursively as 

N 

=argmaxy^||Log (7TH(pi))||^, (8) 

IHI=i 

where H = exp(span({t;i, . . . , t;})). 

If we use (6) to approximate the projection operator tth in (7) and (8), we get 

N 

Vi « argmax V](t;,Log (Pi))^, 

IHI=i 

N k-1 

Vk « arg max V Log^(Pi))2 + {v, Log^(pi))^. 

Il«ll=i i=ij=i 
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The above minimization problem is simply the standard principal component analysis 
in T^M of the vectors Log^(pi), which can be seen by comparing the approximations 
above to the PCA equations, (3) and (4). Applying these ideas to P(n), we have the 
following algorithm for approximating the PGA of diffusion tensor data: 

Algorithm 4 (PGA of Diffusion Tensors). 

Input: pi,..., Pat ^ P{n) 

Output: Principal directions, Vk G Sym(n) 

Variances, A/c G M 

/i = intrinsic mean of {pi} (Algorithm 3) 

= Log^(pi) 

S = ^ (treating the Xi as column vectors) 

{vk^ A/c} = eigenvectors/eigenvalues of S. 

A new diffusion tensor p can now be generated from the PGA by the formula p = 
{^k=i , where the G M are the coefficients of the modes of variation. 

5 Properties of PGA on P{n) 

We now demonstrate that PGA on the symmetric space P{n) preserves certain im- 
portant properties of the diffusion tensor data, namely the properties of positive-def- 
initeness, determinant, and orientation. This makes the symmetric space formulation 
an attractive approach for the statistical analysis of diffusion tensor images. We have 
already mentioned that, in contrast to linear PCA, symmetric space PGA preserves 
positive-definiteness. That is, the principal geodesics are completely contained within 
P(n), and any matrix generated by the principal geodesics will be positive-definite. 

The next two properties we consider are the determinant and orientation. Consider 
a collection of diffusion tensors that all have the same determinant D. We wish to show 
that the resulting average and any tensor generated by the principal geodesic analy- 
sis will also have determinant D. To show this we first look at the subset of P{n) of 
matrices with determinant D, that is, the subset Pd = {p G P{n) : det(p) = D}. 
This subset is a totally geodesic submanifold, meaning that any geodesic within Pd is 
a geodesic of the full space P{n). Notice the difference from the definition of a sub- 
manifold geodesic at a point; totally geodesic submanifolds are geodesic at every point. 
Now, the fact that Pd is totally geodesic implies that the averaging process in Algo- 
rithm 3 will remain in Pd if all the data lies in P^. Also, the principal directions Vk in 
the PGA will lie in the tangent subspace T^Pd. Thus any diffusion tensor generated by 
the principal geodesics will remain in the space Pd • 

The same argument may be applied to show that symmetric space averaging and 
PGA preserve the orientation of diffusion tensors. In fact, the subset of all diffusion 
tensors having the same orientation is also a totally geodesic submanifold, and the 
same reasoning applies. Unlike the positive-definiteness and determinant, orientations 
are also preserved by linear averaging and PCA. 

To demonstrate these properties, we simulated random 3D diffusion tensors and 
computed both their linear and symmetric space statistics. We first tested the determi- 
nant preservation by generating 100 random 3D diffusion tensors with determinant 1. 
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Symmetric Space PGA 




Second Mode 



First 

Mode 



Fig. 2. The first two modes of variation of the simulated data: (left) using the symmetric 
space PGA, and (right) using linear PCA. Units are in standard deviations. The boxes la- 
belled “Not Valid” indicate that the tensor was not positive-definite, i.e., it had negative 
eigenvalues. 



To do this we first generated 100 random 3x3 symmetric matrices, with entries dis- 
tributed according to a normal distribution, A^(0, |). Then, we took the matrix exponen- 
tial of these random symmetric matrices, thus making them positive-definite diffusion 
tensors. Finally, we normalized the random diffusion tensors to have determinant 1 by 
dividing each tensor by the cube root of its determinant. We then computed the linear 
average and PCA and symmetric space average and PGA of the simulated tensors. The 
results are shown in Fig. 2 as the diffusion tensors generated by the first two modes of 
variation. The linear PCA generated invalid diffusion tensors, i.e., tensors with negative 
eigenvalues, at +2 standard deviations in both the first and second modes. All of the dif- 
fusion tensors generated by the symmetric space PGA have determinant 1. The linear 
mean demonstrates the “swelling” effect of linear averaging. It has determinant 2.70, 
and the linear PCA tensors within ±2 standard deviations have determinants ranging 
from —2.80 to 2.82. The negative determinants came from the tensors that were not 
positive-definite. Therefore, we see that the symmetric space PGA has preserved the 
positive-definiteness and the determinant, while the linear PCA has preserved neither. 

Next we tested the orientation preservation by generating 100 random, axis-aligned, 
3D diffusion tensors. This was done by generating 3 random eigenvalues for each ma- 
trix, corresponding to the x, and z axes. The eigenvalues were chosen from a log- 
normal distribution with log mean 0 and log standard deviation 0.5. Next we generated 
a random orientation u G SO (3) and applied it to all of the axis-aligned matrices by 
the map p upu^ . Thus each of the diffusion tensors in our test set had eigenvectors 
equal to the columns of the rotation matrix u. We computed both the symmetric space 
and linear statistics of the data. As was expected, both methods preserved the orienta- 
tions. However, the linear PCA again generated tensors that were not positive-definite. 
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6 Conclusion 

We have presented a framework for the statistical analysis of diffusion tensor images. 
The methods rely on regarding the space of diffusion tensors as a Riemannian symmet- 
ric space. We developed algorithms for computing averages and modes of variation of 
diffusion tensor data by extending statistical methods to the symmetric space setting. 
The methods presented in this paper lay the groundwork for statistical studies of the 
variability of diffusion tensor images across patients. 
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Abstract. Structural image registration is often achieved through dif- 
feomorphic transformations. The formalism associated with the diffeo- 
morphic framework allows one to define curved distances which are often 
more appropriate for morphological comparisons of anatomy. However, 
the correspondence problem as well as the metric distances across the 
database depend upon the chosen reference anatomy, requiring average 
transformations to be estimated. The goal of this paper is to develop 
an algorithm which, given a database of images, estimates an average 
shape based on the geodesic distances of curved, time-dependent trans- 
formations. Specifically, this paper will develop direct, efficient, symmet- 
ric methods for generating average anatomical shapes from diffeomorphic 
registration algorithms. The need for these types of averages is illustrated 
with synthetic examples and the novel algorithm is compared to the usual 
approach of averaging linear transformations. Furthermore, the same al- 
gorithm will be used for shape interpolation that is independent of the 
multi-scale framework used. 



1 Introduction 

An atlas may be used as an instance of anatomy upon which teaching or surgical 
planning is based [1], a reference frame for understanding the normal variation 
of anatomy [2], a coordinate system for functional localization studies [3], and 
as a probabilistic space into which functional or structural features are mapped 
[4]. Least biased examples are desirable for teaching, as well as for creating 
coordinate systems that are near the centroid of a population distribution. Per- 
formance of algorithms based on manipulating canonical information, such as 
active shape, should also improve when using an average model. 

Computerized atlases based on MRI images may capture either average shape 
[4], average intensity or both [5] within a single image. Deviations from the 
mean shape or intensity may be stored separately by statistical models such 
as principal components [4]. Average intensities are found by first computing 
transformations from a given anatomical instance to a population dataset. These 
transformations give intensity correspondence, allowing subsequent averaging. 
Average shapes are gained by estimating the average of these transformations. 
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which take a given member of population to the remainder of the data. This 
average transformation must then be inverted to gain the average shape [5] . 

One difficulty with this approach is that the process of averaging transforma- 
tions may destroy the physical and optimal properties of the individual trans- 
formations. For example, the average of large deformation elastic displacement 
fields, each of which satisfy the minimization of a well-defined variational energy, 
may no longer be an optimizing elastic displacement field. Another example is 
given by time-parameterized mappings. The flows defining these transformations 
at each time satisfy the fluid equations, allowing the maps to be interpreted as 
members of the diffeomorphism group [6]. This invites group theoretical popu- 
lation studies where one bases structural comparisons on the geodesic distances 
of the group. Thus, it is important to be able to compute atlases which are 
least-biased within this theoretical framework, as in the small deformation case. 
This work provides a general algorithm for allowing shape averaging that en- 
ables properties of the physical model used in the registration to persist in the 
average shape transformation. The distances given by the diffeomorphism group 
are used to illustrate the techniques. 

2 Population Shape Averaging 

Consider a set of anatomical images defined on bounded domain i?, each of 
which contains identical topology initially at positions {x^}. Shape normaliza- 
tion requires a reparameterization of this population dataset, P = {x^}, into a 
common coordinate space. Each coordinate x then identifies the same anatomi- 
cal position in each example. Formally, this requires a mapping set : x ^ xi} 
that gives. 



^Xi = X, 

gr“^x„ = X. (1) 

Each mapping gives the coordinate transformation between the canonical 
configuration x and xi, such that = Id u, where Id is the identity. This 
gives gi{5t) = X -j- u(x) = xi. If g^ is time-parameterized in interval [0,1], its 
value is taken at gi{l), the final state. 

The individual mappings, g^, may be found by using non-rigid image reg- 
istration algorithms [4, 3, 7]. In general, these methods return a displacement 
field, u, that models the motion of a continuum deforming under external forces. 
Solutions of this kind minimize a balance of regularization and similarity terms. 
The displacement field is found in either the Lagrangian reference frame, where 
the reference configuration x is fixed, or in the Eulerian frame, where the con- 
figuration is a function of time, x(t). The distinction here is that the Eulerian 
frame tracks the flow in time, giving the displacement as the time-integration of 
a velocity field, ^ = v{t), where the material derivative is used. Given a value 
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for u, the solution will transform the moving image J(xi) to the fixed domain 
/(x) such that J (x) = J(Id + u^^)(xi) = J o o xi. 

2.1 Shape Average from Mean Deformation: Linear Averaging 

Here, we assume a registration algorithm has provided a correspondence field. 
Given the ability to gain this solution, average shapes are found by choosing an 
arbitrary instance as the reference configuration, Xq = xj, and then computing 
{g^} with respect to this configuration. The resulting average displacement field 
from Xo to {xi} is, 

N 

u(xo) = (2) 

This mean deformation minimizes the energy, 

1 ^ 

u(Xo) = ^ |Ui - U|2 (3) 

Note that, as the total displacement fields are used, all scales of information 
are treated equally. The average configuration is then computed as x = 
where an inversion of the mean deformation field is required. Averaging of vector 
fields does not necessarily preserve the large deformation continuum model, nor 
does it satisfy the correct optimization model, as illustrated in figure 1. 

3 Curved Case: The Diffeomorphism Group and Its 
Distances 

3.1 Definitions and Group Properties 

The set of one to one and onto differentiable maps with differentiable inverse 
gives the diffeomorphism group, Q. Elements of the group may be composed 
with each other and distances between them measured by (in the case of image 
registration) , 

£>(/, J)=inf{ [ \\v{t)\\Ldt \ J o = J A J o = I}. (4) 

Jo 

The differential Sobolev norm on v is determined by the associated linear (e.g. 
Cauchy- Navier) operator L. This is a true distance in that it is positive, sym- 
metric and satisfies the triangle inequality [8] . The incremental integration of the 
velocity field is what gives this property (consider that the flow along the velocity 
field is, in the infinitesimial limit, piece- wise linear with equivalent norm forward 
and backward in time). In contrast, deformation-based norms taken from con- 
tinuum mechanics are also positive and equal zero at the identity, but may not 
be symmetric. 
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C Image 



c 




Patch deformed 
by linear mean 
field, 1/2 u. 



Patch Image 




Grid deformed 
by linear mean 
field, 1/2 u. 



Patch warped Grid warped 
toCbyg(l). to C by g( 1), 




Patch deformed Grid deformed 
by geodesic by geodesic 

mean gf1/2). mean g(1/2h 



Fig. 1. The “C” and “C patch” images (first and second in the top row) are reg- 
istered with the large deformation diffeomorphic method in the top row, giving 
transformation g{t). The result of linearly averaging the vector field u at ^(1) 
with Id is shown in the bottom row left and left middle. The averaging given by 
geodesic distances, at bottom row right, is more natural. Deformed grid images 
are also shown for the geodesic average. The Jacobian of the C to C patch map 
is strictly positive with minimum value 0.14. 



3.2 The Diffeomorphic Registration Algorithm 

The optimization problem for the registration is to compute the mapping, g, 
such that. 



= { r ll^lli + ll^^-^-'^ll dt }, (5) 

Jo 

is minimized where the brightness constancy assumption is used as the driving 
force [9] . Additionally, the maps are fixed to the identity at the boundary of the 
domain, dQ. 

The Euler-Lagrange (E-L) equations for this problem were recently derived 
[8]. Rather than using the local E-L equations, we solve the variational problem 
in the integral form by using the Galerkin finite element (EE) method [10]. This 
method finds an optimal finite dimensional estimate to the infinite-dimensional 
solution. Using this method we compute the instantaneously optimal velocity 
field as. 



= { w,\\Ig-^-J\\+W 2 \\v\\l }, (6) 

which gives the optimal gradient in the space of diffeomorphic flows. The optimal 
estimate to the time-integrated map is approximated by using finite differences. 









Symmetric Geodesic Shape Averaging and Shape Interpolation 103 



This requires parameterization of g by arc length, the unique and natural choice 
for (even infinite-dimensional) curves. 

The time dependent integral for g is estimated with finite differences in time 
via the trapezoidal rule. Because the optimization process is not locally smooth 
in time, we measure the arc length at a step-size, /i, that is larger than that of 
the optimization step-size \\Sv\\, with S a small scalar. This is illustrated for a 
one dimensional map in figure 2 (the ratio is typically near 0.1). The incremental 
velocities are accumulated via gradient descent such that ^ 

The total map g{t) is then integrated to g{t^h) using when ||i;*(t)|| reaches 
the desired constant value, h. If the arc length oversteps /i, a local line search 
on Svn corrects the size of Wv'^W. The trapezoidal rule then gives the optimal in 
time approximation to the length as. 




2 *^ 11 '"*^** 



( 7 ) 



This gives a more robust estimate of the geodesic distance and is also beneficial 
for the shape averaging application (we have found the distances estimated by 
the greedy method in [7] are too noisy). 

To summarize, the following steps are needed in the algorithm for computing 
geodesics: 

1. Solve for the instantaneous regularized velocity field using the FE method. 

2. Use the FE solution for gradient descent, accumulating bv until the arc 
length reaches h. 

3. Integrate v to augment g in time and to compute a robust estimate of the 
geodesic distance. 



Note the advantage that the velocity field is only needed at two time points, 
although an optimal in time solution is computed. Regridding is also performed, 
as in [7]. 




Fig. 2. The computation of the optimal g in time is performed using the trape- 
zoidal rule, requiring constant arc length parameterization. 
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4 The Variational Problem for Diffeomorphic Averaging 

We recover the average-shape image from an image dataset by solving an inverse 
problem involving the geodesic distances between the images and a boundary 
value constraint on the transformed image appearances. Find {gi} such that, 

fVi J,. 0^-1= 1,5-1= J- 
]E{{gj}) is minimal. 

The existence of geodesic paths on the diffeomorphism manifold as well as 
the symmetry of the distances given by those paths are important facts for this 
algorithm. Furthermore, these paths, as mentioned above, are also parameterized 
with constant arc length. 

The simplest non-trivial case of this inverse problem is given by a single pair 
of images. First, consider the naive algorithm for minimization. 

1. Register images I and J while measuring the distance, between 

them. 

2. Repeat the registration stopping at ti, where T)(/, = 1). 

This numerical minimization can be achieved successfully and was used to gen- 
erate the results of figure 1. However, considering that, in practice, the optimiza- 
tion process continues in a coarse to fine fashion, one observes that coarse scale 
corrections will occur first in time. This is an undesirable bias that makes the 
averages appear visually incorrect when features exist at multiple scales, such as 
in anatomical images, as in figure 3. This caveat also makes the naive approach 
highly asymmetric. 

The solution used is to solve the variational problem given in 8 explicitly. 
The variational problem for averaging pairs of images is then, 

J 0 

Rearranging terms using the equality constraints given in the original prob- 
lem gives. 



9\,9l= { r l|t’i|li + l|t^2||i + ||/9i-'-J92-'|| dt }. (9) 

JO 

Solving this problem, via alternating minimization with respect to gi and all 
hi constant, provides average deformations that are optimized symmetrically 
using information at all scales. The geodesic averaging constraint E{gi) = E{g 2 ) 
is upheld by construction and the configurations Igi^ and Jgi^^ are both in 
average position. Note also that the transformation from / to J is given by 
^ 92 ' We will denote the output of this algorithm as AL(*, •) where the input 
is a pair of images. Intuitively, the algorithm lets the images I and J “meet” at 
the mean configuration. A similar idea was introduced recently in [11], in which 
intensity averaging was incorporated. 
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Fig. 3. The top row shows, in the center, the geodesic shape average of the 
image on the left and the image on the far right. For comparison, the bottom 
row shows, in the center, the naive geodesic shape average, which is biased 
towards coarse-scale corrections. Note that the outline of the naive average is 
similar to the image on the right, but the ventricles are similar to the image on 
the left. The geodesic average improves upon this bias. 



4.1 Recursive Algorithm for Diffeomorphic Averaging and 
Diffeomorphic Shape Interpolation 

The constraints given above allow one to recursively compute either the min- 
imal energy configuration over a dataset or, alternatively, the full-scale time- 
dependent shape interpolation between a pair of images. The latter application 
is a practical way to resolve the fact that measuring physical energies within a 
multiple-scale optimization process introduces a significant bias in the resulting 
computed intermediate mappings. That is, deformations near the zero time-point 
will accomodate coarse scale differences, while transformation adjustments oc- 
curring later in time will be at a fine scale. 

The full-scale minimization of (8) is achieved as a recursive least squares 
estimation problem. That is, given A, 5, C, T), averages may be computed as, 

A(A, B, C, D) = A{A{A, B),A{C, D)), (10) 

where A is the averaging function. The symmetric diffeomorphic approach used 
here avoids exclusive dependence on the (possibly individual specific) topology 
of a specific template anatomy /^, as in deformation field averaging. Further- 
more, the group theoretical framework and geodesics used by our algorithm and 
those described in [6] will ensure the are in Q after composition. An average 
transport o.d.e. may also be used to minimize the energy, as in [12]. 

Pseudocode is given in algorithm 1. One is guaranteed that the final mean 
configuration is derived from the composition of diffeomorphic transformations. 
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insuring that topology of the mean anatomy is preserved and that the mean 
transformation exists in the shape space provided by the continuum model. This 
may be proven inductively by using the fact that if g^h G Q then f = g o h ^ 
that is, the composition of a geodesic diffeomorphic (g.d.) transformation 
with another g.d. transformation is within Q and g.d. Note also that the set 
of transformations {gi} may be recovered after the end of the algorithm. For 
simplicity, we assume here that the size of the database is dyadic, though this 
is not a necessary condition. An illustration of a non-dyadic case is shown in 
figure 4. 




Illustration of the Geodesic Shape Averaging Algorithm 



The final geodesically 
averaged configuration 
is at the lowest level 



This final step 
adjusts for the 
fact that it is an 
odd combination. 
The arc length size 
is doubled for one 
of the two maps as 
illustrated by the 
arrow length. 



Fig. 4. The progress of the recursive averaging algorithm is shown above. Note 
the adjustment made for the uneven number of averages performed. 



A similar algorithm may be used for geodesic shape interpolation, an example 
of which is shown in figure 5. 
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Algorithm 1 : Diffeomorphic Shape Averaging 

Divide the database of images into unique pairs, V — {Vi =(A,/j)|z ^ j}. Set i — 1. 
Denote the cardinality of V as |JP. 

while i <^V do 

Vyj{A{Vi),A{Vi+i)). 
i — i 

end while 

I = A{Viv). 



Full-Scale Anatomical Shape Interpolation 

Time 0 



Anatomy 1 Anatomy 1 , time 0.25 Anatomy 1 , time 0.5 




Anatomy 2 Anatomy 2 , time 0.75 Anatomy 2 , time 0.5 



^ 

Timel 

Fig. 5. Three time-points of scale consistent shape interpolation are gener- 
ated from a pair of anatomical instances. The pair-wise symmetric registration 
method was used to generate the results here and to insure that the interpolated 
anatomy is consistent for all scales of information. The original images are at 
top left and bottom left respectively. This anatomical pair is in correspondence 
at time 0.5, which is the average of the anatomy at time 0 with the anatomy at 
time 1. Note that here we have used the topology of the closest anatomy at all 
points. It would also be natural to use an intensity average where the relative 
weights are determined by the time values. 
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5 Experiments 

As was shown in figure 1, figure 3 and figure 5, the symmetric geodesic averaging 
algorithm is essential in some cases. We now investigate the effect of diffeomor- 
phic averaging on normal anatomical images. A dataset of 6 normal female hu- 
man cortices were manually segmented from volumetric MRI. The cortices were 
initially aligned by similarity transformation to an arbitrarily chosen reference. 
The current experiments are in two dimensions, although the implementation is 
equally functional in three dimensions. 

5.1 Comparison of Geodesic and Linear Averaging 

Linear Average. The diffeomorphic fluid algorithm was used to register an 
arbitrarily chosen reference topology to the dataset. The deformation fields pro- 
vided by the non-rigid registration were then averaged in the Lagrangian ref- 
erence frame, meaning vectors from the original to the final configuration were 
used. The average transformation was inverted to find the average shape atlas. 
The registration was repeated and the root mean square distance from the aver- 
age shape atlas to the dataset was computed. A second reference image was also 
chosen and the study was repeated. The overlap ratio between the pair of average 
shape cortices is also computed. The results are summarized in figure 6(c,d). 
Geodesic Average. The same registration algorithm was used with the geodesic 
averaging procedure of algorithm 1. The computational cost of this study is a 
logarithmic factor larger than the linear averaging, but without the (not costly, 
but potentially error prone) step of estimating the average transformation and 
its inverse. Because the algorithm moves from dataset instance to dataset in- 
stance, the order of the dataset was randomized and the study repeated. Results 
for these studies are summarized in figure 6(a,b). The similarity in appearance 
between the curved and linear averages suggest that the transformations com- 
puted are not highly curved, in contrast to those shown in figure 1. Finally, Table 
1 shows a summary of metrics computed from the atlases to the dataset and also 
between the two instances of the atlases. 



Algorithm 


Overlap between 1 and 2 


Intensity Squared Difference (SSD) 


Geodesic 


0.989 


0.478 


Linear 


0.990 


0.503 



Table 1. Summary of Algorithm Dependency on Dataset. The overlap and 
sum of squared differences in intensity (SSD) are measured between the atlases 
generated by the same method but with a different dataset ordering and/or 
reference anatomy. 

6 Conclusion 

We have described an algorithm for geodesic shape averaging and interpolation, 
argued its correctness and illustrated its results. Furthermore, a finite element 
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(c) (d) 



Fig. 6. The geodesic and linear approach to shape averaging are compared. The 
template anatomy for the first geodesic average example is the same as that of 
the first linear example. The second examples also share the same topology. One 
may note that, qualitatively, the geodesic results appear to be more plausible 
shapes, as the anatomy is deformed more smoothly, (a) Geodesic shape average 
one. (b) Geodesic shape average two. (c) Linear shape average one. (d) Linear 
shape average two. 



method algorithm for estimating geodesic distances between images was given. 
This algorithm is symmetric with respect to an image pair without the need 
for explicit penalization of the difference between the forward and inverse trans- 
formations. It also has the property that it divides the deformation needed for 
correct registration evenly between each image, as is guaranteed by robust mea- 
sures of the geodesic distance. Future work will investigate improvements to the 
current geodesic estimation scheme as well as its properties as an image registra- 
tion algorithm on its own. We also intend to investigate solving problem (8) in 
parallel. This method will combine an initial estimate to I with the symmetric 
image registration algorithm given here. The solution will then be a piecewise 
linear estimate to the average curved transformation which can be compared 
with linear averaging and the recursive estimation in this work. 
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Abstract. A new anisotropie diffusion-filtering seheme to smooth images with 
heavy-tailed or binary noise types similar to salt&pepper noise is presented. 
The proposed seheme estimates edge gradient from an image that is smoothed 
or “regularized” with a median filter. Its performanee was demonstrated on 
synthetie images that were eorrupted by Gaussian, salt&pepper and Weibull 
noises, and aetual medieal images. The visual and quantitative evaluation of the 
seheme demonstrated eomparable or better performanee. 



1 Introduction 

Preprocessing of medical images may be necessary to improve the performance of the 
subsequent processing stages (e.g., segmentation and feature extraction). Depending 
on the noise type, different filtering methods can be used for denoising images. 
Anisotropic diffusion filtering has recently received a great deal of attention because 
of its impressive performance in preserving edge sharpness and suppressing noise. A 
special issue of IEEE Trans, on Image Processing (vol.7, No. 3, 1998) was dedicated 
to this topic (See [1] for other approaches on anisotropic diffusion filtering). Several 
of its applications in biological as well as medical images have been reported [2]. The 
anisotropic diffusion filtering schemes perform well on images with Gaussian or 
Poisson noise. However, their performances decline substantially when the noise is 
impulsive such as salt&pepper noise. In this study, we propose a new scheme which 
uses median regularization instead of Gaussian regularization. In other words, it 
estimates the edge gradient from the image that is smoothed or “regularized” with a 
median filter. An impulsive noise type follows a rather long-tailed (or skewed) 
distribution as the observations containing outliers often skew the distribution. Thus 
in the validation of the proposed scheme, the noiseless images were also corrupted by 
the noise following a Weibull distribution, which exhibits impulsive characteristics. 
The following two sections briefly summarize the two anisotropic diffusion-filtering 
schemes that have been frequently referred to in literature and that are relevant to the 
proposed method here. 



M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 31 17, pp. 1 11-122, 2004. 
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1.1 Perona-Malik Scheme 

Anisotropic diffusion filtering was first proposed by Perona&Malik for multiscale 
description, enhancement and segmentation (edge detection) of images [3]. Let a 
gray-scale and 2D (scalar- valued) image u be represented by a real-valued mapping u: 
^ R. In Perona-Malik (PM) diffusion, the initial image Uo is modified using the 
anisotropic diffusion equation 

= (i/v(g(||Vw||)Vw) u{o) = u^ ( 1 ) 

where div denotes the divergence operator, u is the smoothed image at time step t, 
||Vi/|| is the gradient magnitude of u and g(||Vi/||) is the diffusivity function. g(.) should 
be a nonnegative and monotonically decreasing function (g(0)=l and g(0) > 0), and 
approaching zero at infinity so that the diffusion process will take place only in the 
interior of regions and will not affect edges where the gradient magnitude is 
sufficiently large. Some diffusivity functions that were suggested by Perona and 
Malik and the others are shown in Table 1. If the diffusivity is constant for the entire 
image domain, i.e., not a function of the differential structure, then this diffusion is 
sometimes called isotropic nonlinear diffusion. In this paper, only scalar-valued 
diffusivities are considered. The PM diffusion can enhance (i.e., backward diffusion) 
the edges with gradients whose absolute value is larger than S, the noise threshold and 
smooth edges with gradients whose absolute value is less than S. 

An extensive analysis of the behavior of the various anisotropic filtering 
techniques can be found in [4]. The PM diffusion has been studied and shown to be 
ill-posed in the sense that the images close to each other (stereo images, for instance) 
may diverge as the diffusion process evolves [4]. The stability issue was addressed in 
[5] by biasing the algorithm toward the original image with the additional term Ut~Uo. 
It was also observed [6] that the PM diffusion might produce false step edges. More 
importantly, the PM diffusion cannot distinguish high gradient oscillations of the 
noise from the real edges. Therefore, high-gradient spurious edges will be preserved 
in the final image. 



1.2 Catte’s Scheme 

Catte’s scheme [7] is a slightly modified version of the PM algorithm. Similarly, the 
smooth image is the solution of the same diffusion equation 

du^ = fi/v(g'(||Vi/^ ||)Vi/) except for term. This term denotes the gradient of the 

filtered version of the image u, and is obtained by convolving the image u with a 
Gaussian kernel of standard deviation a 

Vu^=V{G^*u) ( 2 ) 

Catte’s method is expected to maintain stability during the iteration process since it 
obtains its edge estimate from the smoothed image. The existence and uniqueness of 
the scheme has been discussed in detail [7]. 
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The anisotropic diffusion filtering scheme proposed in this paper suggests that, 
instead of smoothing with a Gaussian function, the edge estimation is calculated from 
an image that is smoothed with a median filter. Median filtering is more appropriate if 
the underlying noise is impulsive or binary. Here although these two schemes are 
compared, they may be viewed as alternative schemes depending on the underlying 
noise. 

The method section discusses the proposed anisotropic diffusion-filtering 
scheme, its numerical implementation, the selection of the parameters, and the images 
used to evaluate the schemes. The results were presented in the results section, while 
the discussion of the results and the conclusions can be found in the discussion 
section. 



2 Method 

2.1 Numerical Implementation 

To solve Eq.l a finite-difference based approach is used as it is relatively easy to 
implement on digital images; see [8] for the details of this implementation. Let us set 
pixel centers and the diffusion time as Xi={i-H2)hi, yy={i-H 2 )h 2 and 
respectively, hi and h 2 denote the pixel sizes; the pixels are assumed to have unit 
length and unit aspect ratio. The approximation of the smooth image u(xi, yj, 4) at 

time 4 is denoted by Eq.l was then approximated using an explicit time- 

differencing scheme as follows 




where the diffusivities were computed as g. . - g(||vu|[ ^ ^ , and the image gradients 
were computed using the central differencing scheme: 




where is the filtered version of the image at time U . In Catte’s scheme Vj^- 

^ ij ^ ^7 

is the Guassian-filtered version of . In the proposed scheme, however, . is 

i,j ^7 

obtained by median filtering that is = Median(/i_i.j.s), (r, s)gW. The 
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neighborhood W is commonly defined as an NxN (where N is odd), square window 
chosen around the center pixel If {x(^)} is the sequence representing the ordered 

pixels of the neighborhood W around pixel (i,j) such that X(i) < X( 2 ) <••• < X(m), then 
I^i,j=X(M+i)/ 2 - As the window size increases, the level of smoothing also increases. 
During median filtering the objects smaller than M/2 will disappear. Therefore, it is 
essential to find a window size that is a good compromise between noise suppression 
and the smallest object to be preserved. The only limitation of this explicit 
discretization scheme is the stability requirement which limits the time step size t by 
I /2m [9], where m denotes the number of dimensions along which the gradients were 
calculated. This limitation affects the efficiency, especially for higher dimensions, but 
not the accuracy of the scheme as discussed in [9]. Unlike Gaussian filtering, median 
filtering is a nonlinear transformation of the input image. Median filtering is 
particularly effective if the noise is heavy-tailed or binary such as salt&pepper noise. 

2.2 Noise Modeling and Quantitative Evaluation 

To evaluate the performance of the proposed scheme, the synthetic images of a 
hexagon with ideal step edges were corrupted by additive Gaussian and salt&pepper 
noise types as follows 

i.=i. + n 

where 7n, Iq and r/ are noisy image, original (noiseless) image and the additive noise, 
respectively. The proposed scheme was also validated on images corrupted by the 
Weibull noise whose density function is defined by [10] 

f{x,a,b) = abx^~^ exp(-ax^ ) 0 < x < oc (^) 

where a is the scale and b is the shape parameter. The expected value of a random 
variable that has a Weibull distribution is a^^T{b'^+\), where f(^)=(^-l)! is the 
gamma function. The median of the distribution is [a'Vog(2)]^^. The right-hand tail of 
the distribution is heavier than the left-hand one; therefore, the distribution is 
positively skewed. One can adjust the amount of skewness by changing the shape 
parameter. As b gets smaller the tail of the distribution gets heavier, and therefore the 
distribution presents an impulsive behavior. For b=\ the Weibull distribution 
becomes an exponential distribution. To draw random samples from the Weibull 
distribution, the weibrnd function in Matlab^^ (The Mathworks, Inc., Natic, MA.) was 
used. The two-dimensional random matrix whose elements were drawn from the 
Weibull distribution was added to the noiseless images. 

For quantitative comparison, the Normalized Mean Square Error (NMSE) was 
used. NMSE is given by 

ij / ij 

where If is filtered image. The NMSE was computed following each iteration step and 
plotted against the number of iteration. 
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2.3 Parameter Selection 

The time step t affects the efficiency and stability of the filter and can assume a value 
in the range 0 < r < 0.25. Since r is a stabilization factor, no optimization was 
required; one can chose a value as high as 0.25. The contrast parameter 5 was 
computed for the entire image using the noise estimator described by Canny [11] and 
used by [3]. It computes the histogram of the absolute value of the gradient for the 
entire image and then sets the 5 equal to the Kt\\ quantile of the cumulative 
distribution at every iteration. The smaller the quantile the slower the diffusion. In this 
study, the quantile was adjusted to the problem at hand, and the same contrast 
parameter was used for all the schemes. The Zi-norm measure ||/-/■^||/||/’^■^|| was used 
to measure the change between consecutive iteration steps. \\I\\ is a matrix norm 
known as maximum absolute column sum. A value of 0.0001 was used as a threshold 
for the change between successive iterations. The kernel size of the Gaussian filter 
was approximated by 8.48 cr. The optimal values of the cr and the median kernel size N 
were obtained separately. Catte’s scheme and the proposed algorithm were iterated 50 
times for different values of the a and the N, resepctively on the symthetic images of 
the hexagon corrupted with Weibull noise. The values (o=l3 and N=5) that 
minimized the NMSE were used as optimal values for both parameters. The same 
experiment was repeated for different shape parameters of the Weibull, and the a and 
N were found to be the same. The performances of the proposed filter for A = 3 and 5 
were very close. However, for the actual images it was difficult to find the optimal 
values quantitatively due to the lack of the ground truth. 



2.4 Synthetic and Medical Images 

Synthetic image of a hexagon with ideal step edges was created on a 64x64 grid. The 
background pixels were assigned a value of 5 while 10 was assigned to the pixels of 
the hexagon. The images of the hexagon were then corrupted by Gaussian of standard 
deviation 1.41, salt&pepper with a density (the percentage of the image pixels that are 
turned black or white) of 0.08 and a heavy-tailed Weibull (a = 2, b = 1) noise types. 

The tomographic slices of the attenuation map of the human body at the chest 
level was acquired by the positron emission tomograhy (PET) scanner Siemens-CTI 
ECAT EXACT (Model 921), CTI, Inc., Knoxville, TN USA. The natural logarithm of 
the ratio of a standard 60-min blank image to a 10-min transmission scan was 
computed. The tomographic attenuation maps were then reconstructed into a 128x128 
image using ordered subset expectation-maximization (OSEM). These attenuation 
maps are used to correct for the loss in emission due to the attenuation of the gamma 
photons. 

The tomographic slices of PET emission images of a cylinder water (mixed with 
^^F) phantom containing small cylinder inserts filled with higher (than the activity in 
the water) concentration of the concentration ratio was 10 to 1. The 256x256 
image with a pixel size of 0.171x0.171 cm was reconstructed using the filtered 
backproj action algorithm (with Hanning window with a FWHM of 4.5 mm) within 
the ECAT 7.2 software (CTI, Inc., Knoxville, TN). In PET, one can always use a 
higher cutoff frequency to preserve edge sharpness and then post-smooth the 
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tomographic slices. Using higher cutoff frequency results in sharper images, albeit 
noisier, with less profound correlated noise. 

Table 1. Some diffusivity functions suggested in the literature. The parameter <^is a constant. 



Diffusivities 


Suggested by 


(^) = l/(^ ) > ^2 (^) = exp(-xV 5^ ) 


[3] 


{^-3.15 /[x/S) x>8 


[12] 




Fig. 1. NMSE plots were computed for thirty successive iterations. The original hexagon image 
was corrupted hy Weibull noise (a=1.2, b=\3). The filter parameters were: t= 0.15, 0.88. 



3 Results 

The noise-smoothing abilities of the diffusivities that are given in Table 1 were tested 
on the synthetic hexagon images corrupted with additive Weibull noise. Fig. 1 shows 
the NMSE plots computed for thirty successive iterations following every iteration 
step. Based on the NMSE measurements, among the diffusivities tested, g 2 performed 
worst while performed best. Hence, all the results reported in this paper were 

obtained using the g 3 . In the NMSE plots, “No filter” refers to the regular PM 
algorithm; the proposed scheme was referred to as “Proposed”; and “Gaussian” refers 
to Catte’s algorithm. Fig. 2 shows the performance of the three schemes on images 
containing Weibull noise only. The performance of the PM scheme was worst. The 
performance of the Catte’s scheme was similar to the proposed method except at the 
edges. The NMSE plot also shows the differences in performances. Fig. 3 shows the 
original and filtered images corrupted by Gaussian and salt&pepper noise. The 
proposed scheme removed the salt&pepper noise and preserved edges better than the 
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other two schemes. Note again the relatively poor performance of Catte’s scheme 
around edges. The images in Fig. 4 show the original and filtered tomographic slices 
of the attenuation map of the human body at chest level acquired by the PET scanner. 
When observed carefully, one can see that small structures within the lungs were 
preserved better by the proposed and PM schemes. However, the three schemes 
performed identical in smoothing and preserving large structures. To study the effect 
of post-reconstruction smoothing of the PET emission images, the phantom image 
was filtered using the three schemes as shown in Fig. 5. Catte’s and the proposed 
scheme exhibited similar performance. In Fig. 6, the original and filtered images of a 
Gaussian function are shown to demonstrate the rotational invariance of the three 
schemes. 



0.75 
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W 
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Fig. 2. Original corrupted by Weibull noise (a=2,b=l) and filtered images of hexagon. The 
parameters of the filters were: r = 0.1, ^ = 0.7, k = 50, N = 5, <j= 1.3. Original (top left). PM 
(top right). Catte’s scheme (bottom left). Proposed scheme (bottom right). The graph on the 
right shows NMSEs as a function of number of iteration. 





4 Discussion 

The proposed diffusion scheme was able to handle Gaussian, binary and heavy-tailed 
Weibull noise types successfully. It preserved edge sharpness and contour better in 
general, owing to the innate edge-preserving ability of the median filter. Unlike 
Gaussian filtering, median filtering is a nonlinear filtering method, thereby more 
related in spirit to the nonlinear anisotropic diffusion filtering. The quantitative 
evaluation on synthetic images degraded by the introduction of Gaussian or Weibull 
noise showed that the rate of reduction of the NMSE was slightly faster in general for 
the proposed scheme than for the PM and Catte’s schemes. Thus, the proposed 
scheme required relatively fewer iteration steps to achieve identical noise suppression. 
There was also a difference between the minimum achievable NMSE of the proposed 
scheme and that of the other two. In the case of Weibull noise, the Catte’s scheme 
performed better than the PM scheme. 
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Iterations 




Fig. 3. Original (corrupted by Gaussian and salt&pepper noise) and filtered images of the 
hexagon. The parameters: r= 0.1, k= 30, K= 0.7, N= 5, <7= 1.3. Original (top left). PM (top 
right). Catte’s scheme (bottom left). Proposed scheme (bottom right). The plot on the right 
shows the corresponding NMSEs. 




Fig. 4. Original and filtered attenuation maps of PET at torso level. Original image (top left). 
PM (top right). Catte’s scheme (bottom left). Proposed scheme (bottom right). The parameters 
were: r= 0.2, AT= 0.85, m = 5, 30, <j= 1.3. 

The results in general indicate that the proposed scheme performs better in 
suppressing noise at edges due to the superior performance of median filter in 
estimating the true edge values, especially when the underlying neighborhood trend is 
flat and the noise distribution has heavy tails [13]. The relatively poor performance of 
Catte’s scheme around edges was also reported earlier [12]. The noise around edges 
can be reduced using the nonlinear anisotropic filtering as proposed in [12], but, due 
to the permitted smoothing along edges, the comers may be rounded. 

Gaussian smoothing, especially of large standard deviations, has two important 
limitations. It dislocates edges resulting in inaccurate estimation of edge location, and 
blurs edges causing the underestimation of edge gradient. The former one may render 
Catte’s scheme ineffective to the noise near edges when Gaussian filter shifts edges 
toward regions where noise exists. It was also observed that the region around an edge 
affected by this phenomenon gets larger with increasing <j (Fig. 7). However, in the 
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proposed scheme the effect is not as profound as that of Catte’s (Fig. 7). The latter 
limitation of Gaussian filtering limits the edge-enhancing and -preserving ability of 
Catte’s scheme. 




Fig. 5. Original and filtered emission images of PET. Original image (top left). PM (top right). 
Catte’s seheme (middle left). Proposed seheme (middle right). The differenee of the original 
and the proposed (Median) (bottom left). The intensity profile aeross the smallest hot eylinder 
insert (bottom right). The parameters of the filters were: N= l,k = 50, c> = 1, r= 02, K= 0.65. 
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Fig. 6. Original and filtered images of a Gaussian funetion. Original Gaussian funetion image 
(top left). PM (top right). Catte’s seheme (bottom left). Proposed seheme (bottom right). The 
filter parameters were: 5, 300, <t= 1, r= 0.25, 0.9. 




Fig. 7. Differenee (original - filtered) PET emission images. Images on the left were filtered 
with Catte’s seheme with <j = 0.8 (top-left), 1.6 (top-right), 2.4 (bottom-left), 3.2 (bottom- 
right). Images on the right were filtered using the proposed seheme with 3 (top-left), 5 (top- 
right), 7 (bottom-left), 9 (bottom-right). The parameters of the filters were: K= 0.6, ^ = 50, r = 
0.25. 

The noise in PET images is correlated and found to be difficult to remove using post- 
reconstruction filtering methods as discussed in [14]. This can be true for both 
emission and transmission images. The proposed nonlinear diffusion scheme has 
performed well in smoothing such correlated noise in both transmission and emission 
images (Fig. 4, 5). In PET, the attenuation maps are used to correct for the attenuation 
of the emission photons. To alleviate noise problem in attenuation images, the 
segmented attenuation correction (SAC) is the most common method used to produce 
approximate attenuation maps, which are obtained by segmenting the regions and 
assigning average gray-level intensity to the pixels of each segmented region [15]. 
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The accurate segmentation of the noisy attenuation maps is therefore critical. The 
author suggested a new attenuation correction method based on the filtration of the 
measured attenuation maps using nonlinear diffusion filtering [16]. Moreover, the 
smoothed attenuation maps using anisotropic diffusion filtering, if used in SAC 
method to identify the regions, may also help improve the performance of SAC 
methods. 

Although a global K value was applied to the medical images in this paper, the K 
can also be estimated locally, if the magnitude of the noise varies with position over 
an image domain. In fact, this can be true for PET images. Consider, for instance, the 
emission image of a radioactive, absorbing cylinder positioned axially in the center of 
the detector ring. The magnitude of the noise within the cylinder decreases radially 
with increasing radius due to the absorption of the photon [17]. In this case applying a 
different K value to each different radial region may be a more effective strategy to 
reduce the spatially varying noise. Here the schemes were tested for the same K 
values, but K value ought to be adjusted to a problem at hand. The proposed scheme 
was able to preserve edge sharpness better for a relatively large structure with weak 
edge strength. 

Median filtering may result in comer clipping when the object embedded in the 
noisy background has sharp comers, but this rarely occurs in medical images. It has 
also been reported that median filtering might produce other undesired artifacts such 
as streaking, blotching, or false contouring [18]. Another disadvantage of the 
proposed filter is the smallest object one can preserve. When the number of object 
pixels is less than half the window size, the object may disappear. Similarly, the 
proposed scheme does not remove impulsive noise if the number of noise pixels 
within the window is greater than M/2. 

It was also observed that the proposed scheme performed better, in preserving 
edge sharpness and removing noise, than the repeated application of the underlying 
median filter itself Although median filtering is computationally more involved than 
Gaussian filtering, the computational cost was not prohibitive even though no attempt 
was made to implement the algorithms in an efficient manner. 

The proposed scheme here suggests incorporating an order-statistics based filtering 
technique, namely median filter that is discrete in nature, into the continuous process 
of nonlinear diffusion. This fact and the highly nonlinear nature of median filtering 
process make the theoretical analysis (e.g., stability and convergence) of the proposed 
scheme very difficult, if not impossible. In regard to the convergence of median filter 
itself, it was showed [19] that the repeated application of a median filter to a one- 
dimensional signal produces a signal that is unmodified by further median filtering. It 
would however be possible to replace median filter with the mean curvature motion, 
which can be regarded as the analog equivalent of median filter [20]. This would 
require iterating the mean curvature motion process a number of times at each 
iteration step of the anisotropic scheme to obtain a median-filtered equivalent. 
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Abstract. Diffusion Tensor Imaging (DTI) is a relatively new modal- 
ity for human brain imaging. During the last years, this modality has 
become widely used in medical studies. Tractography is currently the 
favorite technique to characterize and analyse the structure of the brain 
white matter. Only a few studies have been proposed to group data of 
particular interest. Rather than working on extracted fibers or on an 
estimated scalar value accounting for anisotropy as done in other ap- 
proaches, we propose to extend classical segmentation techniques based 
on surface evolution by considering region statistics defined on the full 
diffusion tensor field itself. A multivariate Gaussian is used to approxi- 
mate the density of the components of diffusion tensor for each sub-region 
of the volume. We validate our approach on synthetical data and we show 
promising results on the extraction of the corpus callosum from a real 
dataset. 



1 Introduction 

Diffusion imaging is a magnetic resonance imaging technique introduced in the 
mid 1980s [6], [18] which provides a very sensitive probe of biological tissues ar- 
chitecture. Regular MRI techniques enable us to easily and automatically distin- 
guish and classify gray matter, white matter and cephalo-spinal fluid. However, 
white matter does retain an homogeneous aspect, preventing any observation 
of neural fibers and thus of neuronal connectivity. Diffusion imaging offers the 
great possibility to non-invasively probe and quantify the anisotropic diffusion 
of water molecules in biological tissues like brain and muscles (in particular the 
heart). Some of the first images of anisotropic diffusion obtained in vivo were in- 
troduced by Moseley [22] in 1990. In 1994, Basser [4], [3] proposed the model now 
widely used of the diffusion tensor featuring an analytic and systematic means 
to precisely describe and quantify multidimensional anisotropy of tissues. The 
volumic image produced in Diffusion Tensor Imaging (DTI) contains, at each 
voxel, a 3 X 3 tensor. The estimation of this tensor at each location requires the 
acquisition of diffusion weighted data associated to different sampling directions 
of the diffusion process and different mean distance displacements. In order to 
visualize these tensor fields, we will establish, as in [40], a geometrical mapping 
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onto ellipsoids whose 3 main axis describe a local orthogonal coordinate system. 
The directions and norms of these axis respectively represent the eigenvectors 
and eigenvalues of each tensor. 

One of the most successful clinical applications of diffusion MRI since the early 
1990s has been acute brain ischemia detection [1], [2], [31], but many other po- 
tential applications like stroke, Alzheimer disease... etc can be foreseen. In the 
context of brain surgery, for instance, which may cause irreversible alterations to 
important fiber bundles, knowledge of their extension could minimize functional 
damage to the patient [33]. The information provided by this new modality is 
of great help to recover the neural connectivity in the human brain, leading to 
a better understanding of how brain areas communicate as part of a distributed 
network [35], [36]. 

Several different approaches for DTI-based fibers tracking have been proposed 
in the last decade (see [16] for a short survey). Recent research works have 
concentrated on the analysis of the properties of groups of fibers extracted by 
tractography algorithms. Registration or statistical analysis of diffusion prop- 
erties require to identify some sort of coherence among the fibers in order to 
recover anatomical structures such as the corpus callosum, the corona radiata 
...etc and relate them, for example, to functional activities. In [11], the authors 
address the issue of fibers clustering into well defined tracts through the defini- 
tion of a distance between fibers. 

In the following, we will address the direct segmentation of cerebral structures 
on the basis of statistics over the field of diffusion tensors. Wiegell et al. [41] 
proposed a method relying on the k-means algorithm for the parcellation of the 
thalamus by DTI. They use a simple distance between between tensors with a 
spatial coherence term that yielded impressive results. The thalamic nuclei are 
indeed compact, spherical and homogeneous structures that verify the restric- 
tive hypothesis of the algorithm (isotropic distribution in the space of the data 
and low-curvature shape of the clusters). This is not the case for most of the 
brain structures. Zhukov et al. [43] segmented strongly anisotropic regions of 
the brain through a level set-based surface evolution controlled by scalar and 
invariant anisotropy measures. In [12], Feddern et al. proposed an extension of 
classical geodesic active contours to DTI. This approach is based on the prop- 
agation of a contour with a stopping function defined from image gradient. In 
[12], this stopping function was replaced by a scalar measure of discontinuities 
between tensors. Finally, the most closely related work can be found in [38] where 
Wang et al. used the Frobenius norm to define a distance between tensors. Note 
however that only the 2D case is illustrated in this nice contribution. 

In the following, we will derive a novel 3D method for the segmentation of DTI 
data by exploiting the entire information encapsulated by the diffusion tensor. 
Moreover, based on our previous work [29,30], we will aim to take advantage of 
the statistical information like the covariance of the tensors components to refine 
the segmentation process and hence recover irregular anatomical structures such 
as the minor and major forceps of the corpus callosum. 
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2 From Diffusion Weighted MRI to Fiber Tracking 

In the following, we describe the method used for the acquisition of our data 
and the robust estimation of the diffusion tensor. We briefly review classical 
tractography algorithms since we will use their result to illustrate in Fig. 5 the 
accuracy of our segmentation algorithm. 

2.1 Data Acquisition, DTI 

Our dataset consists of 30 diffusion weighted images Sk : i? ^ M, k = 1, ...,30 
as well as 1 image Sq corresponding to the signal intensity in the absence of a 
diffusion-sensitizing field gradient (ie. 5 = 0 in equation 1). They were obtained 
on a GE 1.5 T Signa Echospeed with standard 22 mT/m gradient field. The 
echoplanar images were acquired on 56 evenly spaced axial planes with a 128 x 
128 pixels in each slice. Voxel size is 1.875 mm x 1.875 mm x 2.8 mm. 6 gradient 
directions g;., each with 5 different 5- factors and 4 repetitions were used. Imaging 
parameters were: b values between 0 and 1000 s.mm~^, TR = 2.5 5, TE = 
84.4 ms and a square field of view of 24 cm [28]. Those data are courtesy of CEA- 
SHEJ/Orsay, Erance^. We recall that the estimation of a field of 3 x 3 symmetric 
positive definite tensors T is done by using the Stejskai- Tanner equation [32] for 
anisotropic diffusion 1 at each voxei x. 

Sk{x) = Vrc G (1) 

where gk are the normaiized non-coilinear sensitizing gradient and b the diffusion 
weighting factor. Various methods have been proposed for the estimation of the 6 
eiements of T(x) by using equation 1 (see figure 1). A survey of these approaches 
and a variationai framework for the estimation and the reguiarization of of DTI 
data can be found in [34]. This iast method provides a convenient mean to 
impose important constraints on the sought soiution such as tensor positivity, 
orthonormaiity of the eigenvectors or some degree of smoothness of the resuit. 
This is performed by minimizing the foiiowing energy on the manifoid of positive 
definite tensors P(3): 



P n 

Argmin / W'^dl ln(S'o/S'fc) - 6g^Tgfe||) + ap(||VT||)cir2 (2) 

T6P(3) 



2.2 Fiber Tracking 

The main idea on which relies classical tractography [20], [19], [28], [42] is that, 
despite the potentially multi-directional environment within a voxel, water diffu- 
sion in many regions of the white matter is highly anisotropic and consequently 

^ The authors would like to thank J.F. Mangin and J.B Poline for providing us with 
the data 
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Fig. 1. [left] Fractional Anisotropy [right] Tensors in the genu of the corpus 
callosum 



the orientation of the largest tensor eigenvector aligns with predominant axonal 
orientation [21]. It should be safe to say that, accepting this restrictive assump- 
tion will enable us to identify macroscopical 3D architectures of the white matter. 
This gives rise to the line propagation technique that we have implemented and 
tested with various possible approaches. However, these local methods incorpo- 
rate strong limitations and refinements have been proposed [5], [14], [15], [17], 
[35], [39], [8], [37]. More global algorithms [16], [23], [25], [27], [10], stochastic 
modeling [7], [26], [13] or new acquisition methods were also introduced to try 
to overcome that restriction. 

3 Tensor Field Segmentation 

As shown in the previous section, the diffusion tensor is directly related to tissue 
properties. Then, classical segmentation techniques can be applied on this type 
of images for the extraction of structures of particular interest. The level set rep- 
resentation is a well-suited framework for curve/surface evolution. Let S be the 
surface between the 3D object to extract and the 3D background, we introduce 
the level set function (j) : Q ^ IZ^ ^ defined as follow: 

0(x) =0, if X G iS 

< 0(x) = T>(x,5), if X G Sin (3) 

^0(x) = -P(x,5), if X G Sout 

where P(x, S) stands for the Euclidean distance between x and S. Furthermore, 
let H^{z) and S^{z) be regularized versions of the Heaviside and Dirac functions 
as defined in [9]. 
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Let and psout the probability density functions of the diffusion tensor 
inside and outside S. Then, according to the Geodesic Active Regions model 
[24], the object can be recovered by minimizing: 

E{4>) = -^(^ffe(0)logP5.„r(x) + (1 - F,(</.))logp5„„,T(x)^dx (4) 

The direct definition of a probability density function in the space of symmetric 
positive definite matrix is a difficult problem and thus, we will rather consider 
vector representations of the tensors in By analogy to the information ge- 
ometry approach, we consider a statistical distribution on linear spaces which 
overcome the hypothesis of isotropic distribution. Hence, as done in [30] for 
texture images with the structure tensor, we consider a parametric approxima- 
tion with a 6D Gaussian. Let u be the vector representation of a tensor T, the 
likelihood of u in the region X is given by: 

p.v(«lM,rx) = (5) 





Fig. 2. Segmentation of a noisy tensor field composed by two regions with same 
orientation but different scale (Top Left: 2D-cut of the tensor field. Top 
Right: same with final segmentation. Bottom: surface evolution). 



By construction, the diagonal and non-diagonal components of a diffusion tensor 
are highly correlated and so, a full covariance must be considered in the density 







128 



M. Rousson, C. Lenglet, and R. Deriche 



of its vector representation u. Then, the vector means and the covariances of 
these densities are also supposed unknown. However, these parameters can be 
introduced as unknown in (4). If we also add a regularity constraint on the 
interface, we obtain the final objective function: 



Jn 

Jn 

JQ 



(6) 



This type of energy was studied in [29] , the Euler Lagrange equation for cj) furnish 
the following evolution equation for the Level Set function: 



0t(x) = ^e(0(x))( z/div 



m 



2 ® 

1 



+ ^(w(x) - - fiSout) 



Vx G 

(7) 



while the statistical parameters are updated with: 
J^u{x)H^{(j))dx 









Ss.A4>) = 



= 



SnHM)dx 

L(1 - Hc{4>))dx 

fn(/^Sj„ -u(x))(/iSi„ -u(x))^H^(4>)dx 
fnHe((/>)dx 

Inids^ut - ^(x))(M5o„t - ^(x))^(l - H^{4>))dx 
“ He{4>))dx 



(8) 



Adequate implementation schemes for this type of optimization can be found 
in [9]. Two important details must be noted: (i) the explicit scheme is not stable 
for any time step because of regularization term, (ii) the level set function is 
reinitialized to the distance function at each iteration. 

If we restrict the covariance matrix to the identity matrix, these equations sim- 
plify and the log-likelihoods in Eq.(4) become simply the Euclidean distance 
between the vectors u and fix , which is equivalent to the Erobenius norm of the 
difference between the corresponding tensors. With this simplification we ob- 
tain the same evolution equation as the one proposed in [38] where the authors 
also considered the full diffusion tensors for segmentation but without statistical 
modeling. 
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Fig. 3. Segmentation of a noisy tensor field composed by two regions with same 
scale but different orientations (Top Left: 2D-cut of the tensor field, Top 
Right: same with final segmentation, Bottom: surface evolution). 



4 Experimental Results 

4.1 Synthetical Tensor Images 

In a first time, we present several results on synthetical tensor field data. In 
diffusion tensor images, the tensor stands for the covariance matrix of the dis- 
placement of water molecules. Then, the principal eigenvector of the diffusion 
tensor will represent the most likely displacement direction and the correspond- 
ing eigenvalue will be its probable intensity. Thus, we consider the spectral de- 
composition of a tensor to generate appropriate synthetical data. 

First, let the eigenvectors be identical for the two regions while the eigenvalues 
are slightly different. With some Gaussian noise on each component of the ten- 
sors, we generate the sphere 3D image shown in Fig. 2. In Fig. 3, we show a second 
synthetic case where only the orientation of the tensors differ for one region to 
an other. Three slightly different orientations are used inside the Y shape. The 
good result obtained for such a case show the ability of our approach to capture 
regions with varying tensor characteristics. 



4.2 Human Brain Diffusion Tensor Images 

We finally show a result on a real diffusion tensor image. As we assume a bi- 
partitioning of the 3D image domain, we first restrict the image domain around 
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Fig. 4. Segmentation of the corpus callosum in a real diffusion tensor image 
(Top: 2D-cut of the tensor field, Middle: same with final segmentation, Bot- 
tom: surface evolution). 
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Fig. 5. Fusion of commissural fibers of the corpus callosum with their 3D seg- 
mentation (posterior- anterior: left to right). 



the object of interest which is the corpus callosum in our example. Then, we ini- 
tialize the interface with a small sphere inside the object. Outside initializations 
like the ones used for synthetic data would lead to a mixed segmentation of the 
corpus callosum and the lateral brain ventricles. Input image, surface evolution 
and final segmentation are shown in Fig. 4. The segmentation is globally in ac- 
cordance with what is expected and is quite good given the poor resolution of 
diffusion tensor images and despite the high variation in orientation and scale 
of the diffusion tensor inside the object. 

However, the evolving surface does not capture entirely all the irregularities of 
the corpus callosum. This behavior is not surprising considering the statisti- 
cal approximation used. Diffusion tensors at the irregularities get orientations 
rather different from the global region properties. Higher order or mixture mod- 
els should be studied and could be used within the same framework so as to 
tackle this problem. 

One important point to be mentioned on these experiments is the absence of 
painfull parameters to be set, only the regularization weight // has to be chosen. 
Actually, this weight can be generally set to 1, lower weights will increase the 
accuracy while higher ones will give very smooth surfaces. 
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5 Conclusion 

We have shown in this paper an extension of well-known region-based segmenta- 
tion techniques to diffusion tensor images. Only a few segmentation approaches 
have been proposed for this modality. The introduction of region statistics us- 
ing all the information brought by the DTI data is the main novelty of our 
approach. Promising results show the interest of considering the whole diffusion 
tensors instead of a given measure of anisotropy. Future works will consist in the 
validation of these very new results for this modality and the study of geometrical 
properties of the diffusion tensors to define more relevant region statistics. 
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Abstract. In several image processing applications one has to deal with 
noisy images defined on surfaces, like electric impulsions or diffusion 
tensors on the cortex. We propose a new regularization technique for 
data defined on triangulated surfaces: the Beltrami flow over intrinsic 
manifolds. This technique overcomes the over - smoothing of the L 2 and 
the stair-casing effects of the Li flow for strongly noised images. To 
do so, we locally estimate the differential operators and then perform 
temporal finite differences. We present the implementation for scalar 
images defined in 2 dimensional manifolds and experimental results. 



1 Introduction 

To regularize data on manifolds, differential geometry and calculus of varia- 
tion are frequently used in two principal ways: The Polyakov action [8,9,10,3,4], 
which uses an intrinsic-parametric description of the manifold and an explicit 
form of the metric; and The Harmonic maps [1,13,14,2,17], which uses an implicit 
representation of the manifolds. The relation between these two approaches is 
explained in [18,19,20], in which is introduced a new approach to perform regu- 
larization on manifolds: The Beltrami Flow. 

It has been shown that the Beltrami flow interpolates between the L 2 norm 
flow and the Li norm flow, for flat gray- value images [9,11], and for general 
non-flat surfaces [18,19,20]. In [19] is shown its implementation for the case of a 
manifold represented by a level set surface, but this has not be done for the case 
of intrinsically represented manifolds, often used in image processing. 

Even though the level set approach is easier to implement, for certain applica- 
tions it is better to handle triangulated-based techniques rather than implicit 
ones. For example when the regularization is an intermediate step in the process 
to achieve a further goal, and the same triangulation is needed for the input and 
output of the step. 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 135-144, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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To compute the Beltrami Flow, we propose a finite differences scheme for the 
time discretization and a spatial average of the differential operator on the vertex 
of the triangulation. 

This article is organized as follows: Section 2 reviews the intrinsic formulation 
of the problem for the case of a 2D surface with scalar data, Section 3 shows 
how to estimate the differential operator. Section 4 presents the implementation 
details to compute the flow and some examples and results and we conclude in 
Section 5. 




Fig. 1. Triangulated cortex 



2 Intrinsic Formulation 

Let 5 be a 2-dimensional manifold described by an arbitrary parameterization 
with coordinates that induce a metric (gij). It is given a scalar function 
/ : 5 ^ IR, the data function. 

As it is explained in [20], we introduce the manifold U that describes I{u^v) as 
a surface embedded in the 3D fiber bundle A4 = 5 x IR Assuming an isometric 
embedding i.e. ds^ = dsMi Ihe metric Qi^j induced on the section U is: 

dsE = giidu^ + 2gi2dudv + g22dv^ + {ludu^ + 21ulvdudv + I^dv‘^) , 

where takes into account the differences in dimensions between the spatial 
directions and the intensity. This metric can be used to calculate the Laplace 
Beltrami Operator 

AgI=2-Biv{^G~El) . 
y9 



( 1 ) 
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where G is the matrix whose elements are gij^ and g = det{G). The equation 
of motion that results from the Polyakov action [5] is: It = Agl It is shown in 
[20] that this flow becomes the L 2 flow if we take the limit when ^ 0 and it 
becomes the L\ flow if we take the limit when f3 ^ 00 



3 Estimating the Differential Operators 

Let *5 be a surface parametrized by 

P(u) = {a;(u), y(u), 2:(u) ; u = (w\ = (u, v) G D} 

Let G = Gi^j = (Pi^Pj) be the Riemannian metric tensor for this para- 

metrization. 

Then, for a function I : S ^ R 

2 

Vpl{x) = Vu,vl{x) = 

hi=i 

where ) = G~^ We will use the {u, i;)-space, with the metric induced by the 
local parameterization so that (1) can be expressed as: 



Let us call Vs'/(x) = Vu,vl{x) for x G *5, and 



4>{\Vs{I{x))\) = 



1 



(2) 



We look for a local approximation Agl on the nodes of S . p being a node of the 
triangulated surface, and (j) a function 0 : IR — > IR. 

Following the ideas in [22] , we take the spatial mean of this quantity in the area 
A defined by the triangles inmediatly surrounding p (see fig 2) 



V 5 ■ {cP{\VsI{p)\)VsI{p)) {4>{\VsI{x)\)VsI{x))dx 

By the Gauss Theorem and because F is linear on each triangle (and so 
V0(| V/(x)|) is constant), 

W V 5 ■ (4>{NsI{x)\)VsI{x))dx = \ j <i>{\VsI{x)\)VsI{x) ■ Uu,vdl 
^ JA ^ JdA 

= T / 4>{\^sI{x)\)VsI{x)-n^,.dl 

r-p_ dAf^T 



= jYl 4>{NsI{xmsI{x) ■ [V - X,+^]^XaAnT,{x) 
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where the triangle Ti has as vertex; X, X^+i are the correspon- 

dences of the vertex in the {u, v) space; and TgAnTi (x) stands for the indicating 
function over the set dA D T^. 



Pi+i 




Fig. 2. 



Let us now take a fixed triangle Ti. Let I = 1, 2, 3 be the linear basis functions 
over the triangle Ti. Because of {Bi T B 2 T B 2 ,){u^v) = 1, 

Vsl{x) = I{p)VsBi +I{pi)VsB2 + I{pi+i)VsB3 

= (I{pi) - I{p))VsB2{u,v) + (J(ft+i) - I{p))WsB3{u,v) 

= ^[{I{p^) - I{p)){X - 

+ {I{pi+i) - I{p)){Xi - X)^)] 

and we found 

VB2{u,v) = ^{X - X,+^)^ 

VB3{u,v) = ^{Xi-X)^ 

where At^ is the area of the triangle Ti. Using the fact that At^ is proportional 
to the sine of any angle of the triangle, 

Xsl{x) ■ [V - = [cot{pi+i){I{pi] - I{p)) + cot{pi){I{p,+^) - I{p))] 

So we get 

TieA 

[cot6»i(/(pi) - I{p)) + cot7i(/(pi+i) - I{p))\ } 
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for X in the triangle T^, where Oi is the internal angle of the node and 7 ^ is 
the internal angle of the node pi^ and 

Nsi{p}\ = ^ \{i{pi)-i{p)){p-Pi+i) + iHPi+i)-Hp))iPi-p}\ 

^ Ti£A 



Note that the approximation is independent from the parameterization chosen, 
and it can be used to approximate other differential operators of the form 



vs^imsHpmsHp)) ( 3 ) 



for (p being a function 0 : IR ^ IR. 

Remark that if we take ^ 0, we recover the expression of [21] which approxi- 
mates the Laplace Beltrami operator in order to perform isotropic smoothing: 



lim AaUp) 

(3^0 ^ 



lim 

/3^0 



1 

A^l + (3\Vu,vfW 



Tie A 



1 

V1 + /3|V„,„/(7F 



[cot 0i{I{pi) 



- ^(P)) +cot7i(/(pi+i) -I{p))] } 

= \ Y [cot0i{I{pi) - I{p)) + cot 7 i(J(pi+i) - I{p))] 

^ TteA 



which is the expression found in [ 21 ] as Au^vHp)^ can be written as 

Au,vl{p) = E ~ 

Tie A 

cot Oi + cot f3i 



with Wj = 



Arj 



using some common trigonometric identities. 



4 Examples and Results 

4.1 Implementation Details 

The implementation was done using the 3D visualization package developed 
at (Hidden for anonymous review). We compute the value of the value 
of / on the vertex p of E at the iteration based on the values of Ip~^^ 
Pi, - ,Pnb.of. neigh being the vertex neighboring p. 

First, we compute the cot cot 7 , and 4^^ for each node p only once. Then, for 
each iteration n, we actualize the flow in this manner: 

i; = + dtA^) 

^ghp) = Y si {p)\) cot e i{I {pi) - I [p)) 

TieA 

+ cot 7 i(/(pi+i) - I{p))} 
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4.2 Examples 

For the first example (fig. 3) we use a triangulation from the Stanford’s surface 
data base with the Japanese word for peace as the data function, and we added 
a gaussian noise with <j = 40. The first stage of the algorithm takes about 2 
minutes to be computed, and the iterations a few more minutes, (from 1 to 5 
depending on the value of /3). 

For the second example example (fig. 5) a slice of cortex is taken from our 
database. The scalar data is a variable that needs to be regularized as an inter- 
mediate step to obtain a map of the visual areas on the cortex. 

The scalar data is naturally noisy because of the measurement errors. We already 
have from the beginning a stair-casing effect due to the differences of resolution 
between the anatomic and functional brain images. 

Even though we have no access to the original non-noisy image, we can select a 
region where we know that the original image has null variance. We can do this 
because we know that there should be no electric impulsions outside a certain 
region of the cortex. To compare the performance with different values of /3, we 
applied the flow until the variance measurement in the selected region reaches a 
fixed threshold. Then we observed how different values of f3 act on discontinuities 
on the image for the same amount of noise reduction on the selected region. 

5 Conclusions 

We have shown a method to compute the Beltrami flow for scalar functions 
defined on triangulated manifolds using a local approximation of the operator. 
This procedure can be extended to any operator of the form (3). We have also 
illustrated the utility of this approach showing synthetic and real examples. 
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Fig. 3. Note the stair-casing effect on the anisotropic diffusion regularization 
and the blurry image obtained with the isotropic one 
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Fig. 4. Triangulation used: 18979 vertex, 37954 triangles 
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/3 = 0.1 /5 = 1 (Anisotropic diffusion) 



Fig. 5. Eccentricity image of the visual areas on the cortex 
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Abstract. This paper focuses on the spatio-temporal analysis to the 
topology of topography of temporal gray- value images. We extract a se- 
quence of trees which expresses the hierarchical structure of a temporal 
gray- value image using the linear scale space analysis. This hierarchical 
features of temporal images provide topological and geometrical infor- 
mation for the global understanding of temporal images. 



1 Introduction 

This paper focuses on the spatio-temporal analysis to the topology of topography 
of temporal gray- value images. Zhao and lijima [2,3,4,9,10] proposed a unique 
hierarchical expression of a gray-valued image using stationary points on the 
stationary-curves, which are sometimes called fingerprints for one dimensional 
real signals, in the linear scale space [1,11] ? Ihe linear scale space. Extending 
their results to temporal images, we extract a sequence of trees which expresses 
the hierarchical structure of a temporal gray- value image. 

Discrete-Signal-Processing base method [6] achieves a fast extraction of these 
hierarchical structures proposed by Zhao and Iijima[2,3,4]. This fast computation 
allows applications of the method to the hierarchical analysis of temporal image. 
In this paper, we show a result of the application of Zhao and lijima ’s idea to 
temporal analysis of medical image. 

Extracted features from temporal images allow us the symbolic analysis of 
temporal image sequences. Eor the symbolic analysis of temporal changes on 
hierarchical structure, we introduce a fast algorithm for the computation of dis- 
tance among tree structures [5,8]. Since our trees correspond to the hierarchical 
structures of images, the algorithm detects temporal transition of hierarchical 
structure of images. As an application, this tree based analysis enables us the 
detection of the topological transition in the sequence of of low-contrast images 
such as medical ultrasonic image-sequences. 

2 Stationary-Curves and Tree in Linear Scale Space 

In the two-dimensional Euclidean space , for an orthogonal coordinate system 
x-y defined in R^, a vector in R^ is expressed hy x = where is the 
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transpose of a vector. Setting \x\ to be the length of x, the linear scale-space 
transform for function /(x), such that 

f{x,T) = J— f f{y)exp{-— — —)dy, (1) 

(v47rT)2 Jr2 t 

defines the general image of function f{x). Therefore, function /(x, r) is defined 
in R2 x R+ [1]. The function f{x^r) is the solution of the linear diffusion equation 

T > 0, f{x,0) = f{x). (2) 

The solution of eq. (2) is formally expressed 

f{x,T) = exp{AT)f{x) (3) 

using the theory of Lie group [13]. 

Stationary points for the topographical maps in the scale space [1,2] are 
defined as the solutions of the equation V/(x,r) = 0. The stationary-curves 
in the scale space are the collections of the stationary points. We denote the 
trajectories of the stationary points as x{r). Setting H to be the Hessian matrix 
of /(x,r), Zhao and lijima [2] showed that the stationary-curves for a two- 
dimensional image f{x) are the solution of, 

H^^ = -VAf{x{T),T) (4) 

and clarified topological properties of the stationary- curves for two-dimensional 
patterns. 

Since the Hessian matrix is always singular for singular points, this equation 
is valid for nonsingular points. Their definitions are formally valid to functions 
defined in for n > 3. 

Using the second derivations of /(x, r), we classify the topological properties 
of the stationary points on the topographical maps. Since the second directional 
derivation of /(x,r) for point x is defined as 

Dl{0) = -^f{x,T), (5) 

where n{0) = lo — x for lo = (cos sin 0 < ^ < 27 t. In the neighbourhood 
of the point x which satisfies the relation V/(x, r) = 0, we have the equation 

^ = n • V(n • V/) = n^Hn. (6) 

dn^ 

Equation (6) means that the eigenvectors of Hessian matrix of /(x,r) gives 
the extremal of D‘^ and that the extremal are achieved by the eigenvalues of 
the Hessian of /(x,r), since ai > n^Hn > a 2 for \n\ = 1, where ai > a 2 
are eigenvalues of the Hessian matrix. Therefore, we have max(T)^) = ai and 
min(T>|) = 0 ^ 2 . 
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Denoting the signs of the eigenvalues of the minus of the Hessian matrix as 
(+,+), (+, — ) and ) in the linear scale space, these labels of points corre- 
spond to the local maximum points, the saddle points, and the local minimum 
points, respectively. In [2,3], they payed attention to the maximum and minimum 
points. 

The saddle points in the scale space appear on walls and valley which connect 
maximum points and minimum points, respectively. The motion of the saddle 
points in the scale space corresponds to the changes of the topology of gray- value 
images in the scale space. 

According to the second directional derivation, we can define three types of 
stationary-curves: maximum curves, minimum curves, and saddle curves. Fur- 
thermore, since the stationary-curves consist of many curves for r > 0, we call 
each curve a branch curve. The point Xoo for 

lim x{r) = Xoo (7) 

r^oo 

is uniquely determined for any image. We call a curve on which point Xoo lies and 
a curve which is open to the direction of — r the trunk and branch, respectively. 
On the top of each branch, a singular point exists. Therefore, for the construction 
of a unique hierarchical expression of stationary points, Zhao and lijima [2,3,4] 
proposed the following rules. 

Rules 1 



1. The sub-root of a branch is the singular point, such that V/ = 0, of the top 
of the branch curve. 

2. The a sub-root is connected to the trunk by a line segment r = constant. 

These rules yield a monotonically branching curves from the infinity to zero 
along r-axis in the linear scale space. 

For S{x,r) = Zhao and lijima [2,3] defined the stationary points 

on the stationary-curves which satisfy S{x,r) = 0 or isolated points with the 
conditions 

fs{x,T)=0,-f^S{x,T)=0. (8) 

They also developed an algorithm to define a unique tree whose nodes are the 
stationary points on the stationary-curves, and introduced a unique hierarchical 
expression of an image using this tree. 

Definition 1. For the stationary points on the stationary- curves which are 
merged using rules 1, the order of the stationary points is defined as 

x{t) y x{t') if t > t' on a branch. 



Denoting a stationary point on the stationary-curves as (xi,Ti), Xi and 
are called the stable view-point and the field of vision, and that 



I X Xi 

T 



)f{x) 



f{x,Xi,Ti) = exp( 



(9) 
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is called a view-controlled image of the original image, since /(x, r^) approx- 

imates an image in the region of interest R{xi,Ti), 

I 1^ ^i\ ^ 

observed by a vision system which has mechanisms similar to those of the view- 
controlling system of human beings [1]. 

Using the radii of the fields of views for the stationary points, in this paper, 
we reformulate the order of points along the stationary-curves. 

Rules 2 

1. On the trunk, if r > r' , we define the order of the stationary points as 
x{r) y x{r'). 

2. On eaeh braneh Xi{r), we express the stationary point Xi{rpj^). Assuming 

that the maximum seale parameter on this braneh is rpo)y xpj^ = 

{xij,yij)^ for point Xi{rj) in the seale spaee. 

3. We define the order of the stationary points on eaeh braneh using the fields 
of views. 

4 . On eaeh braneh eurve, forrp^^ > rpn)^ if the relation 

\^i{m) ^i(n) I — 

is satisfied, then we define xp^^ >- xp^^ . 

5. For a pair of braneh eurves Xi{r) and Xj{r) and a pair of fixed seales rprn) 
and Tj(o); if the relation 



is satisfied, then we define xp^^ >- ^Cj(o)- 

The order based on fifth rule permits to merge stationary points among 
branches and the trunk. Therefore, these rules for the order of the stationary 
points along the stationary-curves defines the hierarchical tree of the stationary 
points for an image. We call this tree the structure tree of an image. For example, 
if the orders of the stationary points are 

Xoo y y X2 {t2(0)),X2{t2(0)) ^ X 2 {t 2 (i)), X2{t2(o)) ^ X2{t2(2)), 

( 11 ) 

we obtain the tree for the stationary points as 

T= (®oo(®(ti), (®2(r2(0)), (®2(t2(i)),®2(t2(2)))))), ( 12 ) 

where T = (r, (Ti,T 2 )) means that the root of tree T is r and Ti and T 2 are 
both subtrees whose roots are r. 

Figure 1 shows scale space analysis of a practical hand-image, (a) is the 
original image, and (b) shows the field of view of the stationary points projected 
to the plane r = 0. (c) shows the field of view of the stationary points, and (d) 
shows the stationary points along the stationary curve and the tree in the scale 
space. 
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(a) (b) (c) (d) 



Fig. 1. Scale space analysis of an image, (a) is the original image, (b) shows the 
stationary curve, (c) shows the field of view of the stationary points, (d) shows 
the stationary points along the stationary curve in the scale space. 



3 Temporal Structure Tree 

In this section, we define the structure forest for a time- varying image /(x, t). 

For the sampled sequence f{x,y,2), ■ ■ f{x,y,t), f{x,y,t+ 1), 

we construct the structure tree T{t) for each image in this sequence. 

For the generation of a temporal tree sequence, we adopt the following rules. 

Rules 3 

1. If each of pair of successive trees T(t) andT(t^l) are topologically different, 
we affix new labels for nodes, excepting the root. 

2. For topologically equivalent trees T{t) and T(t + 1), if stationary points of 
T(t + 1) do not remain in the field of view of each node, we consider these 
two trees to be different and T(t -h 1) produces new nodes. 

3. We eliminate old symbols of nodes in T{t) and affix new symbols to new 
nodes in T(t + 1). 

Using these operations, which are expressed as 

^ =T{t), (13) 

we can extract the motion of stationary points and the change of the field of 
views on the image plane r = 0. 

This process detects dominant motion in a sequence of images. 

Figure 2 illustrates the changing of trees of a model hand-image. This syn- 
thetic image sequence expresses the motion of the first finger. 

4 Tree Distance and Fast Computation 

For quantitative analysis of time- varying image with temporal trees extracted 
in the linear scale space, we introduce the distance between trees based on the 
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(a) (b) (c) (d) 



Fig. 2. Temporal scale structure, (a), (b), (c), and (d) show a sequence of tem- 
poral trees of a sequence of images. 



editing of the tree structure. Since it is possible to transform irregular trees to 
regular trees by adding special nodes (*) on trees, we assume that our trees 
are regular. Furthermore, since our trees extracted using scale space analysis 
are rooted tree, we develop a fast computation method for rooted trees which 
is applicable to time- varying image sequence analysis [7]. Therefore, we assume 
that trees are m-regular, for m > 2. 

Setting a to be /c-digit number, whose each digit is from 0 to /c — 1, the 
subtree of the node a is expressed as 

na{T) = ta[Tal,Ta2,-" (14) 

where ta is the label of node n„. For a = 0, equation (14) expresses the tree 
and no is the label of the root. Therefore, the number of digits of a expresses 
the depth of a subtree. 

The operations to a tree are the transform of node-label, the permutation of 
subtrees, the insertion of a subtree to *, and the elimination of subtree which 
are mathematically expressed as 





Et ■ ta[Tal, ■ ■ 


■ , Tc^m] 


11 

p 


■ ■ * 1 FcKjTi] , 


(15) 


Ep : ta[Tal, • • 






= ta[Tal, ■ 


■■,Taj---Tai- 


■■Tam], (16) 


Ei(S) 


■ ta[Tal ■■■*■ 




= ta[Tal ■ ■ 


■S---Tam], 


(17) 


Ei{Tak) ■ t 


a [Tal ■ ■ ■ Tak ' 


• • Tam] 


= ta [Tal ■ ■ 


■Tam]- 


(18) 



Furthermore, a successive application of En derives the transformation of subtree 
such as 

Et{Ta,k,S) : ta[Tal, ’ ' ' , Tafe ' ' ' , Fam] = Xa[Tal, ’ ' ’ , <5, ' ’ ' ,Tam]- (19) 

For these operations, we define the lengths of operations as 

d{sa) = 



( 20 ) 
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where 

^ _ f the number of digits of a, if a 7 ^ 0 , 

^ 1 0 , otherwise, 

and 



(21) 



1 , if 

1 ^ 1 , 

1 ^ 1 , 

the number of permutation, if 5 ^ 



is the node-label transform, 
is the insertion, 
is the elimination, 
is the permutation. 



( 22 ) 



Using these lengths, we define the distance between trees as 



D{T,T') = Y,d{sa) (23) 

a=l 



for the sequence of operation {si, 52 , • • • , 5^} which transforms T to T'. This tree 
distance satisfies the following lemma. 



Lemma 1 For trees with almost same order, the distanee in eq. (23) is metrie, 
that is, it satisfies the eonditions of distanee. 

(Proof) It is obvious that D(T,T) = 0 and that D(T,T') = D(T',T). Setting 
{<§ 1 , 52 , • • • , 5n}, {UU 25 • • • 5 ^ud {u\,U 2 ^ ' ' ' , Un} to bc sequcnccs of transfor- 
mation from T to T' and T' to T", for a triplet of almost same size trees, we 
have the relation \sk \ F \tk\ > \uk\ with considering non-operation which satis- 
fies |operation| = 0. This relation derives the relation D(T,T') + D(T',T") > 
D(T,T"). (Q.E.D.) 

Figure 3 shows 1,6,7,8,11,12,13,31,32,33,38 frames from 1 to 38 frames of 
beating heart sequence [14]. Figure 4 shows stationary-curves of these frames 
from beating heart. The temporal tree analysis found that from 6 to 7, from 7 to 
8 , from 11 to 12, from 12 to 13, from 31 to 32, and from 32 and 33, gray-values 
of images are topologically different and that from 1 to 6 , from 8 to 11, from 
13 to 31, and from 33 to 38, gray- values of images are topologically equivalent. 
These topological transitions extracted using the tree metric for trees shown in 
Figure 5. The distances among trees which topologically different are 

D(T( 6 ),t(^)) = 1.5, D(T(^),T(®)) = 3, = 3 , 

= 1.5, D(t(3i),t(32)) = 1 . 5 , Z)(T(32)^T(33)) = 1 5 _ 



Since this sequence of beating heart is low-contrast, it is not easy to follow 
topological changes of images in a sequence. The temporal scale space analysis 
achieves the detection of topological changes of beating heart. This results in- 
dicates that our temporal scale space analysis based on tree-construction in the 
scale space is feasible to the sequential analysis of low-contrast medical images 
as this example from [14]. 
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Fig. 3. Sequence of beating heart. 1,6,7,8,11,12,13,31,32,33,38 frames from 1 to 
38 frames. From 6 to 7, from 7 to 8, from 11 to 12, from 12 to 13, and from 31 
to 32, there is topological changes. From 1 to 6, from 8 to 11, from 13 to 31, and 
from 33 to 38, there is no topological changes. These changes extracted using 
tree analysis. 



5 Discussion and Concluding Remarks 

As an application of the scale space analysis for time- varying images, we de- 
veloped a method for the extraction of dominant motion from a sequences of 
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images. The method does not assume the scale-space transformation with re- 
spect to the time variable. Computational examples show that our method is 
suitable for the spatiotemporal analysis of sequences of low-contrast images. 






(f) 




(i) 



Fig. 4. Sequence of stationary-curves of beating heart. 1,6,7,8,11,12,13,31,32, 
33,38 frames from 1 to 38 frames. Points on the curves illustrate the stationary 
points on the curves. 



Setting Tq, to be an arbitral large scale, for r > Tq,, equation (9) allows to 
approximate the topographical maps in the scale space by the function 



n{Toc) 

/(®) = '^ fn exp( 

n=l 






( 24 ) 
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Fig. 5. Temporal trees of a sequence of images, (a) Tree of from 1 to 6. (b) Tree 
of 7. (c) Tree of from 8 to 11. (d) Tree of 12. (e) Tree of from 13 to 31. (f) Tree 
of 32. (g) Tree of from 33 to 38. 



Setting Wn = In/n, from eq. (24), we have the generalized Voronoi distance 

d(x,Pn) = exp(--^^ — (25) 

with respect to the generators ^ [15]. The generators, Voronoi vertices, 

and Voronoi edges correspond to the local maximum, saddle, and local minimum 
points, respectively. Therefore, if we have function /(cc,r) such that 

[ - f{x,r)\dx <e, (26) 

for a small positive constant e, we can estimate the topological configuration of 
stationary points using combinatorial optimization. 

Figure 6 shows scale space analysis of a simple image, (a) is the original 
image, (b) shows the field of views of the saddle points in the linear scale space, 
(c) shows the field of views of all stationary points in the scale space, (d) shows 
the field of view of the point whose scale parameter is infinity. As shown in this 
example, the motion of the saddle points describes the topological structure of 
images. This analysis shows the validity of the combinatorial analysis to simple 
images for a large scale parameters. 

The structure tree of triangles is 

Ttriangle = (( + , +) ^ ((“ , “ ), ( + , +), ( + , “ ), ( + , +), ( + , ~ ), ( + , +), ( + , ~))) ^ 

(27) 

since, in the scale space, a triangle is approximated three Gaussian whose centers 
are located at the vertices. If a vertex moves to the center of the opposite edge, 
we have three Gaussians on a line segment. This motion of Gaussian yields the 
transition of structure tree to 

Tline— segment ~ ((+; +) ^ ((+; +); (+; “); (+; +); (+; “); (+; +)))• (28) 
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Fig. 6. Scale space analysis of an image, (a) is the original image, (b) shows the 
field of views of the saddle points in the linear scale space, (c) shows the field of 
views of all stationary points in the scale space, (d) shows the field of view of 
the point whose scale parameter is infinity. 



This combinatorial observation suggests that our motion analysis method detects 
the motion of meaning parts using the transition of the distribution of singular 
points in scale space. Although, for both cases, functions are expressed as 

fi^) = '^fnexTp{-— — (29) 

n=l 

for the first and second cases three vectors {pi,P 2 ,Ps}^ which are peaks of three 
Gaussians, lie in the general position and on a line, respectively, on a plane. 
This property shows that the structure-tree analysis extracts these topological 
differences of functions on a plane detecting spatiotemporal trajectory of view- 
fields of images, which is first introduced by lijima [1], to the automatic selection 
of the best scale-parameters [12]. 
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Abstract. This paper describes a Bayesian framework for the segmen- 
tation of a temporal sequence of medical images, where both shape and 
motion prior information are integrated into a stochastic model. With 
this approach, we aim to take into account all the information avail- 
able to compute an optimum solution, thus increasing the robustness 
and accuracy of the shape and motion reconstruction. The segmenta- 
tion algorithm we develop is based on sequential Monte Garlo sampling 
methods previously applied in tracking applications. Moreover, we show 
how stochastic shape models can be constructed using a global shape 
description based on orthonormal functions. This makes our approach 
independent of the dimension of the object (2D or 3D) and on the par- 
ticular shape parameterization used. Results of the segmentation method 
applied to cardiac cine MR images are presented. 



1 Introduction 

We address the problem of estimating the shape of an organ in a temporal se- 
quence of medical images (2D or 3D). The target application is the segmentation 
of the heart in Magnetic Resonance Imaging (MRI) scans, but the methods we 
present are not restricted to a particular image modality or organ. 

While much work has been devoted to the extraction of organ shapes, the 
temporal aspect raised by image sequences is receiving more and more attention 
[1, 2]. For cardiac applications for instance, the most relevant clinical information 
for the diagnosis is contained in the motion pattern. Hence, dedicated techniques 
for the detailed reconstruction of shape and motion need to be applied. If, for 
example, each imaged volume is processed individually, the reconstructed mo- 
tion patterns contain artefacts due to over-fitting of the shape at the indivual 
time steps. To avoid this, a global optimum for the whole sequence needs to 
be computed. Techniques based on shape models have proven successful to seg- 
ment organs while preserving their spatial structure [3]. This approach can be 
naturally extended to the temporal dimension by incorporating prior informa- 
tion about the motion. For this, we propose a general Bayesian framework that 
explicitly addresses the spatio-temporal dimension of the problem. The idea is 
to decompose the Bayesian posterior and to use a stochastic motion model to 
sequentially propagate the shape in time. The segmentation solution can then be 
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efficiently computed by sequential Monte Carlo algorithms [4] . This approach has 
been already applied successfully in tracking systems [5], but to our knowledge 
its application to segmentation of sequences of medical images is new. In this 
work, we propose a modified bootstrap filter algorithm: a gradient descent step 
is added to the propagation step in order to directly integrate data information 
in the sampling and to avoid the degeneration of the sample set. 

The application of Bayesian methods requires the construction of adequate 
models for the likelihood (image model) and for the prior (shape and motion 
model). In most segmentation applications, the image model is based on intensity 
gradients, likely to indicate the position of the contours [6, 7]. However, this uses 
only a fraction of the image information: the grey values inside the contours for 
example are not considered. Moreover, the gradient information is not always 
reliable because of unexpected features, like the presence of fat in the vicinity 
of organs. The model we propose, based on grey value distributions within the 
segmented regions, provides a more robust description of image features. Such 
a model can be seen as a discrete statistical version of the data term in the 
Mumford-Shah functional, used in the level set formulation of segmentation [8]. 

Many approaches to shape modeling describe one organ by means of anatom- 
ical landmarks [9] or meshes [10] and possibly use a Principal Component Anal- 
ysis (PC A) to reduce the number of variables; one popular example is the active 
shape model presented in [11]. We follow here a different approach, which con- 
sists in finding a suitable parameterization of the contour or the surface and in 
decomposing it using some basis functions. In comparison to descriptions rely- 
ing on meshes, this offers a compact, yet accurate description of shape, while 
implicitly ensuring the smoothness of the boundaries. We are inspired here by 
methods proposed in [6, 12, 13], which extend the application of Fourier descrip- 
tors to higher dimensions. In this paper, we develop a general method to build 
a stochastic shape model based on the definition of an inner-product and a set 
of ortho normal functions. 

2 A Bayesian Framework for Segmentation 

We denote z the shape of the organ and y the information provided by the images 
(i.e. the grey values). For the moment, we do not impose any mathematical 
representation for z. It may be as set of anatomical landmarks, of discrete points 
in a mesh representation, or of elementary volumes in a finite element approach. 
Similarly, y may consist of a set of slices of any spatial resolution. 

One approach to the segmentation problem is to consider the conditional 
probability density (or posterior) of the shape z given the images denoted 
'K{z\y). According to Bayes’ rule, we have 'K{z\y) = where 7r(z) is the 

a priori probability distribution of the shape z and 7r{y\z) is the likelihood of 
the image y given the shape z. 

Let us consider a temporal sequence of images. We adopt the following nota- 
tions: Zu denotes the shape at time u and Zu-.v = (^u^^u+i, Similarly, yu 

denotes the image information available at time u and yu-.v = {VuiVu+i^ •••iVv)- 
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We are now interested in the conditional density 7r{zo:t\yo:t), where t-\-l is the to- 
tal number of time steps available in the sequence. We make the usual assumption 
[4] that the images are conditionally independent, i.e. 7 t(^o:u|^0:u) = 11^ 

Simple Bayesian calculations lead to the following relation [4, 14]: 



7r(^0:t|y0:t) 



T^{y0\Z0)T^{Z0) 

T^iVo) 



n 



T^{yu\Zu)T^{Zu\Z0:u-l) 

■^{yu\yo-.u-i) 



( 1 ) 



This equation describes the Bayesian model we propose to apply for the seg- 
mentation. It is a made of a series of likelihood terms 7r{yu\zu) and stochastic 
priors 7r(z^|zo:u-i)- The likelihood describes the expected structure of the image 
for a known shape, while the prior describes the shape of the myocardium at 
time u given the previous shapes zq:u-i and therefore embeds shape and motion 
information. Equation 1 nicely shows how the segmentation of a time series can 
be interpreted as a sequential segmentation task and will be used in section 4 to 
derive the segmentation algorithm. 



3 Derivation of the Stochastic Model 

In this section, we present explicit expressions for the likelihood term and prior 
densities of the Bayesian model of equation 1. 



3.1 A General Likelihood Model 



Our approach to construct a likelihood model, which is presented in more de- 
tails in [14], is to describe the image structure yu once the shape Zu is known. 
The segmentation of the organ defines a partition of the image. We make the 
assumption that the regions of this partition have homogeneous grey values. 
Specifically, we assume that each region can be characterized by a Gaussian dis- 
tribution, with the further simplification that within the regions the intensity 
values are spatially independent. If one region is made of different tissues with 
different intensity properties that cannot be individually modeled, a Gaussian 
mixture can be used to model the heterogeneities. For our cardiac application 
for example, we model the intensity values of the blood pool with a Gaussian 
mixture to take into account the presence of dark patches due to the papillary 
muscles (see section 5). 

We denote ),..., the I regions defined by the shape Zu- In the 

simplest case, there are only two regions (the interior and the exterior of the 
organ), but the vector Zu may also describe several distinct parts of one organ. 
At each time step u, the likelihood model is 



T^{yu\Zu) 



I 



n n 

a=l xEf2a(zu) 



1 



exp 



{yujx) -mgf \ 
2o-a ) 



( 2 ) 



The parameters of the model are the mean value rria and the standard deviation 
(Ja of the regions Qa{^u)‘ Note that we could also let them vary in time. In 
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practice, estimates of these parameters are needed. For MRI applications, grey 
values of the same organ may vary significantly from acquisition to acquisition, 
so that automatic estimation algorithms are required. In this work, we use the 
stochastic EM algorithm of [15]; details about the implementation are given in 

[14]. 



3.2 Prior Shape Model 

The shape model may consist of closed contours in a 2D setting or closed sur- 
faces in a 3D setting. Here, we assume that the shape of the organ (or at least 
of its individual components) can be uniquely parameterized in an appropriate 
coordinate system (e.g. spherical, cylindrical or spheroidal). In some cases, this 
may be a limitation: for example, in a spherical coordinate system, this requires 
the object to be star-shaped. However, advanced re-parameterization techniques 
[13] allow to use a spherical parameterization for general objects. Once the pa- 
rameterization system is chosen, the shape of the organ can be described as a 
function z(0) of the parameterization variables 0 G ^ (for example the latitude 
and longitude in a spherical coordinate system). 

On the shape space an inner-product between two shapes z and z' can be 
defined by taking the integral over the domain ^ of the product z {(f)) z' {(f)): 

< ^ , (3) 

where |^| denotes the size of This inner-product induces a norm and a distance 



||z|| = y< , d{z,z') = \\z - z'W . (4) 

The latter can be interpreted as the root mean square distance between the two 
shapes along the domain 

Our idea is to use this distance to construct a stochastic model of shape. 
Consider a reference shape z of the organ to be modeled; we propose to describe 
the shape variations with respect to z by the following probability density 



7t(z) (X exp 




(5) 



where the parameter n can be interpreted as a standard deviation. 

The interest of defining the shape model with a distance measure lies in the 
possibility of using a set of orthonormal functions to represent the shape. More 
precisely, suppose that the functions {Xi(^),i < L} are orthonormal for the 
inner-product of equation 3. If we restrict the set of parameterized shapes to the 
set of finite linear combinations of the functions Xi(0), we obtain the following 
expression for z 

L 

= '^PiXi{<P) , 

i=l 



(6) 
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where p = (pi,...,Pl) are the shape parameters. Since < Xi^Xj >= the 
stochastic shape model of equation 5 takes the form of a Gaussian density on 
the shape parameters 



Note that this model is directly constructed on the linear space defined by the 
functions we do not assume at this stage that we approximate a given 

shape with some basis functions. 

Significant differences in organ size from patient to patient may occur. In 
that case, we propose to explicity model the global size of the organ with a 
parameter s. To ensure the uniqueness of the solution, the norm of the reference 
shape needs to be imposed, for example ||z|| = = 1- The preceding 

shape model can then be used conditionally upon the size s: 

tt{p,s) = Tr{p\s)n{s) = -^-M-^exp 7r(s) . (8) 

For the size prior, a uniform distribution over an interval [smin, ^max] can be 
postulated, where 5min and 5max are respectively the minimum and maximum 
size factors. 

One example of orthonormal functions with respect to the inner-product of 
equation 3 are the surface harmonics, which can be defined as the solution to 
Laplace’s equation in different coordinate systems [12]. For example, for a po- 
lar coordinate system in 2D, these are the conventional Fourier descriptors, and 
for a spherical coordinate system in 3D they correspond to the spherical har- 
monics. They are attractive for the possibility of accurately representing shapes 
with arbitrary fine details by increasing the number of harmonic coefficients. An 
example of their use to construct a stochastic shape model similar to that of 
equation 7 is given in [6]. 



3.3 Motion Model 



The motion model is embedded in the stochastic distribution 7t{zu\zo:u-i)- We 
here assume that the motion of the organ can be described by an analytical 
model F predicting the shape of the organ at time u given the previous shapes. 
Using a similar approach as in section 3.2, the motion prior can be expressed as 



T^{Zu\zQ:u-i) OC exp 



2/^2 



d -T(zo:u— l)) 



(9) 



When the shape is decomposed using a set of orthonormal functions, F is a 
function of the shape parameters po-.u-i- The mean parameter vector for the 
time step u is Pu = F(po:u-i) and the motion prior takes the same expression 
as in equation 7. 
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In practice, F depends on motion parameters, such as scaling factors or 
rotation angles. Since these parameters are usually known up to a given approx- 
imation, it is very convenient to treat them as random variables and to estimate 
them together with the shape. 

3.4 Estimation of Model Parameters and Shape Alignement 

In practice, the mean shape z and the standard deviation n need to be estimated 
from a data base. This data base should contain various instances of the organ 
shape (e.g. in the form of manually segmented images) and cover as much as 
possible of the expected variability. The first step consists in fitting the model of 
equation 6 to the segmented object. This fitting problem can be efficiently solved 
using least-square techniques involving the inversion of a linear system (see [12] 
in the case of surface harmonics). At this stage, it is necessary to analyze the 
number of shape parameters required to achieve the desired accuracy. The second 
step consists in aligning the fitted shapes. In the case of a shape description based 
on surface harmonics, we adopted the following method: first, the center of the 
local coordinate system is determined using a circular fit (in 2D) or a spherical 
fit (in 3D). This filters out the global translation. Then, the global rotation 
is estimated directly on the harmonic coefficients by minimizing the distance 
d{z^z') = Ylf=i{Pi ~ P'i)‘^ where z' is some reference configuration. 

The fitting step yields n shape parameters = (pj, • • • ,pi),J = 1, where 
n is the size of the data base. The shape parameters p and the standard deviation 
K can then be estimated, using a maximum likelihood criterion, involving the 
maximization of the density of equation 7 and yielding the usual estimates for 
mean and standard deviation in a Gaussian framework. When a size coefficient 
5 is used in the prior model, the estimation of the model parameters is more 
complex because the sizes of the shapes are unknown variables. To circumvent 
this problem, we propose to simultaneously estimate prior parameters and size 
coefficients, using a maximum likelihood criterion. We solve for parameters p, k 
and Sj^j = 1 , n which maximize the density of equation 8 under the constraint 
X]i=iPi = 1- We use the method of Lagrange multipliers and the iterative 
method of Newton- Raphson to compute the solution [16]. 

4 Model-Based Segmentation 

To compute a solution of the segmentation problem based on the posterior distri- 
bution given in equation 1, we propose to use a modified version of the so-called 
bootstrap particle filter [4], also known to the computer vision community as 
the condensation algorithm [5]. The idea is to generate a sample set for the ini- 
tial time step and to propagate in time the samples using the stochastic motion 
model 7t{zu\zo:u-i)‘ At each time step, the samples z^ are weighted proportion- 
ally to the likelihood term 7r{yu\z^). Then, a resampling step is performed, so 
to keep only those samples which have a significant weight, while the other ones 
are discarded. 
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However, one well-known problem with standard particle filtering algorithms 
is the degeneration of the sample set after a few iterations, because the available 
data (the images) are used only for weighting the samples. Resampling, as done 
in the condensation algorithm, can only partially limit this effect. As underlined 
in [4] an increased stability can be reached through Markov chain sampling 
techniques. The algorithm we propose is inspired by Markov chains based on 
Langevin Diffusions [17], for which a combination of a gradient descent step and 
a sampling step is used. With the gradient descent, knowledge on the available 
data is directly integrated in the propagation step, not only in the weighting. 

We denote Az the amplitude of the gradient descent, and Gi the partial 
derivative of the log-likelihood term with respect to the parameters pi\ 



Gi — 




log (Ja 



i = 1, 1/ 



( 10 ) 



The computation of Gi is not straightforward because the summation regions 
Qa depend on the parameter pi. We give in the appendix a general expression 
that allows for efficient computation by only using values located at the bound- 
ary of the region and derive explicit equations in one particular case. The 
segmentation algorithm is then as follows: 

1. Generate a sample set {zq, Zq} according to 7r{zo\yo), and set u = 1. 

2. Propagate each sample using the motion model F and set z^ = F{zq.^_i). 

3. Compute the gradient G, and sample z^ from a Gaussian distribution with 
mean z^ — G.Az and standard deviation Z\z, whose density we denote 0, 
and set 4«-i = 4«-i- 

4. For each sample, evaluate the importance weights 



5. Normalize the importance weights and resample with replacement the n 
samples Zq.^ from the n samples Zq.^ according to the weights w^. 

6. Set u ^ uFl and go to step 2, until u = t. 

The expression of the importance weights is slighlty different to the one used in 
the condensation algorithm, because it is necessary to correct for the statistical 
bias introduced by the gradient descent step. Note that the motion parame- 
ters that are treated as random variables are sampled together with the shape 
parameters during step 2. This possibility of straightforwardly incorporating un- 
certainty about the parameters of the model is a powerful feature of the Monte 
Carlo approach. 



5 Application to Cardiac Segmentation of Cine MRI 

We propose to apply the stochastic model described in section 3 together with 
the segmentation algorithm of section 4 to the analysis of cardiac cine MRI. 
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Such data consist of a sequence of imaged cardiac volumes, covering an entire 
heart cycle. The cardiac motion can be roughly decomposed into two phases: the 
systole, where the heart contracts and pumps blood out of the ventricles, and 
the diastole, where the ventricles fill with blood. With cardiac cine MRI, it is 
possible to assess the cardiac function by computing parameters such as the end- 
diastolic and end-systolic volumes of the left ventricle. A more advanced analysis 
is the detailed reconstruction of the local wall motion, which for example allows 
to precisely localize an ischemic or infarcted area. However, these computations 
require to first extract the myocardium shape from the image sequence. Since 
a complete anatomic coverage of the left ventricle over the entire heart cycle 
can result in the acquisition of several hundred slices, automatic segmentation 
algorithms are required. 



5.1 A 2D+time Model 

As a proof of concepts, we implemented a 2D+time approach: we considered each 
slice independently and tracked the 2D cardiac contour along time. Of course, 
a robust, comprehensive analysis of cardiac cine MRI requires a full 3D+time 
approach, which will be addressed in future work. However, as stated previously, 
our approach is not dependent on the dimension and for validation purposes 
working with 2D contours is sufficient and easy to visualize. 

The shape model we use is made of the inner and outer contours for the left 
ventricle (the endocardium and the epicardium) and one contour for the blood 
pool of the right ventricle (the thickness of the corresponding wall cannot be 
resolved using standard cine MRI). For each contour, we use a polar coordinate 
system: given the position of the center, the contour is described by expressing 
the radius r as a function of the polar angle 0. Then, following the approach 
described in section 3.2, a Fourier decomposition is used, yielding the expression 

L 

r{4)) = Pi + "^P 2 i cos{i(t)) + P 2 i+i sm{i(j)) . (12) 

i=l 

With this representation, the shape vector z is made of the Fourier coefficients 
Pi, i = l,...,2L-f 1. 

Using 30 manually segmented cine cardiac MRI data sets (only the end- 
diastolic and end-systolic phases), we first experimentally estimated the required 
dimension for the Fourier decomposition. We found that with L = 5 (i.e. 11 
harmonic coefficients) the mean distance between the original contours and the 
reconstructed Fourier estimators was below 0.5 mm, with no significant improve- 
ment for higher dimensions. The fitted contours were subsequently used to com- 
pute a mean for end-diastole (ED) and end-systole (ES), denoted respectively 
Ped and pES^ as well as standard deviations. 

The motion model we use is based on a linear approximation of the cardiac 
motion between ED and ES. However, significant deviations from this motion 
model are expected. The major reason is that in medical practice data with clin- 
ical pathologies are analyzed. Eor example, the myocardium of infarcted patients 
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is much less contracting than that of healthy patients, and the motion pattern is 
not homogenous, with the infarcted areas almost not contracting. Therefore, we 
introduce a correction factor which is time dependent. The stochastic motion 
model F takes the expression 

c /\ f 

F{po:u-i) = Pu -1 + — {Pes-Ped), C„ = c „_ i (1 + e„) , ( 13 ) 

tES — tED 

where At is the time difference between two images and €u is a perturbation 
factor. The constraint imposed in the second equation aims to avoid too strong 
deviations from the linear model. 



5.2 Segmentation Results 

We tested the segmentation algorithm with 10 cine cardiac MRI data sets of 
infarcted patients. Note that these data were not used to build the statistical 
model. The size of the image volumes is 256 x 256 x 11 voxels (in-plane pixel 
size: 1.36 x 1.36 mm^, slice thickness: 8 mm, with 2 mm gap between two slices). 
Each cine data set consists of 18 heart phases. 

Initialization of the algorithm is made by manually positioning the mean 
model and then exhaustively searching for the optimal size parameter. Then, 
the sequential Monte Carlo segmentation algorithm is started, using n = 500 
samples. The analysis of a whole heart cycle for one slice took approximatively 
4 min on a PC with 2.4 GHz Intel processor (for comparison, the acquisition time 
of a cardiac cine MRI may take up to 30 minutes). Most of the computation time 
is spent for evaluating the likelihood term given by equation 2; optimizing this 
computation would speed up significantly the method. Note that the compu- 
tation time is linear in the number of model parameters, samples, and slices 
analyzed, which is an important feature of the Monte Carlo approach. 

Examples of segmentation results for two different MRI data sets are shown 
in figure 1. The advantages of a parametric description of shape based on har- 
monic surfaces can clearly be seen: the model adapts well to the shape of the 
myocardium while reminding smooth. MR images typically show good contrast 
between blood and muscle; however, as it can be seen in figure 1, the presence of 
fat (which appears also bright) next to the heart, the poor contrast between the 
muscle and the lung (both are dark), and the presence of the papillary muscles 
(dark patches inside the blood pool) pose a challenge. Despite these problems, 
the segmentation algorithm produced robust and qualitatively satisfying results 
on the 10 different data sets it was tested on. In particular, the likelihood model 
we use, based on statistics computed over the grey values of the segmented re- 
gions, allows to efficiently distinguish between the different components of the 
heart and the background. Note that we have explicitely modeled the presence 
of the papillary muscles inside the blood pool with a mixture of two Gaussian 
distributions. 

The segmentation results of figure 1 also demonstrate the capability of the 
sequential Monte Garlo algorithm to precisely follow the cardiac motion, with 
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Fig. 1. Automatic segmentation of the myocardium over an entire heart cycle 
(every fourth frame is displayed) for two different patients (top and down) - 
Contours of the segmented shape are shown in white. 



the global deformation (contraction of the endocardium) as well as the local 
deformations well reproduced, see the enclosed file cardiac_smc . avi for an ani- 
mated view of the segmented sequence. The prior information about the motion 
is used at two levels: to predict the position of the contours at the consecutive 
time steps, and to constrain temporally the solution of the segmentation prob- 
lem. For comparison, we computed a solution using a sequential optimization 
algorithm based on gradient descent: at each time step, the marginal distribu- 
tion of the current heart phase is optimized. One obtains a sequence with good 
segmentation results when one looks at the heart phases individually, but a poor, 
jaggy reconstruction of the cardiac motion (see enclosed file cardiac.opt . avi). 
Comparatively, the sequential Monte Carlo algorithm makes full use of the whole 
posterior, thus yields a nice smoothed estimation of the cardiac motion, where 
artefacts due to individual heart phases are filtered out. This is in our opinion 
the most attractive feature of the Monte Carlo approach. 

6 Conclusion 

In this paper we pointed out the necessity of developing a spatio-temporal frame- 
work for the segmentation of temporal sequences of medical images. We think 
that the Bayesian framework we proposed is appropriate for this segmentation 
task because it explicitely integrates prior knowledge about the shape and the 
motion of organs. To compute a solution that integrates the full prior and image 
information we proposed to use sequential Monte Carlo sampling techniques. 
Using a sample set to represent a posterior distribution has the advantage that 
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a wide range of solutions are considered, which increases the robustness of the 
algorithm against attraction to spurious image features. The modification we 
proposed, which consists in performing a gradient descent step after each propa- 
gation step of the condensation algorithm, enables to explicitely integrate image 
information into the tracking. 

For the shape description, we developed a general stochastic model based on 
the definition of an inner-product and the choice of ortho normal functions. With 
the same approach one can model contours in a two-dimensional setting as well as 
surfaces in a three-dimensional problem, with different parameterization choices 
possible: only the basis functions need to be adapted. Another advantage lies 
in the compact expression of this model: only a reference shape and a standard 
deviation need to be estimated. These parameters have an appealing meaning 
(mean shape, mean square distance between two shapes) for clinicians, which 
increases their practical interest. 

We presented here some promising results for the segmentation of cardiac cine 
MRI. This work will be completed by the setting of a 3D myocardium shape and 
motion model based on surface harmonics. Most importantly, future work will 
include a thorough clinical validation of the automatic segmentation method 
based on manual reference segmentations. This validation should not only con- 
sider the accuracy of the algorithm to reconstruct the myocardial surfaces but 
also its adequacy for computing the relevant clinical cardiac parameters such as 
ejection fraction or wall motion. 



Appendix 



In the following, we give the expression of the gradient of the log-likelihood term. 
More generally, let us consider the integral of a measurable function /(x), x G 
over a region i?(p) C M^, depending on some parameter p. The closed boundary 
of Q{p) is denoted C{p). The outer normal of the boundary C{p) is denoted n. 
For any x G C(p), the velocity vector is defined as t; = |^. Since I does not 
explicity depend on p. Theorem 1 of [18] gives 

f I{x.)d:si= f I{-x.){n - v)d:si . (14) 

JQ{p) Jc{p) 



As an illustation, let us apply this relation in a two-dimensional case: the curve 
C{p) is parametrized in a polar coordinate system as the radius r depending 
on some parameters pi (e.g. Fourier coefficients). Denoting a = 0 and a = 1 
the inner and outer regions of the curve C(p), the gradient of the log-likelihood 
becomes 



G, 



= E 

xGC(p) 



(y(x)-TOo)^ (y(x)-mi)^ 



2cr§ 



2af 



log 



cri 






( 15 ) 
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Abstract. Often in neurosurgical planning a dual echo acquisition is performed 
that yields proton density (PD) and T2- weighted images to evaluate edema near 
a tumour or lesion. The development of vessel segmentation algorithms for PD 
images is of general interest since this type of acquisition is widespread and is 
entirely noninvasive. Whereas vessels are signaled by black blood contrast in 
such images, extracting them is a challenge because other anatomical structures 
also yield similar contrasts at their boundaries. In this paper we present a novel 
multi- scale geometric flow for segmenting vasculature from PD images which 
can also be applied to the easier cases of computed tomography (CT) angiog- 
raphy data or Gadolinium enhanced MRI. The key idea is to first apply Frangi’s 
ves seines s measure [4] to find putative centerlines of tubular structures along with 
their estimated radii. This multi- scale measure is then distributed to create a vec- 
tor field which is orthogonal to vessel boundaries so that the fiux maximizing 
fiow algorithm of [17] can be applied to recover them. We validate the approach 
qualitatively with PD, angiography and Gadolinium enhanced MRI volumes. 



1 Introduction 

A three-dimensional (3D) representation of vasculature can be extremely important in 
image-guided neurosurgery, pre-surgical planning and clinical analysis. It is unfortu- 
nately often the case that in order to obtain such representations from an MRI volume 
an expert has to interact with it manually slice by slice while colouring regions of inter- 
est and connecting them using image processing operations. This process is extremely 
laborious, is prone to human error and makes large scale clinical studies of vasculature 
infeasible. In computer vision there has been a significant amount of work towards au- 
tomating the extraction of vessels or vessel centerlines. Whereas an exhaustive review 
of this literature is beyond the scope of this article, typical examples include: 1) active 
contours or surfaces for angiography data [13], 2) multi-scale methods for model-based 
segmentation of tubular structures [9], 3) statistical methods which use mixture mod- 
els [18], and 4) methods based on intensity ridge detection and traversal [8, 3]. It should 
be pointed out that most of these methods have been demonstrated for 2D projection an- 
giography, 3D CT angiography or Gadolinium enhanced MRI, and these modalities can 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 169-180, 2004. 
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Fig. 1. A sagittal view of a proton density (PD) weighted MRI volume acquired at the 
Montreal Neurological Institute. The spaghetti-like structures correspond to vascula- 
ture. 



require the injection of contrast agents. To our knowledge no method currently exists 
for the automatic extraction of vessel boundaries in standard MRI volumes such as the 
PD image shown in Figure 1 . Here it is clear that a signal decrease is present in the vas- 
cular regions (the spaghetti-like structures), but the contrast between blood vessel and 
surrounding tissue is not as great when compared to the angiographic sequences. Hence, 
the problem of recovering vessels from image intensity contrast alone on PD-weighted 
images is a challenge and requires shape information to constrain the segmentation. If 
successful, such a procedure could result in a vascular model that could be used in sur- 
gical planning while eliminating the need for an additional scan thus saving time during 
image acquisition and easing the burden on the patient. 

In this paper we introduce a novel algorithm for vessel segmentation which is de- 
signed for the PD images, but can be applied as well to angiographic data or Gadolin- 
ium enhanced MRI volumes. The algorithm is motivated in part by the approach in [15] 
where Frangi’s vesselness measure [4] is thresholded to find centerlines. Tubular fits to 
vessel boundaries are then obtained using a form of connected component analysis and 
a generalized cylinder model. This latter step typically yields results that are discon- 
nected. In our approach the vesselness measure is extended to yield a vector field which 
is locally normal to putative vessel boundaries. This in turn allows the flux maximizing 
geometric flow of [17] to be applied, which has a formal motivation, is topologically 
adaptive due to its implementation using level set methods, and finally is computa- 
tionally efficient. We illustrate the power of this geometric-flow based framework with 
segmentation results on PD data, and also illustrate its applicability to Gadolinium en- 
hanced MRI volumes and angiography data. 

The paper is outlined as follows. In Section 2 we review relevant background mate- 
rial on geometric flows for vessel segmentation and on the use of the Hessian matrix to 
model tubular structures. We then develop our multi- scale geometric flow by incorpo- 
rating Frangi’s vesselness measure [4] in the flux maximizing flow algorithm of [17] in 
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Section 3. We present several reconstruction results to validate the algorithm in Section 
4 and conclude by discussing ongoing work in Section 5. 

2 Background 

2.1 Geometric Flows 

In the context of geometric flows for segmenting vasculature, there are two recent 
approaches which are relevant to the development here. First, Lorigo et al. propose 
a regularization of a geometric flow in 3D using the curvature of a 3D curve [12]. 
This approach is grounded in the recent level set theory developed for mean curvature 
flows in arbitrary co-dimension [2] . It yields a flow which is designed to recover ves- 
sel boundaries signaled by the gradient in angiography data, while under the influence 
of a smoothing term driven by the mean curvature of an implied centerline. Second, 
Vasilevskiy and Siddiqi derive the gradient flow which evolves a curve (2D) or a sur- 
face (3D) so as to increase the inward flux of a fixed (static) vector field through its 
boundary as fast as possible [17]. With S an evolving surface and V the vector field, 
this flow is given by 

St=div(V)N' (1) 

where Af is the unit inward normal to each point on S. This flow evolves a surface to 
a configuration where its normals are aligned with the vector field. In the context of 
segmenting vasculature in angiographic images, V can be selected to be the gradient 
of the intensity image which is expected to be orthogonal to vessel boundaries. 

A limitation of both the above approaches is that they are designed specifically for 
angiographic data and hence require restrictive assumptions to hold: 

1. Both methods are initialized essentially by thresholding such data, and thus would 
fail when vessel boundaries cannot be identified from contrast alone. 

2. Neither approach has an explicit term to model tubular structures. Rather, each flow 
relies on the assumption that the gradient of the intensity image yields a quantity 
that is significant only at vessel boundaries. 

3. Neither of these methods takes into account explicitly the multi-scale nature of 
vessels boundaries as they appear in all modalities. 

In this paper we overcome several of these limitations by incorporating a measure of 
“vesselness” based on the Hessian matrix. 

2.2 Modeling Vasculature Using the Hessian 

Several multi-scale approaches to modeling tubular structures in intensity images have 
been based on properties of the Eigen values of the Hessian matrix H [1 1, 16, 4]. These 
methods exploit the fact that at locations centered within tubular structures the smallest 
Eigen value of H is close to zero (reflecting the low curvature along the direction of the 
vessel) and the two other Eigen values are high and are close to being equal, reflecting 
the fact that the cross-section of the vessel is approximately circular. The corresponding 
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Eigen vectors span the vessel direction and the cross-sectional plane. The Eigen value 
analysis can be pushed further to differentiate tube-like, hloh-like, sheet-like, and noise- 
like structures from one another as summarized in Table 1 . 



Eigen value conditions 


local structure 


examples 


Ai ? 


^ 0 , A2 ~ A3 >> 0 


tube-like 


vessel, bronchus 


Ai ? 


^ A2 ~ 0 , A3 >> 0 


sheet-like 


cortex, skin 


Ai ? 


^ A2 ~ A3 >> 0 


blob-like 


nodule 


Ai ? 


A2 ~ A3 ~ 0 


noise-like 


noise 



Table 1. A classification of local structures based on the Eigen values of the Hessian 
matrix. Here, we assume that |Ai| < IA2I < jAsj. The sign of the highest Eigen val- 
ues generally indicate whether the local structure is dark on a bright background or 
bright on a dark background. A positive sign corresponds to a dark structure on a bright 
background which is the case for PD weighted MRI volumes. 



We choose to focus here on Erangi’s vesselness measure [ 4 ] because it incorporates 
information from all three Eigen values. Three quantities are defined to differentiate 
blood vessels from other structures: 

Erom Table 1 , it can be seen that Rb distinguishes blob-like structures from other pat- 
terns. The Ra ratio differentiates sheet-like from tube-like structures. Einally, S, the 
Erobenius norm, is used to ensure that random noise effects are suppressed from the 
response. Eor a particular scale cr the intensity image is first convolved by a Gaussian 
at that scale, G{cr) following which the vesselness measure is defined by ^ 



r 0 if A2 < 0 or A3 < 0 

“ I (1 - exp (-§))exp (-§■) (1 - exp (-|^)) 

( 2 ) 

This measure is designed to be maximum along the centerlines of tubular structures and 
close to zero outside vessel-like regions. In our implementation we set the parameters 
a, f3 and c to 0 . 5 , 0.5 and half the maximum Erobenuis norm, respectively, as suggested 
in [ 4 , 15 ]. At each voxel we compute vesselness responses using ten log scale incre- 
ments between a = 0.2 and a = 2.0 (in our data the maximum radius of a vessel is 2 
voxels) and select the maximum vesselness response along with its scale. The chosen 
scale gives the estimated radius of the vessel and the Eigen vector associated with the 
smallest Eigen value its local orientation. 

^ In practice we directly compute the entries which comprise the Hessian matrix by using deriva- 
tives of Lindeberg’s 7 -parametrized normalized Gaussian kernels [10], which allows us to 
compare responses at different scales. 
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Fig. 2. A synthetic Y-shaped structure and a synthetic helix. For each structure the red 
vectors indicate the estimated vessel orientation at locations where the multi-scale ves- 
selness measure (Eq. 2) is high. 



This process is illustrated in Figure 2 for a synthetic Y-shaped structure and a syn- 
thetic helix. The grey surface coincides with a particular level set of the vesselness 
measure (which quickly drops to zero away from centerline locations). Within this sur- 
face locations of high vesselness are indicated by overlaying the Eigen vectors which 
correspond to the estimated vessel orientation. Observe that locations of high vessel- 
ness are close to vessel centerlines, and that the estimated vessel orientation at these 
locations is accurate. This information along with the estimated radius of associated 
vessels can be used to construct an appropriate vector field to drive the flux maximizing 
geometric flow, as we shall see in the following section. 



3 A Multi-scale Geometric Flow for Segmenting Vasculature 

Our goal now is to extend the flux maximizing flow algorithm of [17] so that the vector 
field which drives it lies along the surface of putative vessel boundaries. This allows us 
to lift many of the restrictions on the flow pointed out in Section 2, because an explicit 
model of a tubular structure is now incorporated along with an appropriate notion of 
scale. 



3.1 Construction of the Vector Field 

The key idea is to distribute the vesselness measure, which is concentrated at center- 
lines, to the vessel boundaries which are implied. At each voxel (x, z) where the 
vesselness measure is a local maximum in a 3x3x3 neighborhood we consider an ellip- 
soid with its major axis aligned with the estimated orientation and its two semi-minor 
axes equal to the estimated radius. In our implementation the semi-major axis length 
is chosen to be twice that of the semi-minor axes. The vesselness measure is then dis- 
tributed over every voxel (xe,^e,^e) on the boundary of the ellipsoid by scaling it 
by the projection of the vector from {x^y,z) to {xe^Ve^^e) onto the cross-sectional 
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Fig. 3. Distributing the vesselness measure to the implied boundaries. (1) The vector 
from the center of the ellipsoid to the surface voxel (xe, as well as its projection 

onto the cross-sectional plane, taken to be the xy plane. We distribute the vesselness 
measure to all (xe, Ve^^e) on the ellipsoid by scaling it by the magnitude of this pro- 
jection. (2) A synthetic tube of radius 2. (3) A view of the vesselness measure in a 
slice. Brighter regions indicate stronger vesselness. (4) A view of the 0 distribution in 
the same slice. As expected, we have local maxima of the vesselness measure on the 
centerline in (3) and local maxima at the boundaries of the tube on the 0 distribution in 
(4). 



plane, as illustrated in Figure 3. If (x, z) is taken to be the origin (0, 0, 0) and the xy 
plane is taken to coincide with the cross-sectional plane this scale factor works out to 

be I (xe, ye, Ze), (xe,ye,o)^ \ _ ^ x‘1 + This process of distributing the vesselness 

measure to the implied boundaries clearly favours voxels in the cross-sectional plane. 
We define the addition of the extensions carried out independently at all voxels to be the 
(p distribution. The extended vector field is now defined as the product of the normalized 
gradient of the original image with the above 0 distribution 



V 



0 



VX 

|VJ| 



This vector field embodies two important constraints. First, the magnitude of 0 is max- 
imum on vessel boundaries and the ellipsoidal extension performs a type of local in- 
tegration Second, captures the direction information of the gradient, which is 
expected to be high at boundaries of vessels as well as orthogonal to them, which is 
the basic motivation for the flux maximizing geometric flow. It is important to normal- 
ize the gradient of the image so that its magnitude does not dominate the measure in 

^ This follows because the local maximum vesselness criterion enforces the condition that the 
extension is carried out only from locations as close as possible to vessel centerlines. 
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regions of very low vesselness. For example, structures such as white and gray matter 
boundaries could then get significant unwanted contributions. 



3.2 The Multi-scale Geometric Flow 



The extended vector field explicitly models the scale at which vessel boundaries oc- 
cur, due to the multi-scale nature of the vesselness measure V (a) (Eq. 2) as well as 
the expected gradient in the direction normal to vessel boundaries. Thus, it is an ideal 
candidate for the static vector field in the flux maximizing geometric flow (Eq. 1). The 
surface evolution equation then works out to be 



St = div(v)j\r 



■ 4'div ^ |^2:| ^ 



V 



(3) 



■ (f>Kl 






where kx is the Euclidean mean curvature of the iso-intensity level set of the image. 
Note that this is a hyperbolic partial differential equation since all terms depend solely 
on the vector field and not on the evolving surface. We now enumerate several properties 
of this geometric flow. 



1. The first term (Vcj)^ ^ doublet. has a zero-crossing at vessel 

boundaries and VX does not change sign. Hence, when the evolving surface over- 
shoots the boundary slightly, this term acts to push it back towards the boundary. 

2. The second term behaves like a geometric heat equation since kj is the mean cur- 
vature of the iso-intensity level set of the original intensity image. This equation has 
been extensively studied in the mathematics literature and has been shown to have 
remarkable smoothing properties [5, 6]. It is also the basis for several nonlinear 
geometric scale-spaces such as those studied in [1,7]. 

3. Combining both terms, it is clear that the flow cannot leak in regions outside vessels 
since both 0 and are zero there. Hence, when seeds are placed at locations 
where the vesselness measure V (a) is high the flow given by Eq. 3 will smoothly 
evolve toward zero level set of the divergence of the vector field V . 



3.3 Implementation Details 

Below we review some of the details of the implementation of our multi- scale geometric 
flow (Eq. 3), which is based on level set methods [14]. 

1. We run five iterations of mean curvature type smoothing on the original image, 
which is a standard method to remove artifacts such as speckle noise since it 
smooths along iso-intensity level sets but not across them. 

2. We compute the Hessian operator over 10 log scales and select the maximum ves- 
selness response as described in Section 2. We use Jacobi’s method for symmetric 
matrices to find Eigen values of the Hessian. 
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3. The (p distribution in Section 3.1 is carried out from voxels at vessel centerlines 
since at such locations one has strong confidence in the scale and orientation esti- 
mate from Frangi’s vesselness measure [4]. This is done using the following proce- 
dure 

if (V (a) > threshold && > percentile) 

Distribute vesselness over ellipsoid 

For all examples we use a vesselness threshold of 0.01 and a percentile of 0.75 and 
local_max is the maximum vesselness response in a 3x3x3 neighborhood of the 
voxel. 

4. The doublet term (vp, computed using central differences for the first 

term and a second-order essentially non-oscillatory (ENO) scheme for the second. 

5. Kx, the mean curvature of each intensity iso-surface is computed using a 3-neighbor 
central difference scheme for all derivatives: 

i^yy (_'^xx~\~ '^yy z ‘^^^x'^y'^xy~\~ x'^ z'^ x z ~\~ ^y^z^yz ) , . . 

= 

6. A first-order in time discretized form of the level- set version of the evolution equa- 
tion is given by 

= + I VlZ'n-i 1 1 

where T = ^ V^, , 'if is the embedding hypersurface and At 

is the step size. This is now a standard numerical approach for solving partial dif- 
ferential equations of this type since it allows topological changes to occur without 
any additional computational complexity and can be made efficient using a narrow 
band implementation. The evolving surface S is obtained as the zero level set of the 
function. The numerical derivatives used to estimate ||VlZ^|| must be computed 
with up- winding in the proper direction as described in [14]. 

4 Examples 

We illustrate our multi-scale geometric flow for segmenting vasculature on three differ- 
ent modalities: MR A, Gadolinium enhanced MRI and PD. The same parameters were 
used throughout as described in Section 3.3 with the exception that for the PD data the 
vesselness threshold was lowered to 0.005 and the numerical time step was lowered 
to 0.5 in order to capture smaller structures. We should point out that whereas prior 
geometric flow based methods [12, 17] could be applied to the angiography data set, 
they would fail entirely on the latter two modalities where high contrast regions are not 
limited to vessel boundaries. 

Figure 4 shows iterations of the flow using three single voxel seeds on an MRA data 
set obtained from the Montreal Neurological Institute (MNI). The flow is able to pick 
up the main vessels automatically. Several of the finer vessels are less than one voxel 
wide and hence a super- sampling strategy would have to be applied in a preprocessing 
step to the data in order to recover them. 
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Fig. 4. An illustration of the multi- scale geometric flow on a 68 x 256 x 256 MR A 
image. An MIP of the data is shown at the top left and the other images depict different 
stages of the evolution from three seeds. 



Figure 5 depicts a 40mm x 53mm x 91mm region centered on the corpus callosum 
from a Gadolinium enhanced MRI volume obtained at the MNI. The 1mm isotropic 
data was super-sampled to 0.33mm using a tricubic interpolation kernel, because sev- 
eral vessels in the original data set were less than one voxel wide. In the image one can 
see the callosal and supra-callosal arteries (the long arching vessels running from left 
to right). We show an MIP of a sagittal and a transverse view in the top row. A segmen- 
tation obtained by thresholding the vesselness map, as carried out in [15], is shown in 
the second row. This results in many disconnected vessels as well as artifacts. Our seg- 
mentation is shown in the third row and results in the reconstruction of well connected 
tubular structures. 

Finally, Figure 6 depicts the segmentation of the full proton density MRI volume 
shown in Figure 1, which is clearly a challenge for most vessel segmentation algorithms. 
The PD data is acquired with 2mm transverse slices with 1mm x 1mm in-plane vox- 
els. For this data set an MIP of the original data would not correspond to vasculature. 
Hence we choose to show MIPs of a sagittal and a transverse view of the vesselness 
measure in the top row. We then show the corresponding reconstructions obtained by 
our flow in the second row. A movie animating these segmentation results is available 
from the authors’ research pages. To our knowledge, this is the first segmentation of a 
PD weighted MRI performed by a geometric flow in the literature. The reconstruction 
does not recover some of the finer vessels located near the surface of the brain, but these 
could be recovered using a finer placement of seeds along with an adaptive lowering of 
the vesselness threshold in those regions. 
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Fig. 5. An illustration of the flow on a 40 mm x 53 mm x 91 mm cropped region of 
a Gadolinium enhanced MRI. An MIP of the sagittal and transverse views of the data 
is shown in (1) and (2). Reconstructions obtained by simple thresholding for the same 
views are shown in (3) and (4). These are clearly sensitive to noise and result in dis- 
connected or missing vessels. The results obtained by the multi-scale geometric flow 
are shown in (5) and (6). Observe that the flow has connected a section of the callosal 
arteries which is barely visible in the MIP (see (1),(3),(5)). 



5 Conclusions 

We have presented what to our knowledge is the first multi- scale geometric flow that 
can be applied for segmenting vasculature in PD weighted MRI volumes. The key idea 
is to incorporate a multi-scale vesselness measure in the construction of an appropriate 
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Fig. 6. An illustration of the flow on the full 181x217x181 proton density weighted 
MRI volume of Figure 1. We show MIPs of the vesselness measure V{a) for sagittal 
and transverse views in (1) and (2), where we have masked the outside skull and the 
skin. The reconstructions obtained using our geometric flow with 10 manually placed 
seeds are shown in the bottom row. A movie illustrating this segmentation is included 
with this submission 



vector field for a geometric flow. We have validated the flow qualitatively on several 
modalities. In particular, we have shown that a significant amount of vasculature can 
be recovered by initializing the flow using a few isolated seeds. In our experience we 
have also found that finer vessels can also be recovered by the manual placement of 
seeds by a user along with an adaptive lowering of the vesselness threshold used in the 
construction of the extended vector field V . 

In ongoing work we are carrying out a careful quantitative validation of the ap- 
proach by acquiring data using different modalities on the same subject. This will allow 
us to evaluate the algorithm by using the results obtained on angiographic data as the 
ground truth. Once we have been able to fine tune its performance it is our hope that 
our implementation of this flow will become a basic image analysis tool for segmenting 
vasculature in clinical studies. 
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Abstract. Anatomical shapes present a unique problem in terms of accurate 
representation and medical image segmentation. Three-dimensional statistical 
shape models have been extensively researched as a means of autonomously 
segmenting and representing models. We present a segmentation method driven 
by a statistical shape model based on a priori shape information from manually 
segmented training image sets. Our model is comprised of a stack of two- 
dimensional Fourier descriptors computed from the perimeters of the segmented 
training image sets after a transformation into a canonical coordinate frame. We 
apply our shape model to the segmentation of CT and MRI images of the distal 
femur via an original iterative method based on active contours. The results 
from the application of our novel method demonstrate its ability to accurately 
capture anatomical shape variations and guide segmentation. Our quantitative 
results are unique in that most similar previous work presents only qualitative 
results. 



1 Introduction 

Current methods in three-dimensional image segmentation typically employ statistical 
shape models, first developed by Cootes and Taylor [1] as a means to incorporate a 
priori shape information. A statistical shape model is trained by a considering the 
canonical parameterization of a set of similar shape instances, or training shapes. 
Performing a principal components analysis (PCA) on the parameterized shapes 
highlights the statistical modes of variation in the shape, allowing for a possible 
reduction in the dimension of the model shape space, discussed in more detail in 
section 2.3. A well-constructed statistical model will provide a shape constraint on 
subsequent segmentations of new images. 

The primary original contribution of this work is in our segmentation algorithm, 
consisting of two key steps: Development of a shape parameterization for a set of 
training instances and; autonomous segmentation of similar shapes in three- 
dimensional (3D) medical images, guided by the statistical shape model. For the 
purpose of developing and testing our method, we modeled the human distal femur 
from 19 sets of 3D images generated by both CT and MRI image modalities (15 CT, 4 
MRI); the datasets include both left and right femurs, so we mirrored the left femur 
across the midsagittal plane as was done in [2, 3], creating additional samples of the 
right femur. 
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A particular instance of the distal femur is constructed as a stack of closed two- 
dimensional (2D) contours representing the outer surface of the bone on each slice. 
Each contour is parameterized by a Fourier descriptor (FD) decomposition after the 
stack of contours is transformed into a canonical coordinate frame. A bone instance is 
then represented as a single vector whose components are the FDs from all the slices 
comprising the instance, ordered identically from one bone instance to the next. The 
statistical 3D model of a class of bones (e.g., distal femurs) is captured by a PCA of 
such vectors from many bone instances, forming a model shape space. 

Our segmentation algorithm employs an iterative process of 1) independently 
adjusting each boundary contour via a traditional active contours technique [4], 
followed by 2) a projection into the shape space defined by the statistical model. As 
we will show, this iterative process provides for local deformations of the shape 
model during segmentation, while partially constraining the global shape to be 
consistent with the prior shapes. Prior methods (see e.g., [5]) have explored combined 
optimization functions that include terms for both the local (image) constraints and 
the global (statistical model) constraints. The advantage of this combined 
optimization function is its ability to optimize a model’s shape and its relation to the 
images simultaneously during segmentation. The inability of the combined function to 
capture shapes outside of the model shape space limits solutions to be fully within the 
shape space. Our segmentation technique is geared toward solving this problem. As 
we will explain in section 2.4, by separating the local and global optimizations, we 
allow for objects slightly outside of the shape space to be segmented, thus permitting 
the use of these new shapes as training instances to further refine future PCA results. 

The iterative segmentation procedure yields a stack of 2D contours, each of which 
is simply a permutation of the contours initialized on each slice; the contours are then 
stacked to allow formation of a 3D surface model. Our results will demonstrate the 
ability of our method to accurately segment new datasets. 

2 Approach 

The statistical shape model consists of the average of the training shapes in addition 
to the primary modes of variation among the training shapes as determined by PCA. 
Model-guided segmentation produces a new model whose shape will conform 
globally to the training shapes used to form the statistical model, and locally to the 
images being segmented. In this section, we discuss the development of the statistical 
model from images and its application to our segmentation approach. 

2.1 Image Preprocessing 

Each 3D image volume to be used as a training set is manually segmented to extract 
the distal section of the femur. The binary (black and white) images resulting from the 
segmentation are rigidly registered to a coordinate system as shown in Fig. 1. The z- 
axis passes approximately through the center of the condyles and intersects the center 
of the shaft. We define the center of the condyles as the centroid of the segmented 
region in the image containing the proximal end of the intercondyloid fossa, the 
junction of the medial and lateral condyles. The center of the shaft is defined as the 
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centroid of the segmented region in the image approximately 120 mm above the tip of 
the medial condyle. The x-axis coincides with a line drawn between the center of the 
medial and lateral condyles and intersects the distal end of the z-axis. The y-axis is 
positive in the posterior direction. Due to potentially large initial misalignment with 
the coordinate frame, new training image sets may be iteratively registered to ensure 
that proper alignment is achieved. We leave a detailed analysis of this registration 
process as future work. 




(c) 



(d) 



Fig. 1. Coordinate frame definition showing (a) coronal view, (b) sagittal view, (c) axial view, 
and (d) isometric view 



2.2 Fourier Descriptors 

The binary images resulting from the manual segmentations each contain at least one 
region representing the bone cross-section; in the case of images intersecting the 
condyles, two distinct regions may be present. The regions on each slice can be 
reduced to closed contours, allowing for a FD representation to be computed. FDs 
were originally developed by [6] for use in shape discrimination and identification as 
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in [7]. A more recent application of FDs involves medical image segmentation [5], 
where the combined optimization approach discussed in the introduction is used. 

Each contour is defined by a set of N perimeter pixels, whose indices, after 
multiplication by the pixel size in millimeters, represent x and y coordinates. 
Conversion to FDs normalizes contours of unequal length and shape and reduces the 
amount of data required to store each model. The pixel locations are represented as a 
vector of the form, 

S = S 2 ■■■ s , (1) 

where Si = x^ + jyt and j is V^. The 2D FDs are computed via the discrete Fourier 
transform (DFT) as follows: 

’ ( 2 ) 

q=Q 

where the values of k are the indices 0,1, 

The most significant features of the contour are captured in the lower frequency 
terms of the Fourier transform, so we can produce a more concise description of the 
contour by eliminating the high-frequency terms. Due to the periodicity of the DFT, 
the low-frequency terms are located at the ends of the coefficient sequence, so we 
remove coefficients from the middle of the sequence. We found through experiments 
that the 32 lowest frequency coefficients sufficiently describe the shape of all distal 
femur cross-sections. To reconstruct a contour with N' points from this reduced 
form, the FD vector a ' must be constructed as follows, 

a = ... 0 ... 0 ■■■ ^7v') ? (3) 

where the number of zeros to be inserted is N' - 32 , assuming N > 32 . The vector 
is padded with zeros to create a vector of length N' , while maintaining the exact 
shape of the contour as described by the 32 coefficients. The effect of the additional 
terms in a ' is to increase the number of points to be reconstructed from the FDs. The 
reconstruction of the contour points is achieved through the inverse discrete Fourier 
transform (IDFT), 

(4) 

k=0 

After rounding the reconstructed coordinates to the nearest pixel, it is important to 
note that if N' > N , Sg will occasionally have repeated values representing the same 
pixel location. If the goal is to reconstruct images from the FDs, then this is not a 
problem; however, if the points are to be processed by an algorithm that assigns 
weights to each point, such as iterative closest point (ICP), the duplicated points 
should be removed to avoid improper bias. In our case, we are reconstructing images, 
so we assign a large value to N' , ensuring that no gaps occur in the reconstructed 
contour. 
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2.3 Shape Model Representation and Construction 

Each femur model is composed of M contour slices parallel to the axial plane and 
stacked in the z-direction (Fig. 2), where the previously defined z-axis is normal to the 
axial plane. Each of the M contours is described by Q FDs (in our case, Q = 32), 
which are complex pairs as prescribed by equations 1 and 2. A contour is represented 
by a single vector formed by concatenating the real and imaginary parts of the Q ED 
coefficients that represent it. The model vector m is then formed by concatenating the 
M contour vectors to form a vector of length n = 2QM. The multiple of 2 is due to the 
real and imaginary part of each ED. The vector formation is illustrated in Fig. 3. 




Fig. 2. Model of the distal femur demonstrating the sliee strueture. Note that the sliees shown 
are a seleet few of the total number of sliees 



For a set of T models, mi, m 2 , . . . , m^, the ^ x 1 mean vector, m , is calculated by, 

1 ^ 

^ = • ( 5 ) 

^ i=\ 

The modes of variation among the training models are determined by a PC A. First, 
the mean model vector, m, is subtracted from each m., forming a deviation matrix 
whose columns are the deviation vectors, 

dm. = m . - m • (6) 

The PCA is computed using an eigendecomposition of the x ^ covariance matrix 
formed from the deviation matrix, dm. The resulting orthonormal eigenvectors, 
correspond to eigenvalues, Xk. Arranging the eigenvalues in descending order and 
reordering the eigenvectors accordingly, we can determine the eigenvectors that 
account for the most significant variance. 

Any shape instance in the training set can be represented by the mean model and a 
linear combination of the eigenvectors [8]. Typically, a model can be accurately 
described by t < T eigenvectors, or principal components (PCs), corresponding to the 
t largest eigenvalues. As Cootes et al [9] and Hutton et al [10] point out, the PCs 
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Fig. 3. Model veetor formation. The upper veetor shows a single image represented as Q FDs; 
the lower veetor represents a single model, m as M sets of FDs. Note that m is shown 
transposed 



representing 98% of the variance should be sufficient to capture the shape of 
anatomical models, while the remaining 2% is considered noise. A model is then 
approximated as, 



m = m+J^b.p., (7) 

i=\ 

where bi is the coefficient multiplying the PC. The orthonormal column vectors, pi 
form the principal basis, or shape space of the model. Thus, our representation of the 
statistical model consists of the mean model vector and the vectors corresponding to 
the first t PCs. Section 3 will provide more insight into the effects of model reduction. 

2.4 3D Image Segmentation 

A 3D image volume that is not included in the training set can be segmented by 
iteratively deforming the FD statistical model until it closely matches the correct 
features in the 3D image set. The statistical model ensures a segmentation consistent 
with the training models. Prior to segmentation, the new image set must be registered 
to the coordinate frame described in section 2.1. Note that only three points must be 
manually selected for registration; the Fourier descriptor representation provides the 
feature correspondences required for the PCA. A search for the optimal solution 
occurs as separate local and global optimizations; a local search (unconstrained by the 
statistical model) is performed independently on each image using an active contours 
algorithm, and a global search takes the form of a projection of the active contours 
solution onto the principal basis of the statistical model. Since the two searches are 
forced to intersect occasionally, the constraints from both optimization functions are 
imposed. The approach is outlined in Algorithm 1 . 
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Most previous work in this area involves minimizing a global objective function 
that combines terms driven by the image data and terms driven by the prior shape 
information. This approach will often result in a solution that is not the true global 
minimum, but a spurious local minimum. Our algorithm also accounts for the case 
where the optimal solution may not actually occur at a minimum, either local or 
global. For instance, if a dataset outside of the training set is segmented, the optimal 
solution will most likely fall slightly beyond the shape space defined by the PCs. By 
separating the search spaces, we can find solutions that the combined optimization 
cannot find. 



Algorithm 1. Segmentation procedure 



1) Initialize active contours (see Local Search) based on the mean model, m 

2) Allow active contours to deform independently on each image for h 
iterations 

3) Convert active contours to Fourier descriptors 

4) Project FDs onto principal basis 

5) Form a new model from projected FDs 

6) Check equation 8 for convergence (see below) 

a) if A < threshold, repeat steps 2 and 3 only 

b) if A > threshold, repeat steps 2-6 with new model in step 5 as new 
initialization for active contours 

The alternating process of active contour deformation and shape space projection 
continues until the following convergence function reaches some empirical threshold, 

^ = forn>l, (8) 

i=\ 

where A represents the change in the model parameters from one iteration to the next. 
When this squared sum is less than the specified threshold, the model is assumed to 
have converged on a shape space solution. An additional optimization of the active 
contours is performed after this convergence. 

Local Search 

The local search for a solution occurs in the individual 2D image spaces in the form 
of active contours, or snakes. Active contours, originally developed by Kass et al [4] 
employ an energy minimization approach to detect features in images such as lines 
and edges. The technique typically works best with images that have clearly defined 
edges with minimal noise; otherwise a good initialization is required for an active 
contour to converge on an acceptable solution. In the case of shape modeling, we 
have a good initialization provided by the model information from the previous 
iteration, provided by steps I or 6b in Algorithm I . The active contour is constructed 
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as a spline, parametrically defined as v(r) = [x(r), y(r)], where x(r) andy(r) are the x 
and y positions, in pixel coordinates, of the nodes of the contour to be optimized. As 
in [4, 11], the energy of the spline can be represented as, 

^. = |’[^,(v(r)) + ^,(v(r))]j5, (9) 

where Ei and are the internal and external spline energies respectively. Ei can be 
expanded as. 



+^iv''wr] ’ (10) 

where the first order term is analogous to elasticity between the nodes and the second 
order term controls rigidity of the spline. The coefficients a and (3 are used to control 
the extent to which each term constrains the deformation of the contour. E^ represents 
the effect on the energy functional of the image gradient, computed as, 

E^=-\VI{x,yf , (11) 

where V/ is the image gradient computed via a Sobel operator. The combined 
internal and external energies tend to drive the contour toward the image gradients, 
while maintaining control over the shape of the contour. 

Global Search 

The global search for a solution occurs in the principal space by computing the 
parameters bi in equation 7 by projecting the FDs from step 3 in Algorithm 1 onto the 
principal basis. This has the effect of constraining the active contours solution to be in 
the shape space, thus from one iteration to the next, the local solution is projected into 
shape space to find a global solution. After several iterations, the parameters bi will 
vary negligibly, indicating that a global solution has been found. As previously 
discussed, this may not represent the optimal solution since the actual solution likely 
falls slightly beyond the shape space. With this optimal global solution as an 
initialization for one final local optimization, ie. an additional active contours 
adjustment, a solution that is close to the shape space, but optimized to fit the 3D 
image information can be found. 



3 Results 

In order to verify the ability of our modeling and segmentation techniques to extract 
anatomical features from medical images, we performed experiments with the 19 CT 
and MRI datasets. The datasets are each segmented manually and the resulting binary 
images are transformed and resampled as described in section 2.1. For testing 
purposes we sample the image volumes to a voxel size of 0.75 x 0.75 x 3.00 mm, 
resulting in 40 images spanning the distal 120 mm of the femur. The original 
grayscale images are transformed and resampled by the same transformation as the 
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binary images so that subsequent model-based segmentations will be performed in the 
model domain. 

Each of the 19 image sets is autonomously segmented according to Algorithm 1 
with a model defined via a leave-one-out approach (see e.g., [12]), where the 
remaining 18 manual segmentations are used as training shapes. To illustrate the 
effect of the number of principal components on model-based segmentation, each of 
the 19 image sets is segmented multiple times, each time with a shape model defined 
by the remaining 18 datasets with a varying number of PCs {t = 1, 2, ... , 18). This 
results in 19*18 = 342 total segmentations of the 19 datasets. 

We compare the autonomous model-based segmentation results (actual results) to 
the manual segmentation results (expected results) to obtain a measure of the quality 
of the segmentation. This comparison is performed in the 3D image domain by 
computing the shortest 3D Euclidean distance between the two voxel “surfaces” for 
each voxel on the autonomously segmented set. For each of the 342 segmentations, 
we obtain a mean separation distance and a maximum, or worst case, distance. 
Ideally, these distances are zero for a perfect fit, assuming that the solution we seek is 
the same as the manual segmentation. 

Two experiments are performed to verify that the iterative optimization with a 
final local optimization provides a better final result than a solution constrained to be 
fully within the shape space. Figs. 4 and 5 show, respectively, the mean and 
maximum distance averaged over all segmentations as a function of the number of 
PCs in the statistical model. The two curves in each plot represent the different final 
optimizations, one for the locally optimized solution and one for the shape space 
constrained solution. 

In section 2.3, we noted that a model should capture approximately 98% of the 
variance in the training model data. Fig. 6 shows the cumulative variance as a 
function of the number of PCs for a typical model. The cumulative variance for the 
distal femur model approaches 98% at approximately 1 1 PCs. 

The mean separation distance graphically shown in Fig. 4 demonstrates that an 
increase in the number of PCs yields an autonomous segmentation solution closer to 
the manual segmentation. Additionally, the final active contours adjustment pushes 
the mean distance between the expected surface and the actual surface to 
approximately half of the mean distance found by constraining the solution to be fully 
within the shape space. We can see the same trend for the maximum separation. Note 
that the mean distance levels off between 1 1 and 12 PCs, indicating that an increase in 
the number of PCs beyond 1 1 or 12 may not improve the segmentation. 

Our best mean and maximum distance measures compare well to the best values 
presented in [3] and are summarized in Table 1. In fact, our best mean value is five 
times less than the best reported value by Kaus et al [3]. We must note that [3] does 
not solve a segmentation problem, rather they are fitting a triangular mesh to 
manually segmented noiseless binary 3D images to form a unique surface model. Our 
method is applied to segment noisy 3D medical images and compare the results to a 
manual segmentation of the same sets. Their measure of deviation between the 
autonomously adjusted mesh (vertices) and the manually segmented binary 3D 
images (voxels) is similar to our measure of deviation between the autonomously and 
manually segmented 3D images (voxel to voxel), thus a comparison to their results is 
valid. 
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Fig. 4. Mean separation distanee between autonomously segmented 3D image volumes and 
eorresponding manually segmented volume. The solid line represents the solution where the 
aetive eontours are adjusted after the final shape spaee projeetion; the dashed line is the 
solution resulting from the final shape spaee projeetion 




Fig. 5. Maximum separation distanee between autonomously segmented 3D image volumes 
and eorresponding manually segmented volume. The solid line represents the solution where 
the aetive eontours are adjusted after the final shape spaee projeetion; the dashed line is the 
solution resulting from the final shape spaee projeetion 
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Number of principal components 



Fig. 6. Average cumulative variance as a function of the number of principal components 



Table 1. Comparison of results with Kaus et al. Value in parenthesis is the lowest number of 
PCs at which the value occurs 





max Euclidean distance (mm) 


mean Euclidean distance (mm) 


Our results 


3.35 (13) 


0.28 (12) 


Kaus et al. 


~ 4.50 (20) 


~ 1.40 (20) 



4 Conclusion and Future Work 

The described experiments have demonstrated that our model building method 
accurately and compactly captures the shape of the distal femur and our segmentation 
procedure successfully segments new datasets (Fig. 7). A comparison of our results to 
previously published values indicates that our segmentation method is accurate. With 
only 12 PCs we were able to segment a 3D image volume with an average deviation 
of only 0.28 mm, a deviation of less than a voxel in most 3D medical images. 

Future work in this area will involve extending the size of the training set for more 
thorough testing and to explore a potential correlation between the number of training 
models and the number of PCs required to capture the statistics of the distal femur. 
Additional work will also include modeling more complex structures, including soft 
tissue. 
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Fig. 7. Segmentation result. Initial mean model (left) and final, autonomously segmented 
model (right) 
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Abstract. A supervised method is presented for the detection and seg- 
mentation of ribs in computed tomography (ct) data. In a first stage 
primitives are extracted that represent parts of the centerlines of elon- 
gated structures. Each primitive is characterized by a number of features 
computed from local image structure. Eor a number of training cases, the 
primitives are labeled by a human observer into two classes (rib vs. non- 
rib). This data is used to train a classifier. Now, primitives obtained from 
any image can be labeled automatically. In a final stage the primitives 
classified as ribs are used to initialize a seeded region growing process to 
obtain the complete rib cage. 

The method has been tested on 20 images. Of the primitives, 96.9% is 
classified correctly. The results of the final segmentation are satisfactory. 



1 Introduction 

The latest generation of CT-scanners produces data with slice thickness and slice 
gaps of size similar to the in plane resolution. As a consequence, radiologists are 
at risk of being overwhelmed by the amount of data they have to examine. To 
overcome this problem computerized postprocessing methods are being devel- 
oped. In [1] numerous examples are given, of which automated rib segmentation 
is one. The ribs are always depicted in chest CT, so they should be reported on. 
In practice, rib anomalies and fractures are frequently missed [2]. Therefore, we 
focus in this paper on the segmentation of ribs in CT-images of the thorax. Au- 
tomated rib segmentation can be used for effective visualizations of the rib cage. 
It is also a first step for computerized detection of bone abnormalities. And, the 
segmented ribs can act as reference objects to segment other structures. 

The method consists of the following steps. First, as ribs appear as bright 
elongated structures in CT-images, a technique is developed to extract ID ridges 
(centerlines) in 3D data. Then, the ridge pixels are grouped together based on 
similarity measures to form straight line elements. The straight line elements 
form primitives on which the supervised part of the algorithm is based. For 
every primitive a set of features is computed, based on the local image structure 
around the primitive. 

To construct a training set, a human observer divided the primitives of twenty 
images into ribs and non-ribs, so that every feature vector can be labeled accord- 
ing to its corresponding class. With the training set a A;NN-classifier is trained, 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 193-204, 2004. 
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that is used to classify the primitives obtained from other images. Finally, the 
primitives classified as rib are used as initialization for a seeded region growing 
process in the image to segment the rib cage. 

Several methods have been implemented that can be used to segment the 
rib cage, or, more generally, segment elongated structures in CT data. None of 
these methods is completely automatic. In [3,4] centerlines are extracted from 
which the widths of the objects are estimated. In [5] a tracking algorithm is 
described, that proceeds from one 2D slice to the next. The method uses seeded 
region growing, for which the seeds must be supplied manually. The work in [6] 
is based on 3D region growing using locally adaptive thresholds. Segmentation 
based on watersheds [7] is another interesting approach. 

This paper is organized as follows. In Section 2 our method is described in 
detail. Section 3 discusses the images that are used. Results are presented in 
Section 4. The paper ends with a discussion in Section 5. 

2 Method 

Because ribs are elongated structures, we develop a method to extract their 
centerlines. The intensity values of CT data are related to the density of the 
imaged tissue. Therefore, as a first step, the image is thresholded to obtain the 
bone structures. Next the thresholded (and now binary) image is blurred with a 
Gaussian kernel. As a result, there will be a local maximum at the centerline in 
the plane perpendicular to the rib, see Fig. 1. In the blurred image the centerlines 
are extracted as described in the following subsection. 




(a) 



(b) 



Fig. 1. (a) An elongated structure in 3D. Along the planes perpendicular to its 
centerline (subdimensional) maxima are found, (b) Image intensities in a plane 
perpendicular to the centerline. 



2.1 Ridge Detection in 3D 

To detect the local maximum in the (2D) plane perpendicular to the centerline, 
we must first estimate the direction of the plane at every voxel. For this purpose 
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the eigenvectors i G {1,2,3} of the Hessian matrix H can be used. The 
Hessian matrix is given by 



H = 




Ixy 

^yy 

Izy 




( 1 ) 



where lij, G {x^y^z} represents the second order derivative of the intensity 
with respect to the coordinates. The derivatives are taken in the scale space 
sense, i.e. 

lij = = [ I{x)Gij{x-x';a)dx' , (2) 

with X = (x, y, a the scale and 




the Gaussian kernel. For more information on scale space the reader is referred 
to [ 8 ] and references therein. 

It is assumed that the are ordered in decreasing magnitude of their cor- 
responding eigenvalues A^, i.e. |Ai| > IA 2 I > jAsj. The eigenvectors point in the 
principal directions of the intensity curvature, i.e. vi points in the direction of 
largest curvature and V 3 in the direction of smallest curvature. The vector V 2 is 
perpendicular to the other two vectors. The plane we are looking for is defined 
by the first two eigenvectors of H. Now, the detection of the ID ridges boils down 
to checking at every voxel whether there is a local maximum of the intensity in 
the plane defined by vi and V 2 . Note that the vector V 3 is tangential to the ridge. 

The detection of the maximum in the 2 D plane is done as follows. Around 
the voxel x, the circle 



c(6>) = X + p(vi cos 6 > + V 2 sin 6 >) , 6>g[0,27t) , 

is defined, with p the radius of the circle. The image has a point on a ID ridge if 
/(x) - /(c((9)) > 0 , for all 0 . 

Of course, in the mathematical continuous world, the limit of p towards zero 
would be taken. On the discrete image lattice, a choice of p = 1.0 voxel seems 
natural. Furthermore, the polar angle 0 must be discretized. In this paper we 
have chosen to use 8 different angles, corresponding to an eight-connected neigh- 
borhood in 2 D images. Finally, note that in general c{0) will fall in between 
gridpoints. To evaluate I at those points, linear interpolation has been used. 



2.2 Convex Sets 

The next step is the construction of line elements from the set of ID ridges. A 
local grouping process is used that takes into account the local orientation of the 




196 



J. Staal, B. van Ginneken, and M.A. Viergever 




Fig. 2. The dark curved lines are two ridges. The diameter of the disk is 6c. Vg 
is the eigenvector belonging to a grouped pixel, vi and V 2 are the eigenvectors 
of still ungrouped pixels. The vectors ri and r 2 are unit vectors pointing from 
the grouped pixels to the ungrouped pixels. The pixel that belongs to the same 
ridge will be added to the group, because it satisfies the conditions in (3)- (5). 
The pixel on the parallel ridge does not satisfy condition (5) and will not be 
grouped. 



ridge. The idea is to investigate the local neighborhood around a ridge voxel and 
to add those ridge voxels in the neighborhood that adhere to some conditions. 
The first condition is that the candidate ridge voxel at Xc is in the neighborhood 
of the seed voxel Xg 

||Xc - Xsll < £c , (3) 

where € [0, oo) is the connectivity radius. The size of the radius determines 
the size of small gaps that can be closed. A second test investigates the similarity 
of the local orientation 

|V3,c • V3,s| > Co , (4) 

with £o £ [0, 1] a threshold that determines the orientation sensitivity. A higher 
threshold means stricter selectivity. Finally, it could happen that a candidate 
ridge voxel obeys the connectivity and orientation demands, but that it is located 
on a parallel ridge (see Fig. 2 as well). To prevent this, a final test is applied. 
The unit vector r that points from Xc to Xg is compared to the local orientation 
vector at the seed 

|f • V3,s| > £p . (5) 

The threshold Cp € [0, 1] sets the parallellity sensitivity. Again, higher threshold 
means stricter selectivity. The sets that are found with these constraints are 
coined (affine) convex sets. Convex, because they approximate straight lines (the 
only ID convex sets in 3D) and afhne because Euclidean distance is replaced with 
geodesic distance (i.e. distance along the set). 

In this work, Cc = 5.0, Cq = 0.9 and 6p = 0.9 have been used. Furthermore, a 
threshold can be set on the maximum size of a convex set; here a maximum of 
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Cm = 20 voxels is used. Figure 3 shows a visualization of the convex sets of one 
of the test datasets. 

2.3 Feature Extraction, Feature Selection, and Rib Classification 

From Fig. 3 it is clear that the convex sets that belong to the ribs are a subset of 
all the detected convex sets. In this subsection it is shown how a /cNN-classifier 
can be used to divide the rib convex sets from the non-rib convex sets. 

A classifier maps a feature vector extracted from the subject under investi- 
gation to class numbers or to a vector of probabilities, where each element in 
the vector represents a class. The mapping must be learned from example data. 
The learning for a A;NN-classifier is trivial, because a A;NN-classifier just stores its 
training samples. A sample that must be classified is compared to the k nearest 
neighbors in feature space and the probability that the sample belongs to class 
i is approximated by [9] 

Pi = ^ , ( 6 ) 

where rii is the number of neighbors that have class number equal to i. There 
exist optimized implementations for A;NN-classifiers and the one used in this 
paper can be found in [10]. 

In our case the input for the classifier is a vector with representative features 
of a convex set and its output the chance that the input belongs to the class rib. 
The feature vector has been built from information on the local image structure 
around every convex set. For every voxel belonging to a convex set, the im- 
age derivatives upto and including second order have been computed at various 
scales, using Gaussian derivatives (cf. eq. (2)). The feature vector of a convex set 
consists of the mean of the feature vectors for every voxel in that convex set. We 
used 4 scales (a = 1.0, 2.0, 4.0 and 8.0 voxels), resulting in 4 x (1 + 3 + 6) = 40 
features. Furthermore, because A;NN-classifiers are sensitive to scaling of the fea- 
tures, each feature has been linearly transformed to zero mean and unit variance. 
This transformation is deduced from the training data. 

Beforehand, it is unknown which features produce good results and which 
features deteriorate the classification process. A means to determine the appro- 
priate features is to conduct feature selection [9] . But before feature selection is 
discussed, a measure for good results must be defined. 

Because the A;NN-classifier can give as output a posterior probability, we have 
chosen to quantify the results of the classification process with ROC-curves [11]. 
An ROC-curve plots the fraction of pixels that is falsely classified as vessel against 
the fraction that is correctly classified as vessel. The fractions are determined by 
setting a threshold tp on the posterior probability. The closer a curve approaches 
the top left corner, the better the performance of the system. A single measure 
to quantify this behavior is the area under the curve, which is 1 for a perfect 
system. A system that makes random classifications has an ROC-curve that is a 
straight line through the origin with slope 1 and Az = 0.5. 

The feature selection method that has been applied is sequential forward 
selection [12]. This algorithm starts with a null feature set and, for each step. 
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Fig. 3. Two views of the convex sets of a CT-scan of the thorax. Every set has 
its own color. Not only the centerlines of the ribs are detected, but also parts 
of the aorta, some other vessels, the spine, the shoulder blades, the lower jaw 
and some other bone structure. The vessel structure is detected because in this 
particular scan the patient was administered an intravenous contrast agent. 
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the best feature according to some criterion function is included with the current 
feature set. In this work, Az is taken as the criterion function. If a feature 
is included, the performance of the current set of features is stored. After all 
features have been included, the subset that gives the best overall performance 
is chosen. 

After training and feature selection, new data can be classified. However, 
since the output of the classifier is a probability, we must set a threshold to get 
a hard classification in rib and non-rib. In the ideal situation, the choice would 
be tp = 0.5, however, it is observed from our experiments that another threshold 
might give higher accuracy, where the accuracy is defined as the ratio of the 
number of correctly classified convex sets (both rib and non-rib) divided by the 
total number of convex sets. For every tp that is set for producing the ROC-curve, 
the accuracy can also be computed. Therefore, we have chosen to estimate the 
optimal threshold tp^opt from the training set. 



2.4 Seeded Region Growing 

After classification of the convex sets, the centerlines of the ribs have been es- 
timated, and as a final step they are used to start a seeded region growing 
algorithm as described in [13]. At the start of the algorithm, the mean gray val- 
ues of the image per convex set are computed. Then a list is initialized to which 
all the neighboring voxels of all convex sets are added. The voxel in this list that 
has the smallest difference in gray value as compared to the mean of its neigh- 
boring convex set is removed from the list and added to the convex set. Next, 
the mean of the convex set is updated and the neighbors of the added voxel, 
if not already present, are added to the list of boundary voxels. The algorithm 
continues until the list of boundary voxels is empty. To circumvent leaking in 
non bone structures, only voxels above a gray level threshold tb and and closer 
than a distance dmax to the centerline are added to the boundary list. 

The ribs may leak into bone structures that are not rib. For that reason the 
region growing is done on all convex sets, including the non-rib sets. 

3 Material 

In this study, 40 CT-scans of the thorax of different patients were used. The set 
contained both normal cases and pathology. The scans were randomly divided 
in two sets of 20 images so that a training set and a test set could be formed. 
The image sizes range from 512 x 512 x 407 to 512 x 512 x 706 voxels. Such high 
resolution is not needed for the detection of the centerlines of the ribs. Therefore, 
all images were downsampled with a factor 2 in all directions, resulting in sizes 
of 256 X 256 x 203 to 256 x 256 x 353 voxels. 

The images are thresholded at a Hounsfield unit of 1100 and blurred with a 
Gaussian of a = 2.0 voxels. The blurred images are used for the ridge detection, 
followed by the convex sets formation. In the training set 9,455 convex sets were 
found, in the test set 10,016. Manual labeling was done by clicking in a 3D 
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Fig. 4. The ROC“Ciirv6 for the tost set. A 2 ; — 0.988 and the accuracy for tp^opt — 
0.6 is 0.961. The point at the ROC-curve for this threshold is marked with a dot. 



visualization like the one in Fig. 3. The observer had the opportunity to view 
slices of the original CT-scan together with the convex set. In the training set 
3,290 convex sets were labeled as rib (35%), in the test set this number is 3,208 
(32%). 

The final seeded region growing has been applied on the full size images. 



Table 1. Confusion matrix for the convex sets in the test set consisting of 20 
scans for tp^opt = 0.6. 





gold standard 




rib non- rib 


total 


computer 


rib 

non-rib 


3061 (30.6%) 248 (2.4%) 
147 (1.5%) 6560 (65.5%) 


3309 (33.0%) 
6707 (67.0%) 




total 


3208 (32.1%) 6808 (67.9%) 


10016 



4 Results 

4.1 Feature Selection 

For the feature selection the training set is divided in two sets, one for training 
the classifier, the other for measuring the performance. Optimal classification 
was found for a feature set consisting of 25 features. The A;NN-classifier was used 
with k = 21 nearest neighbors. The value of Az for the determined set of features 
is 0.996. The optimal threshold is tp^opt = 0.6, at which the accuracy is 0.969. 
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Fig. 5. The convex sets that are classified as rib for two datasets. The upper 
image contains the classified ribs of Fig. 3. Note that a few errors are made 
in the upper image. Some convex sets that are part of the sternum have been 
incorrectly classified. Note also the abnormalities in the 6th and 7th left rib (rib 
number 1 is not present in the scan). In the lower image one convex set that is 
near the throat and one that belongs to the shoulder blade have been incorrectly 
classified. 
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4.2 Classification 

The results of the feature selection are biased, because the optimal features were 
determined for the subdivided training set. An independent classification was 
performed with the selected features on the convex sets of the test set with a 
A;NN-classifier trained on the training set. The ROC-curve is shown in Fig. 4. The 
area under the curve is Az = 0.988, the accuracy at tp^opt is 0.961. Figure 5 
shows two example cases. In Table 1 the confusion matrix is given. 



4.3 Seeded Region Growing 

The final step in the segmentation algorithm is the seeded region growing. As 
a lower threshold a value of tb = 1100 Hounsfield units is used. The maximum 
distance a voxel is allowed to be away from a convex set is set to dmax = 40 
voxels. In Fig. 6 the surface renderings of the ribs from Fig. 5 are shown. 

5 Discussion 

In this paper a method has been presented for the segmentation of ribs based 
on classification of properly chosen image primitives. The primitives give a more 
global description of the data than the voxels do. For example, the CT-scans in 
this paper contain about 10^ voxels, opposed to 500 convex sets on average. As 
a consequence, the size of the problem is reduced enormously. 

Another advantage of the convex sets is that the construction of a large 
training set is possible, on average 160 convex sets had to be clicked per image. 
Manually labeling the convex set of one image takes about 5 minutes. 

We have fixed the maximum size of the convex sets to be = 20 voxels. If 
em is made smaller the number of convex sets that has to be classified increases. 
If it is made larger, centerlines which belong to rib and other structures will 
merge. So, clearly there is a tradeoff. 

In certain images, the centerlines of some of the vessels are detected by the 
convex sets because the patient was administered an intravenous contrast agent. 
However, the use of a classifier enables the discrimination between vessels and 
ribs. 

The method’s computation time is in the order of a few minutes. Computing 
the features for an image takes about 1 minute, the detection and classification 
of the convex sets about 2.5 minutes and the region growing about 3 minutes. 
All computations were done on a PC with an AMD Athlon XP 1800+ processor 
and 1 GB memory. The code used for this algorithm has not been optimized. 

Despite small errors, the results are satisfying. Some of the errors are at the 
end of the ribs, as can be observed from Figs. 5 and 6, where the region growing 
leaks sometimes into the sternum or into the spine. A postprocessing step will 
be able to improve the results. Also, some convex sets are disconnected from the 
rib case and incorrectly classified as rib. A connectivity test should be able to 
remove those parts that are not connected. 
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Fig. 6. Result of the seeded region growing on the convex sets of Fig. 5. In the 
upper image a few sets have grown into the sternum. Near the second left rib a 
part of the first rib (that is not completely scanned) has been found. The third 
and fourth rib have been connected via the sternum. In the lower image a convex 
set has grown into the spine. Another convex set near the throat was incorrectly 
classified. 
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At this moment an evaluation of the quality of the final segmentation is lack- 
ing. Manual segmentation of the complete rib cage in all the datasets seems not 
feasible in a fair amount of time. One option is to ask radiologists to qualitively 
rate the results, another is to compare the automatic segmentation with an in- 
teractive segmentation result. The methods described in [6] and [7] could be used 
for this purpose. 

A further segmentation of the convex sets into labeled ribs (i.e. all convex 
sets belonging to a specific rib number) is currently under investigation. It is 
expected that such a scheme can reduce the number of false positives and false 
negatives as well. 
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Abstract. A novel method allowing simplified and efficient active sur- 
face initialization for 3D images segmentation is presented. Our method 
allows to initialize an active surface through simple objects like points 
and curves and ensures that the further evolution of the active object 
will not be trapped by unwanted local minima. Our approach is based 
on minimal paths that integrate the information coming from the user 
given curves and from the image volume. The minimal paths build a 
network representing a first approximation of the initialization surface. 
An interpolation method is then used to build a mesh or an implicit 
representation based on the information retrieved from the network of 
paths. From this initialization, an active surface converges quickly to the 
expected solution. Our paper describes a fast construction obtained by 
exploiting the Fast Marching algorithm. The algorithm has been success- 
fully applied to synthetic images and 3D medical images. 



1 Introduction 

Since their introduction by Kass et al. in [7], deformable models have been 
extensively used to find single and multiple objects in 2D and 3D images. The 
common use of these models consists in introducing an initial object in the image 
and transforming it until it reaches a wanted target. In most applications, the 
evolution of the object is done in order to minimize an energy attached to the 
image data until a steady state is reached. One of the main drawbacks of this 
approach is that it suffers from local minima Traps’. This happens when the 
steady state reached by the active object does not correspond with the target 
but with another local minimum. This is why, when considering the problem of 
a single object segmentation in real 3D images, the initialization of the active 
object is a major issue: if the initial position of the active object is too far from 
the target, local minima can block the evolution, hence missing the objective. 
Since the publication of [7], much work has been done in order to free the model 
from this initialization dependency. A balloon force was early proposed in [5] 
to cope with the shrinking problem of the first model, but this force supposed 
a known direction in the evolution. Geodesic active objects [2, 3] were then 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 205-217, 2004. 
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a major step toward the improvement of the energy term, but still did not 
guarantee the uniqueness of a minimum in the general case. The introduction 
of region dependent energies [11] and the use of the level set technique [10, 9] 
that allows topological changes of the active model, contributed to create a 
more robust framework. Nonetheless, when dealing with 3D images and when 
looking for a precise object (like the left ventricle in 3D ultrasound images) the 
initialization of the model still is a fundamental step that is often made by simple 
geometric objects (spheres, cylinders) too far from the objective, or by tedious 
hand drawing. 

The main contribution of our work is to provide an initialization surface that 
will allow the active object to avoid unwanted local minima and increase its 
convergence speed. This surface will be obtained through the interpolation of 
a network of 3D global minimal paths that will be generated between simple 
objects like points or curves introduced by the user and known to belong to the 
object of interest. 

Our paper outline is as follows: we begin in section 2 by recalling the principles 
of geodesic active contours and surfaces as well as the global minimal paths 
framework. In section 3 we explain how minimal paths can be used to build a 
network of paths that is not concerned by the problem of local minima traps. 
In section 4 we present an improvement of the network construction where we 
project the minimal paths into suitable subspaces. In section 5 we give the final 
step of our algorithm which is the generation of the initialization surface from 
the network of paths. At last, in section 6 we show some examples on synthetic 
images and real medical images. 

2 Active Surfaces and Minimal Paths 

Active surfaces as well as minimal paths derived from deformable models intro- 
duced with the snake model [7]. This model consists in introducing a curve C 
into the image and make it evolve in order to minimize the energy, 

E{C) = I {a.\\C'is)\\+l3.\\C"{s)\\ds} + j V{C{s))ds. (1) 

The two first terms maintain the regularity of the curve and the last one is the 
data attachment. V represents an edge detector that has lower values on edges, 
for example if / is the image, a choice can be V = (1 + |V/|^)“^. 

Caselles et al improved the energy formulation in [2, 3] by introducing the 
geodesic active contour model and its surface extension. In their approach the 
evolution of the initial curve Co or surface So was driven by the minimization of 
the geodesic energy 



EiC) = JviCis))\\C'{s)\\ds, (2) 

E{S) = j j V{S{u,v)) ||<S„ X 5„|| dudv (3) 
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Even though these models are only edge-driven most of the current approaches 
that integrates other informations (region, texture, a priori) are actually exten- 
sions. This is why in this paper we will concentrate on this models. 

The most popular approach for solving the minimization problem is to con- 
sider the Euler-Lagrange equations for (2) and (3) (first variation of the energy) 
and derive from it the corresponding gradient descent schemes that will drive 
the model in the direction of steepest descent : 

dC 

— = {Vk — W.n) n with C(., 0) = Co, (4) 

at 

dS 

= (VH- W.N) N with 5(., ., 0) = 5o, (5) 

at 

where H and k are respectively the mean curvature of the surface and the 
curvature of the curve. N and n are their outward normals. 

However, in next section we recall a method introduced in [6] that allows to 
find the global minimum for the contour energy (2) when imposing the two 
end points and that does not use the evolution equation 4. Unfortunately such 
a method is not available for surfaces, we thus have to deal with the steepest 
gradient descent. The choice of Sq will then have a major impact on how well 
and how fast the model will recover the expected surface. In our approach to 
build a convenient So we made extensive use of the possibility to find the global 
minimum of the geodesic energy for curves. 



2.1 Global Minimal Paths Between Two End Points 

It was established in [8] that the global minimal path connecting po and pi is 
the curve obtained by following the opposite gradient direction on a map Up^ 
starting from pi until po is reached, thus solving the problem: 

^( 5 ) = — with C(0) = Pi and C(L) =po- (6) 

It was also shown in [8] that the map Up^ is the solution of the Eikonal equation 

\\WpJ=V ^ndUpM = 0. (7) 

Equation 6 can be numerically solved by simple ordinary differential equations 
techniques like Newton’s or Runge-Kutta’s. Hence, the fundamental point is the 
computation of the minimal action map Up^. To solve equation 7 numerically, 
classic finite differences schemes tend to be unstable. In [14] Tsitsiklis introduced 
a new method that was independently reformulated by Sethian in [12] that relies 
on a one-sided derivative looking in the up- wind direction of the front, and giv- 
ing the correct viscosity solution. This algorithm is known as the Fast Marching 
algorithm and is now widely used and understood, details can be found in [13]. 
Nevertheless it is important to highlight the major interest of this algorithm. 
After a simple initialization oilAp^ over the grid domain, setting Upq{pq) = 0 and 
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^Poip) — ^ other point p, only one grid pass is needed, and by using 

min-heap data structure, an 0 {N \og{N)) complexity can be ensured on a grid 
of N nodes for the computation of Up^ . 

To summarize, we are able, by imposing the two end points, to build a 3 D 
global minimum path for the geodesic energy. On the other hand, an active 
surface’s goal is to locate a local minimum of energy ( 3 ) that agrees with some 
user’s criteria. The problem is that during the evolution process the surface can 
be trapped by other local minima. 

In our work we have used the global minimum property of the paths to generate 
an initial surface So from points and/or curves drawn by the user. 

3 First Approximation of the Initial Surface So 

In order to determine a first approximation of So we propose to build a net- 
work of global minimal paths between a curve (henceforth noted Ci) and a point 
(henceforth noted p) or other curves (henceforth noted C2, C3 and so on). Clearly, 
when building a minimal path network between Ci and p, one will compute only 
one action map (noted Up as in previous section) centered in p and the network 
will be built by gradient descents from the points of a discretized version of Ci . 
Which yields in this way a very numerically efficient algorithm. Figure l.a and 




Fig. 1. (a) Set of Minimal Paths between a point and a curve lying on a cylinder, 
(b) The paths are minimal with respect to a potential that takes small values 
on the boundaries of the cylinder, (c) is the original vase surface, (d) is the set 
of Minimal Paths between two curves lying on a synthetic image of this vase. 
The paths are minimal with respect to a potential that takes small values on the 
vase’s boundaries. 



l.b give an example of this construction. From a closed cylinder synthetic image, 
we generated minimal paths between a point in the upper part of the cylinder 
and a circle drawn on the opposite side. 

When it comes to building a set of minimal paths between two curves, an exten- 
sion of this approach has to be considered. In the general situation we do not 
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want to associate all the points of Ci with all the points of C 2 , first because this 
would be too computationally expensive (at least N actions maps to build and 
N xN gradient descents, if N is the number of points of the discretized versions 
of Cl and C 2 ), and second because we are only interested in the most relevant 
associations. This is why we introduced in [1] a way to compute the optimal 
path between a curve and a single point. In [1] we showed that this problem can 
also be solved by applying the Fast Marching algorithm to solve the equation 
\\VUci II = initializing Uc^ by Uc^{q) = 0 if g G Ci and Uc^{q) = 00 otherwise. 
And the minimal path is obtained by a gradient descent initialized on p, just 
like in equation (6). 

Consider now a discretized version of C 2 containing U 2 points 

each and every point we build the minimal path between this point and Ci, 

thus generating a set of minimal paths from Ci to C 2 , \ \ 

f J i=l...U2 

An illustration of this construction is given in figure l.d, a potential adapted to 
finding the surface of a vase is used and the network is built between two curves 
drawn on it. 

It is important to see that the construction of the network of paths is not sym- 
metric. The set of paths \ > is different from its homologue the set 

I J i=l...n 2 

\ Qi^ \ • One can use this feature to generate a more dense set of paths 

and thus contributing to the generation of an interpolated surface Sq. 

In practice, this scheme produces well-behaved paths which provide enough in- 
formation for the construction of an interpolated surface So (Figures l.a, l.c and 
3. a). Unfortunately in some particular situations it is not the case. In fact, even 
though the number of paths can be controlled by the number of discretization 
points on each curve, in some images, this will not improve the information one 
can extract from the network because minimal paths tend to merge (see Figure 
2.b). This not only further complicates the problem of interpolation but if a 
surface is generated it is usually not the surface expected. 

In order to cope with this problem we propose a simple method to constrain the 
paths between Ci and C 2 and thus produce a better distributed network around 
the surface we are looking for. 

4 Constraining the Minimal Path 

Figure 2 illustrates a simple situation where the set of paths described in the 
previous section is not distributed in a satisfactory manner. The potential is 
minimal and constant on a surface which is the blending of a plane and half a 
sphere. Minimal paths will cut around the sphere rather than ’climbing’ on it 
because the potential has no influence (being constant on the surface) and the 
length of the paths becomes the predominant factor. 

We propose a simple but effective method to obtain a network of paths that will 
be better distributed. We shall constrain the network to different planes. 
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Fig. 2. (a) represents a half-sphere blended on a plane (transparent visualization) and 
Cl and C2 (black segments), b) Result without constraints: set of paths < > 

< J i=l...n2 

missing the half-sphere, c) Result with constrains. 



First introduced in [ 1 ] this approach now relies on a sounder theoretical ground 
which is presented in more details in the appendix. Here we show why this re- 
striction provides suitable paths for our purpose. 

Indeed, in the appendix to this article (section 8 ) we have derived a local nec- 
essary condition a curve C traced on a surface S must satisfy in order to be a 
local minimum of energy ( 2 ). C must satisfy 

VV{C).B - V{C)i^{n.B)= 0 , ( 8 ) 

where B = T A Af, N is the Gauss map of 5, T is the tangent vector of C, and n 
is the normal vector to the curve. Now, if the constraining surface 5 is a plane, 
the normal n to the curve is contained in this same plane. Therefore T AN = n 
since by definition, n is normal to T and N is normal to both. Equation ( 8 ) 
boils down to 



\/V{C).n-V{C)K = 0, 

which is exactly the Euler-Lagrange equation of the geodesic energy ( 2 ) in two 
dimensions. 

In practice we geometrically restrict the back-propagation procedure that builds 
the minimal paths (equation 6 ), considering the construction of < > , for 

a point Pi of the discretized version of G C2 we choose a plane Up. containing pi 
and having 77^. as its normal vector. We build path Gf^ by solving the projected 
equation on lip . : 



g(,) = -VU{C) + {yu{C). 4 ) . 4 . ( 9 ) 

Eigure 2 .c illustrates this construction, the network is obtained through the 
restriction of the paths to parallel planes which are orthogonal to C\ and C2 (%. 
does not depend on pi). In a more general case, for each point pi^ one can define 
plane Tip. by three points: Gi, center of mass of Ci, G2 center of mass of C2 and 
Pi^ and thus 
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n 



Pi 



G1G2 A Gipi 
G1G2 A Gipi 



As the point pi varies along C2, the plane Up. will ’’rotate” around the prin- 
cipal axis G1G2. 



5 Generating the Initialization Surface So 

The final step for the generation of iSo is its effective construction through the 
interpolation of the information given by the network of paths. We have chosen 
two different approaches to generate So- 

The first one assumes that we have enough information with only one of the 
unconstrained sets \ \ , which means that the paths will cross 

f J i=l...rij ,j=l, 2 

only if they merge and that the network is simple enough to use an analytical 
interpolation. In [ 1 ] we proposed an analytical method inspired by splines, that 
integrates information coming from both the network of paths and the curves Ci 
and C2, and produces a smooth mesh. An example of this construction is given in 
Figure 3 .b, we have interpolated a network of paths obtained from an ultrasound 
image of the left ventricle. This first method produces a mesh representation, 




Fig. 3 . (a) is the network of minimal paths obtained from an ultrasound image of the 
left ventricle. The user initialized the model by drawing the upper and lower closed 
curves, (b) is the analytically interpolated surface, (c) is the network obtained from 
our synthetic vase image, (d) it the variational scattered data points interpolation. 



and is thus adapted to the use of active meshes. Nonetheless, if needed one can 
produce a Level set representation using the Fast Marching method initialized 
with the mesh and with a constant potential of value 1 . 

In spite of its great speed and good results, this method is only applicable under 
the conditions we stated. When considering the symmetrical network construc- 
tion or when constraining the paths, the numerous crossings makes it very dif- 
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ficult to exploit the fact that we are interpolating curves and a scattered points 
approach is better suited. 

The second interpolation method we have used is thus the one proposed by Zhao 
et ah in [15] where a variational approach is considered for the interpolation. Fig- 
ure 3.d gives an example on the vase. 

6 Application to Synthetic and Medical Images 

It is a common practice in 3D medical images to perform, as a first step, 2D 
segmentation on a slice. When images are of very low quality the practitioner 
does the segmentation by hand. Our algorithm allows to rapidly build a good 
initialization and by so a 3D model. Figure 4 shows the result of the segmentation 
of a 3D ultra sound image of the left ventricle. As can be seen in Figure 4.b the 
restricted set of paths has already rebuilt perceptually the ventricle. Figure 4.c 
represents the interpolated surface with the variational method. We then applied 
a classical level set method evolution to refine the segmentation (Figure 4.d and 
4.e). 

In figure 5 we have given an other application of our method. We have considered 
the segmentation of a 3D magnetic resonance image representing an aneurysm. 




Fig. 4. (a) A slice of the 3D ultrasound image, we also have drawn the projection of 
the user given curves and the intersection of our interpolated surface with this plane, 
(b) Set of paths, (c) Interpolated surface, (d) final segmentation after a few iterations 
of the level set, (e) Planar view of the same slice, intersection with the model evolved 
as a level set. 



In figure 6 we compare our method to a classical active surface. Figure 6. a is 
a difficult to segment image, it was generated from three ’S’ shaped tubes placed 
one inside the other. The difficulty resides in the extraction of the middle one. 
Without a good initialization, a gradient descent will fail to recover the surface 
because of the presence of many local minima. Our method manages to generate 
a suitable initialization (figure 6.c) with the only information of two curves lying 
on it. An active surface, initialized with a cylinder containing the initialization 
curves (Figure 6.e and 6.f), will fail to recover the middle tube (Figure 6.g and 
6.h). 
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Fig. 5. (a) Intersection of our interpolated surface with a slice of a 3D MR image, (b) 
Set of paths, (c) Interpolated surface, (d) final segmentation after a few iterations of a 
level set. 




Fig. 6. (a) View of different intersecting planes of a 3D volume with the two con- 

straining curves drawn on it. (b) Network of paths obtained with our method, (c) 
Interpolated surface, (d) Surface after few iterations of a level set. (e) and (f) Sim- 
ple initialization of an active object, (g) surface after 150 iterations and (h) after 500 
iterations. 



7 Conclusion 

In this paper we have presented a method that allows to greatly simplify the 
initialization process of active surfaces. The model can be initialized by simple 
objects like curves and points instead of volumes. Our approach is also capable 
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of taking a maximum advantage of the information given by the user through 
the initialization curves, since the surface it generates is constrained to include 
those curves. Our method uses globally minimal paths to generate a surface 
which is the initialization of an active surface model. Hence, the final surface is 
not concerned by the problem of the local minima traps as all other active objects 
approach are. It is particularly well suited for medical image segmentation, in 
particular for ultrasound images segmentation. In cases where the image quality 
is very poor, our approach handles the introduction of additional information 
coming from the practitioner in a very natural manner. A few 2D segmentations 
can be enough to generate a coherent complete surface. 

8 Appendix 

In this appendix, inspired by the methods used in [4], we give a proof of the 
necessary condition a curve C, traced on a surface 5, should satisfy in order to 
be a local minimum of the geodesic energy (3). We should note ^ the signed 
distance function to 5, T = the tangent vector along the curve, N{a) the 
normal vector to 5 on a, n the normal vector to C, and B = T A AT (figure 7). 




Fig. 7. Illustration showing the notation we use. 



Let Us {S > 0) be a neighborhood of S defined by Us = {a\^{a) < (5}. It 
can be shown that if S is small enough, we have Va G Us V]P(a) = JV(as), 
where as is the closest point to a on S. And, since iP is the distance function 
to S, we have that, in that case as = a — ]P(a)V]P(a). We then define the 
the operator IT (a) = a — ]P(a)V]P(a) on Us, with S small enough. Let C\ be 
a variation of C, C\ = C ^ Xr], where is a function which has the suitable 
regularity properties and boundary conditions, A G IR. This variation of C is 
not correct in our case, since C\ is not necessarily traced on S. Hence we will 
consider n{C\) = Ca + ^{Cx)V^{C\) instead and will be interested in the value 
of the derivative of 
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dE 

dX 



E{\) = J V{n{Cx)) \n{Cx),\dt at A = 0, (10) 

0 = / ^{nn{Cxm-\n{Cx)t\dt + j v{n{Cx)).-^{\n{Cx)t\}> 






If curve C is a minimum of E this derivative should be zero. 

Note that C being traced on <S, ^{C) =0 and VE{C).Ct = N(C).T(C) = 0. Thus 

( 



A. 

d\ 



{v{n{Cx))} 



= VV(C). 



ri - V<^iC).'nV<^{C) - 



V 



and 



= (VP(C) - {N{C).VV{C))N(C)).ri 

n{Cx)t\x=o = Ct - {vnc).Ct) vnc) - ^(...) = Ct 

= 0 =0 

Using this relations we obtain: 

71 = y (VU(C) - {V<PiC).VViC))V^{C).r])\Ct\dt 

Now concerning / 2 , from (12) its second factor can be written as 



r,imcxM} 






= T.-mcxh} 



( 11 ) 



( 12 ) 



(13) 



(14) 



And 






A=0 






,_ol = 



= nt-j^{ {N(C).n ) } N(C) - {N{C).r,)H^{C)Ct 
Hxp being the Hessian of E. And going back to 14, noticing that N{C).T = 0, 



T^rx^niCM 



= T.r), - (N(C).ri){T.H,(C)C,) 



following that 
h = 



J V{C){T.rit)dt- J V{C){V1'{C).v){T.Hi,{C)T)\Ct\dt 
- J ( (VU.T)T + Vkti + V{T.H^{C)T)N(C)) . r? \Ct\dt, 



thanks to an integration by parts, and where n is the curvature of C. Combining 
1 1 and I 2 we get 



dE 

~dX 



= / (yv - [N.VV)N - ( VV.T)T - V{nn + (T .H^(C)T)N)) . rj 

=0 



\Ct \ dt. 
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Finally, taking the following relations into account 

VV - {N.VV)N - ( VV.T)T = (yV.B)B, 

(T.H^(C)T)N = nn - [n.V^)i^N = i^{n - {n.N)N)^ {n.B)nB 

we get 

= / {{VV -Vku) . B){B.r^)\Ct\dt 

A=0 J 

Since this integral is equal to zero for every function 77, we get that for every t 
of the parameterization domain of C 

VV{C).B{C) - V{C)ti{n.B)= 0 



dE 

dX 
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Abstract. We present a new method for delineating the osseous interface in ul- 
trasound images. Automatic segmentation of the bone-soft tissues interface is 
achieved by mimicking the reasoning of the expert in charge of the manual seg- 
mentation. Information are modeled and fused by the use of fuzzy logic and the 
accurate delineation is then performed by using general a priori knowledge about 
osseous interface and ultrasound imaging physics. Results of the automatic seg- 
mentation are compared with the manual segmentation of an expert. 



1 Introduction 

In computer-aided orthopedic surgery (CAOS), the knowledge of the bone volume po- 
sition and geometry in the operative room is essential. The usual way to acquire it is to 
register pre-operative data, which were accurately acquired, to intra-operative data. A 
recent way for acquire intra-operative data consists in the use of ultrasound imaging as 
intra-operative imaging [I, 2, 3] because this imaging modality is inexpensive, riskless 
and using a 6D localized ultrasound probe makes it possible to reconstruct the 3D shape 
of a structure after its delineation. The accurate delineation of structures in ultrasound 
images is still a very difficult task because of their very poor quality, i.e. low contrast, 
low signal-to-noise ration and speckle noise. Therefore, extraction of features can be : 

• manual but manual segmentation is known to be operator-dependent and ultrasound 
images segmentation is difficult. This gives rise to uncertainty and inaccuracy of the 
segmentation and errors may reflect on registration results. 

• semi-automatic : several methods based on the successive use of usual image pro- 
cessing methods such as contrast-enhancement, smoothing, edge-detection, mor- 
phological operations [4, 5] have been proposed but such methods often fail be- 
cause of the poor quality of ultrasound images and therefore an user-interaction is 
required either to initialize the process or make the final choice. 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 218-229, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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• automatic: automatic methods are either based on active contours for the delin- 
eation of endocardial and epicardial boundaries of the heart ([6, 7]) or bone segmen- 
tation ([8, 9]) ; or are based on the multimodal registration of ultrasound datasets 
within more discriminant modalities such as CT [10] or MRI [11]. Compared with 
bone segmentation in ultrasound images, [2, 3, 12] belong to this last category of 
method. Moreover, in regards to orthopaedic CAS, the methods proposed in the 
literature are specific to a part of the human body : vertebrae [3], pelvis [12]. 

We propose a fully automated method designed for the delineation of the bone-soft 
tissues interface in ultrasound images based on information fusion. Data available in 
images are modeled and fused relatively to knowledge about the physics of ultrasound 
imaging. Expert’s reasoning process is then mimicked in order to accurately delineate 
the osseous interface. 

2 Material 

Ultrasound imaging is achieved using a linear US probe, 25 mm large, working at a fre- 
quency of 7.5 MHz. The probe is localized in 3D space by an optical localizer. The US 
probe is calibrated according to the technique described in [13] (the pixel size is about 

O.lmm/pixel). The position of an image pixel is known in 3D space with a precision in 
the range of the optical localizer (i.e. 1mm) (see [14] for details on the reconstruction 
of 3D shape from localized ultrasound images). Image size is 640x480 pixels and a 
subimage (214x422) is extracted before processing. 

3 Method 

In this section, we introduce the expert’s reasoning and the way we mimic it in order to 
achieve the segmentation of the osseous interface. 

3.1 Expert’s Reasoning 

Several information, based on the physics of the ultrasound imaging and on anatomy, 
can be used to delineate the osseous interface in ultrasound images : 

1. bones appear to be hyper-echoic, 

the amplitudes of the US echoes are proportional to the difference between acoustical 
impedances caused by successive tissue layers and in the case of bone imaging, the great 
difference of acoustical impedance between bones (Zbone ~ [3.65 — 7.09] x 10® kg/m^/s) 
and the surrounding soft tissues (ZsoftUssues ~ 1-63 x 10® kg/m^/s) generates an impor- 
tant echo. 

2. bones are said to ’stop’ ultrasound waves, 

this is due to the high absorption rate of bones which is about 10 dB/cm/MHz whereas the 
absorption rate for soft tissues is less than 2 dB/cm/MHz. 

3. the reflection is almost completely specular, 

only interfaces perpendicular to the direction of the ultrasound beam will reflect so features 
of interest appear to be composed of horizontal (or near horizontal) parts. 
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4. bone surfaces do not present major discontinuities 

and therefore the found osseous interface should be as smooth as possible. 

5. among an osseous interface, the contrast appears to be homogeneous. 

The proposed method achieves the fusion of these information in 3 stages : 

• first, an image processing step aims at modeling the information available in the 
images and then concentrate them into one image representing the membership of 
the pixel to a given property. This step models and fuses points 1,2 and 3 cited 
above. 

• Then the computation of the continuousness cost function which purpose is to ex- 
tract continuous osseous interfaces from the fuzzy image. 

• Finally, we compute the optimal osseous interface from the candidates found at the 
previous step by choosing the one that ensures an osseous interface among which 
the contrast is maximum and homogeneous. 

3.2 Image Processing Step 

The image processing aims, in a first step, at modeling the information available in the 
image. Then the data fusion step concentrates the information in order to produce an 
image whom the value of a pixel represents the membership of the pixel to a property. 

Fuzzy Intensity Image This stage attempts to model the first information listed above : 
bones appear to be hyper-echoic i.e. bright pixels constitute an indication of the location 
of the osseous interface, but is not an absolute criteria and consequently, the fuzzifica- 
tion function have to give an important (resp. low) membership value to bright (resp. 
dark) pixels. 

In a previous development [15], we pointed out that binarizing the initial ultrasound 
image using the Otsu’s threshold {Totsu) gives a good approximation of the echogenic 
area and so, of the position of the osseous interface. 

We make use of this information to build the fuzzification function : the criterion 
(we call Votsu • Fig. 1-b, solid curve), needed to compute Totsu, is used as follows : first, 
Votsu is normalized and cumulated (Fig. 1-b, dotted curve) and it is then shifted in order 
to force the membership function value : (^otsn ) = 0-5. 

Processing this way, the fuzzification function (Fig. 1-b, dashed curve) is closed to the 
well-known S-function [16]. Finally, we apply the described fuzzification function over 
the gray-level image in order to construct the fuzzy intensity image^ FII{p) (Fig 1-c) 
which gives for a pixel p of the intensity image its membership degree to the echogenic 
area. 

Fuzzy Gradient Image The transition from soft tissues to bone suggests to search for 
highly contrasted areas and so the fuzzy gradient image FGI (p) is of great interest. 
The computation of the gradient image is a way to model informations 2 and 3 because 
it allows us : 

illustrating images have been cropped to half their length since the other half is a dark area 
and brings no information (the whole image is processed) 
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(a) ultrasound image (b) intensity (b) Fuzzy Intensity 

fuzzification function Image FI I{p) 



Fig. 1. Computation of Fuzzy Intensity Image (FI I) from the original ultrasound image 



• to detect features which have a particular direction by using a directional edge de- 
tector, 

• and to get an information about the gray-level transition. 

We use a 5x5 ’horizontal-direction’ MDIF edge detector which is first-order derivative 
filter obtained by the convolution of the 4-connexity 3x3 mean lowpass filter with the 
Prewitt’s derivative kernels. It allows us to select areas presenting horizontal (or near) 
contrast. Thresholding this image allows us to keep only areas where the transition 
occurs from bright-to-dark pixels (Fig. 2-a). 

Finally, we use the S-shape function to perform iht fuzzification of the gradient image 
and obtain the Fuzzy Image Gradient FGI (p) (Fig. 2-b). The parameters of the S-shape 
function are computed such that S(x) is the closest s-shape function to the normalized 
cumulative histogram. 



Data Fusion The data fusion step aims at concentrating all the information in order to 
produce a single membership value for each pixel of the analyzed image to the osseous 
interface. For our purpose, a pixel may belong to the osseous interface if both its gray- 
level and gradient are ’high’. This combination is naturally achieved by a ’conjunctive- 
type’ combination operator min ; therefore the membership of a pixel to the osseous 
interface is given by : 

FI(p) = min(FII(p), FGI(p)) (1) 

FI(p) denotes the global degree of membership of a pixel to an echogenic and 
highly contrasted area. 

3.3 Determination of the Osseous Interface 

According to the expert’s reasoning, the optimal threshold described a continuous in- 
terface where the local contrast is maximum and homogeneous. For each membership 
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(a) Gradient Image 




(b) Fuzzy Gradient Image FGI{p) 



Fig. 2. Gradient image and Fuzzy Gradient Image of the ultrasound image shown in 
Fig 1-a 




Fig. 3. Fusion Image 



degree 0 < /i < 1 (/i space is discretized with a step = 0.005), the defuzzification of 
FI (p) is performed and the continuousness of the profile is evaluated. We then choose 
the membership degree which maximizes the local contrast and its homogeneity, and 
also ensures a local maximum continuity of the profile. 

In this section, we present the defuzzification process which aims at extracting from the 
fuzzy image FI (p) the osseous interface related to a membership degree . We then 
explain the way we measure the continuity of a given osseous interface and finally we 
explain the way we compute an objective function which will allows us to determine 
the optimal membership. 



Defuzzification Process To achieve this task, we make use of a priori knowledge about 
the physics of ultrasound imaging : as mentioned earlier, ultrasound imaging enhances 
the difference between acoustical impedances and because of the great difference of 
the acoustic impedances of the bone and its surrounding soft tissues, almost the entire 
ultrasound wave is reflected at the surface of the bone so that no imaging is possible 
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beyond it. Dealing with that in image processing, this means that, for a column of the 
image, the pixel of the osseous interface related to a membership value is the last 
(from the top) pixel which has a membership equal or greater to . At the end of 
this defuzzification process, at the most one pixel by column is highlighted. The ’curve’ 
described by these pixels is called profile in the rest of the paper. 



Evaluation of the Continuousness of the Profile As we mentioned earlier, actual 
osseous interfaces do not present discontinuities and therefore, the osseous interface we 
detect should be as smooth as possible. We use this property to determine the optimal 
defuzzification threshold by computing a function that reflects the continuousness of a 
computed osseous interface. 

The measure of the continuousness of a profile is achieved by applying the wavelet 
transform to it : the wavelet transform decomposes the profile with a multiresolution 
scale factor of two providing one low-resolution approximation (Ai) and one wavelet 
detail (Di). We then apply the wavelet transform to Ai and get a second order low- 
resolution approximation (A 2 ) and wavelet detail (D 2 ). The Detail signals are then used 
to quantify the discontinuities of the original profile. Experimentally, we choose the 
Daubechies-4 wavelet basis (several others basis have been tested and no dependence 
was pointed out at the exception of the Haar Basis). The wavelet decomposition of the 
profile is performed twice. To reject small interfaces (4/5 pixels) detected when the 
membership value used for the defuzzification is unsuitable (i.e. when it is too high), 
we add a penalization term related to the length of the profile (Pen). The ’amount’ of 
discontinuities in the profile is computed as follows : 

€(p) = E(Di) + E(D 2 ) -\- P en (2) 

where E(s) represents the energy of a signal s(t) and is computed by : 

1 , 

^ i=0 

Finally, s(p) is normalized (i.e. e(p) is linearly scaled from [Smin ~ ^max\ to [0-1]) 
and we compute the continuousness of the profile as : 

C(p) = 1 - e(p) (4) 

As one can see (Fig.4-a), the continuousness function C(/i) presents several local 
maxima. Each of them locates a membership degree p where the associated profile is 
more continuous than the profiles of its neighbors and so each of them may be the opti- 
mal defuzzification threshold. We detect them by computing the watershed transform of 
C(p). For each local maxima, the image is defuzzed to the corresponding membership 
degree p and the local contrast is computed. 



Local Contrast Computation For each pixel p belonging to a profile (i.e. the pixel p 
is highlighted after the defuzzification process related to a given p), the local contrast 
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(a) Contrast and Homogeneity 
Objective Function 



Fig. 4. Objective Functions 



LC{p) is computed between the above and the underneath areas of 10 pixels long. The 
local contrast associated to the pixel p is computed by : 



LC(P) = 

Up-\- Down 



(5) 



where Up (resp. Down) is the mean value of the above (resp. underneath) area. This 
definition of the local contrast gives us a way to determine whenever the pixel p is in the 
vicinity of the osseous interface because the bone appears in the image as a Tight’ area 
followed by a ’dark’ area i.e. a positive local contrast. We then obtain a cost function 
Contrast(p) related to the global contrast along the profile and defined by : 



Contrast(p) = '^^LC{p) (6) 

p 

Because the contrast along the profile is homogeneous, we also compute a measure of 
the homogeneity of the contrast along the profile. This is achieved by computing the 
standard deviation of the values of the contrast along the profile (this criterion was used 
as homogeneity measure by [17]) and gives us a function StdDev{p) 



Optimal Defuzzification Threshold Determination The optimal membership degree 
l-^Optimai is chosen so that it maximized Cost{p) (Fig.4-b) defined by : 



= Ccntrast(p) + 



(7) 



4 Results 

The method was originally designed for sacral osseous interface delineation. Because 
the method tries to reproduce the expert’s reasoning and because the a priori informa- 
tion we make use are not specific to a part of the human body, the method appears to 
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be usable on ultrasound images of different bones which are in relationship with vari- 
ous current research projects in CAOS. This section first presents the results of sacral 
images segmentation and then shows some results of vertebrae images segmentation. 



4.1 Sacral Images Segmentation 



The proposed method has been tested on ultrasound images of sacrum coming from 
cadaver datasets or patient datasets : about 250 images have been processed. For each 
image, the manual segmentation of the expert is available and constitutes our bronze- 
standard. 

For each image within a dataset, we compute the differences between the manual seg- 
mentation and the segmentation computed by our method per image column. We then 
compute the mean error for each image (Table 1 -column 1) and the Hausdorff distance 
and mean absolute distance (average of all the maximum errors within a subset) (Ta- 
ble 1 -column 2). In order to evaluate the ability of the proposed method to delineate 
the osseous interface in strongly corrupted images, we also compute the Signal-to-MSE 
ratio (Table 1 -column 3), which corresponds to the classical Signal-To-Noise ratio com- 
puted in the case of additive noise, and is defined as [18] : 



S/mse = 10 * logio{ 



Q 2 

2^i=i \ 

Eti iSi-Sif’ 



( 8 ) 



where 



S is the original image 
S represents the denoised image 

and K is the number of pixels (i.e. 90308 for a 214 x 422 image). 

S is obtained by filtering S with a 5x5 median filter. As one can easily see from Equ. 8, 
the less S/mse ratio, the noisier the image. 



Dataset 


Segmentation 

Error 


Max Errors 


S/mse 


mean/SD (pixel) 


mean/max (pixel) 


mean/SD (dB) 


Patient 1 (51 images) 


7.808 / 1.995 


12.137/22 


5.052 / 0.185 


Patient 2 (49 images) 


8.807 / 3.177 


16.905 / 25 


5.206 / 0.428 


Patient 3 (69 images) 


4.545/ 3.874 


17.0789 / 35 


8.905 / 0.283 


Cadaver 1 (37 images) 


3.495 / 1.931 


9.830 / 36 


8.786 / 0.340 


Cadaver 2 (41 images) 


2.679 / 1.456 


7.294 / 19 


9.019/0.259 


Cadaver 3 (39 images) 


4.056 / 3.213 


12.14/38 


7.984 / 0.177 



pixel size is 0.112mm x 0.109mm 



Table 1. Segmentation errors 
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As one can see (table 1), as compared to the manual delineation of the expert : 

• the mean error of segmentation is always less than 10 pixels (i.e. 1mm) even on highly 
corrupted images. However, it is clear that the accuracy of the delineation is correlated 
within the amount of noise and therefore, we think that taking into account the noise 
(measured by the S/sme ratio by example) during the fusion and/or delineation process 
may be a way to improve the delineation. This could be done by weighting the Fuzzy 
Intensity Image values by a factor depending on the noise (as described in [19]). 

• The maximum error still remains substantial but, according to us, it is not the error 
we should focus on : we point out that these errors occur at more or less one pixel on 
complex shapes (such as medial sacral crest or sacral hiatus) giving thus an important 
maximum error relatively to the manual delineation but the overall error on the global 
shape still remains negligible and has very limited impact on the registration step which 
follows. 

• The proposed method is also sufficiently fast to be used during the intra-operative 
stage of a CAOS : the time needed to delineate one image is less than 4 s. The processing 
of large datasets such as Patient 3 takes about 4 minutes (on a standard PC, Pentium 
III-800Mhz) whereas it took more than 30 minutes in the case of a manual delineation 
(according to [20]). 

4.2 Spine Image Segmentation 

42 images of the L4-vertebra were acquired on a healthy volunteer and processed. In 
order to see a large part of the spinous process, we use a linear US-probe of 80 mm large 
working at a frequency of 7.5 MHz. The image size is768x576 pixels and a subimage 
(346x467) is extracted before processing and one image is processed in less than 6 s. 




Fig. 5. vertebra image segmentation 



One can clearly recognize the spinous process on Fig. 5-a and Fig.5-b. The over- 
all shape of the vertebra is also clearly visible on Fig. 5-c which is a 3D point cloud 
computed from the delineation of the vertebra surface in the ultrasound images. 
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5 Discussion 

Recently, lots of methods dedicated to the indirect delineation of the bone surface in 
ultrasound images have been proposed in the literature [3, 12, 21] but these methods 
have not been tested on real patients’ datasets yet. Moveover, the ultrasound imaging is 
constrained by the use of a mechanical system [3, 21] ; and a good initial estimation of 
the rigid registration matrix between the CT and US datasets is often required to achieve 
the bone surface segmentation in the ultrasound images [2, 12]. 

The method described in this paper does not require neither a dedicated ultrasound im- 
ages acquisition system nor an estimation of the rigid registration matrix between the 
CT and US datasets to perform the delineation of the osseous interface in ultrasound 
images. Moreover, it has been extensively tested on images acquired on cadavers (about 
120 images) and on real patients (about 170 images). 

Although the method is sensible to noise, the mean errors are still acceptable : we mea- 
sure a maximum mean error of 8.8 pixels (i.e. 0.8 mm) with a S/mse ratio of 5.206 dB 
which corresponds to a highly corrupted image (according to [18]). 

We think that an important point have also to be made clear : the validation, based 
on the comparison to a single expert segmentation, may appear limited. However, seg- 
menting bones on ultrasound images is very unusual for physicians and it is difficult to 
find several expert users. Moreover, gold- standard does not exist and tests on phantoms 
or isolated bones would not allow to draw conclusion and we then consider that this 
evaluation is just a first step. 

Finally, we did not notice any dependence of the accuracy to the visualization param- 
eters tuning, i.e. the different gains (proximal, distal) the physician can play with to 
enhance the contrast of the image on the ultrasound scanner. The only condition is that 
the osseous interface should not get bogged down in noise and according to us, it is an 
acceptable condition since the physician has to validate the images during the acquisi- 
tion stage and this validation can only be done if he is able to localize approximatively 
the osseous interface. 

6 Conclusion 

In this paper, we present a method for automatic delineation of the osseous interface in 
ultrasound image. The method is based on the fusion of the pixels intensity and gradient 
properties in a first step and then on the fusion of information extracted from the physics 
of ultrasound imaging and a priori knowledge. 

Tests were performed with images coming from patients or cadaver studies. The method 
has been used to delineate osseous interface in ultrasound images of the sacrum which 
may present several shapes ; we also use it to delineate the osseous interface in vertebrae 
images and good results were obtained in all cases so that it’s independent of the shape 
to be recovered and that’s why we think that the described method is a first step toward 
robust delineation of the osseous interface in ultrasound images. 
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Abstract. A novel method is proposed for performing multi- label, semi- 
automated image segmentation. Given a small number of pixels with 
user-defined labels, one can analytically (and quickly) determine the 
probability that a random walker starting at each unlabeled pixel will 
first reach one of the pre-labeled pixels. By assigning each pixel to the la- 
bel for which the greatest probability is calculated, a high-quality image 
segmentation may be obtained. Theoretical properties of this algorithm 
are developed along with the corresponding connections to discrete po- 
tential theory and electrical circuits. This algorithm is formulated in 
discrete space (i.e., on a graph) using combinatorial analogues of stan- 
dard operators and principles from continuous potential theory, allowing 
it to be applied in arbitrary dimension. 



1 Introduction 

One of the greatest challenges of automated medical image analysis is how to 
best take advantage of input from the technician or medical practitioner who will 
be performing the analysis. The current state-of-the-art is such that few auto- 
mated image analysis techniques can be applied fully autonomously with reliable 
results. Gonsequently a person must evaluate the results of any automated pro- 
cess. In general, this person is currently performing the analysis manually. The 
goal of the automation is to shorten the time and improve the reliability of the 
analysis. 

Frequently a medical image acquisition device is used for multiple medical 
indications and studies. In this case the goal of image analysis varies with the 
patient symptoms and history. For example, a cardiac image admits several 
“correct” segmentations depending on the nature of the region of interest: the 
entire heart or a specific ventricle or atria. The knowledge of the goal for the 
analysis is entirely with the user but by specifying the number of segments and 
by providing small samples of each segment the goal of the segmentation can be 
better defined for an automated approach. 

* Leo Grady is with Siemens Corporate Research, Department of Imaging and Visu- 
alization, 755 College Road East, Princeton, NJ 08540. 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 230-245, 2004. 
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In this paper we propose a novel algorithm to perform semi-automated im- 
age segmentation, given medical practitioner or computer pre-specified labels. 
Assume that the medical practitioner has provided K labeled voxels (hereafter 
referred to as seed points or seeds). For each unlabeled pixel, we could now 
ask: Given a random walker starting at this location, what is the probability 
that it first reaches each of the K seed points? It will be shown that this calcu- 
lation may be performed exactly without the simulation of a random walk. By 
performing this calculation, we assign a K -tuple vector to each pixel that speci- 
fies the probability that a random walker starting from each unlabeled pixel will 
first reach each of the K seed points. A final segmentation may be derived from 
these AT-tuples by selecting for each pixel the most probable seed destination for 
a random walker. In a uniform image (e.g., all black), a segmentation will be 
obtained that roughly corresponds to Voronoi cells for each set of seed points. 
We term this segmentation the neutral segmentation since it does not take into 
account any information from the image. By biasing the random walker to avoid 
crossing sharp intensity gradients, a quality segmentation is obtained that re- 
spects object boundaries (including weak boundaries). Analytical properties of 
the algorithm are listed at the end of the introduction. 

In our approach, we treat an image (or volume) as a purely discrete object 
— a graph with a fixed number of vertices and edges. Each edge is assigned 
a real-valued weight corresponding to the likelihood that a random walker will 
cross that edge (e.g., a weight of zero means that the walker may not move along 
that edge). Formulation of the algorithm on a graph allows the application of 
the algorithm to surface meshes or space- variant images [1, 2]. Regardless of the 
dimensions of the data, we will use the term pixel throughout this paper to refer 
to the basic picture element in the context of its intensity values. In contrast, 
the term node will be used in the context of a graph-theoretical discussion. 

It has been established [3, 4] that the probability a random walker first 
reaches a seed point exactly equals the solution to the Dirichlet problem [5] with 
boundary conditions at the locations of the seed points and the seed point in 
question fixed to unity, while the others are set to zero. The solution to the 
discrete Dirichlet problem on an arbitrary graph is given exactly by the distri- 
bution of electric potentials on the nodes of an electrical circuit with resistors 
representing the inverse of the weights (i.e., the weights represent conductance) 
and the “boundary conditions” given by voltage sources fixing the electric po- 
tential at the “boundary nodes” . For the remainder of the paper, we will adopt 
the terminology of circuit theory to describe the algorithm, with a potential, 
x|, indicating the probability that a walker starting at node Vi first reaches a 
seed point with label s. A function that solves the Dirichlet problem for a given 
set of boundary conditions (i.e., the random walker probabilities) is known as 
harmonic. Figure 1 illustrates the harmonic functions (and subsequent segmen- 
tation) obtained for a 4 x 4 graph with unit weights in the presence of three seeds 
with different labels. 

In light of the connection between random walks on graphs and discrete 
potential theory, one may calculate the probability that a random walker starting 
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at pixel Vi first reaches a seed with label 5, by solving the circuit theory problem 
that corresponds to a discrete analog of the Dirichlet problem [6]. Ground (i.e., 
fix the potential to zero) all seed points belonging to labels other than s and 
establish a unit voltage source with ground that fixes the 5-labeled seeds to 
have a unit potential. The electric potentials established at each unlabeled node 
provide the probabilities that a walker originating from that node will first reach 
the seed with label s. These electric potentials may be calculated through the 
solution of a system of sparse linear equations, as described in section 2.2. The 
full iF-tuple may be calculated by finding the potentials established through 
switching “on” (providing a unit voltage source to) each labeled collection of 
nodes and “off” (grounding) the remaining labeled nodes. Therefore, K — 1 
systems of linear equations must be solved. By linearity (i.e., the principle of 
superposition in circuit theory), the potentials so calculated must sum to unity. 
This allows us to avoid solving for one of the systems by subtracting the sum of 
the calculated potentials from unity to find the last entry in the full iF-tuple. 

There exists a small literature that addresses the problem of multi-label 
image segmentation without resorting to recursively applied binary segmentation 
(see [7] for a discussion on some concerns about recursive bisection) using both 
automated [8, 9, 10, 11, 12] and semi-automated [13, 14, 15] methods. Existing 
automated methods operate by defining iF-way clustering heuristics over the 
image values or values derived from another processes (e.g., spectral coefficients). 
These methods attempt to cluster the image into K clusters with either a pre- 
defined iF or a iF chosen to satisfy a given criterion. As fully automated methods, 
there is no user interaction. In addition, spectral methods are not guaranteed to 
produce a unique solution and, indeed, may lead to a fully degenerate problem 
[2] . One should not be confused by the random walker interpretation of spectral 
methods [16] and the present method. In the former, it is illustrated that spectral 
methods may be interpreted as finding a subset of the nodes with cardinality 
equal to half the nodes in the graph, such that a random walker starting in 
the set is least likely to cross into the set complement. As mentioned above, 
this subset may not be unique, no user constraints are introduced and only a 
binary (i.e., 2-way) segmentation is obtained, without resorting to recursion or 
clustering on the spectral coefficients. 

Semi-automatic methods with a similarity to our proposed algorithm also 
exist [17, 15]. The iF-way max-flow/min-cut algorithm of [17] attempts to find 
the cuts with smallest value (as defined by image gradients) that separate each 
labeled region from all others using AT- way graph cuts. Although this problem is 
NP-Hard, one may obtain a solution that is within a proven bound of the opti- 
mal. Our proposed algorithm has two main advantages over this semi-automated 
approach. First, given single pixel labels (or labels with a small boundary cost), 
graph cuts will produce small partitions that segment solely the labeled region 
from the remainder of the image. Second, our algorithm provides a confidence 
rating of each pixel’s membership in the segmentation. An additional difference 
between our random walker approach and the graph cuts algorithm is that the 
solution obtained by the random walker approach is guaranteed to be unique, by 
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the uniqueness principle for harmonic functions [4], while the minimum bound- 
ary cost criterion of max- flow /min- cut may have multiple solutions (although 
the graph cuts algorithm of [17] always finds one of these solutions). An al- 
gorithm independently developed for machine learning by Zhu et. al [15] also 
finds clusters based upon harmonic functions, using boundary conditions set by 
a few “known” points (i.e., user-specified labels). However, by the nature of their 
problem domain, they employ different methods for finding similarity measures 
between points in feature space than are appropriate for computer vision and 
medical image analysis. 

Additional properties of our approach that will be established later include: 

1. Each segment is guaranteed to be connected to seed points with the same 
label, i.e., there are no isolated regions of a particular label that contain no 
seed points. 

2. The K-tuple of probabilities at each pixel is equal to the weighted average of 
the iC-tuples of neighboring pixels, with the weights given by walker biases. 

3. The solution for the potentials is unique. 

4. The expected value of the probabilities for an image of pure noise, given 
by identically distributed (not necessarily independent) random variables, is 
equal to those obtained in the neutral segmentation. 

5. The expected value of the probabilities in the presence of random, uncor- 
related walker biases is equal to the probabilities obtained by using walker 
biases equal to the mean of each bias. 

This paper is organized as follows. Section 2 gives a simple weighting function 
to use, derives the set of linear equations that must be solved, establishes some 
theoretical results about the algorithm and provides implementation details. 
Section 3 illustrates the behavior of the algorithm in the presence of weak object 
boundaries and demonstrates results on real-world medical images. We conclude 
in Section 4 with a summary of the algorithm presented and a discussion of 
future work. 

2 Exposition of the Algorithm 

This section describes four aspects of the algorithm: Generating the graph 
weights, establishing the system of equations to solve, proving theoretical results 
about the algorithm performance and the practical details of implementation. 

We begin by defining a precise notion for a graph. A graph [18] consists of 
a pair G = (V, E) with vertices (nodes) v G V and edges e ^ E C V x V . 
An edge, e, spanning two vertices, Vi and Uj, is denoted by Cij. A weighted 
graph assigns a value to each edge called a weight. The weight of an edge, e^j, 
is denoted by w{eij) or Wij. The degree of a vertex is di = "^w{eij) for all 
edges 6ij incident on Vi. In order to interpret Wij as the bias affecting a random 
walker’s choice, we require that Wij > 0. The following will also assume that our 
graph is connected. 
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(a) Seed points with segmen- 
tation 




(c) Probability that a random 
walker starting from each 
node first reaches seed L2 




(b) Probability that a random 
walker starting from each 
node first reaches seed L\ 




(d) Probability that a random 
walker starting from each 
node first reaches seed L3 



Fig. 1. Illustration of the approach to segmentation. With three seed points rep- 
resenting three different labels (denoted Li, L 2 , 1 / 3 ), alternately fix the potential 
of each label to unity (i.e., with a voltage source tied to ground) and set to zero 
(i.e., ground) the remaining nodes. The electric potentials calculated represent 
the probability that a random walker starting at each node first reaches the seed 
point currently set to unity. Figure 1(a) shows the initial seed points and the 
segmentation resulting from assigning each node the label that corresponds to 
its greatest probability. For illustration, all the weights (resistors) were set to 
unity. In the case of an image, these resistors would be a function of the intensity 
gradient. The reader can verify that the probabilities at each node sum to unity 
(up to rounding). 
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2.1 Edge Weights 

In order to represent the image structure (given at the pixels) by random walker 
biases (i.e., edge weights), one must define a function that maps a change in 
image intensities to weights. Since this is a common feature of graph based algo- 
rithms for image analysis, several weighting functions are commonly used in the 
literature [19, 17, 2]. Additionally, it was proposed in [15] to use a function that 
maximizes the entropy of the resulting weights. In this work we have preferred 
(for empirical reasons) the typical Gaussian weighting function given by 

Wij = exp {-p{gi - Qjf), (1) 

where gi indicates the image intensity at pixel i. The value of (3 represents the 
only free parameter in this algorithm. 

Later, we will discuss some principles for the design of an ideal weighting 
function for this algorithm. 



2.2 Discrete Dirichlet Problem 



The discrete Dirichlet problem has been discussed thoroughly in the literature 
[20, 4] and a convenient form for the solution in the context that we are concerned 
with is given in [21]. We will now review the method of solution. 

Define the discrete Laplacian matrix [22] as 



LviVj — \ 



-Wj 



if i = j, 

if Vi and Vj are adjacent nodes, 
otherwise. 



(2) 



where is used to indicate that the matrix L is indexed by vertices Vi and 



Partition the vertices into two sets, Vm (marked/seed nodes) and Vu (un- 
marked nodes) such that Vm^Vu = V and Vm H = 0- Note that Vm contains 
all seed points, regardless of their label. Then, we may reorder the matrix L to 
reflect the subsets 



L = 



Lm B 
Lu 



( 3 ) 



Denote the probability (potential) assumed at each node, for each label, 5, by 
x|. Define the set of labels for the seed points as a function Q{vj) = 5, Vuj G Vm, 
where s G < s < K . Define the |Vm| x 1 (where | • | denotes cardinality) 
marked vector for each label, 5, at node Vj G Vm as 



1 if Q{vj) = 5, 
0 if Q{vj) ^ s. 



( 4 ) 



As demonstrated in [21], the solution to the combinatorial Dirichlet problem 
may be found by solving 

Lux^ = -Bm\ (5) 
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which is just a sparse, symmetric, positive-definite, system of linear equations 
with \Vu\ number of equations and the number of nonzero entries equal to 2|F^|. 
Since Lu is guaranteed to be nonsingular for a connected graph [6], the solution, 
is guaranteed to exist and be unique. Therefore, the potentials for all the 
labels may be found by solving the system 

LuX = -BM, (6) 

where X has columns taken by each and M has columns given by each . 
Therefore, there are K — 1 sparse linear systems to solve, where K is the total 
number of labels. 

2.3 Theoretical Properties of the Algorithm 

We now establish the properties of the algorithm outlined in the introduction. 

The following propositions have a few practical consequences. First, if an 
“interpolation” is desired between the solution for a particular image and the 
neutral solution, this may be achieved through the addition of a constant to 
the weights. This situation might occur if the image data was known to be 
very poor and an almost semi-manual segmentation was desired by the medical 
practitioner. Second, the ideal weighting function would produce weights, such 
that the presence of independent random noise at the pixel level would produce 
uncorrelated multiplicative noise at the level of the weights. If such a weighting 
function were used, then the expected value of the potentials (and hence, the 
solution) in the presence of independent noise would equal the potentials found in 
the presence of no noise. The weighting function used in (1) does convert additive 
pixel noise to multiplicative noise on the weights. However, those weights are not, 
in general, uncorrelated. Finally, we know that the segmentation obtained with 
this algorithm in the case of pure noise (and presumably very close to pure noise) 
is the neutral segmentation, which seems appropriate. 

The following two properties are discrete analogues of properties of continu- 
ous harmonic functions [5] and may be seen directly by viewing the solution to 
the combinatorial Dirichlet problem as a solution to the discrete Laplace equa- 
tion (with Dirichlet boundary conditions), where the potential of each unlabeled 
node must satisfy 

= ( 7 ) 

Gij G-E 

where the XjGV (i.e., may include seed points). 

1. A potential 0<x|<l, Vi,5 (maximum/ minimum principle) 

2. The potential of each unlabeled node assumes the weighted average of its 
neighboring nodes (the mean- value theorem). 

Proposition 1. If the final segmentation is determined from the potentials using 
the above rule (i.e., node Vi is assigned to segment, s, only if xf > x{ ^ffi^s), 
then eaeh node assigned to segment s is eonneeted through a path of nodes also 
assigned to segment s to at least one of the seed points with label s. 
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A restatement of this proposition is that the connected components generated 
by the final segmentation must contain at least one seed point bearing that label. 

Proof. Note, this proof is similar to that given in [2]. 

The result follows if it can be shown that any connected subset, P ^ VJy, 
assigned to segment s must be connected to at least one node that is also la- 
beled 5 . 

A block matrix form of (7) may be written 



LpXp = —Rpx^, 

where x^ = [xp,x^]^,L has been decomposed into the block form 



L = 



Lp Rp 

Rl Lp\ ’ 



(8) 

(9) 



and P denotes the set complement of P in V. For example, in the case of P = {vi} 
in (7), Lp = di and -Rpx^ = 

If Xp > Xp V/ 7^ 5, then Xp—Xp>0 and —Lp^Rp{x^ — x^) > 0. The 
entries of Pp are nonpositive by definition of L. Since L is an M- matrix, any 
block diagonal submatrix of an M-matrix is also an M-matrix, and the inverse of 
an M-matrix has nonnegative entries (see [23] for the previous three facts), then 
—LffR has nonnegative entries and therefore, some x| G P must be greater than 
x{ G P. Furthermore, since the entries of Pp are zero for nodes not connected 
to P, the nodes in P satisfying the inequality must be connected to a node in 
P. □ 



Proof of the remaining propositions rest on following lemma 

Lemma 1. For random variables, X, A and B, such that X = E[X]= 0 if 

E[A]= 0 and B > 0. 

Proof By the Holder inequality [24], E[A] = E[XB] <E[X]E[P]. By the same 
inequality, E[X] = E[|] < E[A]E[;i]. Therefore, |[|| <E[X] < E[A]E[i], and 
the result is proved. □ 

Since the time of Krichhoff [25], it has been known that there is a relationship 
between the potentials solved for in (5) and the weighted tree structure of the 
graph. The following relationship for the potential at node Vi in the presence of 
unit voltage sources (tied to ground) is given in [6, 26] 

_ ^TTeTTiUeijeTT^i^ij) 

pr / \ 5 

X/TTeTTo ileijGTT 

where TTi is the set of 2-trees present in the graph, such that node Vi is connected 
to a seed with label 5, and TTq is the set of all possible 2-trees in the graph. A 
2-tree is defined as a tree with one edge removed. Note that TTi T TTq ^Vi 
with equality holding if Vi is a seed point labeled as s. Therefore, to restate (10) 
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in prose, if you sum over the product of the weights in every 2-tree that has Vi 
connected to a seed with label s and divide that sum by the sum of the product 
of the weights of the edges in every 2-tree that exists in the graph, that ratio is 
equal to the potential found by solution of (5). Although (10) is not very useful 
for computation of (5) (due to the massive number of 2-trees involved in any 
sizable graph), we can use it to prove some interesting results about the behavior 
of x\ under different choices of weights. 

If the weights are uniform, the neutral case, by (10), yields potentials satis- 
fying 



\TTj\ 

\TTg[ 



( 11 ) 



Now we are in position to prove a series of propositions about under different 
conditions. We also note that if the weights are all multiplied by a constant, /c, 
there will be no effect on x|, since it is clear by (10) that the constant will divide 
out of the numerator and denominator. 



Proposition 2. If the set of weights, Wij, are identieally distributed (not nee- 
essarily independent) random variables, with Wij > 0, then E[xf] equals the 
potential obtained in the neutral segmentation. 



Proof We proceed by simply verifying this proposition using Lemma 1. Denote 
the potential for label s at Vi for the neutral segmentation by n|. Denote the 
complement of TTi in TTg as TTg, such that TTiUTTg = TTg and TTinTTG = 
0. For brevity of notation, denote Stti = X] TTeTTilleij eTT 



E\x^ - nfl = E 



StTi 



\TTi\ 



Stt.PSttc \TTi\p\TTG\_ 



( 12 ) 



Since each of the 2-trees will contain an equal number of edges, (n — 2), and all of 
the weights are identically distributed, Stti will contain the sum of |TT^| iden- 
tically distributed random variables. Let // denote the mean of the distribution 
of these new variables. 

After combining terms, the numerator of (12) is given by 



E[STTA\TTi\ + \TTg\) - \TTi\{STT, + Sttc)] = 

/i|TT,|(|TT,| + \TTg\) - \TTi\{pi\TTi\ P pl\TTg\) = 0, (13) 

and the denominator of (12) must be strictly positive, since all the Wij are 
guaranteed to be positive by construction. 

Therefore, the conditions of Lemma 1 are satisfied for the left hand side of 
(12) to be equal to zero, and E[xf] = nf. □ 

Since the same technique as above may be used to verify the following two 
propositions, the proofs are left to the reader. 

Proposition 3. If the set of weights, Wij, are uneorrelated (not neeessarily in- 
dependent) random variables with eorresponding means jiij, then E[xf] equals 
the potential obtained by setting Wij = piij. 
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Proposition 4. If Wij = kijyij, where the kij are (not neeessarily equal) eon- 
stants and yij are identieally distributed random variables, sueh that yij > 0^ 
then E[xl] equals the potential obtained by setting Wij = kij. 

With a similar approach, we may prove 

Proposition 5. If Wij = kij +r where kij are (not neeessarily equal) eonstants 
and r is a eonstant added to all weights, lim^^oo = nf, where n| is the 
potential obtained in the neutral segmentation. 

Proof. We may write the potential for node Vi as 

S_ Z^TTGTTi rieij-eTT _ \TTi\r^~‘^ P 0{r^~^) 

" ETTeTTaUe.,eTTik^JPr) ~ |TTc |r^-^ + 0 (r^-^) ’ ^ ^ 

where O(-) indicates a term of order no greater than the argument. By rHopital’s 
Rule, 

lima;f = A^=<. (15) 

r^oo |i 1 q \ 

□ 



2.4 Numerical Practicalities 

Many good sources exist on the solution to large, sparse, symmetric, linear 
systems of equations (e.g., [27, 28]). A direct method, such as LU decom- 
position with partial pivoting has the advantage that the computation neces- 
sary to solve (6) is only negligibly increased over the amount of work required 
to solve (5). Unfortunately, current medical data volumes frequently exceed 
256 X 256 X 256 ^ 16e^ voxels, and hence require the solution of an equal number 
of equations. Furthermore, there is no reason to believe that the resolution will 
not continue to increase. The memory capabilities of most contemporary com- 
puters simply do not have enough memory to allow an LU decomposition with 
that number of equations. 

The standard alternative to the class of direct solvers for large, sparse sys- 
tems is the class of iterative solvers [29] . These solvers have the advantages of a 
small memory requirement and the ability to represent the matrix- vector mul- 
tiplication as a function. In particular since, for a lattice, the matrix Lu has 
a circulant nonzero structure (although the coefficients are changing), one may 
avoid storing the matrix entirely. Instead, a vector of weights may be stored (or 
computed on the fly, if memory is at a premium) and the operation Luxfj may 
be performed very cheaply. Furthermore, sparse matrix operations (like those 
required for conjugate gradients) may be efficiently parallelized [30, 31], e.g., 
for use on a GPU. Because of the relationship of (5) to a finite differences ap- 
proach to solving the Dirichlet problem on a hypercube domain, the techniques 
of numerical solution to PDFs may also be applied. Most notably, the algebraic 
multigrid method [32, 33] achieves near-optimal performance for the solution to 
equations like (5). 
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For simplicity, we have implemented the standard conjugate gradients algo- 
rithm with Jacobi preconditioning, representing the matrix- vector multiplication 
implicitly, as described above on an ^^Intel ^^Xeon 2.40GHz dual-processor with 
1GB of RAM. Solution of (5) using conjugate gradients (tolerance = le“^, suf- 
ficient for the algorithm) for a 256 x 256 image with two randomly placed seed 
points required 4.831 seconds. 

2.5 Algorithm Summary 

To summarize, the steps of the algorithm are: 

1. Obtain a set, Vm, of marked (labeled) pixels with K labels, either automat- 
ically or through the intervention of a medical practitioner. 

2. Using (1), map the image intensities to edge weights in the lattice. 

3. Solve (6) outright for the potentials or solve (5) for each label except the 
final one, / (for computational efficiency). Set x{ = 1 — "^s<f ^1* 

4. Obtain a final segmentation by assigning to each node, Vi, the label corre- 
sponding to maxg (x|). 

We note that other options might be explored for assigning a label to each 
pixel based on the potentials (e.g., applying a clustering algorithm to the K- 
dimensional vectors at each node). 

3 Algorithmic Results 

3.1 Weak Boundaries 

We will prefer the term object boundary to the traditional computer vision term 
edge (e.g., “edge detection”) to avoid confusion with the edge set of the graph 
(e.g., eij G E). Unlike region growing approaches, one aspect of the random 
walker motivation for this algorithm is that weak object boundaries will be found 
when they are part of a consistent boundary. Consider the situation of Figure 2, 
where a random walker starting on one side of a weak boundary wanders until 
first striking one of the two labeled nodes. On a four-connected lattice, the walker 
has three initial steps that keep it on one side of the boundary. Since other nodes 
on that side of the boundary are all very likely to reach seed 1 (filled circle) , this 
walker is also very likely to first reach seed 1. For the same reasons, a walker 
on the other side of the weak boundary is also very likely to first reach seed 2 
(open circle). Consequently, there will be a sharp potential drop (i.e., voltage) 
over the entire boundary, resulting in the correct segmentation. Figure 3 shows 
the segmentation obtained for a synthetic image with four areas of varying sizes 
and convexity with weak boundaries and few labeled nodes. 

3.2 Segmentation of Real Images 

Figure 4 shows the segmentation results on two CT cardiac images and two MR 
brain images. The images and seeds were chosen to demonstrate the general 
applicability of the semi-automated segmentation approach on objects of varying 
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Fig. 2. Illustration of why the segmentation obeys weak image boundaries. Con- 
sider the 16 X 7 image consisting of just one hard boundary with a hole, rep- 
resented by the thick black line, and two seed points placed at the white and 
black circles at the far ends of the image. A random walker starting at the pixel 
next to the weakness in the boundary (the center of the arrows) has 3 out of 4 
chances on its initial step to enter into the region that is likely to be labeled as 
belonging to the black circle. Since the same holds true on the other side of the 
weak boundary, there will be a sharp drop in the probabilities and consequently, 
the segmentation will respect the boundary, even though it is weak. 




Fig. 3. Demonstration of the algorithm response to weak boundaries of different 
types, large/small regions and nonconvex regions on a synthetic image consisting 
of only black and white pixels. The thin black lines represent the “object” bound- 
aries in the image, the thick black patches represent the labeled seeds of four 
different types and the shaded regions correspond to the resulting segmentation. 
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(c) (d) 

Fig. 4. Examples of segmentations on CT cardiac data and MR brain images. 
The thick, dark gray lines (chosen to maximize contrast) represent the seed 
points and the thick black lines represent the segment boundaries. For clarity of 
exposition, seed points of each type are connected, although this is not necessary. 
f3 = 900 for all segmentations. 



uniformity, size, shape, contrast and topology. The first two figures, 4(a) and 
4(b), demonstrate the segmentation results on two CT cardiac images. Figure 
4(a) uses four groups of seeds, corresponding to the left ventricle, right ventri- 
cle, myocardial wall and the background, while Figure 4(b) segments the entire 
heart from the background. The two neural MR images have three segments 
each. Figure 4(c) shows the corpus callosum and cerebellum segmented from the 
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background and Figure 4(d) shows the thalamus and cerebellum segmented from 
the background. In each segmentation, the value of the one free parameter, (3 
in (1), was kept constant, despite the different image characteristics of CT and 
MR images. Space constraints limit us from showing 3D segmentations, but we 
stress that the algorithm is defined on a lattice of arbitrary dimension. 

4 Conclusion 

We have presented a novel algorithm for general image segmentation based on a 
small set of pre-labeled pixels. These pre-labeled pixels may be either generated 
automatically for a particular purpose, or they may be given directly by a medical 
practitioner. The algorithm functions by assigning each unlabeled pixel to the 
label of the seed point that a random walker starting from that pixel would 
be most likely to reach first, given that it is biased to avoid crossing object 
boundaries (i.e., intensity gradients). Because the algorithm is formulated on a 
general graph, and produces segmentations based on the separation of quantities 
defined at the nodes (i.e., potentials), the graph (lattice) may represent any 
dimension or topology. 

We have demonstrated this approach on real images and shown that it pro- 
vides a unique, quality, solution that is robust to weak object boundaries and 
that the solution respects the medical practitioner’s pre-labeling choices. Fur- 
thermore, there is only a single free parameter, f3 in (1), and all of the segmen- 
tations shown in this paper were used with the same choice of that parameter. 
Of course, this approach could also be combined with pre- filters (e.g., median) 
or post-filters (e.g., clustering) to produce enhanced, problem-specific results. 

The connections between random walks, combinatorial potential theory and 
electric circuits allowed us to prove that the segments are guaranteed to be con- 
nected (i.e., smooth), and that the segmentation approaches the neutral segmen- 
tation (i.e., Voronoi-like) as increased amounts of random noise are introduced. 
Furthermore, the direct correspondence with analog electric circuits opens the 
possibility for a hardware (e.g., VLSI) implementation of the algorithm, where 
the physics of the circuit perform the same “computation” as the standard CPU, 
except at the extremely fast speed of the natural world. Finally, since our PDF 
(effectively the Laplace equation with Dirichlet boundary conditions) is formu- 
lated on a graph, there are no concerns about discretization errors or varia- 
tions in implementation that sometimes cause problems for other PDE-based 
approaches. 

Future work will concentrate on a faster implementation, clinical evaluation, 
systematic comparison with other techniques, the use of prior information in the 
segmentation and leveraging the theoretical results to produce a more effective 
weighting function. 
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Abstract. In this paper, we present a novel method for reeonstrueting the 3-D 
shapes of masses. We first use the Shape from Silhouettes teehnique to get an 
approximation to the 3-D shape of the mass. We ealeulate the eentroid of the 
mass in the 2-D images and baek-projeet them to get their interseetion in 3-D. 
We then apply a novel iterative method, whieh is derived from ART (Algebraie 
Reeonstruetion Teehnique), to refine the 3-D shape of the mass. The thiekness 
of the masses is ealeulated aeeording to the representation. We use the 
thiekness of the masses in the CC and MLO or LM views to refine the 3-D ap- 
proximation to the reeonstrueted shape of the mass. We find that the mean de- 
viation rate of the reeonstruetion of a pair of benign masses is mueh larger than 
that of malignant masses, whieh ean be used as a eriterion of elassifying a mass 
into malignant or benign. 



1 Introduction 

A localised abnormality in the breast is called a ‘mass’. Masses may be benign, such 
as cysts (composed primarily of fat and water), which have a soft, spongy feel; or 
fibro adenomas, which are composed of swollen fibrosis tissue. Conversely, masses 
may be malignant, in which case they are called tumours. There are several different 
kinds of tumours, which vary in shape and composition. The surest way to diagnose a 
tumour is to biopsy it and to inspect it pathologically. This is expensive, invasive, and 
traumatic for the woman, and anyway most masses are benign. After a mass is de- 
tected, radiologists try to classify it as malignant or benign. Generally, the shapes of 
malignant lesions are more irregular than benign ones. Masses may be circumscribed, 
irregular or spiculated in shape. Circumscribed lesions are mostly considered to be 
benign and irregular and spiculated masses have more chance of being malignant. 
Shape information is key in the classification of masses as benign or malignant. How- 
ever, due to screening practice in mammography, we only have two 2-D views pro- 
jected from the 3-D breast, namely cranio-caudal (CC)-“head to toe”, and medio- 
lateral oblique (MLO)-“shoulder to the opposite hip” or lateral-medio (LM)- 
“shoulder to the opposite shoulder”. Depth information of the 3-D mass is lost in 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 246-256, 2004. 
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projection. We conjecture that, after the 3-D shape of a mass is reconstructed, we 
could classify it more accurately as benign or malignant, because we would have a 
more informative representation of their shape. 

In this paper, we present a novel method for reconstructing the 3-D shapes of 
masses. We first use the Shape from Silhouettes technique to get an approximation to 
the 3-D shape of the mass. We calculate the centroid of the mass in the 2-D images 
and back-project them to get their intersection in 3-D. We then develop a novel itera- 
tive method, which is derived from ART (Algebraic Reconstruction Technique), to 
refine the 3-D shape of the mass. We calculate the representation (see below) of 
the region corresponding to the mass in the CC and MLO projections, and convert the 

representation into the thickness of the masses according to the X-ray attenuation 
coefficient ratio between masses and interesting tissues. We use the thickness of the 
masses in the CC and MLO or LM views to refine the 3-D approximation to the re- 
constructed shape of the mass. This procedure is repeated until the difference between 
the thickness computed from the 3-D reconstruction and the thickness converted from 
the representation of the mass regions is smaller than a previously indicated 
threshold. 

In this paper, we restrict attention to manually segmented masses, because our 
focus is on the 3-D reconstruction problem. It turns out that the segmentation accu- 
racy massively influences the accuracy of the 3-D reconstruction, because the recon- 
struction algorithm relies strongly on the boundaries of the 2-D mass segmentations. 
Highnam and Brady [4] mentioned: “If we have accurate calibration, then we can use 
the absolute values as quantitative features. Otherwise, it is better to use features 
that involve local difference or gradients to remove any calibration-induced uniform 
shifts in the values.” Here, we use the absolute values of , which affect the 
accuracy of our reconstructed 3-D mass. 



2 What Is the h Representation? 

The visual quality of a mammogram is always subject to variations in the imaging 
conditions. In order to develop robust and reliable algorithms for mammographic 
image analysis, we need first to understand and model the imaging process itself 
Highnam and Brady [4] studied the mechanism of how an X-ray mammogram is 
formed and modelled the physics of the X-ray imaging process to develop a normal- 
ised mammographic representation - the representation, which discards various 
undesirable image degrading factors, such as scatter and extra-focal radiation. 

In the representation, each pixel value represents the thickness of “interest- 
ing” (or non-fatty) tissue, compressed between the compression plate and the imaging 
surface, above that pixel. Quantification of the amount of interesting tissue above 
each pixel allows robust image features, which are invariant to the actual imaging 
conditions but related only to the breast anatomy, to be extracted and analysed. As a 
result, the mammographic image analysis algorithms developed based upon the 
representation are much less sensitive to changes due to different imaging parameters 
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than those applied to ordinary intensity images. For a more detailed description of the 
representation, refer to [4]. 



3 Algebraic Reconstruction Technique 

The Algebraic Reconstruction Technique was first introduced by Gordon, Bender, and 
Herman[3]. They used it to reconstruct three-dimensional objects from electron- 
microscopic scans and X-ray photography. In [2], Gilbert proposed another recon- 
struction algorithm, namely the Simultaneous Iterative Reconstruction Tech- 
nique(SIRT), which updated the 3-D object grid after each iteration, unlike in ART, 
where every voxel was updated for every ray back-projection. Andersen and Kak [1] 
combined the positive aspects of the above two methods and presented the Simulta- 
neous Algebraic Reconstruction Technique (SART). 

In the following few sections, we recall the basics of ART. For more detailed de- 
scription of ART, refer to [3] [6]. 



3.1 The Formulation of ART 

We assume that we are given M images each with Q pixels and represent the given 
data as a vector P. ART can be formulated as a matrix equation: WV = P, where: V is 
thcN XI (N = n ^ ) column vector to be solved for, and which represents the values of 
the voxels in the n X n X n reconstruction grid; P is a R X 1 (R = M X Q) column 
vector storing the values of pixels of all M projection images, each of Q pixels; and 
W is a R X N weight (or coefficient) matrix, in which an element W-j measures the 
influence that voxel has on the ray passing through pixel p . . We can expand 
WV = P into the form of linear equations: 

WiiVi + W12V2 + W13V3 + • • • + = p, 

W21V1 + W22V2 + W23V3 + • • • + = p^ (1) 

W^lVi + ^RN^N ~ Pr 

From this set of linear equations, we see that the weight matrix W is crucial to the 
solution of this equation system. The weight matrix links the unknown 3-D recon- 
struction object V to the known 2-D projection images P. Each weight ele- 
ment w^j must accurately represent the influence a voxel Vj has on the ray r. passing 
through pixel p . , in order to get an accurate solution of the linear equations. Gordon, 
Bender, and Herman [3] represented the voxel grid using a raster of squares. A 
weight w.j was given a value 1 if a ray back-projected from pixel p. passed through 
the voxel cube Vj and set to 0 otherwise. Nowadays, the ray beam is usually repre- 
sented as a thin linear ray r. and weight w^j is determined by the length of the 
xdiyr. passing through the voxel Vj (see Fig. 1). 
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3.2 Solving the Linear Equations 

We now attempt to solve the linear equations (1). In the most common case, N > R, 
so many solutions exist that satisfy WV = P. ART attempts to find the “closest” solu- 
tion to represent the 3-D object from which the 2-D projection images were obtained. 

We start by guessing the initial value of the voxel vector, V = Currently we 

do that using the Shape from Silhouette method. At each iteration, we use a correc- 
tion equation to update the volume vector V. At iteration step k, the value of is 
measured as projected from the present state of the volume vector . The differ- 
ence between and p^^^ is then back-projected to the 3-D volume object which 
generates ^ to make sure that if p-^^^^were computed fromF^^^^^ , it would be 
closer to p. than p\^^ . 




Fig. 1. A ray back-projected from pixel passes through voxel V^. a weight element is 
represented by the length of ray passes through the voxel cube 



The correction equation can be written as: 



+/l- 
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In this equation, k is the relaxation factor, which is usually chosen to be much less 
than I.O, in order to dampen the correction process. The correction procedure is ap- 
plied to each element of the vector V and iterated until a convergence condition is 
met. 
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3.3 Simultaneous ART (SART) 



SART differs from ART only in the correction function. In SART, grid correction is 
not performed for each pixel separately. Instead, an entire projection image is first 
computed, then each voxel in the reconstruction grid is corrected by an accumulated 
correction term that is due to all pixels in that projection image [6]. 

Mathematically, the correction equation can be expressed as follows: 
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represents the projection image at the orientation of (p . 



4 Shape Reconstruction of Masses 

The 3-D shape reconstruction of masses is composed of two steps. The first step is to 
get a shape approximation to the mass using the Shape-from-Silhouettes method. The 
second is to refine the shape using an iterative method, which is derived from ART. 



4.1 Shape from Silhouettes 

The method we use here is similar to the methods used by Maidment et al [5] and 
Yam [7]. We first compute the centroids of the segmented mass regions in the CC and 
MLO/LM views and align the two regions according to their centroids. Suppose 
Coordinates of the centroid in one mammographic view. They 
can be calculated as follows: 



cen ^ 






(4) 



Z^, 



(5) 



where ( X. , ) represent the coordinates of one pixel within the mass region, M 

represents the mass region, and N is the number of pixels within the mass region. 

The silhouette of the mass region in each view is then back-projected towards the 
X-ray source. The voxels in the intersection of the back-projected rays form a three- 
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dimensional volume. Each voxel in the volume is then projected into the silhouette 
images to determine whether or not it intersects with the silhouettes. If the projection 
of the voxel intersects with both silhouettes in CC an MLO/LM views, the voxel is 
marked 1. Otherwise, the projection of the voxel does not intersect with at least one 
silhouette, the voxel is marked 0. 



4.2 Iterative Procedure 



In the second step, we refine the 3-D shape approximation according to the bounda- 
ries and thickness of the mass regions in CC and MLO/LM views. We first compute 
the thickness of the mass {h^) according to the ratio of the attenuation coefficient of 
the masses to that of the interesting tissues. To define a background area, we use a 
disc which covers the region of a mass and is a little larger than the region of the 
mass. The centre of the disc coincides with the centroid of the mass region. The aver- 
age value of the background region is computed as follows: 



7 background 
^int 



kGB 



N. 



( 6 ) 



where B denotes the background region, N ^ represents the number of pixels in the 
background region. The thickness of a mass can be expressed as follows: 



h 



m 



imass 1 background 

^int ^int 



ratio 



(7) 



In practice, the attenuation coefficient of the tumours is similar to that of interest- 
ing tissues. We can approximate this ratio to be I. Thus, the thickness of a mass can 
be revised as: 



7 — _ 1 background ( 8 ^ 

Let v(i, j, k) be the 3-D reconstructed object image, i = I, ...,n, j = I, ...,n, k = I, 
..., n, which is a discrete three-dimensional image that represents a binary object A 

and the background A : 



l,if(i,j, k) e A 



v(i,j,k) = 



(9) 



0, if(i,j,k) e A 

Here, we assume that the mass lesion to be reconstructed is incompressible and that 
the attenuation coefficient within a mass is constant. Lor this reason, we represent the 
reconstructed object as a binary three-dimensional image. 



Let represent the mass regions in the CC and 



MLO/LM views and the background, r = 1, . . ., n, c = 1, . . ., n. 
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, if (r, c) belongs to the mass region 

Pcc (r, c), (r, c)/ (r, c) (10) 

0, if (r, c) belongs to the background 



Then, we convert v(i, j, k) into v^. , j = 1, 2, . We also convert P^^(r,c) into 

PI. , i = 1, Pj^^q{t^c) into P2. , i = 1, respectively. As in ART, 



we can write the linear equations as follows: 

WllVi + W 12 V 2 + W 13 V 3 + • • • + = PI; 

W21V1 + W22V2 + W23V3 + • • • + W 23 ^V^ = PI 
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nM 1 n^2 2 n^3 3 
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n N n 



( 11 ) 



2 3.3 Vi + W, 2 3..V. + W, 2 3..V. H W, 2 3...V.. = P2. 

{rP+\)\ 1 {rP+\)l 2 («2+1)3 3 {rP+\)N ^ 1 



2.3 Vi 2..V. 2..V. +• 

( 2 n^)l 1 (2n^)2 2 (2n^)3 3 



'^{2n^)N^N 



= P2 



w.j represents the influence of a voxel Vj on a ray r. passing through pixel p. 
and it is determined by the length of ray r. in voxel v j . 

The correction procedure is only applied to the boundary voxels, because our re- 
constructed object is a binary volume image and solid. Let b(V ), h(V ) be the 
boundary voxels. When Vj = 1, and its six neighbouring voxels have both Os and Is, 
V J E: h{V ). On the otherhand. When Vj = 0, and its six neighbouring voxels have 
both Os and Is, v^. G b(F). Here, one voxel’s six neighbouring voxels mean the 
above, below, left, right, front and back voxels of the current voxel. In fact, a voxel 
should have 26 neighbouring voxels, but into order to accelerate the calculation 
speed, we only use six of them. The correction procedure can be expressed as fol- 
lows: 
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change Vj from 1 to 0; 



• If Vj G b( F ), and 
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change Vj from 0 to I . 
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Suppose the reconstruction is the exact 3D shape from two projections, except that 
one voxel Vj E b(V) is an error, then: 

2n^ N 



T<P,-Tv,)(«„>on-.o) 







i=l 

similarly, assume Vj E b(V) is the only error in the reconstructed 3D shape, thus: 

2n^ 
i=\ 



We set Threshold as 0.5 in the current reconstruction procedure. The above procedure 
is applied recursively, until the reconstruction converges to a particular shape. 

In this section, we applied the iterative algorithm to refine the shape approximation 
from the Shape-from-Silhouette method. In each iteration, we updated the shape ac- 
cording to all the pixels in both views and all the voxels of the previous iteration. As 
a result, our reconstruction method converges much faster than ART and SART. 

4.3 Evaluation Method 

We evaluate the reconstruction method using the cranio-caudal (CC) and medio- 
lateral oblique (MLO) views in pair. Due to the low contrast of the image files, 
we use the intensity images instead. We first obtain the contours of the masses within 
the images. The pixel values within the contours are filled by , calculated as de- 
scribed in 4.2. 



5 Results and Discussion 

In order to show the 3-D shapes of the reconstruction algorithm, we select four repre- 
sentative pairs of CC and MLO views, which are displayed in Fig. 2. The masses in 
Figure 2(a), 2(c) and 2(d) are malignant, and those in Figure 2(b) are benign. 
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(a) 





(b) 




(d) 



Fig. 2. 4 sets of mammographic images of CC and MLO views, whieh have masses in them 




Fig. 3. The reeonstmeted 3D mass shapes of Fig. 2 using the iterative method 



The masses in Figure 2(a), 2(c) and 2(d) are malignant, and those in Figure 2(b) are 
benign. Firstly, we reconstruct the masses from the pairs of views using Shape from 
Silhouettes method. After that, we use the iterative method described in Section 4.2 
to refine the initiative 3D shapes getting from the Shape from Silhouettes method, 
which results in the reconstructed 3D mass shapes in Fig. 3. The reconstructed 3-D 
objects are displayed using Visualisation Toolkit (VTK). 
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Usually, the projection angles between the CC and MLO views are not recorded in 
screening systems. The angle is some value between 20 and 60 degrees. Here, we 
assume the angle between CC and MLO views to be 45 ° , which is not only ap- 
proximately correct but also more efficient to implement. In order to test the influence 
of the selection of angle on our reconstruction algorithm, we also do some experi- 
ments using other angles from 30 to 60 degrees. The results show that errors of re- 
constructions are almost invariant with those using angles around 45 degrees to be the 
smallest. 

From the final reconstructed mass shapes, we can see that they have very compli- 
cated structures on the surface. In order to evaluate the accuracy of the reconstructed 
algorithm, we project the reconstructed objects to two planes, which are parallel to 
the CC and MLO views, respectively. That is, the two planes make an angle of 45 ° . 
Let /j(x,jp) and / 2 (x, jp) be the projections of the reconstructed 3D masses. The 
mean deviation rate of the projections of the reconstructed masses from the original 
's can be expressed as follows: 

Z z 1^1 J)| + z z 1^2 (x, y) - { x , y )\ 

^ ^ ^=1 y=i ^=^y=i ( 14 ) 

2n^-h 



where h represents the mean intensity (or ) value of the mass regions to be re- 

constructed. The mean deviation rates ( 6* ) of the projections of 10 pairs of malignant 
masses and 10 pairs of benign masses are drawn in Fig. 4. 




Fig. 4. The mean deviation rates of 10 pairs of malignant masses and 10 pairs of benign masses 
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From Fig. 4, we can see that the mean deviation rate of a pair of benign masses is 
much larger than that of malignant masses. This is reasonable because benign masses 
are compressible, and our reconstruction algorithm is based on the assumption that 
the masses are incompressible. If the assumption is violated, the error rate of the 
reconstruction will exceed the average value. Therefore, we can use this characteristic 
to classify the masses into malignant or benign. If the error rate is smaller than a par- 
ticular value, we classify it as malignant; otherwise, benign. We will do further re- 
search on this topic in future work. 

There a one drawback to the reconstruction method described above, that is the ac- 
curacy of the 3D reconstruction is highly dependent on the accuracy of the segmenta- 
tion in CC and MLO views. Due to the usually very low contrast of the X-ray mam- 
mographic images, it is very difficult to segment the mass lesions accurately. In future 
work, we will investigate the technique of segmenting mass lesions automatically 
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Abstract. This paper presents a new method to segment abdominal 
aortic aneurysms from CT angiography scans. The outer contour of lu- 
men and thrombus are delineated with independent 3D deformable mod- 
els. First the lumen is segmented based on two user indicated positions, 
and then the resulting surface is used to initialize the automated throm- 
bus segmentation method. For the lumen, the image-derived deformation 
term is based on a simple grey level appearance model, while, for the 
thrombus, appearance is modelled with a non-parametric pattern classi- 
fication technique (k- nearest neighbours). The intensity profile along the 
surface normal is used as classification feature. Manual segmentations 
are used for training the classifier: samples are collected inside, outside 
and at the given boundary. During deformation, the method determines 
the most likely class corresponding to the intensity profile at each vertex. 
A vertex is pushed outwards when the class is inside; inwards when the 
class is outside; and no deformation occurs when the class is boundary. 
Results of a preliminary evaluation study on 9 scans show the method’s 
behaviour with respect to the number of neighbours used for classifica- 
tion and to the distance for collecting inside and outside samples. 



1 Introduction 

Contrast CT angiography images (CTA) of abdominal aortic aneurysms (AAA) 
provide information about the aortic anatomy, making it possible to visualize 
lumen, calcifications, and thrombus (Fig. 1). A patient-specific model of the ab- 
dominal aorta based on these data can be used, for example, for simulation or 
for pre-operative planning and post-operative follow-up of AAA repair surgery 
(e.g. [1]). While several methods for lumen segmentation and tracking are re- 
ported in the literature (e.g. [2, 3]), only a few researchers have addressed the 
more complex issue of thrombus segmentation in CTA data. Due to the low con- 
trast between thrombus and surrounding tissue in CTA images, segmentation 
methods have difficulty to delineate the correct boundary. Approaches based on 
image gradient often fail because strong responses from neighbouring objects, 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 257-268, 2004. 
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such as the spine and lumen, distract the method from finding the correct bound- 
ary. Threshold-based approaches are also prone to fail, since the same intensity 
value is found inside the thrombus and in the neighbouring structures. 




Fig. 1. Slices of abdominal CTA scans showing lumen (inner) and thrombus (outer) 
contours delineated by experts: coronal and axial slices. 



A few attempts to segment the thrombus have been reported in the litera- 
ture ([4, 5, 6]). The method proposed by De Bruijne et al. in [4] is based on 
a slice-by-slice approach. The user has to draw a contour in one slice, and this 
contour is propagated to the adjacent slice based on the similarity between the 
grey values in both slices. At any time, the user can correct a contour generated 
automatically and resume propagation. The method proposed by Subasic et al. 
in [5] is based on the level-set technique. A sphere positioned by the user inside 
the lumen initializes a deformable model that segments the lumen using image 
gradient as image feature. This result is used to initialize the thrombus segmen- 
tation method, which uses specific image features derived from a pre-processing 
step (threshold, morphological operations, and image gradient). Another method 
proposed by De Bruijne et al. in [6] consists of a 3D active shape model in which 
the appearance of grey values is modelled with a non-parametric pattern clas- 
sification technique. As initialization, the user has to draw the top and bottom 
contours, as well as to indicate an extra position corresponding to the approxi- 
mate aneurysm centre. 

The above mentioned methods suffer from two shortcomings. In [4] and [6], 
the reported results are accurate (in average, 95% of volume overlap with a 
gold standard), but the amount of user intervention is significant. Typically, a 
large number of contours must be manually drawn in [4], and two contours in 
[6]. Moreover, in both cases the lumen and thrombus are handled separately, 
requiring extra interaction for the reconstruction of a complete AAA model. In 
[5], user intervention is limited to indicating the centre and radius of the initial 
sphere, but the reported results do not seem sufficiently accurate (no comparison 
with a gold standard was presented in that paper). 

In this work we perform the segmentation of lumen and thrombus in a com- 
bined manner, as in [5]. First the lumen is segmented based on minimal in- 
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teraction, and then it serves as initialization for the automated thrombus seg- 
mentation method. Segmentation in both cases is accomplished with discrete de- 
formable models based on simplex meshes [7] . For the lumen, a simple threshold- 
based image force is sufficient to obtain accurate results. For the thrombus, a 
non-parametric appearance model built from training data is used as image- 
based deformation force, as in [6]. The method was evaluated on 9 patients, and 
compared with manual segmentations performed by one expert. 

The paper is organized as follows: the deformable models used for lumen and 
thrombus segmentation are described in Sect. 2, the initial evaluation study is 
described in Sect. 3, and the results are presented in Sect. 4. Section 5 contains 
a discussion and preliminary conclusions. 

2 Materials and Methods 

Figure 2 provides an overview of the segmentation method. First the user clicks 
two positions inside the lumen, which are used to define the volume of interest 
(VOI) and to create a tube roughly located inside the lumen. Secondly, the tube 
is used to initialize the deformable model for lumen segmentation. Finally, the 
segmented lumen is used to initialize another deformable model that automati- 
cally determines the thrombus boundary. 




Fig. 2. Overview of the lumen and thrombus segmentation method. 



2.1 Discrete Deformable Model 

In deformable model-based segmentation, an initial boundary is deformed under 
internal (shape-based) and external (image-based) forces until an equilibrium 
is achieved (see [8, 9] for reviews). This work adopts the discrete deformable 
model proposed by Delingette [7], where the object boundary is represented by 
a polygonal mesh with particular topology (2-simplex). The deformation process, 
with discrete time steps t, is determined by the evolution equation: 

= X- + (1 - A)(x- - xy^) + aiFint{Xi) + (3iFext{Xi), 



( 1 ) 
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where A is a damping factor, Fint and F^xt are respectively the internal and 
external forces acting on the vertex x^, and and Pi indicate their relative 
importance in the deformation process. 

As in any method based on deformable models, the success of segmentation 
is dictated by the initial boundary, the stopping criterion, and the internal and 
external deformation forces. The initial boundary in the proposed method is 
generated with minimal user intervention and, at the same time, is located as 
close as possible to the desired result. For the lumen, the initial mesh is generated 
from two positions provided by the user (see Sect. 2.2). The initial mesh used for 
thrombus segmentation is the lumen boundary. A simple convergence criterion 
is used to stop the deformation: the difference in the object volume between two 
iterations. The deformation is interrupted when this difference is smaller than 
a given threshold (0.1% in this case). The adopted internal force (continuity of 
mesh mean curvature in a neighbourhood of a given size) enforces mesh smooth- 
ness and regularization, both for the lumen and the thrombus boundaries. 

In this paper we focus on the external forces, which attract the mesh to im- 
age positions where certain boundary properties are found. In a typical case, as 
in many deformable model implementations, the object boundary is assumed to 
be located at a sharp transition of image intensity, and first-order image fea- 
tures are used as external force. In the case of the abdominal aorta, however, 
this assumption does not hold entirely. Firstly, several other neighbouring struc- 
tures (e.g. spine, calcifications and other enhanced vessels) appear with strong 
contrast in an abdominal CTA image, and might attract the boundary to the 
wrong position. Secondly, the contrast between thrombus and background can 
be extremely weak in some cases (e.g. near the bowels), so that the first-order 
filter response at such locations cannot be easily distinguished from noise. 

Here F^xt corresponds to an inflating (or shrinking) force along the vertex 
normal as defined by (2): 



{ Swi : Xi is inside the object 

—Swi : x^ is outside the object (2) 

0 : xAs at the object boundary 

where S is the maximum force strength (or deformation step size). Furthermore, 
a shrinking force is always generated when the vertex is outside the VOL For the 
lumen, a threshold-based approach is used to classify the vertex x^ as “inside” 
or “outside” (see Sect. 2.2), while a more complex appearance model is adopted 
for the thrombus (see Sect. 2.3). 



2.2 Lumen Segmentation 

The two positions clicked by the user at the proximal and distal slices of the 
vessel segment to be delineated are used for two purposes: (I) to determine the 
volume of interest (VOI), in particular the slice interval where both lumen and 
thrombus are visible, and (2) to determine the lumen axis used to generate the 
initial surface for the defomable model. 




Segmentation of Abdominal Aortic Aneurysms 261 



A rough approximation of the lumen axis is calculated with the approach 
proposed by Wink et ah [10], where vessel axis tracking is performed by finding a 
connected path between two points in a cost image such that the total cost along 
the path is minimum. Here the path extremities correspond to the points given by 
the user, and the cost is given by the reciprocal response of a vessel enhancement 
filter proposed by Frangi et ah in [11]. For improved lumen enhancement, the 
VOI intensity is first windowed to the expected values corresponding to contrast 
medium. For efficiency, the VOI is downsampled to voxels of 4 x 4 x 4 mm, 
allowing for fast vessel enhancement and axis tracking, as well as favouring lumen 
axis stability under variation of the given positions. Although the resulting line is 
not necessarily central to the lumen, it is sufficiently accurate for the generation 
of a tube used as initial mesh for the deformable model. The tube has circular 
cross-sections of constant radius (5 mm). 

The initial tube is deformed into the final lumen surface based on the follow- 
ing image force - see also (2): 



r Sui : Ti < I{xi) < Tu 

I — 6'iii : otherwise 



( 3 ) 



where Ti and Tu correspond to lower and upper thresholds defining the intensity 
interval of voxels inside the lumen and can be adjusted interactively. 

Note that a threshold-based force is sufficient in this case because the contrast 
between lumen and surrounding tissue is high in CTA scans. An exception occurs 
in the presence of small calcifications, which, due to the partial volume effect, 
are represented with intensity values similar to those found in contrasted blood. 
In such cases, the smoothness constraint plays the important role of preventing 
the surface from erroneously embracing the calcifications. 



2.3 Thrombus Segmentation 

The thrombus segmentation method is initialized with the lumen boundary. 
Thrombus segmentation, however, is a complex problem, and a deformable model 
adopting simple forces based on image intensity threshold, even when initialized 
close to the target boundary, is prone to generating incorrect results. 

The image-based force adopted is inspired by the appearance modelling strat- 
egy proposed by De Bruijne et al. [6]. A non-parametric statistical pattern classi- 
fication approach, /^-nearest neighbours (/cNN) [12], is used for grey value mod- 
elling. In this supervised learning technique, the arbitrary probability density 
functions for each class are estimated by dividing the feature space into cells 
of variable size. A cell corresponds to the k “neighbours” (or closest training 
points) of a given feature point y. The posterior probability of y belonging to 
class uoj is determined by the density of training points with a given label in the 
cell: 



n^j\y) = I 



( 4 ) 
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where kj is the number of points belonging to class ujj among the k nearest 
neighbours of y . The point is then assigned to the class with largest probability. 

As in [6], three classes are sampled from training data: inside the object (cc;/), 
outside the object (cjq), and at the object boundary (cob)- The classification 
features are image intensity values (or intensity profiles) collected along the 
vertex normal vector n^. Figure 3- left illustrates how the training samples are 
obtained at the boundary position x and at two shifted positions inside and 
outside the thrombus, respectively at x — dn and at x + dn. Note that the 
distance parameter d affects only the classifier training stage, by regulating how 
far from the correct boundary the other non-boundary samples are collected. 
Figure 3-right illustrates how the intensity profiles (or features) are sampled at 
each vertex during training and deformation. Two parameters, the profile length 
I and the sampling spacing S, determine the number of classification features. 



Fig. 3. Intensity profiles at a boundary position x: the normal vector n and the dis- 
tance d for sampling inside/outside classes (left); and profile length I and spacing S 
(right). 



During deformation, the intensity profile sampled at the vertex x^ is used 
to determine the image force as follows: 



where S is the maximum force magnitude, c = P{uj\y{) is the confidence in 
the classification step, and j indicates the class (inside, outside, boundary) with 
largest posterior probability given by maxj^[/ q,b] P{^j\yi)- Note that the force 
magnitude is reduced when the intensity profile pattern does not clearly indicate 
the situation at hand. 

This deformation approach differs significantly from that proposed in [6]. 
In that case, a few new positions in a search area are considered during de- 
formation for each vertex, which is displaced to the location with the highest 
That scheme requires the search area to be large enough to include 
the target boundary, or the initialization to be close enough to the target. More- 
over, multiple intensity patterns must be evaluated (classified) for each vertex 
at each deformation step. Finally, that approach does not take into account the 
information available when the intensity pattern is more similar to one of the 
other two classes. In our approach, the classification step is only performed once 





Scui : j = I 
—Scui : j = O 

On, : ] = B 



(5) 
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for each vertex, and the most likely class directly (and efficiently) indicates the 
deformation direction. Additionally, the requirements on the distance between 
the initial and target boundaries can be minimized in our approach by choosing 
proper training data (value of parameter d, see Fig. 3). 

3 Performance Assessment 

As a first performance assessment, the method is tested on nine (9) contrast- 
enhanced CTA scans of different patients. In all cases, no stents or other implants 
are present and the AAA is located in the aortic segment between the branching 
to the renal and to the iliac arteries. The scans are part of a random sample of 
patients from the University Medical Center Utrecht, NL (UMCU) endovascular 
aneurysm repair programme [13]. All images were acquired with Philips Medical 
Systems, Best, NL (PMS) spiral CT scanners (Tomoscan series). The images 
have resolution of 0.5 x 0.5 x 2 mm and contain circa 125 slices of 512 x 512 
voxels. 

Since lumen segmentation is quite straightforward due to the high contrast 
with the background, the analysis of results generated with the proposed method 
is limited to visual inspection. The deformable model parameters are set as 
follows: A = 0.8, [3 = 0.4, a = 1 — [3 (see (1)); and S = 0.2 mm, Ti = 100 and 
Tu = 250 Hounsfield units (see (3)). 

For the thrombus segmentation method, the behaviour with respect to vari- 
ation of k in the /cNN classifier ((4)) and the quality of results obtained when 
the inside/outside training patterns are collected at different distances (d. Fig. 
3) are analysed. The training samples are collected based on the boundary po- 
sition given by manual segmentations performed by experts of the Department 
of Vascular Surgery and the Image Sciences Institute, UMCU, using the PMS 
EasyVision workstation contouring facilities. The original manual contours are 
used to reconstruct 3-D meshes, which are then smoothed and resampled. The 
leave-one-out strategy is used, i.e., the segmented scan is never part of the train- 
ing set. The training sets contain circa 110 000 profiles. 

The profile configuration is constant in all experiments, with I = 5 mm and 
^ = 1.0 mm (in total 6 features per sample). This configuration was fixed based 
on the observation that smaller profiles {1 = 3 mm) often provide wrong results, 
and larger profiles {1 = 7 and 9 mm) do not provide better results, but demanded 
more computation time. Wherever omitted, k = 21. The thrombus deformable 
model parameters are set as follows: A = 0.8, f3 = 0.3, a = 1 — (3 (see (1)); and 
S = 1 mm (see (3)). 

Results are evaluated based on an error measure corresponding to the dis- 
tance Di from the vertices in a mesh generated with our method to the 
(triangular) faces Mj in the reconstructed mesh corresponding to the manual 
segmentation: 

Di = min(i(xi, Mj), (6) 

3 

where d{.) is the distance measured along the face normal. The quality of results 
is discussed based on the mean distance {jin) for all vertices in a given mesh. 
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4 Results 

Figure 4 illustrates the quality level of lumen segmentation results, which were 
considered satisfactory for all scans. The lumen boundary is delineated success- 
fully even when the initial tube is not completely inside the structure. When 
calcifications are present near the lumen boundary, however, the threshold Tu 
must be chosen carefully for successful segmentation. 




Fig. 4. Illustration of lumen segmentation results at selected cross-sections, showing 
the initial tube (octagon) and the result generated automatically. 



Figure 5 presents the average thrombus segmentation error for results ob- 
tained in all scans with varying k. Results are rather insensitive to the number 
of neighbors in a large range (k G [20, 150]). These results were obtained with 
d = 3 mm, but the same trend is observed for different d. 

Table 1 and Fig. 6 present the segmentation error for varying distance d G 
{0.5, 1, 3} mm. In most scans, the difference between results obtained with d = 1 
and d = 0.5 mm is very small. Better results are typically obtained with d = 3, 
specially when the thrombus is large; with smaller d, often the surface does not 
deform far enough from the lumen. Figure 7 provides an impression of the results 
obtained with the proposed method with d = 3. Results are plausible in the large 
majority of cases, with the surface determined automatically being located near 
to the manually delineated boundary. The method, however, has difficulty to 
place the thrombus surface at the correct position near the bowels and veins in 
scans where there is no intensity contrast at the boundary. 

5 Discussion and Conclusions 

The thrombus segmentation method presented here is inspired by approaches in 
which an appearance model is fitted to the data, based on grey value information 
learned from a training set. The most notable example of such approaches is the 
active shape models (ASM) introduced by Cootes et al. [14] . In the conventional 
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Fig. 5. Mean segmentation errors obtained with varying k for all scans: mean iJjd 
(stars), maximum fiD and minimum jiD (errorbars). 



Table 1. Segmentation error (mm) for varying d: /j.d ^ standard dev. for 9 scans. 



Scan 


d — ?> mm 


d — 1 mm 


d = 0.5 mm 


1 


1.0 zb 0.5 


3.8 zb 4.4 


3.8 zb 4.2 


2 


1.2 zb 0.8 


1.0 zb 0.8 


1.1 zb 0.9 


3 


1.5 zb 1.4 


0.8 zb 0.5 


3.9 zb 5.4 


4 


0.9 zb 0.5 


1.1 zb 1.2 


1.1 zb 1.2 


5 


1.0 zb 0.5 


2.8 zb 4.0 


3.0 zb 4.1 


6 


1.0 zb 0.6 


0.8 zb 0.5 


6.1 zb 6.5 


7 


1.5 zb 1.4 


3.6 zb 3.8 


3.6 zb 3.8 


8 


1.2 zb 0.7 


4.1 zb 4.2 


4.2 zb 4.3 


9 


1.1 zb 0.6 


3.3 zb 4.4 


3.6 zb 4.5 



ASM approach, a simple grey value model is used, namely a parametric statis- 
tical model describing image features measured along the normal direction to 
the deforming boundary. Such a simple model is not applicable here because the 
contrast between thrombus and surrounding tissue is typically low and largely 
varying. More powerful techniques are therefore desirable to model the complex 
nature of image intensity patterns at the thrombus boundary. Examples of such 
modelling techniques are found in the methods proposed by De Bruijne et al. 
[6] and Pardo et al. [15]. In [6], the grey level model is trained based on samples 
collected at correct and at displaced boundary positions inside and outside the 
object. A non-parametric pattern classification technique is used during defor- 
mation, namely /^-nearest neighbours. In [15], the grey level model is trained at 
the 2-D contour in one slice and propagated to the next slice in the sequence. A 
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Fig. 6. Segmentation error jiD (in mm) obtained with varying d for 9 scans. 



bank of Gaussian filters is used as classification features for points at the bound- 
ary and non-boundary positions. The most discriminating features are selected 
using Fisher linear discriminant analysis and used during deformation in the 
neighbouring slice. 

In all the methods mentioned above [14, 6, 15], the deformation is driven 
by a quality of fit that only measures the likelihood of a given intensity pattern 
belonging to the boundary class. In this work we extended the approach proposed 
by De Bruijne et al. [6] to explicitly use three classes of intensity patterns, 
namely the boundary, the inside, and the outside of the structure of interest. 
These classes are used not only during training, but also to steer deformation 
more efficiently by determining the direction that is likely to produce the highest 
impact towards the desired boundary configuration. 

The method was evaluated on 9 scans using a leave-one-out strategy, and re- 
sults compared to manual segmentations. Starting from 2 positions indicated by 
the user, the lumen is automatically segmented in a satisfactory manner (Fig. 4). 
The lumen surface is used to initialize the thrombus segmentation method, which 
produces plausible results (Fig. 7). In an initial study, the method’s behaviour 
with respect to two main aspects has been investigated. 

Regarding the behaviour with respect to variations in the number of neigh- 
bours for the classifier (/c), results are robust in a large range of values. This 
behaviour enables the choice of a small k (21 in the experiments shown here) 
and, consequently, faster processing. 

With respect to the distance to obtain samples for inside and outside pat- 
terns (d), smaller segmentation errors are obtained when the training profiles 
are sampled at a larger distance (d = 3 mm). The advantage of using a larger d 
is more noticeable when the thrombus is large: the non-boundary intensity pat- 
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Fig. 7. Illustration of segmentation results obtained with d = 3: smaller /id (left, 
scan 4) and larger /xi:) (right, scan 3). The manual segmentation (jagged line) and the 
automatic contour (smooth line) are shown on selected cross-sectional images. 



terns collected too close to the boundary (small d) might not be representative 
of those encountered during the deformation process and cause the method to 
produce a wrong result. 

Although more investigation is needed to tune the profile configuration pa- 
rameters (length and sampling interval) and the training parameters (distance 
for non-boundary samples) for this application, the results obtained so far are 
considered promising. We believe that this approach could be valuable in other 
difficult problems in medical image segmentation as well. 
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Abstract. In this paper we deseribe the applieation of a novel statistieal video- 
modeling seheme to sequenees of multiple selerosis (MS) images taken over 
time. The analysis of the image-sequenee input as a single entity, as opposed to 
a sequenee of separate frames, is a unique feature of the proposed framework. 
Coherent spaee-time regions in a four-dimensional feature spaee (intensity, 
position (x,y), and time) and eorresponding eoherent segments in the video 
eontent are extraeted by unsupervised elustering via Gaussian mixture modeling 
(GMM). The Expeetation-Maximization (EM) algorithm is used to determine 
the parameters of the model aeeording to the maximum likelihood prineiple. 
MS lesions are automatieally deteeted, segmented and traeked in time by 
eontext-based elassifieation meehanisms. Qualitative and quantitative results of 
the proposed methodology are shown for a sequenee of 24 T2-weighted MR 
images, whieh was aequired from a relap sing-remitting MS patient over a 
period of approximately a year. The validation of the framework was performed 
by a eomparison to an expert radiologist’s manual delineation. 



1 Introduction 

Detection and tracking of objects in image sequences are regarded as two of the most 
challenging problems in the field of computer vision and image processing. A novel 
statistical space-time (video) modeling scheme was recently proposed [1]. We extend 
the scheme and apply it to the automatic detection, segmentation and tracking of 
lesions in MR images of the brain, in particular, multiple sclerosis lesions. 

Multiple sclerosis (MS) is a neurological disease primarily affecting the central 
nervous system. The disease is characterized by the presence of areas of 
demyelination and perivascular inflammation in the brain’s white matter (WM), also 
known as multiple sclerosis lesions (MSL). Usually, MSL can be detected visually 
due to their appearance as regions with increased signal intensity on T2- and PD- 
weighted MR images. In cases of relapsing-remitting MS, which is the most common 
variant of the disease (about eighty percent of the patients [2]), the signs of 
demyelination and inflammation appear and disappear periodically [3]. 

The analysis of MR images may be done qualitatively, by visually estimating the 
disease’s progress, and/or quantitatively. The most common quantitative parameter is 
the burden (or load) of the disease, i.e., the overall volume of the lesions. This 
parameter is indicative of the patient’s current state when analyzing a specific scan, 
and is also of clinical importance as an indication of temporal pathological processes. 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 269-280, 2004. 
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To make a quantitative analysis of the brain scans of the patient, the clinician is 
required to perform manual segmentation of the multiple sclerosis lesions present in 
those scans. Because of the vast amount of data presented by the MRI modality, 
manual analysis is very time-consuming. Furthermore, high inter- and intra-observer 
variability has been demonstrated in several studies [4]. These shortcomings were the 
motivation for introducing automated techniques into the process of MSL 
segmentation and tracking in time. 

Works in the field of multiple sclerosis image processing can be categorized into 
two main groups. One group focuses on brain image segmentation while the second 
focuses on lesion tracking in time. Prominent works in the field of statistical MSL 
segmentation include the algorithm presented by van Leemput et al. [4], and the 
algorithms for automated segmentation and the identification of brain structures 
introduced by Warfield et al. [5] and Wei et al. [6]. The above works focused on the 
segmentation of an individual image frame (scan). Image intensity was used as the 
single feature of interest. In order to introduce spatial considerations to the 
segmentation scheme, an anatomical atlas was incorporated into their framework. The 
atlas was also used to determine required initial parameters. 

The task of tracking lesions over time is closely related to the segmentation 
problem. Kikinis et al. [7] applied frame-by-frame modeling and segmentation as a 
means for handling the space-time domain. Tracking mechanisms need to be 
incorporated in order to find correspondences across frames in the sequence and to 
extract the space-time profiles of the lesions. Other research groups incorporate the 
temporal data into the detection stage. In Gerig et al. [8] the focus is on using the 
temporal change of voxel features for the identification and segmentation of MSL. No 
segmentation procedures were applied to individual scans. For every voxel, a feature 
vector was calculated based on the temporal evolution of its intensity, described by 
the intensity vs. time graph (the voxel’s temporal profile). Rey et al. [9-10] presented 
two approaches to the problem of lesion tracking. In [10], lesion evolution was 
detected by comparing two consecutive images at a time, based on optical flow 
considerations. In [9] a parametric model for the intensity change of a pixel on a 
whole set is derived and used for candidate pixel detection. In all the works described 
above, a voxel-based analysis is pursued. Spatial constraints based on connectivity 
principles are required as a post-processing stage to extract regions that are suspected 
to be lesion regions. 

The objectives of the proposed probabilistic framework include three main tasks: 

1. Detection of regions pertaining to relapsing-remitting multiple sclerosis 
lesions (i.e., lesions that change in size over time), in a sequence of two- 
dimensional MR scans of the brain. 

2. Delineation of these regions, or in other words, segmentation of the lesions 

3. Tracking of the segmented regions through the sequence, thus producing 
the temporal profile of the size of each dynamic lesion (a separate size vs. 
time plot for each lesion). 
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2 Methodology 

In this section the mathematical tools at the core of our framework are presented. The 
first subsection is dedicated to the assumptions and apriori knowledge that motivate 
the design of the framework. The utilization of a GMM for modeling the image- 
sequence in a chosen feature-space and for statistical segmentation is described in the 
second subsection. 



2.1 Model Assumptions and Apriori Knowledge 

Multiple sclerosis lesions have several typical visual features. An example of a T2- 
weighted image with MSL is given in Figure 1(a) (one of the lesions is marked by a 
surrounding circle). The most distinct of the lesions’ visual features is their relatively 
high intensity. In addition, lesion regions are usually convex. Lesions are known to 
appear in the brain WM [2]. Therefore, it can be assumed that lesions are rarely on the 
brain’s vertical centerline (the line that goes through the corpus callosum) and that 
high-intensity regions connected to the brain’s boundaries are not lesions [7]. The 
intensity, shape and location characteristics are used as apriori knowledge in the 
design of the proposed modeling framework. 





(a) (b) 

Fig. 1. (a) An example of a T2-weighted image of an MS patient. One of the lesions is 
eireled. (b) Evolution in time of pixel intensity for different pixels in the eneireled region 
in (a): lesion-eenter (solid line), lesion- surround (dash line), and non-lesion tissue (dot 
line). 

The underlying assumption of the suggested methodology is that a Gaussian 
mixture model (GMM) generates the image intensities and their space-time 
distribution. The model is based on the following observations: 

1. Gaussian behavior of the intensity feature - regarding this issue, we 
follow previous works that suggest modeling brain intensities by a 
GMM ([4-5], [7]). 

2. Spatial convexity of the lesion regions. 
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3. Distribution of the intensity feature in time - Figure 1(b) shows the 
intensity vs. time plots of several pixels taken from the center of the 
marked lesion in Figure 1(a), from its surround and from the 
background. Unlike the background pixels that demonstrate noisy 
fluctuations around their mean intensity, the lesion pixels present a 
clear relapsing-remitting pattern. 

Figure 1(b) teaches us of an important distinction between lesion center and lesion 
surround characteristics in time. While lesion-surround pixels present a pattern of 
behavior similar to that of the central pixels, their peak intensity is lower and the time 
interval in which they show a relapsing-remitting behavioral pattern is shorter. The 
differences may be attributed to the fact that the lesion-surround often includes a 
mixture of lesion and edema or lesion and normal WM ([7]). We employ this 
knowledge to provide a more accurate delineation of the lesion region, as will be 
described in the section 3. 



2.2 GMM for Image Representation and Segmentation 



In order to construct a GMM for a given sequence of images, a transition is first made 
from the image domain to a selected feature-space. Following the feature extraction, 
each pixel is represented by a feature-vector and the image-sequence as a whole is 
represented by a collection of feature-vectors in the feature-space. Note that the 
dimensionality of the feature-vectors and the feature-space is dependent on the chosen 
features and may be reduced or augmented in a modular way, as needed. 

Learning a Gaussian mixture model from the feature data is, in essence, an 
unsupervised clustering task. The EM algorithm is used to determine the GMM 
parameters according to the maximum likelihood principle [11]. Following the 
learning process, a correspondence can be made between the coherent regions in the 
feature space and homogeneous regions in the image plane. The probabilistic 
affiliation of pixel x to cluster (Gaussian) j is given by: 



p {Label (x) = j) = 



V(2;r)‘^|Sy 




K Qf 
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M 4{2nY 1 



exp 
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K indicates the number of Gaussians in the learned model. The model parameters 
include the mean (//y), covariance matrix {Zj) and relative weight of each Gaussian 
(aj); these parameters are characterized as follows: 

k 
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e R‘‘ , 2,. is a d xd positive definite matrix 
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Segmentation maps are generated by assigning each pixel in the sequence to the 
most probable Gaussian cluster, i.e., to the component j of the model that maximizes 
the a posteriori probability (Equation 1). 



3 Proposed MSL Spatial-Temporal Segmentation Framework 

Figure 2 presents the four-stage framework proposed (a preliminary three-stage 
framework was introduced in [12]). The first stage is a preprocessing stage, in which 
the framework’s regions of interest (ROIs) are extracted (registration and bias field 
correction are not part of the current framework; we assume that these operations 
were performed on the input sequence prior to the application of our framework). In 
the second stage, a Gaussian mixture model (GMM) models the sequence in space- 
time. Space-time regions pertaining to dynamic lesions are detected, segmented and 
tracked in time in the third stage based on the features of the Gaussian clusters of the 
model. The final stage is aimed at producing a more complete delineation of the 
lesions via model adaptation. 




Fig. 2. The framework proposed for dynamic lesion detection & tracking 



3.1 Preprocessing: Extracting Regions of Interest 

One of the most distinct visual features of MSL is their high intensity. We start by 
focusing on the intensity feature and model the entire sequence by an intensity-based 
GMM. The model parameters are determined via the EM algorithm. Initial values for 
the EM algorithm can be obtained by incorporating a priori knowledge (e.g., via an 
anatomical atlas) or by extracting the values from the data itself, as performed in our 
framework by employing the K-Means algorithm. The model order, K, is usually 
chosen within the range of 3-6, so as to reflect the number of different tissues present. 
K can be determined by an optimization criterion, such as the Minimum Description 
Length (MDL) [13]. 

Each component of the model represents coherent intensity clusters in the feature 
domain. Following the model generation, a correspondence is made between the 
coherent regions in the feature space and homogeneous regions in the image plane. 
Each pixel of each frame is assigned to the most probable Gaussian cluster, i.e. to the 
component of the model that maximizes the a-posteriori probability (Equation 1). 
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Our goal in this stage is to extract the high-intensity clusters that correspond to the 
high-intensity regions in the sequence. We define these regions as our regions of 
interest (ROIs), since they include the pixels that pertain to MS lesions. The 
segmented regions that correspond to the two highest-mean-intensity Gaussians 
clusters are extracted and are used as the input data for the following stages. We 
choose to extract two clusters and not just one in order to ensure that pixels pertaining 
to lesion-surround (typically of lower intensity, as shown in section 2.1) are included 
in the ROIs. In order to eliminate potential false positives (mainly pixels of a skull- 
CSF Partial Volume Effect) a region growing procedure removes hyper-intense 
regions on the boundaries of the brain. 



3.2 Modeling and Segmenting the Sequence in the Space-Time Domain 

A global space-time model is generated next. The ROIs are modeled in a four- 
dimensional feature space: intensity, spatial position (x,y) and time expressed by the 
frame’s index within the sequence. In the global model, each Gaussian corresponds to 
what we call a “space-time blob” [14]. The learning process of the model provides us 
with the parameters that characterize each blob of the model. The blob characteristics 
of each tracked region are stored for the lesion identification stage that follows. 

Attention should be given to the fact that in the proposed methodology, a unique 
set of blobs is used for modeling the entire frame-sequence. The same blobs are also 
used in the segmentation of the sequence, as each pixel in the sequence is 
probabilistically affiliated to one of the blobs in the set. Connecting all the pixels in a 
specific frame, which were labeled as pertaining to a certain blob, yields a segmented 
region. Moreover, because a space-time model is used and the sequence is processed 
as a single entity, a certain region is marked by the same label in all the frames in 
which it is present. A by-product of the segmentation process is, therefore, the 
temporal tracking of regions, since their region of support is known from the 
segmentation maps in each frame. The unification of segmentation and tracking in our 
scheme is unique when compared to other works in the field [7-10]. 



3.3 Lesion Detection 

Criteria for the identification of blobs pertaining to lesions are applied to the 
parameters of the GMM. While current schemes detect lesion- voxels based on voxel- 
level rules (e.g., [8-10]), in this work we propose a unique set of criteria that 
incorporate region-based (blob) features. Such features are attainable in a direct 
manner from our global model, as each blob in the model corresponds to a space-time 
region in the sequence. Therefore, the parameters of a blob represent the intensity and 
space-time features of its corresponding region. Furthermore, the segmentation maps 
enable the incorporation of region-level features, such as the segmented region’s size- 
profile along the sequence. 

Based on context-specific knowledge, two criteria for the identification of blobs 
pertaining to MSL (lesion-blobs) are applied: 

1. A constraint on the mean intensity of the blob; MSL appear hyper-intense 
in T2-weighted MR images. 
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2. A constraint on the blob’s size variability in time; dynamic changes in the 
size is characteristic of MSL, since the structures of normal tissue remains 
relatively constant during the time period that is typical to our case. 



3.4 Model Adaptation 

Lesion-center and lesion-surround regions have different characteristics (section 2.1). 
In an unsupervised modeling scheme, the entire region of the lesion is likely to be 
assigned to more than one blob. In order to produce a more accurate delineation of the 
lesion region, we suggest a merging process to combine the lesion-center pixels with 
those of the lesion-surround. In this stage it is assumed that all the lesion-center blobs 
were accurately detected in the lesion-detection stage (section 3.3). The merging 
procedure requires identification of lesion-surround blobs. For each lesion-center 
blob, a lesion-surround blob is detected according to the following criteria: 

1. Mean spatial features (x,y) close, in terms of Euclidean distance, to the 
mean spatial features of the lesion-center. This criterion ensures the 
merging of spatially close regions. 

2. Mean-intensity above a certain threshold, which ensures that no regions 
pertaining to background-blobs, erroneously included in the ROIs, are 
merged. 

3. Temporal overlap with the lesion-center blob. This criterion ensures that in 
a case of two lesions appearing in the same place, but at different time- 
points, lesion-surround blobs are affiliated only with their corresponding 
lesion-center blob. Blobs that are sequential in their temporal extent, i.e. 
there is an interval of one frame between the disappearance of one blob and 
the appearance of the other are also considered as temporally overlapping. 

Following the extraction of lesion-center and lesion-surround blob pairs, the 
segmented regions corresponding to these blobs are merged to produce an updated 
lesion region. 



4 Experiments and Results 

The framework was applied to a T2-weighted serial data set received from Harvard 
Medical School and Brigham and Women’s Hospital in Boston [8]. In our 
experiment, a single slice from each set of 54 scans was considered. Each slice is 3- 
mm thick and holds a 256x256 resolution, thus resulting in voxel dimensions of 
0.48x0.48x3 mm^. The time series includes 24 frames acquired over a period of 
approximately a year. The data sequence underwent several preprocessing procedures 
[6], including sequence registration with respect to the first frame of the series, 
extraction of the intracranial cavity and the correction of intensity inhomogeneities. 

In Figure 3 the results of the detection and merging stages are presented for four 
example frames (Figure 3(a)). In the preprocessing stage an intensity-based model 
with five components was learned. The high intensity clusters that were extracted 
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(e) 



Fig. 3. Deteetion and merging results, (a) Frames [1 3 8 20] of the original sequenee. (b) ROI 
extraetion. Potential lesion-regions that were extraeted in preproeessing are marked in dark 
eolor. (e) Spatial-temporal segmentation of the dynamic lesions. Deteeted regions are eolor 
marked and labeled. Statie lesions are not eolored. (d) Model adaptation via region merging, (e) 
Zoom on lesion 4 in frame 20, before (left) and after (right) model adaptation. 

from the sequence in this stage represent an estimation of the lesion burden present in 
the input. In Figure 3(b) these ROIs are darkened (this figure corresponds to the 
results following the removal of potential false positives). It can be noticed that all the 
lesions that are clearly visible in Figure 3(a) were marked, i.e., the results hold no 
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false negatives. The regions in Figure 3(b) correspond to both static and dynamic 
lesions and cover the MS presence in the example frames. In Fig. 3(c) and 3(d) only 
regions that correspond to lesion-blobs that were detected as pertaining to dynamic 
MSL are color marked and labeled. 

Following the preprocessing stage a space-time global GMM was constructed. The 
model order, K, was empirically chosen to be 75. In Figure 3(c) the results of the 
detection scheme are presented for the example frames. Six of the 75 extracted blobs 
were identified as potential lesion-blobs (five of which are shown in these frames). 
Each lesion-blob, which was detected by the dynamic lesions detection scheme, is 
marked by a different color and labeled. 

Figure 3(c) demonstrates the ability of our framework to unite segmentation and 
tracking in time. While lesions, which show a significant size change, are all marked 
in at least one frame, static lesions (e.g., the one labeled ‘VI’) are rightfully 
undetected and unmarked. Even though there are no false positives in the results, 
lesions were not identified in some of the frames. Furthermore, the delineations of the 
lesions do not seem accurate as the identified blobs failed to cover the full extent of 
the lesion (note lesion 4). 

Results at the output of the model adaptation process are shown in Figure 3(d), 
using the same pseudo-colors and number labels as in Figure 3(c). The set of criteria 
applied to each blob in the results of Figure 3(c), in order to determine if it is a lesion- 
surround blob, includes: (1) A distance of less than 4 pixels between the blob center 
and the center of a detected lesion blob; (2) Mean intensity higher than 0.6; (3) 
Temporal overlap with the closest (criterion 1) center-lesion blob. 

The more accurate segmentation of lesions achieved by the model adaptation process 
is clear. A distinct improvement can be seen in Figure 3(e), which shows lesion 4 
before and after the merging (image corresponds to frame 20). Overall, the results 
demonstrate that the proposed scheme is effective in confronting the task of tracking 
highly dynamic MS lesions. 

Figure 4 presents a plot of lesion area (in pixels) versus time for the lesions 
numbered 1 (triangular labeling) and 4 (circular labeling) in Figure 3. We observe a 
temporal evolution characteristic of relapsing-remitting MS lesions. The size 
estimation for these two lesions in the first ten frames of the sequence is given in 
Table 1. 

Assessing the automated segmentation (and tracking) accuracy is problematic in 
the absence of a “ground truth”. We validated our results by comparing them to the 
output of an expert’s manual segmentation. All six dynamic lesions marked by the 
expert were detected by our framework. The expert’s estimation of the size evolution 
of lesions 1 and 4 is given in Figure 4 alongside the framework’s results and in Table 
1. Although the expert typically marks larger areas, the two plots show the same 
pattern of disease progress, and are, therefore, clinically compatible. 



5 Conclusions 

In the presented study, the space-time content of an MR brain image-sequence 
is described using a statistical parametric methodology. We chose to model the se- 
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Time [Number of Frame] 

Fig. 4. Quantitative results and validation. The evolution in time of the size of lesions 
numbered 1 and 4 in Figure 3 is shown (triangular/eireular labels). Results are eompared to an 
expert’s manual delineation of the same lesions (diamond /reetangular labels). 



Table 1. Quantitative results and validation. The size estimation of lesions numbered 1 and 4 in 
Figure 3 is presented for the first ten frames of the sequenee. The size is ealeulated in number 
of pixels and refers to the given resolution. The framework’s results (the FW rows) are 
eompared to an expert’s manual delineation. 
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quence in this work by using a four-dimensional feature space (intensity, spatial 
position and time). While current schemes detect lesion-voxels based on voxel-level 
rules, in this work we propose a unique set of criteria that incorporate region-based 
(blob) features. Region-based features, such as the size-profile, are attainable in a 
direct manner from our global model, since each blob in the model corresponds to a 
space-time region in the sequence. This region-level analysis can be regarded as 
compatible to the definition of a lesion as a spatially connected entity with a unique 
space-time profile. Following the detection, segmentation and tracking of lesions are 
performed simultaneously in a unified stage of spatio-temporal segmentation, and not 
separately as in other works. Adding a model adaptation stage improves the 
framework’s results, as it enables the detection of lesions at extreme points of their 
temporal existence and suspected edema regions around lesions. 

Model initialization is critical for the capability to produce a representation of 
image-sequence regions that delineates accurately regions of interest and 
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distinguishes between static and dynamic regions. The most crucial element in the 
initialization process is the determination of the number of blobs. In the case of a 
global model, K needs to be chosen as the number of expected homogeneous space- 
time regions in the sequence. However, this number may be large and its range 
unpredictable, and, therefore, it is impractical to use such criteria as the MDL to 
establish the model’s order. We confronted the problem by suggesting a scheme that 
includes context-based masking as a preprocessing step, followed by an empirical 
choice of K. The initial masking provides a reduced region of interest for the image 
modeling stage, and, as a result, blobs are more likely to fit and accurately model 
lesion regions. 

Overall, the results and their validation by comparison to manual estimation 
demonstrate that the proposed scheme is effective in confronting the task of tracking 
dynamic MS lesions. In future work, we plan to investigate larger datasets and expand 
the framework to volumetric data. 
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Abstract. Automatic segmentation of digital cell images into four re- 
gions, namely nucleus, cytoplasm, red blood cell (rbc), and background, 
is an important step for pathological measurements. Using an adaptive 
thresholding of the histogram, the cell image can be roughly segmented 
into three regions: nucleus, a mixture of cytoplasm and rbc’s, and back- 
ground. This segmentation is served as an initial segmentation for our 
iterative image segmentation algorithm. Specifically, MAP (maximum 
a posteriori) criterion formulated by the Bayesian framework with the 
original image data and local variance image field (LVIE) is used to up- 
date the class labels iteratively by a deterministic relaxation algorithm. 
Einally, we draw a line to separate the touching rbc from the cytoplasm. 



1 Introduction 

There are three major regions in the cell images of the human blood: leukocyte 
(white blood cell), red blood cell (rbc), and background. Among them leukocyte 
plays an important role in recognizing various pathological conditions. Note that 
leukocytes have a number of different sub-groups such as neutrophil, eosinophil, 
basophil, monocyte, and lymphocyte. The population of each sub-group in the 
human blood is one of the most important information for the pathological mea- 
surements. Therefore, the identification and classification of the various leuko- 
cytes via cell image segmentation is an essential requirement for the pathology 
[1][5]. One of the features to classify leukocytes into different sub-groups is the 
ratio between the nucleus and the cytoplasm in it. Also, the textural features 
of the nucleus play an essential role in differentiating different sub-groups of the 
leukocytes. This implies that the separation of the nucleus and the cytoplasm 
regions from the blood cell images is indeed an important task for hematologists 
and pathologists. 

Note that, for a cell image acquired by a light microscope, the nucleus region 
is normally dark and the background is bright [2] [4] [9] . The intermediate level of 
brightness corresponds to cytoplasm and rbc [2]. Also, obviously, the boundary 
pixels of the nucleus have high contrast. We basically make use of these clues 
to segment the cell image into three regions: the nucleus region, a mixture re- 
gion of cytoplasm and rbc’s, and the background. The initial segmentation of 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 281-291, 2004. 
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this three-region-partition is obtained by a histogram thresholding method. Note 
that, normally, there are three or four clusters in the histogram of cell images. 
The first and the last clusters correspond to background and the nucleus, respec- 
tively. Therefore, the first bottom after the first peak and the last bottom before 
the last peak of the histogram can be used as the thresholds to separate initial 
three regions. The initial segmentation roughly locates the three regions in the 
cell image. Now, our next step is to refine the initial segmentation using the 
contextual information of the image. To this end, we employ maximum a pos- 
teriori (MAP) segmentation criterion based on the Markov random field (MRF) 
models [3] [8]. The clique potentials of the MRF model are designed to exploit 
the smoothness constraint of the segmented regions and the high gradients at 
the region boundaries. To extract the high frequency components in the region 
boundaries, we use the local variance image field (LVIF) [7]. It has been shown 
that the LVIF can locate the boundary pixels in the spatial image domain quite 
well. Since we already have a rough initial segmentation, our algorithm for the 
MAP criterion is a deterministic relaxation. Specifically, by iteratively updating 
the class labels of the pixels in the direction of increasing the MAP criterion, the 
interior homogeneous regions are expanded or shrunk to the region boundaries 
with high gradients within tens of iterations. 

Having segmented the cell image into three regions, we finally need to sepa- 
rate the cytoplasm from the rbc’s. This can not be done only with the brightness 
information. Instead, one can exploit the connection status to the separation. 
Specifically, if the rbc and the leukocyte do not touch each other, the cytoplasm 
is the immediate connection of the nucleus. That is, since the nucleus is sur- 
rounded by the cytoplasm, the area of the cytoplasm can be defined by simply 
grouping the connected pixels between the nucleus and the background. How- 
ever, there are cases where the rbc touches the cytoplasm. In this case, since the 
rbc and the cytoplasm often have similar brightness, it may not be possible to 
differentiate them by the brightness and gradients. Instead, we may draw the 
boundary line between two concave points formed by the contact points of the 
cytoplasm and the rbc [6]. 

2 Overall Structure of the Segmentation Algorithm 

As shown in Figure 1, the proposed segmentation algorithm consists of three 
steps: initial three-region segmentation, segmentation with a deterministic re- 
laxation, and separation of the cytoplasm from the touching rbc. In the first 
two steps, the cell image is segmented into three regions: nucleus, a mixture 
of cytoplasm and the rbc’s, and the background. The cytoplasm and the rbc 
are separated in the final step, resulting in 4-region segmentation of nucleus, 
cytoplasm, rbc, and the background. 

3 Initial Segmentation Using the Histogram Thresholding 

As already mentioned, there are three regions in the cell images acquired by 
a light microscope, which are roughly separable by the gray level distribution. 
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They are nucleus, a mixture of cytoplasm and the rbc’s, and the background. 
For example, as shown in Figure 2, the histogram of the cell image normally 
has three or four clusters. The first cluster includes mostly the pixels in nucleus, 
the second one (and possible the third one) includes those of cytoplasm and 
the background, and the final one has the brightest background in the image. 
Since they are relatively well separated, the bottom of the histogram between 
two peaks can be used as the threshold for the segmentation. However, since the 
intermediate cluster formed by the cytoplasm and the background may and may 
not have separated clusters in the histogram, they are not differentiable by the 
histogram thresholding. Thus, for our initial segmentation using the histogram 
thresholding, three regions are separated, needing two thresholds Ti and T 2 . 
Here, T\ separates the background from the rest of image regions and T 2 extracts 
the background. The remaining regions are cytoplasm and the rbc’s. 

Before we determine T\ and T 2 , we need to smooth the histogram 
i = 0, • • • , 255 to remove the noise. The histogram smoothing adopted in this 
paper is a 9-point averager 

= J E H{i + k). 

^ k=-A 

Our strategy to find T\ is to detect the first concave after the first peak of the 
histogram. This can be equivalently done by detecting the point, where the first 
decreasing of the difference H{i) — H{i — 1) terminates. That is, scanning from 
i = 0 to 255, we set the flag to 1 when it starts to satisfy H{i) — H{i — 1) < 0 
and holds it as long as the condition is satisfied. With the flag equals to 1, we 
set Ti = i* for the first point that satisfies H{i*) — H{i* — 1) > 0. Similarly, 
T 2 is determined by scanning the histogram in the reverse order: from i = 255 
to 0. This time, the flag is set to 1 while H (i) — H {i 1) < 0. If the flag is 
1, we set T 2 = i* for the first point that satisfies H{i*) — H{i* + 1) > 0. The 
result obtained by Ti and T 2 is used as an initial segmentation for the MAP 
segmentation in the next section. 

4 Segmentation with a Deterministic Relaxation 

For those cell images with slowly varying brightness in the background, the 
cluster for the background with high gray levels in the histogram is not well 
separated (see Figure 3-(b)). As one can expect, the result of the segmentation 
using the histogram thresholding explained in section 3 is unsatisfactory (see 
Figure 3-(c)). To solve this problem and to smooth out the erroneous region (e.g., 
small holes in Figure 3-(c)), we need to refine the initial segmentation obtained 
in section 3. Our refinement is based on the contextual information of the image 
space such as the smoothness constraint and the high gray level variance (i.e., 
high contrast) in the region boundaries. These clues are incorporated into the 
MAP segmentation framework for the refinement. 

Let us denote z = G i?} as the set of all gray levels in Ni x N 2 2- 

D image space i? = {(i, j) : 0 < i < Ni^O < j < N 2 }. For notational convenience. 
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we sometimes denote z{i,j) as Zt for t = (i^j) G f2. Also, let us denote z as 
the image obtained by the processing of the histogram equalization of z. The 
histogram equalization is a necessary process to adopt the fixed thresholding 
values for all types of input images for the detection of the boundary points. 
Now, we can define the following local variance cr| as a measure of the local gray 
level contrast at a pixel t G f2: 

( 1 ) 

seCt 



where (t is the set of pixels including pixel t and its neighboring pixels, \(t\ is 
the cardinality of Ct, is the (histogram equalized) gray level at pixel 5, and Zt 
represents the average gray levels in (t- Obtaining local variances for all pixels 
and quantizing and limiting them into integer values from 0 to 255, we have the 
LVIF y = {y{i^j) : (i^j) G f2} for all pixels in the set f2 with 



^ r (a|), if (a?) < 255 
\ 255, if(cr2)>255 



(2) 



where (cr|) takes the nearest integer value of cr|. Note that each pixel in the 
LVIF takes a value yt G {0, • • • ,255}. As yt increases, higher contrast of the 
original gray levels in the vicinity of t is expected (see Figure 3-(d)). 

The maximum a posteriori (MAP) criterion formulated by the Markov ran- 
dom field (MRF) modelling is the criterion adopted for the region and bound- 
ary based segmentation. In addition to the random fields Z for observed gray 
levels and Y for the LVIF, we also define the random field X = {X{i^j) = 
x{i,j) : (i^j) G f2}. Here x{i,j) G {0,1,2} is the labelling for the nucleus (i.e., 
^{hj) = 0)5 foi* ^ mixture of the cytoplasm and the rbc (i.e., x{i,j) = 1) and 
for the background (i.e., x{i.j) = 2). Then, our goal is to find an optimal class 
label X* such that 



X* = argmaxP(^, z|x) 

a: 

oc argmaxP(z|x)P(^, x). (3) 

a: 

Since we already have a rough initial segmentation an approximation of the 
optimization of (3) can be done by adopting a deterministic relaxation method 
[8] . Specifically, for each pixel visit on i? and at the iteration, we update the 
current class label x[^^ to via the following criterion: 

= a.vgmaxP{zt\xt)P{xt\xl:i^\yt,ynt), (4) 

Xt 

where P{zt\xt) is assumed to have a Gaussian distribution with mean yxt 
variance and the local conditional probability P{xt\xijl\yt^yrjt) has a Gibbs 
distribution with the previous class labels xij^^ and the LVIF yt and its neigh- 
borhood yr^^. The Gibbs distribution of P{xt\xijl\yt^yrjt) is given as follows 

P{xt\xY\yt,yrjt) ocexp(Pt), 



( 5 ) 
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where 

Ut=Yl ( 6 ) 

ceCt 

and Ct is the set of the cliques at t G i?. For the second-order neighborhood 

system with pair cliques [ 8 ], we define the clique potential for a clique c at a 

pixel t as follows: 

{ (3, if xt = and \yt ~ys\< F 3 , for t,s e c 

—f3, if Xt 7 ^ x^r^ and \yt — > F 4 , for t,s e c (V 

0 , otherwise. 

According to (7), not only the homogeneity of the class labels in the cliques 
but also the smoothness of y(,) values in the clique are required to generate 
high (positive) clique potentials for the continuity of the class labels. Also, if the 
pixels in the clique take nonidentical class labels and any absolute difference of 
the LVIF values (i.e., y (, )) in the clique is large enough (i.e., T 4 ), then we regard 
that pixel as a boundary point and we give a negative potential to discourage the 
region expansion or shrinkage. Note that there are also cases where the clique 
potential Vc(xt) takes a value zero for those that do not satisfy the above two 
conditions, which may be considered as a “don’t care” state. 

In summary, given an initial segmentation we update the class labels 
iteratively with the following steps: 

(i) Let n = 0. 

(ii) For given current class labels x^^\ calculate (jlio,o-q), (jui,ai), and (^ 2 , 0 - 2 ) 
for the class labels 0 , 1 , and 2 , respectively, by calculating sample means 
and sample variances. 

(hi) For all t E f2, update by using (4). 

(iv) If n = Umax or ~ stop. Otherwise, n = n + 1 and go to step 

(ii). 

Note that Umax is the pre-determined maximum number of iterations. The deter- 
ministic relaxation algorithm takes less than 30 iterations to converge. Applying 
the above segmentation algorithm to Figure 3-(c), we have a correct three-region 
segmentation as shown in Figure 3-(e). 

5 Separation of Cytoplasm and rbc 

For those cell images with no touching rbc (e.g., see Figure 4), one can easily 
separate the cytoplasm from the mixed region of the cytoplasm and the rbc’s. 
That is, grouping all the pixels between the background and the nucleus forms 
a region of the cytoplasm. However, there are also rbc’s touching the leukocyte 
as shown in Figure 2- (a). For those images with touching rbc’s, a separation 
algorithm is required. Our separation algorithm is based on the fact that a pair 
of sharp concavities are created on the verge of boundary pixels due to the round 




286 C.S. Won, J.Y. Nam, and Y. Choe 



shape of the cells. These are two boundary points where the cytoplasm and the 
rbc meet (see Figure 5). Thus, our goal is to identify those concave points and 
to connect them to delineate the boundary of the cytoplasm. The separation 
algorithm consists of four steps: boundary smoothing, detection of concavities, 
finding a pair of concavities to be connected, and the undoing the incorrect 
partitions. Boundary smoothing is required to remove the noise concavities. One 
way of detecting the concave points is to measure the ratio of the number of 
the background pixels (i.e., Xt = 2 ) and the number of the pixels classified 
as the mixture of the cytoplasm and the rbc’s (i.e., Xt = 1) within a small 
window centered at each pixel. At a concavity, the number of pixels with label 1 
(cytoplasm plus rbc’s) is greater than that of label 2 (background). Identifying 
the concavities, the next step, is to find a pair of concavities to be connected. If 
there are multiple touching rbc’s, this turns out to be the most difficult problem 
in the separation. Our method is to examine all possible pairs of concavities and 
choose the one that satisfies the following conditions: 

— the connecting line should not pass through the nucleus, 

— pixels on the real connecting lines tend to yield higher average LVIF values 
than wrong ones. 

If an incorrect pair of the concavities is chosen, the connecting line results in 
partitioning a part of the convex cytoplasm regions. This incorrectly partitioned 
region normally has thin and long shape, comparing to the almost round shape 
obtained by the correct partition. This fact is utilized to undo the incorrect 
partitions, reassigning them to the cytoplasm. 

6 Experiments 

The proposed segmentation algorithm was applied to 22 cell images, including 4 
basophils, 3 eosinophils, 5 lymphocytes, 5 monocytes, and 5 neutrophils. Here, 18 
of them have touching rbc’s. Note that Ti and T 2 are determined automatically, 
but T 3 and T 4 are fixed as 50 and 200, respectively. We set the pair-clique 
potential for the second-order neighborhood system to P = 0.3. For all 22 images, 
the three-region segmentation by the deterministic relaxation yields 100 % correct 
results (see some of them in Figure 4 and Figure 6 - 11). On the other hand, 
the segmentation accuracy of the separation algorithm is only around 60% with 
multiple touching rbc’s. Figure 12 shows an example of unsuccessful separation. 

7 Conclusion 

We have proposed a segmentation algorithm for cell images. The distinctive 
brightness features of nucleus, a mixture of cytoplasm and the rbc’s, and the 
background are used to obtain the three-region segmentation. Also, novel Gibbs 
energy potentials have been proposed for the region and boundary based image 
segmentation. Then, the separation of the cytoplasm and the rbc is done using 
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Fig. 1. Three major steps of the proposed segmentation. 




Fig. 2. A cell image with a basophil: (a) original image, (b) histogram, (c) initial 
segmentation by the histogram thresholding. 





(c) (d) (e) 



Fig. 3. A cell image with a lymphocyte: (a) original image, (b) histogram, (c) 
initial segmentation by the histogram thresholding, (d) LVIF, (e) segmentation 
by the deterministic relaxation (white line on the boundary of nucleus, black 
line on the boundary of the background). 
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(a) (b) (c) (d) 



Fig. 4. Segmentation results with no touching rbc (white line on the boundary 
of nucleus, black line on the boundary of the cytoplasm): (a) Lymphocyte, (b) 
Basophil, (b) Lymphocyte, (d) Neutrophil. 




Fig. 5. A pair of concavities (in white circles) created by a touching rbc. 




Fig. 6. Segmentation result: (a) after the deterministic relaxation, (b) after the 
separation. 
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(a) (b) 



Fig. 7. Segmentation result: (a) after the deterministic relaxation, (b) after the 
separation. 




(a) (b) 



Fig. 8. Segmentation result: (a) after the deterministic relaxation, (b) after the 
separation. 




(a) (b) 



Fig. 9. Segmentation result: (a) after the deterministic relaxation, (b) after the 
separation. 
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Fig. 10. Segmentation result: (a) after the deterministic relaxation, (b) after the 
separation. 




Fig. 11. Segmentation result: (a) after the deterministic relaxation, (b) after the 
separation. 




Fig. 12. An example of incorrect separation: (a) after the deterministic relax- 
ation, (b) after the separation. 
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the concavities of the touching rbc’s and the connection status. Experiments 
show that the three-region segmentation using the deterministic relaxation al- 
gorithm yields almost perfect segmentation results, proving our successful MRF 
modelling using both the smoothness contextual constraint and high contrast 
constraint at the region boundaries. 
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Abstract. We describe a new model which is able to model accurately 
the characteristics of subject motion, a dominant artefact in Functional 
Magnetic Resonance Images. Using the model, which is based on specific 
knowledge regarding the nature of the image acquisition, it is possible 
to correct for this motion which would otherwise render activation de- 
tection on the images invalid. We also present an initial implementation 
based on the model and are able to demonstrate that the corrections 
available under this new scheme are significantly more accurate than ex- 
isting approaches to the problem of subject motion, enabling a far more 
accurate analysis of the patterns of brain activation which these images 
seek to capture. 



Key words: Motion correction, slice-timing correction, FMRI, registration, 
spatio-temporal re-alignment. 

1 Introduction 

Functional Magnetic Resonance Imaging (FMRI) is a relatively recent devel- 
opment of Magnetic Resonance Imaging (MRI) and is a non-invasive technique 
which can be used to form images of neural activation. The technique can answer 
questions about the way in which the brain works and can also characterise de- 
ficiencies due to illness or injury. The modality is based on measurements of the 
magnetic behaviour associated with blood flow change due to metabolic activity 
which can be observed using an MRI scanner. 

Images are acquired using a multi-slice Echo Planar Imaging (EPI) protocol 
which raster scans k-space. While this achieves the necessary acquisition speeds 
for individual slices which are grouped along the z-axis to form volumes (typically 
a volume must be acquired every 3 seconds so that the temporal dynamics of 
the haemodynamic response can be captured), the signal-to- noise ratio (SNR) 
suffers and as a consequence image resolution must be lowered. This makes it 
much harder to reliably detect activation and dynamic behaviour in a subject’s 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 292-303, 2004. 
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brain. Also, because this detection is based on the statistical comparison of many 
scans of the same sections of the brain, the situation is further confounded by the 
adverse effect of subject motion at even very low levels of a few millimetres or 
less. This situation is exacerbated by the fact that clinical patients will generally 
move far more than cooperative volunteers while in the scanner. Echo Volumetric 
Imaging is the full extension of EPI to 3-D which means that the full volumetric 
image is acquired in a single shot. It is extremely difficult to carry out in practice 
and results in a very low resolution image (currently, about 32 x 32 x 16 voxels) 
with large levels of distortion due to an even lower SNR than is typical of multi- 
slice EPI. 

Given that SNR considerations limit FMRI to stacked-slice acquisitions in 
practice, the problem of temporal offsets within a volume due to the successive 
acquisition of slices remains a significant confound to motion correction. Previous 
attempts to correct FMRI data for artefacts introduced during acquisition have 
considered spatial realignment and slice-timing correction as two distinct and 
separate stages in the processing chain. We discuss the problems inherent in 
such an approach in section 2, and go on to propose a new method, which 
we have called Temporally Integrated Geometric EPI Re-alignment (TIGER). 
We present the initial results from an implementation based on this model and 
conclude by describing a more sophisticated realisation based on this model 
which may be applied to real FMRI studies. 

2 Existing Approaches to Motion Correction in FMRI 

While the need for slice-timing is acknowledged widely, these corrections are not 
always performed in practice on FMRI data. Applying the two corrections sepa- 
rately is convenient, not least because it facilitates the use of existing tools such 
as MCFLIRT [3] and SPM [2] for rigid-body motion correction along with sep- 
arate temporal interpolation of each voxel time-course to re-shift slice-timings. 
There are fundamental errors in the assumptions underlying this distinction, 
however, regardless of the order in which the two steps are performed. Clearly, 
if no subject motion has occurred, it is sufficient simply to apply slice-timing 
correction as a series of temporal interpolations over each voxel time-course in 
turn, where the amount of shift is proportional to the temporal offset associated 
with the slice containing the voxel being considered. However a complete lack 
of subject motion is unlikely to occur in real data, so the interaction between 
motion and acquisition delays must be modelled in order to correct fully for the 
resulting artefacts in the data. 

Assuming that motion correction is carried out before any temporal correc- 
tions, data which may not correspond to acquisition at a consistent point in time 
will be co-registered. If slice-timing correction is applied after the initial realign- 
ment, the corrected images will contain data from several discrete sample times 
within individual slices. This is because, in the general case of through-plane 
motion, spatial registration will realign the data so that intensity values from 
individual slices in scanner space are distributed across several slice locations 
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Fig. 1. In this figure the shaded bars, fixed to the same reference frame as the 
brain, indicate the acquisition timings associated within each slice. Even in the 
case of rigid-body motion, spatial realignment (in this case correcting a simple 
pitch of the head) will lead to a breakdown in the correlation between slice 
location used to determine slice-timing correction (marked with dotted lines) 
and associated acquisition timings (shaded bars). 



in the corrected data. This is illustrated in figure 1. Specifically, if rigid-body 
realignment is performed, subsequent slice-timing will make the incorrect as- 
sumption that data within individual slices will have been acquired at the same 
time-point. In this situation, it is necessary to keep a record of the slice in which 
the data were originally acquired, and then apply the appropriate timing cor- 
rection, a step which is usually omitted. It might, therefore, seem obvious that 
temporal re-sampling should be carried out before motion correction. An obsta- 
cle to such a re-sampling is that in order to carry out slice-timing correction by 
temporal interpolation of a particular voxel, the time-course of that voxel must 
be known. If the subject has moved, there is no guarantee that a voxel in object 
space will be in constant alignment with a voxel in scanner coordinates. This cre- 
ates a cyclic problem where motion correction is needed in order to determine 
slice-timing before motion correction. Recognising this inter-dependency is by 
no means original; but prior to this work there have been no attempts to utilise 
knowledge about the acquisition sequence in order to correct the situation. 

The situation is worse when considering a voxel on an intensity boundary 
(for example on the interface between two tissue types or on the perimeter of an 
activating region), since in such a case the voxel described by a particular set of 
scanner coordinates may rapidly switch between two different intensity regions 
in object space, thus creating a physically implausible (uncorrected) time-course 
on which to base temporal interpolation. 

In general, if a rigid-body model is assumed, the motion correction stage 
will also ignore the fact that there may not be a parallel correspondence^ be- 



^That is, it is no longer correct to assume that the relative movement between slices 
is consistent across different volumes. 
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Fig. 2. Local distribution of slices within different volumes may force the motion 
correction problem to require a non-rigid solution. 



tween the slices from different volumes if motion has occurred during or between 
activations, such as the example in figure 2. Thus a rigid-body spatial realign- 
ment will inevitably attempt to compute pair-wise voxel comparisons on data 
which originates from different spatial locations in the subject’s brain. It is also 
possible that the slices will remain unaligned, even when the volumetric optimi- 
sation has reached a minimum. In conclusion, movement throughout a scan will 
lead to different displacements in individual slices. This is ignored by volumet- 
ric corrections, such as MCLFIRT, which assume a rigid-body transformation 
over the entire volume. These observations show that the separate application 
of slice-timing and motion correction cannot accurately account for motion arte- 
facts in FMRI. For this reason, we propose an integrated approach to these two 
corrections that is able to cope with the potential spatial non-linearities in the 
data. 

If the subject has moved during acquisition of that volume, a quite likely 
possibility, as previously noted, is that there will be redundancy at some loca- 
tions yet sparseness and/or voids at other points of the volume. This is due to 
a particular location in the object having moved sufficiently quickly between 
slice acquisitions to have been captured either more than once or not at all, as 
shown in figure 3. This observation is not new in the FMRI literature: incorrect 
assumptions about spatial distribution of slices have already been identified as 
the cause of errors in the realignment of FMRI data [6, 1]. 

At a more basic model level, because subject motion may occur more markedly 
during some volume acquisitions than in others, the initial motion correction 
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Fig. 3. Movement during the acquisition of a volume (in this case a simple 
nodding motion is depicted) may cause acquisition redundancy and voids. 



stage may be trying to infer an affine relationship between two volumes which 
do not have the same overall morphology (such as the example shown in figure 2). 
Another flaw in applying standard intensity-based volumetric registration in this 
situation is that each volume will contain a unique spatio-temporal distribution 
of voxels. While all the voxels within each scanner slice are temporally aligned, 
it is not possible to say before motion estimation which physical locations in 
object space these voxels relate to or whether this object-to-scanner correspon- 
dence is consistent across all volumes. A method that registers individual slices 
to a single anatomical volume has been proposed in [4] but this does not take 
into account the timing issues and requires a cross-modal registration. The latter 
condition is particularly confounding as any 2-D to 3-D registration of this kind 
is bound to be poorly constrained (the most pathological example of this would 
be to trying to match a circle to a unique plane within a sphere) and even more 
so in a cross-modal application where one of the modalities is low resolution 
EPI, with all its inherent distortions. 

Estimation of slice-timing and motion inevitably relies on voxel intensities ac- 
quired through a relatively low resolution modality (including activation-related 
signal changes of interest), so a spatio-temporal scheme offers the additional 
advantage that it may be possible to combine information over a large number 
of images to give more robust conclusions than those normally available from 
pair-wise realignment of EPI volumes. 

3 Spatio-temporal Model 

The new model described in this section is intended to bypass the shortcomings 
of the primarily sequential methods described above. The acquisition process is 
modelled as a set of discrete time-points within each volume, one corresponding 
to each slice, so as to allow changes in the orientation of the head for each slice. A 
practical approximation to this process is to express the orientation of each slice 
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as a fraction of the estimated gross motion contained in the volume. This is done 
by estimating the motion between two volumes and decomposing this motion into 
a set of evenly-spaced rotations about a common axis [7] . It should be noted that 
the associated increase in DOF is only a total of 6 additional parameters for the 
whole time-series. Thus the assumption of an even distribution of slices along 
some postulated rotational axis is the key to keeping the subsequent optimisation 
problem manageable. This is discussed in more detail below. Due to the increase 
in the number of DOF for the registration problem, however, it is necessary to 
devise a method which is able to efficiently cope with the permitted flexibility in 
the data and which applies constraints and some global cost invariant over the 
data as a whole. 

The proposed method can generally be divided into 3 separate sections: the 
initialisation stage, which transforms the images from volumetric data into dis- 
tributed, discrete slices; the cost function optimisation, with its requisite spatial 
interpolation choices, which serves to refine the initial image pose estimates 
by exploiting spatio-temporal similarities in the data; and, finally, the tempo- 
ral interpolation which implements spatially-integrated slice-timing corrections 
and includes the estimation of intensity values associated with voxels which are 
deemed not to have been acquired as a result of inter-slice movement. 

3.1 Slice Pose Estimation 

Given two volumes which have been acquired one after the other in an FMRI 
time-series, it is possible to estimate the total motion of the subject’s head within 
the first volume Vn^ as the rigid-body transformation Tn which relates Vn to the 
second volume, Rn+i- This is the approach adopted by MCFLIRT and other 
rigid-body motion correction schemes. Although this estimate can only be an 
approximation in the case of an independent-slice model, since the movement 
is intra-scan rather than volumetric, it provides a useful initial approximation 
which can then be refined progressively throughout a subsequent optimisation 
process. It is assumed that Tn is smoothly varying (sudden intra-scan move- 
ments within the volume are possible; but in this first study the model will 
avoid this additional level of complexity in the interests of testing the underly- 
ing hypothesis of significant inter-slice motion) so that the transformation can 
be decomposed into a rotation 0 about some common axis [7] q = + + 

This formulation, or ‘screw decomposition’, makes it possible to construct a set 
of incremental rotations about q by allowing the angle of rotation to range as 
Os = s.AO where AO = where 5 is the current slice number and S is the 
number of slices. Similarly the translational component t = can 

be applied in increasing fractions up to the full (rigid-body) value. 

These slice-based transformations can be written as Tn,s where 5 = 1, .. , S'. 
By applying each incremental transformation to the corresponding plane in scan- 
ner space it is possible to form an independent-slice representation of the volume. 
This is illustrated in figure 4. This decomposition provides a more realistic in- 
terpretation of the data in each slice with respect to the subject’s head than the 
standard stacked-slice model [4, 5]. 
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Fig. 4. By expressing the rigid-body transformation Tn relating volume Vn to 
volume shown in (a), as a rotation 0 about a single axis q and a translation 

t, depicted in (b), it is possible to determine a set of transformations Tn,s which 
describe the local movement of n individual slices. These can be applied to each 
slice of volume Vn, written Vn\z=s where s = to give volume Tn(h^n) 

shown in (c), where each slice is transformed by progressively greater fractions 
of the original transformation, Tn- This provides a more accurate model of the 
data acquired on a slice-by-slice basis within each volume. 



Furthermore, because the distribution of slices is determined by a limited 
number of parameters (specifically q, 0 and t - all of which are derived from the 
rigid-body matrix Tn) it is possible to update the orientation of the slices by 
varying only Tn, thus limiting the complexity of a correction scheme based on 
this model. This is an important aspect of the model, given the dimensionality 
of the spatio-temporal data and the number of sample points. 

An important corollary to this observation is that by altering Tn, and thus 
the slice distribution within the test volume Vn, the distribution of slices within 
the adjacent reference volume Rn+i will also be affected. This may be thought 
of as an ‘accordeon’ effect where the first slice of the test volume and the final 
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Fig. 5. At each optimisation step for a volume Vn , a perturbation P is applied to 
Tn and the new slice distribution T^^(Vn) tested. Throughout this optimisation 
step, the end slices of the volume pair [Vn,Vn-\-i] shown in light grey are kept 
fixed. In effect what P does is to vary the mid-point slice between these two 
volumes, shown in dark grey. Thus, for every perturbation applied to Vn it is 
necessary to apply the inverse P“^ to Tn+i (giving (V^+i)) to maintain 

the constraint on the end (light grey) slices. 



slice of the reference volume are constrained while the midpoint slice is varied, 
thus altering the spacing of slices within each volume. An illustration of this 
relationship between volumes is given in figure 5 . For example, if Tn relates 
slice 1 of Vn to slice 1 of Rn+i and Tn+i relates slice 1 of Rn+i to slice 1 of 
Rn+ 2 , then if slice 1 of Rn+i moves by P, the transformation Tn followed by P 
will map slice 1 of to the (now perturbed) slice 1 of If the updated 

rigid-body transformation associated with Vn is written 

< = P * T„ (1) 

where P describes the parameter updates determined by optimisation (the per- 
turbation matrix)^ then the rigid-body transformation T^+i describing the ori- 
entation of the next volume Rn+i (which is based on its relative position with 
respect to Vn) must be adjusted. To understand this, consider the relationship 
between the newly perturbed slice 1 of and its original orientation in the 
example above, which equals P“^. Therefore, the updated Tn+i becomes P“^ 
followed by the original Tn+i- According to the relationship between Vn and 
Vn-\-i described in section 3.1, this update can be written: 

Tp;; = T„+i*p-r (2) 

This ensures that the product Tn+i * Tn is the same, independent of the 
application of P, which is necessary as the product of the two transformations 
describes the mapping between slice 1 of and slice 1 of Vn-\- 2 , neither of which 

have moved. By performing this slice- wise decomposition for every image in the 
series, it is possible to obtain an initial approximation to the data as a more 
realistic representation of the subject’s head in scanner coordinates, rather than 
a volume corrupted by a single volumetric transformation (illustrated in figures 2 
and 3). 
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3.2 Cost Function Optimisation 

Having constructed the initialised distributed-slice time-series by applying the 
model from section 3.1 to each volume, the next stage in correcting the data is 
to construct a cost function which attains a minimum when the 4-D time-series 
is aligned. The assumption underlying this stage, as with conventional intensity- 
based rigid-body schemes designed to work on FMRI data, is that there will be 
a small level of intensity variability restricted to a small number of voxels. These 
voxels are assumed to correspond either to regions of the subject’s brain which 
have activated under the stimulus of the experiment or those areas which have 
been affected by an acquisition artefact. The intensity of the remaining voxels 
should remain broadly constant in object coordinates so the correction should 
seek a realignment over the 4-D data which minimises this variance. A Least 
Squares metric [3] is used to reduce the likelihood of local movement patterns 
dominating the evaluation of a minimum. An example of such a situation would 
be where there is no appreciable motion throughout two adjacent volumes but 
where those two volumes are significantly offset from the rest of the time- series. 
By generating a reference image from the entire remainder of the time-series, 
there is a much smaller possibility of the presence of an adjacent (similarly mis- 
aligned) volume driving the evaluation of the cost function. When interpolating 
intensity values after registration, sine interpolation is applied to the original 
data. Currently multi-dimensional optimisation using the golden section method 
is used to search for cost function minima, with the order of rotation searches 
being permuted to avoid local minima traps. More sophisticated optimisation 
strategies are considered in section 5. 

In order to enforce the anatomical constraint, that is, that the realigned data 
should represent the data in object space, not simply in a pose which satisfies 
the cost function, it is necessary to include at least one volume which contains 
little or no inter-slice movement. While this may seem to be a very specific case 
of the likely input data, it is relatively easy to select such a volume from within 
the time-series by examining the relative RMS difference between each volume, 
as estimated by MCFLIRT. In the case where the relative movement between 
two volumes is very low, an assumption can be made that little or no inter-slice 
movement occurred over the course of the acquisition of either. Thus the images 
will hopefully contain a physically-consistent representation of the brain, even if 
its global pose is not entirely co-incident with the coordinate axes. 

Either of these two internally static images can then be used as a canonical 
reference volume for the spatio-temporal realignment. An appropriate modifica- 
tion to the realignment scheme is to select the static volume using the procedure 
described above and to then allow the adjacent volume to perturb according the 
the model shown in figure 5. Once this second volume has been realigned with 
respect to the first static volume, it is then possible to use both these volumes as 
a reference image in the variance cost for the realignment of the third volume. In 
this way, the reference image is built up iteratively but anatomical constraints 
are enforced by virtue of starting with a volume which has been measured as 
the most likely to contain little in the way of inter-slice movement. 
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In addition to the intermediate interpolation described above, care must also 
be taken when performing the temporal re-sampling applied to each voxel time- 
course after spatial realignment. The underlying acquisition process should en- 
sure that once optimisation is complete, all the voxels within each slice of scanner 
space should contain intensity values acquired at the same time. Unlike existing 
rigid-body schemes which are inappropriately used with slice-timing, the spatial 
realignment of the data resulting from the proposed slice-based model allows the 
application of appropriate temporal interpolation. However, care must be taken 
to deal with situations where there may be no acquisitions for a given voxel at a 
particular volume’s time-point. In order to apply a shift to reflect the temporal 
offset of each slice it is necessary to have at least one sample for each voxel 
location and time-point. If reconstruction of the data has concluded that the 
particular voxel was ‘missed’ during acquisition as a result of subject motion, 
its intensity value is estimated using Hermite splines. By maintaining a record 
of the slice from which each transformed intensity value originated, it is then 
trivial to apply the appropriate temporal shift using sine or other interpolation 
basis functions. 



4 Testing and Results 

The method described above has been implemented and applied to synthetically- 
generated test data, based on a single high resolution EPI image to minimise the 
effect of interpolation artefacts when re-aligning the data to simulate motion. 
Two datasets were constructed which contained a static initial volume followed 
by 20 volumes which contained motion. The first dataset simulated a nodding 
motion distributed over the individual slices of each volume up to a maximum 
of 2 degrees, while the second dataset contained a nodding design of the same 
magnitude, centered on the centre of mass of the original image. 

An initial analysis of the cost function behaviour on this test data revealed 
that the cost function was not at a minimum, even when the images were per- 
fectly re-aligned using the independent slice model. We believe that this discrep- 
ancy is due to the extremely high levels of accuracy which are required for the 
spatial interpolation of comparatively sparse data. Testing the spatio-temporal 
optimisation on the shaking dataset revealed that the realignment scheme was 
able to reduce the average RMS error within each volume from an un-corrected 
value of 1.9331 millimetres to 0.2829 millimetres. The deviations from ground 
truth in the parameter estimates were noted to consistently follow the observa- 
tions made in the initial cost function analysis. 

Qualitative examination of the realigned data revealed that very little per- 
ceptible global motion remained within each slice. Of potentially greater interest 
was the presence of local detail variation between time-points. This reflects the 
changing role played by interpolation across a range of slice poses and further 
reenforces the earlier hypothesis that interpolation is responsible for much of 
the error with respect to zero motion observed in the cost plots. While devia- 
tions from zero were still observable in the parameter estimates for the nodding 
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data, the realignment was able to reduce the average RMS error from 2.1863 
millimetres to 0.7451 millimetres. 

The current implementation takes approximately 72 hours to process a 20 
volume time-series on a 64-bit ES40 667MHz Alpha platform, approximately 
80% of which is dedicated to the additional parameter permutation searches. 

5 Conclusions and Future Work 

It has been shown that an implementation of the TIGER model can be applied in 
order to provide corrections which are known to be fundamentally more accurate 
than existing rigid-body and separate slice-timing methods. In the case of both 
nodding and shaking motion, the scheme was able to significantly reduce the 
levels of motion in the data to a sub-millimetre level which is necessary for 
accurate activation detection. 

Given that the dominant source of error in the above implementation was 
interpolation accuracy, an improvement in the spatial estimation of the TIGER 
framework is likely to result from the inclusion of a more sophisticated inter- 
polation technique. The issue of accuracy of interpolation has been highlighted 
repeatedly as a fundamental factor in the reliability of motion correction, even 
more so than in conventional medical image registration [3]. It is possible that 
advanced forms of spatial interpolation, such as Markov Random Eields could 
be adapted to include the robust estimation of inhomogeneous sampling rather 
than having to use a separate spline interpolation stage. An alternative approach 
to the problems caused by inaccurate interpolation might alternatively involve 
deriving the interpolated values from the original k-space data. By interpolating 
in k-space, before the data is Eourier transformed into cartesian image space, it 
might be possible to achieve more accurate interpolation by avoiding the errors 
associated with interpolating truncated data in the form of images. 

Eurthermore, necessary step in making the scheme practical for use on real 
data, which may contain inter-slice motion over several axes, will be to incorpo- 
rate a more advanced optimisation framework. This optimisation method should 
be able to search the cost function space in a quasi-exhaustive manner so that 
the best minimum is always located. Possible candidates for this scheme include 
simulated annealing and parallelised gradient descent. 
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Abstract. A novel robust method is presented for the registration of 
3-D ultrasound images. The proposed method improves the performance 
of the voxel property-based affine registration in two aspects. Eirst, a 
set of wavelet-like Gabor filters is used to extract the texture and edge 
features of the voxels. By using these features, the smoothness of the 
similarity function in large scale can be improved. Eurthermore, adopting 
edge information can improve the registration accuracy. Second, a robust 
maximization method based on the mean-shift algorithm and Powell’s 
direction set method is proposed. The implicitly embedded smoothing 
process of the mean-shift algorithm can effectively remove the local fluc- 
tuation of the similarity function and significantly improve the robust- 
ness of optimization. Experimental results demonstrate the robust and 
accurate performance of the proposed method in the registration of 3-D 
ultrasound fetal head images. 



1 Introduction 

Ultrasound imaging has been one of the most widely used medical imaging tools 
in healthcare for diagnosis, planning treatment, guiding treatment. This is be- 
cause it is safe, non-invasive, real time, low cost and easy to use. However, 
comparing to other radiological imaging modalities, such as computed tomogra- 
phy (CT) and magnetic resonance imaging (MRI) etc., one of the limitations of 
the conventional ultrasound examination is the two-dimensional (2-D) imaging 
nature. Three-dimensional (3-D) ultrasound imaging, the most recent advance 
in ultrasound imaging, aims to overcome that limitation. Two types of 3-D ul- 
trasound imaging solutions are being developed. One is dependent on the new 
special 3-D probes to produce a 3-D image of a volume inside the body. The 
other is based on conventional 2-D images to construct a 3-D data set. Since 
some technical challenges have yet to be solved for the 3-D probes, currently, the 
latter solution is actually the preferred choice for most 3-D ultrasound imaging 
systems used in clinical practice. The emergence of 3-D ultrasound imaging sig- 
nificantly encourages the research on the field of ultrasound image registration. 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 304-316, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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This is important as registration is a key step to reconstruct the 3-D ultrasound 
volumes of the tissues and organs from the consecutive 2-D ultrasound images. 
Accurate wide field-of-view (FOV) of 3-D ultrasound volumes can also be ob- 
tained. Moreover, the registration of different 3-D ultrasound data set permits 
the comparison of serial examinations performed on the same patient. 

Although medical image registration has been a very active field of research, 
little has been published on the registration of ultrasound images. Apart from the 
obstacle caused by the 2-D imaging nature of ultrasound examination, this may 
also be due to the relatively poor image quality of ultrasound images comparing 
to other medical imaging modalities. Medical image registration methods can 
be divided into two main classes: feature-based methods and voxel property- 
based methods. Since the accurate detection of the image features in the noisy 
ultrasound images is still a very difficult task, the voxel property-based methods 
seem more suitable for ultrasound image registration. 

Rohling et al[2] were among those who first attempt to use the voxel property- 
based method for the registration of ultrasound volumes. They used the corre- 
lation coefficient of gradient images for the rigid registration of the human gall 
bladder images acquired by freehand 3-D ultrasound scan. Meyer et al[3] ap- 
plied the mutual information measure to affine and elastic registration of 3-D 
ultrasound images in gray-scale and color flow. Shekhar et al[l] investigated 
using the preprocessing of median filter and intensity quantization to improve 
the robustness of the registration of 3-D cardiac ultrasound images under the 
affine transform framework. Xiao et al[4] study the correlation coefficient based 
block matching methods for elastic registration of 3-D freehand breast ultra- 
sound images. Gee et a/[5], proposed to impose the constraint of the mechanics 
of freehand scanning process on the warp’s degree to reduce the computational 
load in non-rigid registration. 

The major procedures involved in voxel property-based methods include: ex- 
traction of voxel property, selection of similarity measure, definition of the trans- 
formation and the choice of an optimization approach. One of main difficulties 
in ultrasound image registration is the poor image quality primarily caused by 
speckle noises. The poor quality of ultrasound images may introduce many lo- 
cal maxima in the similarity measure. Consequently, it is difficult to obtain the 
desired solution in the following optimization procedure. Hence, when trying to 
devise a robust voxel property-based registration method of 3-D ultrasound im- 
ages we use two techniques: reducing the fluctuation of the similarity function 
varying with the transformation parameters and enhancing the robustness of the 
optimization method to the local fluctuation of the similarity function. 

In this paper, we propose first to use the wavelet-like complex Gabor filter 
banks to extract the voxel features for the similarity measure in the registration 
of ultrasound images. Then, we employ the mean-shift algorithm combined with 
the Powell’s direction set method [6] to search through the affine transformation 
for the strong local maximum of the similarity function. This is expected to be 
the location of the desired registration solution. The paper with a similar focus 
to ours is that by Shekhar et al[l]. There are two advantages of the proposed 
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method. First, by using the Gabor filter bank for the preprocessing, we can re- 
duce the fluctuation of the similarity function in large scale without any sacrifice 
in accuracy due to the localization property of the Gabor filters. Further, it can 
also incorporate the edge information of 3-D ultrasound images to improve the 
accuracy of registration. Second, the implicitly embedded smoothing process of 
the mean-shift algorithm can significantly improve the robustness of the opti- 
mization through directly smoothing the surface of similarity function. Based on 
the proposed preprocessing and optimization method, the accuracy and the ro- 
bustness of three prevalent similarity measures for the registration of ultrasound 
images are tested in this paper. 

The paper is organized as follows. Section 2 , the voxel feature extraction 
by Gabor filter is presented. Section 3 introduces the similarity measure. The 
optimization method based on mean-shift algorithm is described in section 4. 
Experiment and conclusion are given in section 5 and section 6 , respectively. 



2 Voxel Feature Extraction 



Although the ultrasound images are of poor quality degraded by heavy speckle 
noises, they are highly textured. The speckle noises are able to be viewed as in an 
irregular and complex texture pattern [9]. This fact inspires us to employ the Ga- 
bor filter, an excellent and extensively studied multi-channel filtering method for 
texture analysis, for the preprocessing of the registration of ultrasound images. 
The attractive properties of Gabor filter include its optimum joint spatial/spatial 
frequency localization and the ability to simulate the behavior of 2-D receptive 
field of simple cell in the visual cortex by isolating specific frequencies and ori- 
entations. 

A 2 -D complex Gabor filter represented as a 2 -D impulse response is given 
by [ 8 ] 

y) = g{x', y') exp(i27rFa;'), (1) 

where (x', y') = {x cos 0 -\-y sin 6 >, —x sinO -^y cos 0) are rotated coordinates, F is 
the radial center frequency, and 



g{x,y) 



(Jy 



exp 



H 




( 2 ) 



where ax and ay are the space constants of the Gaussian envelope along the x 
and y axes and can be calculated by 



_ {2^^ + 1 ) 

“ \/27rF (2^^ - 1) ’ 

\/ln2 

“ ^/2-KFt&n{Be/2y 

where Bp i^ the frequency bandwidth and Bq is the angular bandwidth. To 
enhance the texture separability of the Gabor filter, a Gaussian smoothing fil- 
ter, ^( 7 ^, 7 ^), is used to post-filter the output amplitude for each channel. The 




Robust Registration of 3-D Ultrasound Images 307 



g{'yx,jy) is set to have the same shape as the corresponding channel filter but 
greater spatial extents, because it can yield results that are still spatially well 
localized. The spatial extent is controlled by 7 . 

Because of the complexity and irregularity nature of the speckle texture, a 
predefined set of Gabor filters, so-called Gabor filter bank, covering the spatial 
frequency domain, is a reasonable choice for the extraction of texture features in 
ultrasound images. The Gabor filter bank can be generated by varying four free 
parameters {F^O, Bp, Bq). In our implementation, the selection of the parame- 
ter set follows the suggestion in [7], i.e., the frequency spacing and bandwidth 
is one octave and the orientation spacing and bandwidth is 30°, and 7 is set 
to 2/3, because the Gabor filters generated with this parameter set have the 
optimal texture separability. The response of Gabor filter bank, generated with 
our parameter set selection, in spatial frequency domain is shown in Fig. 1. 




Fig. 1. The responses of Gabor filter bank in spatial frequency domain. Only 
the portion larger than the half-peak magnitude is shown for each filter 



Directly applying a 3-D Gabor filter bank for 3-D ultrasound volumes is 
computationally intensive. To save the computation time, we take two banks of 
2 -D Gabor filters located at the orthogonal planes as an approximation. Since 
in our experiment, the 3-D ultrasound volume is reconstructed from a sequence 
of 2-D images, which are closely parallel to each other (this is also true for most 
of prevalent 3-D ultrasound system), one of the two planes is set parallel to 
the ultrasound echo plane, i.e., the same plane as the 2-D ultrasound images (we 
define as x-y plane), the other is adapted perpendicular to the ultrasound probe. 

By using the two Gabor filter banks designed above, we can obtain four 
sets of outputs: {Hl^iX)}, {Hl^{X)}, {P;,,(X)}, {P 7 (X)}, for each voxel 
X = (x, y, z) corresponding to real and imaginary parts of parallel plane and 
perpendicular plane filter banks, respectively. Here, s = (0, ...,5' — 1) and k = 
(0, ...^K — 1) denote the scale and orientation of the outputs, respectively. The 
DC component is set to zero as the mean local gray level does not make sense 
for the texture feature. 

The four sets of the outputs of Gabor filter banks, in a high dimensional 
feature space, are not suitable to be directly used as the voxel properties for the 
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similarity measure. Therefore, we sum the real part and imaginary part outputs 
separately, and get 



G^{X) = J2hI,{X) + 

s,k s,k 



G\X) 



y KkiX) 

u '•T'k-U 

s,k 



+Y,pi,{x), 



( 3 ) 

( 4 ) 



where rik is the unit vector of the center frequency of Gabor filter in /c’s direction, 
and u is the unit vector of the ultrasound beam direction. 

In fact, as the amplitude of ultrasound echo is proportional to the difference 
between successive tissue layers, the interfaces between anatomical structures 
present as enhanced edges in ultrasound images. So, incorporating edge features 
into the similarity measure can improve the accuracy of the registration of ul- 
trasound images. Actually, the imaginary parts of the Gabor filters are of the 
representation of the intensity variation of ultrasound images in multi-scales and 
multi-orient at ions [10]. Therefore, using both the real parts and imaginary parts 
of the Gabor filters is a nature way to combine the texture and edge property of 
the voxel for the registration of ultrasound images. However, the amplitude of 
ultrasound echo is also approximately proportional to the projection of the in- 
terface direction on the ultrasound beam direction. As a consequence, the edges 
closely parallel to the ultrasound beam direction are weak and blur, which is a 
undesirable effect for most ultrasound image processing, including registration. 
So, in order to partially compensate the degradation of parallel edges in ultra- 
sound images , we propose to divide the imaginary responses of the Gabor filter 
by rik ' u, the projection of the unit vector of Gabor filter direction on the ultra- 
sound beam direction. But we only carry out this compensation in x-y plane for 
the reason that the beam direction is hard to determine in perpendicular plane. 

In addition, the small responses in the imaginary parts of Gabor filters, which 
are mainly produced by the noises, should be eliminated so that the edge in- 
formation can be represented more accurately. Define the mean and standard 
deviation of G^{X) over the entire 3-D volume as G* and respectively, we 
use the following process to remove the imaginary responses caused by noises. 



eHx) = i ^ . 5 ^ 

^ if G*(X) -G* < c7g- ^ 

To be easily adopted into the similarity measure, in our experiments, the 
double- valued texture and edge feature of the voxel, {G’^(X), are quan- 

tized by 256 levels. Due to the robust local maximum searching method in Sec. 
4, the selection of the number of quantization levels does not significantly affect 
the registration performance. 

Note that the above preprocess also performs like a multi-scale wavelet de- 
noising procedure, which effectively suppresses the speckle noise and at the same 
time preserves the useful details. 
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3 Similarity Measure 



When the affine transformation, T, is adopted in the voxel property-based regis- 
tration, there are three prevalent similarity measure: correlation coefficient (CC), 
correlation ratio (CR)[11] and mutual information (MI) [12]. Denoting the ref- 
erence image by and the floating image by typically, the respective cost 
function can be written as: 



r]{F,I^oT) 



' H{r) + h{F o t) - H{r, F o t) 

Var[E{lf oT\r)] 

< Var(IfoT) 

Cov{rjf oT) 

^ ^JVar{I^oT)^JVar{IfoT) 



MI 

CR 

CC 



(6) 



The underlying differences between these similarity measures are the differ- 
ent assumptions they make on the relationship between the two images to be 
registered. Among three similarity measures, the CC is the most restrictive cri- 
terion, assuming that the two images are related by an affine mapping. The MI 
is the most general criterion, only assuming a statistical relationship between 
the two images (which means the two image are only need to be predictable). 
The CR is in between, assuming a functional relationship [14]. 

After the preprocessing of Gabor filters, two sets of maps: the texture maps, 
G^{F) and and the intensity variation maps, E^{F) and E\P) can 

be obtained. Here, we propose to use linear method to combine the similarity 
measures of these two map sets for , i.e.. 



r?(F , If oT) = viG^F), G^{lf) o T) + av{E\F), E\lf) o T), (7) 

where a is a weighting constant. 

In our study, we test the robustness and accuracy of all three similarity 
measures and observe that the registration performs more robustly with CR 
measure than with CC and MI measures, as there is a wider capture range for 
CR measure. But, little difference is shown in registration accuracy. Therefore, 
we propose to use CR measure in our method. 

4 Mean-Shift Based Optimization 

Generally, the desired solution in voxel property-based registration is related to 
a strong local maximum of the similarity measure but not necessarily the global 
maximum. So, we suppose that the start alignment of two ultrasound volumes, 
which is set by a human interactive procedure, is in the vicinity of the desired 
solution and the strong local maximum closest to the start position corresponds 
to the desired solution. Here, ’’strong” not only refer to the magnitude of the 
local maximum, but also means the large extent of the cost function surface. 
Therefore, in our method, the optimization is restricted to search for the strong 
local maximum closest to the start position. 
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According to mean-shift algorithm, a vector (named mean-shift vector) at 
location pointing towards the gradient ascent direction can be obtain by [13] 



m{x) 



Esenia 



(8) 



where iF is a suitable kernel function, and the summation is performed over a 
local window of i? with a window radius A around the current location x. An 
important property of the mean-shift algorithm is that the mean-shift vector 
is always point towards the gradient ascent direction of the convolution surface 
given by 

s ^ ^ 

where H is the shadow kernel of K. 

There are two advantages for using the mean-shift algorithm in optimization 
procedure. First, by choosing a smoothing kernel which can effectively elim- 
inate the local fluctuation on the surface of similarity function, a robust local 
maximum searching procedure can be achieved with the mean-shift algorithm. 
For simplicity and effectiveness, we choose the kernel iF as a flat kernel, and the 
corresponding shadow kernel is the Epanechnikov kernel respectively given by 



H{x) 




if ||®|| < 1 
if jja:jj > 1 



lc^\d + 2){l-\\x\\) 
0 



if ||a;|| < 1 
if j|a;ji > 1’ 



( 10 ) 

( 11 ) 



where Cd is the volume of the unit d-dimensional sphere. An example of mean- 
shift optimization in one dimension is shown in Fig. 2. Second, by varying the 
kernel scale A from large scale to small scale progressively, the optimization can 
be run robustly and accurately in a coarse-to-fine strategy. 

In high dimensional space, performing an entire mean-shift search is infea- 
sible due to excessive computation cost. To reduce the computational load, we 
incorporate the mean-shift method with the Powell’s direction set method [6] 
by adopting the mean-shift as the sub-line optimization procedure. Although, 
the method we proposed here is not actually equivalent to the multidimensional 
mean-shift method in mathematics, the advantages of smoothing the surface of 
the similarity function and searching for the strong local maximum in a coarse- 
to-fine strategy can also be achieved with acceptable computational complexity. 



5 Experiments and Results 

Two sequences of fetal head ultrasound images from a woman with 19-week 
pregnancy were used in our study. The images were collected from Voluson 730, 
a real-time 3-D ultrasound system manufactured by GE company, in two sweep 
scans with different resolutions. Before applying the method to 3-D ultrasound 
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Fig. 2. Searching for maximum with mean-shift method in one dimension. The 
start position is marked with a solid square, the intermediate steps are shown 
by hollow circles and the final result is represented by a solid diamond 



volumes, we first use 2-D ultrasound images to demonstrate the characteristics 
of the proposed method. 

Both two 2-D images used in registration involve the Biparietal Diameter 
(BPD). The BPD, a most widely used ultrasound parameter in the estimation of 
gestational age, is the maximum diameter of a transverse section of the fetal skull 
at the level of the parietal eminences. It can be precisely identified by experts. 
So, the selected 2-D images, as shown in Fig. 3(a), stand for the same anatomical 
structure precisely. The size of 2-D image is 256 x 256. Meanwhile, Fig. 3(b) and 
(c) show the texture maps and the intensity variation maps produced by the 
Gabor filter bank. 

The smoothing effect of using the voxel features extracted with Gabor filter 
bank on the similarity function is given in Fig. 4. From Fig. 4(b), we can see that 
the undesired local maxima in large scale have been effectively smoothed and 
removed when using the texture maps for similarity measure. Furthermore, we 
show the improvement of the registration accuracy in Fig. 5, when incorporating 
the edge information into the similarity measure. It is observed that the skull 
profiles match more precisely in Fig. 5(b). 

In our implementation the afhne transformation is approximated by a series 
of successive elementary transformations: shearing, scaling, rotation and transla- 
tion. The units of searching step in optimization are set to: 1 pixel for translation, 
1% for scaling, 1 degree for rotation and shearing. The weighting parameter a 
in Equ. 7 is set to 1. 

To compare the robustness when adopting different cost function, we ran- 
domly start registration from the fixed range of initial misalignment and esti- 
mate the percentage of successful registration. Three random sets of the start 
misalignment, 200 positions in each of them, are generated with the maximum 
misalignment of 10, 20 and 30 steps in each degree of freedom, respectively. 
Because the ground truth is not known for our experiment, visual assessment 
is used for the identification of correct registration. From Table. 1, it is evident 
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(a) (b) (c) 



Fig. 3. Results of Gabor filter preprocessing for reference image (top row) and 
floating image (bottom row). (a) Original ultrasound images, (b) Texture maps, 
(c) Intensity variation maps. 



that the capture range of CR measure is larger than CC and MI measure. We 
also compare the accuracy of the registration, when adopting different similarity 
measure. However, we can hardly observe the difference with visual assessment. 

Table 1. Comparison of the ratio of successful registration for MI, CC and CR 
measures 



Range 

(steps) 


10 20 30 


MI 


100% 74.5% - 


CC 


100% 100% 81% 


CR 


100% 100% 92% 



The effects of interpolation are also investigated, but little difference in the 
performance of registration is shown between the bilinear, cubic and partial 
volume interpolation. This is expected, since the implicitly embedded smoothing 
process of the mean-shift algorithm can effectively remove the local fluctuation 
on the surface of the cost function caused by interpolation. 

Finally we apply the proposed method to 3-D ultrasound volumes. The size of 
ultrasound volumes are 256 x 256 x 106 and 256 x 256 x 92 for floating volume and 
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(a) 




(b) 



Fig. 4. Correlation Ratio as a function of misalignment caused by translation in 
y axis and scaling in x axis for (a) the original image pair and (b) the texture 
maps of the image pair. 




Fig. 5. Comparison of the registration results for using (a) texture maps, (b) 
texture maps and intensity variation maps. The white curves superimposed on 
each images are the edges detected by Canny edge detector in the corresponding 
texture maps of the floating images. The top row shows the floating images when 
registered and the bottom row the reference images. Parts of images are enlarged 
to show the improvement of the registration accuracy clearly. 
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reference volume, respectively. Fig. 6 shows three image slices of the reference 
volume fused with the floating volume before and after registration. We can 
observe that even with a large start misalignment, two ultrasound volumes are 
aligned correctly. 



Skull in floating volume 







(a) (b) (c) 

Fig. 6. Image slices of the reference volume fused with floating volume before 
(top row) and after (bottom row) registration in x-y plane. Three images cor- 
respond to the (a) 25th, (b)50th and (c)75th slices in reference volume, respec- 
tively. 



6 Conclusion 

In this paper, a novel robust approach for the registration of 3-D ultrasound 
images has been proposed. Wavelet-like Gabor filter banks are used for the ex- 
traction of texture features and edge features. The use of both texture features 
and edge features facilitates the smoothness and accuracy of the similarity func- 
tion. Furthermore, on the assumption that the correct registration is related to 
a strong local maximum of the similarity function, a mean-shift based optimiza- 
tion method is proposed to robustly search through the affine transformation for 
the desired solution. Since the proposed optimization method is robust to the lo- 
cal fluctuation on the similarity function, the selection of interpolation method. 
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a difficult task in other registration method, becomes less important. From the 
experiments on the registration of the ultrasound images of the fetal head, we 
can conclude that the proposed method is robust and accurate for the affine 
registration of the ultrasound images. Our future work will focus on improving 
the efficiency of the approach and extend it to the registration of multi-module 
medical images. 
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Abstract. This paper introduces a novel physics-based approach to 
elastic image registration. It is based on applying Gaussian-shaped forces 
at irregularly distributed control points in the image, which is considered 
to be an infinite elastic continuum. The positions of the control points, 
the directions and magnitudes of the applied forces as well as their in- 
fluence areas, and the elastic material properties are optimized to reach 
a maximum of the similarity measure between the images. The use of 
the adaptive irregular grid potentially allows to achieve good registra- 
tion quality by using fewer parameters as compared to regular grids, e.g. 
B-splines. The feasibility of the proposed approach is tested on clinical 
images, and open problems and directions for future work are discussed. 



1 Introduction 

Image registration is an important procedure in medical image analysis, aimed 
at obtaining complementary information from different representations of the 
same anatomy. The goal of image registration is to find a transformation bring- 
ing the anatomy in the source and target image into the best possible spatial 
correspondence. 

Many classification schemes of registration algorithms exist [1,2]. One of the 
most general classification criteria is the transformation type. Algorithms using 
rigid and affine transformations are significantly simpler than those using non- 
linear transformations. On the other hand, the application range where rigid and 
affine transformations are sufficient is limited. Rigid and affine registration has 
successfully been applied for many clinical applications, and the corresponding 
software is commercially available from the vendors of medical image processing 
equipment. However, the situation is quite different in the area of non-linear (de- 
formable) registration, where only few potentially feasible solutions exist despite 
many years of active research. 

A challenging problem in deformable image registration is coping with the 
complexity of the underlying non-linear transformations, often resulting in pro- 
hibitive computational costs for the practical use. The use of non-parametric 
transformations may, for example, lead to optimization problems with several 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 317-328, 2004. 
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million unknowns, where only a few efficient solutions are known in the litera- 
ture [3,4]. An advantage of parametric methods is the ability to represent non- 
linear transformations with a moderate number of parameters. One example is 
deformable registration based on regular B-spline grids [5,6]. However, their per- 
formance is highly dependent on the grid resolution, with fine grids leading to a 
high-dimensional search space and coarse grids leading to improper registration 
of small structures. To circumvent this problem, an appealing approach has re- 
cently been proposed based on an irregular grid of radial basis functions with 
compact support [7], which only deforms misregistered image areas, but leaves 
the already registered image parts untouched. 

In many clinical applications, it is important to obtain physically plausi- 
ble non-linear transformations. The introduction of physics-based deformable 
registration in the pioneering work of Bajcsy et al. [8,9] was a first step in ad- 
dressing the modeling of real-world deformations of biological tissue. Since that 
time, several physics-based registration approaches using different physical mod- 
els (elastic, viscous fluid, etc.) have been proposed [10,11,12,13,14]. 

The aim of the present work is to approach the idea of deformable image 
registration by adaptive irregular grids of control points with limited influence 
areas using a physics-based elastic deformation model. The approach introduced 
in this paper uses a linear elastic deformation model, assuming that Gaussian- 
shaped forces are applied at several control points irregularly distributed in the 
source image. The positions of the control points, the magnitudes and directions 
of the applied forces as well as their areas of influence, and the elastic material 
properties are optimized to reach a maximum of the similarity measure between 
the images. This formulation is related to the elastic body splines [13,14] with 
the differences being that no explicit landmark correspondences are used, and 
the influence area of each force application point is controlled individually. Our 
primary goal is to demonstrate the ability of the resulting deformation field to 
cope with complex deformations arising in registration of clinical data. 

In the remainder of the paper, we present the theory of elastic deformations, 
including the derivation of the closed- form solution of the Navier equation for 
a Gaussian force, describe the registration approach based on application of 
adaptive Gaussian forces, and present experimental results with clinical data. 
We conclude the paper with a discussion of open problems and directions for 
future research. 

2 Theory 

2.1 Physics-Based Deformable Registration 

In physics-based registration images are modeled as physical continua (elastic 
solids, fluids, etc.) deforming under the application of external forces. The prob- 
lem of physics-based registration can be formulated as finding the elastic defor- 
mation ^ in a spatial domain Q with the boundary dQ (f? = i? U9i?) 

by solving a (generally non-linear) partial differential equation (PDE) of the 
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type: £(u) = f with the appropriate boundary conditions. Here / : i? de- 

notes the vector of the applied forces acting on the underlying physical medium, 
u : Q is the displacement field, and C is an operator defining the response 

of the material. The connection between the elastic deformation and the dis- 
placement field is given as (^(x) = x -h u(x). The optimal elastic deformation 
is determined as maximizing a certain similarity measure M between a source 
image /s'(x) and a target image /t(x). 



2.2 The Linear Elastic Model: The Navier Equation 

The elasticity operator A defines the response of a three-dimensional elastic 
medium to external forces. Assuming the elastic material to be isotropic and 
homogeneous, the elasticity operator is of the form [15]: 



A{u) = -div {(I + Vu)o-(e(u)))} , (1) 

where cr(e) = ^j 3 ^tr(e)I -]- is the stress tensor, and e(u) =|(Vu^ + 

Vu + Vu^Vu) is the strain tensor. The two constants E > 0 and u G ] — 1; 1/2 [ 
are known in elasticity theory as Young’s modulus and Poisson’s ratio. They 
describe the elastic properties of the material (stiffness and compressibility). 

A common linearization approach is expanding (1) at the origin: 

^(u) = yl(0) + yl'(0)u + 0(||u||2) « ^'(0)u. (2) 



The linear PDE Al'(0)u = / is known as the Navier equation and can be written 
as: 



Au + 



1 

( 1-20 



V(V • u) 



2(1 -T z/) 
E 



(3) 



The linear elastic model is limited to applications with small deformations. 
Formally, the criterion for a small deformation can be given by: max(|a;i|) < e, 
where coi are the eigenvectors of the displacement gradient matrix Vu, and e 
denotes the linearization error threshold. 

The Navier equation can be solved analytically only for a few special cases. 
In the context of image registration, it is typically solved numerically, leading to 
non-parametric registration approaches [9,11]. 



2.3 Solution of the Navier Equation for a Point Force 

The solution of the Navier equation (3) for a point force: /* = f(5(r), where 6{r) 
is the Dirac delta function, and r = |r| is the distance from the force origin (see 
Fig. 1), is known as Green’s function of linear elasticity and is given by [16]: 

where e^ is a unit vector pointing in the direction of r. This solution contains 
a singularity at the origin which results in an infinite displacement at the force 
application point: u*|^=o = oo. 
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2.4 Solution of the Navier Equation for a Gaussian Force 



In image registration, it is advantageous to distribute a force field in a limited 
area surrounding the control points to compensate for global and local defor- 
mations. This corresponds to regularization of the point force with a smooth 
function g{r) with the property J^g{r)dx = 1, which quickly approaches zero 
for increasing r, i.e. lim^^oo^(^) = 0, and approaches the Dirac delta function 
for decreasing r, i.e. lim^^o = ^(^)- The regularized solution is obtained 
by solving the Navier equation for the force field given in the form of a scaled 
smoothing function: / = f^(r). 

In this work, we use the 3-D Gaussian as the smoothing function: 



In the following, we outline the derivation of the solution of the Navier equation 
for a Gaussian force as proposed by one of the authors [17]. 

The Navier equation for a Gaussian-shaped applied force is given by: 



Au + 



1 

( 1-20 



V(V • u) = - 



2(1 + Qf 



exp 




(6) 



Analogously to the derivation of the solution for a point force [16], the solution 
of (6) is considered to be of the form: u = v + w, with v satisfying the Poisson 
equation: 



2(l + z/)f 
{s/^crYE 



exp 




( 7 ) 



For the radial component of (7) we get: 



ArVr 



2(1 -k u)fr 

— exp 

{V^crYE 




(8) 
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with Ar being the Laplace operator in spherical coordinates: 

By taking the derivatives, we obtain the ordinary differential equation: 




2(1 + u)fr 



exp 




(9) 



The solution of (9) is sought in the form: Vr = ^ where C is a constant. 

By substituting this into (9), we get: C = and the solution of the Poisson 

equation (7) is given by: 



(l + Qferf(r/cry2) 

27tE r 

When substituting v + w into (6) we get: 

(1 — 2z/)Aw + V(V • w) = — V(V • v), (11) 

or taking into account: Aw = V(V • w) — V x (V x w): 

2(1 z/)V(V • w) - (1 - 2z/)V X (V X w) = -V(V • v), (12) 



When applying a curl operator to both sides of (12), it can be shown that 
V X w = 0 [16], SO that w can be written in the form: w = V0, with (j) satisfying 
the equation: 

V{2(1 — h>)A(j) + V • v} = 0. (13) 

Taking into account (10) and introducing ^ = rja^/^ yields: 



(1 + Qf 

4>/27rcrF^(l — u) 



vv^. 



(14) 



where ^ is the solution of the equation: A^p = erf(^)/^. Solving this equation by 
integration and substituting the result into (14), we obtain finally: 



1 + z/ 

A\/27TaE{l — u) 



I ~ ^ J ^ (f • er)er + 

^y'^erfgKj. (15) 



The solution of the Navier equation for a Gaussian force is thus given by: 
1 + iy 



87tE(1 — z/) 



{<Pi(0f + ^2(0(f-er)er}, 



(16) 



with 

ft) _ 1 f (3-4iy) erf(^) erf(^) _ exp(-|^ 1 

~ aV2l C “^2^3 ^2^^ I , 

^ ft)— 1 f erf(G 3erf(^) 



(17) 
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In contrast to the solution for a point force (4), the solution of the Navier 
equation for a Gaussian force does not contain a singularity at the origin and is 
proportional to the applied force: 



(5-6z/)(l + z/) ^ 

3 — u) 



(18) 



With increasing distance from the origin (r a), the Gaussian solution (16) 
converges to the solution for a point force (4) as (3 — 4z/)/r and ^2 1/^- 



3 Deformable Registration by Adaptive Gaussian Forces 

We assume that Gaussian-shaped forces are applied to a set of control points 
in the source image modeled as an infinite homogeneous elastic continuum. The 
total displacement field is obtained as a superposition of the displacement fields 
produced by all Gaussian forces. This corresponds to a parametric elastic defor- 
mation (^(x, a), where a = (p^, f^, cr^, z/)^, i = 1, . . . , is the parameter vector. 
Here are the positions of N control points in the source image, ff are the 
vectors of the applied forces, (Ji denote the Gaussian width corresponding to 
each force application point, and v is the Poisson ratio. We assume the image 
to be modeled by a homogeneous elastic material, and the Poisson ratio does 
not vary spatially. The use of the Poisson ratio as an extra parameter for op- 
timization means that the “best” elastic material is selected for each concrete 
registration task. The Young modulus E can be considered as a proportionality 
factor between the force and the displacement and does not need to be optimized 
separately. 

In this work, we consider the most general elastic registration approach, 
maximizing a similarity measure M between the source image /s'(x) and the 
target image /t(x) over a {7N -]- l)-dimensional parameter space: 

aopt = arg max M(/s((^(x, a)), It (x)). (19) 

a 

The resulting objective function is complex, and the optimization problem (19) is 
generally difficult to solve due to many local maxima. A multi-resolution strategy 
can be applied to accelerate the optimization process and to reduce the risk of 
becoming trapped by local maxima. 

The convergence speed of optimization depends strongly on the number of 
evaluations of the similarity measure required to reach an optimum. This, in 
its turn, is directly related to the type of the similarity measure used for the 
registration and in particular its differentiability. In this work, we use the cross- 
correlation coefficient, which is a commonly used similarity measure in mono- 
modal image registration [1]: 

^ (Ex6fi(-^s(x + u)-4)(/r(x)-/r)) 
j^Exei7('fs(x + u) - 4)2 Exefi^^’ W “ 




Mcc 



( 20 ) 
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where Is and It denote the average gray value intensities in the source and 
target image. 

4 Experiments 

The goal of the experiments presented in this section was to demonstrate the 
ability of the proposed registration approach to cope with complex elastic de- 
formations by using only a small number of control points. We considered, for 
the sake of simplicity, the 2-D case only, where the image was modeled as a 
2-D slice of an infinite 3-D elastic medium. The ^-component of the force field 
was respectively set to 0. (Note that 2-D and 3-D solutions for a Gaussian force 
differ [17], and the 2-D solution cannot be extended to 3-D by simply increasing 
the dimensionality of the force and displacement field.) 

The optimization was performed by applying the downhill simplex algo- 
rithm [18], which is a simple derivative- free local optimization method, showing 
good results in finding the optimum of the objective function in our case. Its 
drawback is the slow convergence, resulting in the computation time of about 
10-30 min., depending on the image size and tolerance threshold. 

In the first experiment, we registered a slice of a PET transmission map with 
a pseudo-transmission map generated from the corresponding CT image (see 
Fig. 2). Prior to the experiment, the 3-D datasets were pre-registered rigidly. 
The size of both slices was 128 x 116 pixels, and the in-plane resolution was 
4 mm. We used a multi-resolution strategy with 3 resolution levels and started 
with a regular equidistant grid of 9 control points at the coarsest level (32 x 29 
pixels). The initial values for were all set to 4mm, and u = 0.25. In order 
to avoid topology violations due to small values of the Gaussian width w.r.t. 
the force strength and physically unacceptable values for the Poisson ratio, a 
constrained optimization was carried out for > ^\^i\ and —1 < u < 1/2. 
It can be seen in Fig. 2 that moderate elastic deformations were required to 
compensate for most of the differences between the images. Note that only 7 of 
9 control points were located within the image boundaries after the registration. 

In the second experiment, involving larger deformations, two slices of a 3-D 
MR knee image in a bent and a straight position were registered (Fig. 3). The size 
of the slices was 256 x 256 pixels, and the in-plane resolution was approx. 1 mm. 
As the slices were taken from a 3-D dataset, they only approximately correspond 
anatomically due to through-plane movement. Here we used 4 resolution levels 
and again started with a regular grid of 9 control points at the coarsest level 
(32 X 32 pixels). Since larger deformations were expected in comparison to the 
previous experiment, the start values for were all set to 6 mm, and u = 0.25. 
The central row of Fig. 3 shows the registration result and the end positions of 
the control points. 

A summary of the experimental results is presented in Table 1. It can be seen 
that relatively high values of the similarity measure were achieved by only using 
9 control points. Note that the values for the Poisson ratio differ, indicating in 
particular that the use of highly compressible elastic material was encouraged 
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Experiment 


Mcc (unregistered) 


Mcc (registered) 


Poisson’s ratio 


PET-GT 


0.6867 


0.9105 


0.03 


MRI knee 


0.4904 


0.8803 


0.47 



Table 1. Summary of experimental results. 



for the PET-CT case, and almost incompressible material was advantageous for 
the MRI knee case. This corresponds very well to the highly inhomogeneous 
deformation field encountered in the PET-CT case compared to the smooth 
deformation in the MRI knee case. 

5 Discussion 

5.1 Relationship to Radial Basis Functions 

There exist analogies between the proposed approach and deformable registra- 
tion methods based on radial basis function (RBF) grids [19,7], where the dis- 
placement field is modeled as a linear combination of basis functions distributed 
over the image domain: u(x) = Ci0(x — x^), where Ci G are the weights, 

0 : ^ M is a RBF, and n is the problem dimensionality. An optimization 

scheme can be applied, where the weights Ci and the locations of the RBF cen- 
ters Xi are determined to maximize a gray value based similarity between the 
images. By using RBFs with compact support [20,7], the influence areas of each 
RBF can be limited, which also improves the computational efficiency. 

The principal difference to our method lies in the nature of the generated 
deformation field, i) The solution of the Navier equation for a Gaussian force is, 
in contrast to RBFs, not spherically symmetric and is thus more advantageous 
for modeling of inhomogeneous and anisotropic deformation fields, ii) It directly 
encapsulates elastic material properties and thus produces deformation fields 
which are closer to physical reality. It would be useful to carry out a comparative 
validation study of the existing RBF approaches and our method in order to 
better assess the feasibility of both strategies w.r.t. the registration of real clinical 
images. 

5.2 Future Research 

A limitation of our method in its present form is the complexity of the op- 
timization problem, resulting in high computational costs. In this section, we 
discuss several future research directions aimed at increasing the computational 
efficiency of the method. 

One important issue is the choice of the optimization algorithm, where a 
tradeoff exists between the global methods, which are computationally expensive 
but are in most cases able to yield the global maximum of the similarity measure, 
and the local methods, which are more computationally efficient, but on the other 
hand may converge to an inappropriate local optimum. The downhill simplex 
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algorithm used in this work yields satisfactory results, but it requires a large 
number of objective function evaluations. We plan to investigate the applicability 
of more efficient local optimization methods, e.g. Levenberg-Marquardt. 

The computational performance of our approach can be considerably im- 
proved by using prior knowledge to reduce the search space for optimization. 
This prior knowledge can include, e.g., the initial constellations of the control 
points and Gaussian width estimates based on anatomical features or correlations 
with the similarity measure. In order to avoid potential topology violations due 
to the linearity of the deformation model, it can be useful to couple the Gaussian 
width to the force strength: (Ji = iF(|fi|, z/), where the exact functional form for 
K can be derived, for example, taking the orientation preserving condition for 
the deformation (positiveness of the deformation gradient: I'Vcfl > 0) into ac- 
count. Lastly, the Poisson ratio can be fixed for concrete registration applications 
after determining its optimal value by test runs. 

The performance of the proposed method is also limited by the fact that the 
elastic material response is not compact. As a consequence, an arbitrary image 
point is in general influenced by all control points. However, since the displace- 
ment held approaches zero with the increasing distance to the force application 
point, the deformation held is basically restricted to a limited area around the 
control point. Thus, the contributions of certain remote control points can be 
neglected. 

The approach can potentially be extended to inhomogeneous elastic mate- 
rials, which allows to model the elastic behavior of the biological tissue more 
accurately, for example, in order to prevent deformations of rigid structures. 

6 Conclusion 

We have introduced a new physics-based approach to deformable image registra- 
tion. We assume that Gaussian-shaped forces are applied at control points irregu- 
larly distributed in the source image, which is modeled as a homogeneous infinite 
elastic medium. By adjusting their positions, as well as directions, strengths, and 
influence areas of the applied forces, a maximum of a gray value based similarity 
measure can be obtained. 

This work is aimed at demonstrating the ability of the proposed approach to 
cope with complex registration tasks. The practical applicability of our method 
is currently limited by the optimization time. Several strategies have been dis- 
cussed, which potentially allow to significantly increase its computational effi- 
ciency. Their implementation will be the subject of future work. We also plan to 
investigate the extension of the approach to inhomogeneous elastic materials to 
model the biological tissue more accurately. 

Acknowledgments 

The PET and CT data used in this work are courtesy of the University of 
Pennsylvania. 




Fig. 2. PET-CT registration example. Top row: PET transmission map (left) 
and CT pseudo-transmission map (right). Central row: Deformed transmission 
map and deformed grid with end positions of the control points. Note that only 
7 of 9 points he within the image boundaries and two points in the center of 
the grid almost coincide. Bottom row: Difference image before (left) and after 
(right) registration. 
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Abstract. An automatie tool is developed to identify mierobiologieal data types 
using eomputer-vision and statistieal modeling teehniques. In baeteriophage 
(phage) typing, representative profiles of baeterial types are extraeted. 
Currently, systems rely on the subjeetive reading of the profiles by a human 
expert. This proeess is time-eonsuming and prone to errors. The statistieal 
methodology presented in this work, provides for an automated, objeetive and 
robust analysis of the visual data, along with the ability to eope with inereasing 
data volumes. Validation is performed by a eomparison to an expert manual 
segmentation and labeling of the phage profiles. 



1 Introduction 

The need to analyze vast amounts of microbiological data requires computer 
modeling and automation. Current manual procedures are prone to large variability 
within and across the human experts due to natural fuzziness present in the 
microbiological data. These procedures are time consuming and are of great cost. 
Reducing the amount of human intervention in the data analysis is crucial in order to 
cope with the increasing volume of data and to achieve more objective and 
quantitatively accurate measurements as well as to obtain repeatable results. In this 
work we combine image analysis with statistical modeling tools in a general 
framework for visual array analysis. We focus on microbiological data and bacterial 
type modeling. 

Bacteria are known as the main cause for disease outbreaks [I]. Defining an 
effective treatment requires characterizing the disease outbreak by identifying its 
pathogens. A bacterial type diagnosis is required, i.e. the identification of pathogens 
below the species level [1-2], for controlling the disease. Sub-grouping of bacterial 
species to bacterial types is used for many important pathogenic bacteria, such as the 
Staphylococcus aureus (S. aureus). The S. aureus species is a major cause of 
infections as well as farm animals’ diseases such as mastitis of lactating cows [1], [3]. 
This bacteria tendency to develop resistance to antibiotics raises the importance of its 
identification via typing. 
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Phage typing is a method used for defining the types of a species via the species 
reactivity to a set of selected bacteriophages (phages) [1]. A phage is a bacterial vims 
activated by specific bacterial surface constituents of the checked species. The phage 
receptor binds to a bacterial surface component, invades and multiplies in the 
bacterial host. When a phage infects a layer of bacterial cells, a zone of lysis produces 
a plaque, viewed as a clear area in the bacterial lawn, such as the full circles (spots) in 
Figure 2(a). These represent positive reactions to different phages. When the phage 
receptor does not recognize any of the tested bacterial surface constituents, no plaque 
is formed and it is defined as a negative reaction. In this case no surface change is 
visible. The set of phages active against a culture of bacteria isolates, form a unique 
profile specific for each bacterial type. We term this profile the “phage profile”. 

The identification of a bacterial type phage profile belongs to the general task of 
image array analysis. Analysis of image arrays is comprised of two important tasks: 
spot finding and spot analysis. Our research includes spot finding as well as spot 
categorization (labeling spots into positive and negative reactions) and phage profile 
extraction. A preliminary report of this work has appeared in [4]. To the best of our 
knowledge, no previous work has been done on automatic spot analysis for phage 
typing. Related work on spot finding has been described for microarrays and 
macroarrays, both on rigid slides and on flexible membranes. Many works on spot 
finding are found in the domain of cDNA microarray data analysis, where the goal is 
to identify the locations and extents of labeled DNA spots in a scanned microarray 
image [5], [6]. 

The spot finding task usually involves two objectives of image segmentation and 
grid positioning. A preliminary grid overlay [e.g. 5-8] separates the signal from the 
background. The grid partitions the image plane into windows, rectangular units 
uniformly spaced in an array overlayed on the image plane, such that each window 
contains a single reaction (spot). The windows are analyzed locally, each one 
separated into a spot region and a background region. Grid placement is commonly 
achieved with human intervention. Various methods have been used to segment each 
window, including histogram-based segmentation [8-10], seeded region-growing [11], 
shape-based segmentation [7, 12, 13] and more. Human intervention is important in 
most of the above-mentioned methods. Manual input consists of roughly circling the 
spot regions, a-priori setting the grid partitions and in determining parameter settings, 
such as intensity thresholds, shape and size of spots. 

The proposed framework is comprised of the following main features: (1) A major 
focus of the work is on spot categorization and analysis, which was not previously 
done in the domain of phage typing; (2) The spot finding task is composed of global 
image segmentation into signal vs. background regions via unsupervised clustering, 
followed by a gridding procedure that provides localization of the individual spots. 
Note that most works in the field use localized processing only, and thus require a 
gridding process as a crucial first step of the system; (3) Statistical analysis of the spot 
region characteristics enables probabilistic categorization of the spot reactions and the 
transition from spot categorization to phage profiling per bacterial type. 

In section 2 input data characteristics are presented. The methodology involving 
computer- vision and statistical modeling is presented in section 3. Experimental 
results on the S. aureus are shown in section 4. Discussion of the results is conducted 
in section 5. 
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2 Data Characteristics 

Gray-level images of phage typing arrays are the visual input to the proposed system. 
The images are scanned using a UMAX scanner, Powerlook2 model, with a 
transparency adaptor. Each image is of size 532x532 pixels. An example of scanned 
images is presented in Figure 2(a). The petri-dishes seen in the images contain a 
surface of S. aureus species. Reactions to 60 different phages are present on the 
surface of the dish. The reactions are organized in a fixed array and known order. An 
image-group contains a set of images. A given database consists of image-groups, 
each group representing a particular S. aureus bacterial type. 

A significant variability between the scanned images and irregularities in each 
image exist within a given database. Image contrast and dynamic range is 
considerably different across the image-group. Reaction shapes and sizes are 
irregular, both within an image as well as across the images. Reactions are not 
positioned in a uniform layout. Finally, the background, i.e. the dish surface, also 
exhibits non-uniformity due to inevitable differences in experimental conditions, and 
variability in the pigmentation of bacterial isolates. 



3 Methods 

Figure 1 presents the general framework proposed in this work. Visual array data is 
processed via two stages: a segmentation stage and a follow-up categorization stage. 
Statistical modeling via Gaussian Mixture Models (GMM) and Expectation- 
Maximization (EM) learning are utilized in both stages of analysis. A transition is 
made to phage profiling and the final output is a probabilistic signature of phage- 
reaction profile (phage profile) per image-group. 




Fig. 1. Statistical analysis framework: from the visual array to the phage profile. 



3.1 Statistical Modeling 

In modeling image data, an initial transition is made from the raw pixel input to a 
selected feature space. Each pixel is represented by a feature vector and the image as 
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a whole is represented by a collection of feature vectors. The underlying assumption 
is that a mixture of Gaussians generates the image features’ distribution. The 

distribution of a random variable, X G 7? ^ , is a mixture of k Gaussians if its density 
function is: 

/(^ = I \ expj- ^ (x - (x - // J j , (1) 

k=i 1 1 J I 2 J 

such that the parameter set 0 = {oCj ^ , consists of: 

K 

a, >0 , 

k=l 

jUj^ G , Hj^is a dxd positive definite matrix 



where OC^ is the prior probability for Gaussian A; and are the mean vector 

and covariance matrix of Gaussian k, respectively. 



Given a set of feature vectors maximum likelihood estimation of 9 

is: 

N K 

^ML = argmax f{X, \ 0) = argmaxP[^a,/(X I (2) 

0 0 n=\ k=\ 



The EM algorithm is an iterative method to obtain the parameter set 6^^ increasing 
the likelihood function in each iteration [14]. 

The probabilistic affiliation of feature vector to cluster (Gaussian) k is given by: 



P(label(XJ = k) = 



f{X„ I 0) 



( 3 ) 



Each feature vector, x„, is assigned to the most probable Gaussian cluster, i.e. to the 
component of the model that maximizes the a-posteriori probability: 



Label(X ^ ) = argmax P(label(X^ ) = k) . 

k 



3.2 Image Segmentation: Signal Vs Background 

The objective of the segmentation phase is to extract a probabilistic separation of the 
data, per image, into the spot region and the background region. The segmentation is 
performed globally on the entire image plane (rather than window by window). The 
segmentation task is treated as an unsupervised clustering task using the intensity 
feature, with two main clusters to be found. The image is represented by a mixture of 
two Gaussians (k=2), one Gaussian represents the image signal, the other represents 
the image background intensity distribution. The choice of k is based on apriori 
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analysis of the data at hand. Once the model is learned, the probabilistic affiliation of 
each feature vector, the image pixel intensity, with each of the Gaussians in the model 
(k=l,2) can be computed (equation (3)), and each pixel of the original image, is 
then affiliated with the most probable Gaussian cluster (equation (4)). The result of 
the segmentation phase is a binary image in which an estimate of the signal region is 
given. 



3.3 Grid Positioning: From the Image Plane to Image Spots 

A transition is made from the global image signal to localized reactions, or spots. 
Extracting local areas of interest in an input image is accomplished by partitioning the 
data into windows via a grid. In this work we position the grid automatically based on 
the segmentation results. The grid-positioning algorithm is as follows: Starting with 
its original state, each binary (segmented) image is rotated in intervals of E between 
+10 and -10 degrees. For each angle of rotation, i9 , a projection (sum) over the x-axis 
and the y-axis is computed. Thus, for each i9 we get two projection functions, 
f^{x) and for the x-axis and the y-axis, respectively. The angle a by 

which the image has to be de-rotated is determined by the angle for which a 
maximum projection value is found: 

or = argmax[4(x),/^(j;)]; ^ e [-10... + lO] ( 5 ) 

e 

The set of maximal-strength signal values is extracted from the x and y-profiles 
of the de-rotated image. The location, for which the maximum projection value for the 
x-axis and the y-axis is achieved, serves as an anchor point from which the grid is 
defined. The grid interval is calculated as the average maximal-strength signal values. 
Utilizing the grid, spot finding is accomplished; a transition is made to local image 
analysis and further spot processing. 



3.4 Spot Categorization 

A categorization of each spot to positive or negative reaction is pursued. A set of 
feature vectors extracted per image-group is analyzed statistically for modeling 
positive and negative reactions. Using the learned model a categorization of each spot 
into the positive and negative clusters is enabled. A reaction is defined as positive, 
when there is a sufficient number of pixels of high-intensity present and a circular 
structure is evident. A transition is thus made from the raw pixels to a feature space 
that accommodates the signal strength and morphology criteria. The labeling task 
becomes a clustering task within the selected feature space. The following features are 
extracted from each spot: 

(I) Normalized Area {NA). The area of a spot. A, is the sum of pixels that comprise 
the spot. This sum is normalized by the average spot size within the image. For the 
average, only spots with an area above a certain threshold, T, are considered: 
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A-Avg(A>T) ,^^ ( 6 ) 

Avg(A > T) 



with the threshold value T empirically set to 200. The normalization factor is 
important in order to achieve invariance to the variability in the positive reaction area 
across the images in the dataset. The normalized area feature is therefore an estimate 
of the relative size of a reaction per spot. 



(2) Shape Index {SI) = 



AnA 



( 7 ) 



where A is the area of signal and P is the perimeter of the signal (sum of edge pixels 
per spot). This feature is used in the literature as a measure of circularity [15]. High 
values of SI represent spots with higher circularity and less graininess. 

Feature vectors, X^, {X^ 57)) are extracted from all spots, 

n=l ...N, across all the images in a given image-group. Clustering of the features is 
pursued using GMM and EM. A two-cluster partition is used (k=2) to separate the 
space into the positive and negative reaction categories. The choice of a two class 
partitioning is motivated from the biological categorization of the spots into two 
reaction groups. Utilizing the learned GMM model, the probabilistic labeling of each 
spot is enabled (equation (3)). The affiliation of each spot to the most probable 
Gaussian cluster (equation (4)) produces image spot categorization. 



3.5 From Spots to Phage Profiling 

We next shift from the level of spot categorization to the level of phage profiling per 
image-group. Each phage (G^) is probabilistically affiliated with the positive and 
negative reaction categories (k), by averaging across the corresponding spot 
probabilities: 

Pavg(label{G, ) = k)) = —J^ P{label{X„ ) = k), (*) 

N riGGi 

with the averaging performed over the spots, X„ , n=l ...N, related to the same phage, 
Gf, for all images in the image-group. The phage label is determined by the higher 
average probability of the two: 

label (G . ) = arg max P{label {G. ) = k) . 

k ^ 

A standard-deviation measure is computed over the spot probabilities to estimate the 
variability in the spot reactions within the image-group. The phage profile is taken as 
a collection of phage labels along with the average probabilities per phage, extracted 
in a pre-defmed order across the image array. 
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4 Experiments and Results 

We present experimental results for both spot and phage level analysis. The dataset 
used consists of 4 image-groups, each from a different farm. Each farm corresponds 
to a particular bacterial type. Three image-groups (#1, #2, #4) consist of 40 images. 
Group #3 contains 260 images. A central sub-array of 6*6 (36) phages is analyzed per 
petri-dish image, to avoid edge effects. Four petri-dishes are input at a time, thus a 
total of 144 (36*4) phages are considered in a phage profile. 

The segmentation and gridding processes are exemplified in Figure 2 The 
segmented images in (b), are shown following de-rotation. Note that pixels that are 
affiliated with the “signal” Gaussian are displayed in white, while pixels that are 
affiliated with the “background” Gaussian are displayed in black. The separation 
between the signal and background regions is evident. The graininess present in the 
segmented images is due both to the low contrast input (as in image #1) as well as to 
biological reactions (as in image #2). The dark-particle noise evident in image #2 is 
removed in the segmentation process while the bright noise artifacts are interpreted as 
signal. Results of the gridding process and the transition to image spots are shown in 
in Figure 2(c). 

Spot analysis and categorization (section 3.3) is demonstrated in Figure 3 and 
Figure 4. The GMM learned from all feature-vector samples, using the shape index 
(SI) and normalized area (NA) features, for a particular image-group, is shown in 
Figure 3. A clear separation between the two major modes is evident, with one cluster 
(Gaussian) representing positive reactions and the second cluster representing the 
negative reactions. The spread of each cluster defines the variance in each group. 

Spot categorization is achieved by computing the probabilistic spot affiliation to 
each of the Gaussians of the learned GMM, and then determining the most probable 
Gaussian cluster (equations (3) and 4)). Figure 4 presents an example of image with 
spot categorization. The reaction category is indicated (+/-), along with its probability. 
Spots that are perceptually very clearly categorized (into positive or negative 
reactions) are supported with higher probabilities than spots for which the reaction 
category is visually questionable. 

Table 1. Correlation and statistical results of expert-based categorization versus automatic 
categorization 



Category 


True 

Positive 


False 

Negative 


False 

Positive 


True 

Negative 


Number of spots 


5100 


105 


340 


2807 



Sensitivity 
(True Positive 
Categorization) 


98% 


(True Negative 
Categorization) 


89% 


Correlation with 


95% 


Predictive Value 


98% 


Negative 

Predictive 

Value 


96% 
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2(a) 2(b) 2(c) 



Fig. 2. Examples for segmentation and gridding: (a) Original images; (b) Segmented images; (c) 
Images overlayed with grid (de-rotated) 





Prior to proceeding to the phage-level analysis, we wish to validate the spot 
categorization results. The validation process included a comparison of a large set of 
categorized spots to human-expert labeling as ground-truth. Results are given in Table 
1 for 7992 spots, which were ascribed a label of positive and negative reactions by an 
expert. The algorithm achieved a correlation of 95% with the supervised 
categorization. A 98% correlation was achieved with the supervised positive 
categorization (sensitivity) and an 89% correlation was achieved with the supervised 
negative categorization (specificity). The positive predictive value, i.e. the probability 
that the spot reaction is manually categorized as positive when the automatic 
categorization is positive, is 98%. The negative predictive value is 96%. 



4.1 Phage Profiling and Analysis 

An example of a phage profile is shown in Table 2 (equations (8) and (9)). The 
categorization of each phage is given in the second row. The corresponding average 
probability, Pavg, and standard deviation {std.) are listed in the third and fourth rows, 
respectively. A high average probability indicates a similar (and strong) spot reaction 
in the particular image location, across the images in the image-group. For example, 
consider phage #7 in Table 2. The category is the negative category (-), Pavg is 100 
with a std. of 0. We can conclude from this that all spots in the image-group have a 
negative response at 100% probability. A low average probability indicates either that 
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the spot reactions (per phage) are not similar, which will be evident in a large std. 
value, or that for each labeled spot, the affiliation probability is low (equations (3) and 
(4)). Phage #14 in Table 2, for example, has a Pavg of 50% and a large std. The spot 
reactions for this phage are in fact split, with half of the spots having a large 
probability for the positive reaction and half having a large probability for the 
negative reaction. 

Table 2. An example of a phage profile (19 out of 144 phages). Each phage is identified by 
a serial number and is affiliated with a reaction type (+ or -). The average probability for the 
reaction type is shown, along with the corresponding standard deviation 



Phage Identity 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


Phage Profile 


+ 


+ 


+ 


+ 


+ 


+ 


- 


- 


+ 


+ 


- 


+ 


- 


- 


- 


- 


- 


+ 


- 


Pavg 


84 


95 


91 


94 


94 


99 


100 


97 


83 


67 


81 


78 


79 


50 


100 


85 


60 


98 


53 


STD 


0.37 


0.21 


0.28 


0.23 


0.24 


0.05 


0.00 


0.18 


0.38 


0.47 


0.39 


0.42 


0.41 


0.50 


0.00 


0.36 


0.49 


0.12 


0.50 



The phage profiles are used in this work as a basis for analyzing similarities and 
differences of bacterial types. An assumption that serves as the ground-truth, is that an 
image-group corresponds with a particular bacterial type. In validating the phage 
profiles generated by the proposed system, profiles that are extracted from image- 
groups of a similar bacterial type are expected to have a similar signature, while 
phage profiles that are extracted from image-groups of different bacterial types, are 
expected to show large profile variations. The comparison between phage profiles is 
measured as the percentage of similar categorization (PSC) between the phages. 

Two experiments are conducted to validate the extracted phage profiles. In the first 
experiment, a given image-group of 260 images is divided into seven image 
subgroups. A phage profile is generated for each image-subgroup and PSC values are 
computed across the profiles. Utilizing the full profiles (144 phages) results in a PSC 
value across the seven subgroups of 78%. Close examination reveals that phages for 
which the reaction category is not consistent across the profiles, have low average 
probabilities. Thresholding the phage profiles, using an average probability threshold 
value of 80%, results in a reduced size profile of 96 phages. Within this phage-profile 
set, the PSC is 100%, i.e. a full similarity is achieved across the seven profiles. 

In a second experiment, phage profiles for the four image-groups in the dataset are 
investigated. Table 3 presents the phage profiles generated for the four image-groups. 
The phage profiles indicate a difference between groups #1, #3 and #4, with a 
similarity between groups #2 and #3. Figure 5 displays corresponding PSC values. 
The similarity percentage is plotted vs the percentage of profile thresholding. Three 
curves are shown, each representing PSC values for a particular pair of image-groups. 
The curve representing groups #2 and #3 has a high percentage of similarity of above 
90% without any thresholding, and an increased value of 100% following profile 
thresholding. A similarity percentage of less than 60%, without thresholding, is seen 
in the comparison between groups #I and #3, and groups #4 and #3. The distinct 
groups remain mostly around the 60% and 70% range throughout. From these results, 
it may be concluded that different bacterial types are present in groups #1, #3 and #4. 
The same type is most likely present in groups #2 and #3. 
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Fig. 3. The learned GMM for the input 
data. The two modes represent positive 
and negative reaetions, respeetively 



Fig. 4. Spot eategorization along with 
eorresponding probabilities 



5 Conclusions 

In this work we developed an automatic tool which analyses microbiological data and 
extracts bacterial types as probabilistic phage profiles. Image array analysis is used to 
analyze spots by advanced computer vision algorithms, with minimal human 
intervention. Automation of biological analyses is of importance for efficient and 
accurate research and production, especially as the amount of data is constantly 
increasing. 

In the current work visual array data was segmented and categorized utilizing 
statistical imaging methods (GMM and EM). The output of the system is a 
probabilistic phage profile representing the input image-group. Supervised validation 
was used in the spot categorization task. Strong correlation, of 95%, was found with 
the human expert labeling (Table I). 

An important objective of the work is the ability to identify similarity and 
distinction amongst phage profiles within and across image-groups. Examples of 
phage profiles are shown in Tables 2 and 3. In the first experiment conducted, PSC 
values reached 100% for a comparison across subgroups, i.e. originating from a single 
image-group. Figure 5 shows the percentage of similar phage categorization, for 
different pairs of image-groups. The PSC is seen to correspond with the given 
ground-truth. These results are encouraging in that the automated extracted phage 
profiles seem to be able to validate hypothesis about bacterial types present in a given 
dataset. 

Our study suggests a generic tool that aids the microbiologist in transforming and 
supplementing data into useful information for analysis. An objective and consistent 
processing is provided. The expert can effect the evaluation by determining a 
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(optional) probability threshold, for the compaction of the representative profile into 
the set of the more probable profile reactions. Probabilistic phage profiling can 
provide a strong basis for further analysis and bacterial type classification. The 
methodology presented includes general processing steps that may be applicable 
regardless of scale: from the micro-array to the macro-array. It should be noted, that 
in each case, adaptation is needed to the data characteristics, and the required level of 
accuracy. Related domains include phage therapy, a developing domain related to 
drug discovery, and the domain of cDNA microarray data analysis. 



Table 3. Profiles (19 out of 144 phages) from four image-groups 



Phage no. 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


1 1 


12 


13 


14 


15 


16 


17 


18 


19 


Group #1 


- 


- 


- 


+ 


+ 


+ 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Group #2 


+ 


+ 


+ 


+ 


+ 


+ 


- 


- 


+ 


- 


- 


- 


- 


- 


- 


- 


- 


+ 


- 


Group #3 


+ 


+ 


+ 


+ 


+ 


+ 


- 


- 


+ 


+ 


- 


+ 


- 


- 


- 


- 


- 


+ 


- 


Group #4 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 


+ 



PSC 




Group 3 vs. 
Group 2 



Group 3 vs. 
Group 1 



Group 3 vs. 
Group 4 



Fig. 5. The PSC (pereentage of similar eategorization) in different pairs of image- 
groups vs the pereentage of profile thresholding 
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Abstract. A method for quantitative assessment of tree structures is re- 
ported allowing evaluation of airway tree morphology and its associated 
function. Our skeletonization and branch-point identification method 
provides a basis for tree quantification or tree matching, tree-branch di- 
ameter measurement in any orientation, and labeling individual branch 
segments. All main components of our method were specifically devel- 
oped to deal with imaging artifacts typically present in volumetric med- 
ical image data. The proposed method has been tested in a computer 
phantom subjected to changes of its orientation as well as in repeatedly 
CT-scanned rigid and rubber plastic phantoms. In this paper, validation 
is reported in six in vivo scans of the human chest. 



1 Introduction 

Tubular structures are frequently found in living organisms. The tubes - e.g., 
arteries or veins are frequently organized into more complex structures. Trees 
consisting of tubular segments form the arterial and venous systems, intratho- 
racic airways form bronchial trees, and other examples can be found. Computed 
tomography (CT) or magnetic resonance (MR) imaging provides volumetric im- 
age data allowing identification of such tree structures. Erequently, the trees 
represented as contiguous sets of voxels must be quantitatively analyzed. The 
analysis may be substantially simplified if the voxel-level tree is represented in a 
formal tree structure consisting of a set of nodes and connecting arcs. To build 
such formal trees, the voxel-level tree object must be transformed into a set 
of interconnected single- voxel centerlines representing individual tree branches. 
Therefore, the aim of our work was to develop a robust method for identification 
of centerlines and bifurcation (trifurcation, etc.) points in segmented tubular 
tree structures acquired in vivo from humans and animals using volumetric CT 
or MR scanning, rotational angiography, or other volumetric imaging means. 

M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 341-352, 2004. 

(c) Springer- Verlag Berlin Heidelberg 2004 
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Many researchers focused on this task in the past [2,3,6,7,8,11513,14]. De- 
spite of the wealth of previous work, no perfect skeletonization technique exists 
to date. Our new approach that is presented below is attempting to overcome 
most of the existing problems. Since our work is driven by the need for quanti- 
tative analysis of intrathoracic airway trees from multidetector CT images, we 
concentrated on developing a method serving this purpose. However, the result- 
ing approach is widely applicable to a variety of medical image data. 

2 Methods 

The reported method allows to quantitatively analyze tubular tree structures. 
Assuming an imperfectly segmented tree was obtained from volumetric data 
in the previous stages, the presented technique allows to obtain a single- voxel 
skeleton of the tree while overcoming many segmentation imperfections, yields 
formal tree representation, and performs quantitative analysis of individual tree 
segments on a tree-branch basis. The input of the proposed method is a 3D 
binary image representing a segmented voxel-level tree object. All main compo- 
nents of our method were specifically developed to deal with imaging artifacts 
typically present in volumetric medical image data. As such, the method consists 
of the following main steps: 

1. Topological correction of the segmented tree: Internal cavities (i.e., connected 
“0” voxels surrounded by “1” voxels), holes (i.e., “0” voxels forming tunnels), 
and bays (i.e., disturbances without a topological change) are eliminated 
by sequential forward and backward scanning (instead of the conventional 
object labeling) and morphological closing. 

2. Identification of the tree root: In the pulmonary CT images, the center of the 
topmost nonzero 2D slice in direction z (detected by 2D shrinking) defines 
the root of the formal tree to be generated and belongs to the trachea. The 
detected root voxel acts as an anchor point during the centerline extraction 
(i.e., it cannot be deleted by the forthcoming iterative peeling process). 

3. Extraction of the 3D centerlines - skeletonization: A sequential 3D curve- 
thinning algorithm was developed for extracting both geometrically and 
topologically correct centerlines. 

4. Tree pruning: False segments are removed by using both the length and 
depth information. 

5. Identification of branch points: In a centerlines, three types of points can 
be identified: endpoints (which have only one 26-neighbor [5]), line-points 
(which have exactly two 26-neighbors), and branchpoints (which have more 
than two 26-neighbors) that form junctions (bifurcations, trifurcations, etc.). 

6. Generation of a formal tree structure: The centerlines are converted into a 
graph structure (each voxel corresponds to a graph node/ vertex and there 
is an edge between two nodes if the corresponding voxels are 26-adjacent. A 
similar structure is assigned to the branchpoints. In the branch-tree, a path 
between two branch- or endpoints is replaced by a single edge. 
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7. Tree partitioning: All voxels of the elongated binary tree (after the topo- 
logical correction) are partitioned into branches — each voxel is assigned 
a branch-specific label. A gray-level image is created, in which value “0” 
corresponds to the background and different non-zero values are assigned to 
the voxels belonging to different tree branches/partitions. 

8. Caleulating assoeiated measures: For each partition/branch of the tree, the 
following quantitative indices are calculated: branch length, branch volume, 
branch surface area, and branch radius. 

The entire process has been described in [9,10], therefore, only the critical 
steps are now described in more detail. 

2.1 Centerline Extraction 

One of the well-known approaches to centerline determination is to construct 
a 3D skeleton of the analyzed object. However, some of the properties of 3D 
skeletons in discrete grids are undesirable. Specifically, in the case of 3D tubu- 
lar objects, we do not need the exact skeleton, since a 3D skeleton generally 
contains surface patches. We need a skeletonization method that can suppress 
creation of such surface patches. As a solution, a 3D curve-thinning algorithm 
was developed that is preserving line-end points and can thus extract both geo- 
metrically and topologically correct centerlines. As part of this process, a novel 
method for endpoint re-checking was developed based on comparisons between 
the centerline configuration at some stage of thinning and the previous object 
configuration. 

Thinning is a frequently used method for producing an approximation to 
the skeleton in a topology-preserving way [5]. Border points of a binary object 
that satisfy certain topological and geometric constraints are deleted in the iter- 
ation steps. In case of tubular 3D objects, thinning has a major advantage over 
other skeletonization methods. Curve-thinning (i.e., iterative object reduction 
preserving line-end points) can directly produce one voxel wide centerlines. 

We proposed a sequential curve-thinning algorithm [9,10]. One iteration step 
of the object reduction process is decomposed into six successive sub-iterations 
according to the six main directions in 3D. Each sub-iteration consists of two 
phases; at first the border points according to the actual deletion direction that 
are simple (i.e., their deletion does not alter the topology of the image [5]) and 
not line-end points are marked as potential deletable. Then marked points are 
checked: a marked point is deleted if it remains simple and is not a line-end 
point after the deletion of some previously visited marked points. In addition, in 
some special cases, simple points are also deleted if they have become line-end 
points. That endpoint re-checking process statistically decreases the number of 
unwanted/false side branches in the created centerlines [10]. 

It can produce maximally thinned (i.e., 1-voxel wide) centerlines (see Fig. 
1, since all simple points are deleted. The produced centerline is topologically 
equivalent to the original elongated object, since simple points are deleted se- 
quentially. Our algorithm is topology-preserving by definition of simple points, 
therefore, the proof is self-evident. 
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Additionally, our method allows an easy and efficient implementation. It is 
much faster than the thinning algorithms employed, e.g., in [13]. 




Fig. 1. The segmented volume of a human airway tree and its centerlines ex- 
tracted by the proposed curve-thinning algorithm 



2.2 Pruning 

Unfortunately, each skeletonization algorithm (including ours) is rather sensitive 
to coarse object boundaries or surfaces. As a result, the produced (approxima- 
tion to the) skeleton generally includes false segments that must be removed 
by a pruning step. Applying a proper pruning method that would yield reli- 
able centerlines is critical in all tree-skeletonization applications. An unwanted 
branch causes false generation numbering and consequently false measurements 
corresponding to the individual segments of the tree (including length, volume, 
surface area, etc.). 

We have developed a centerline pruning that uses both the branch length 
and the distance-from-surface (depth) information for the identification of the 
following pruning candidate: all branches are deleted if their lengths are shorter 
than a given threshold ti and their associated branchpoints are not closer to the 
border /surface of the elongated tree (after topological correction) than a given 
threshold td'. 

The pruning process can be repeated for different pairs of thresholds (U^td). 
In our experience, 2 to 4 iterations typically provide satisfactory results for in 
vivo airway trees. The result of our pruning is demonstrated in Fig. 2. 
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Fig. 2. A part of a segmented tree and its centerline before pruning (left) and 
after pruning (right). The applied pruning technique can delete unwanted long 
branches from thick parts and unwanted shorter ones from thinner parts, while 
correct branches are typically preserved throughout the tree 



2.3 Tree Partitioning 

The aim of the partitioning procedure is to partition all voxels of the binary tree 
into branches — each voxel is assigned a branch-specific label. There are two 
inputs into the process — the binary image after topological corrections, and the 
formal tree structure corresponding to the centerlines. The output is a gray-level 
image, in which value “0” corresponds to the background and different non-zero 
values are assigned to the voxels belonging to different tree branches/partitions 
(Fig. 3). 




Fig. 3. The the partitioned volume of a human airway tree close to total lung 
capacity (TLC) 



The automated partitioning consists of two steps. First, only the voxels in 
the centerlines are partitioned so that each branch/partition of the centerlines 
has a unique label. Non-skeletal tree voxels are then partitioned by isotropic 
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label propagation — each voxel in the tree gets the label of the closest skeletal 
point. 



2.4 Calculating Associated Measures 

For each partition/branch of the tree, the following measures/indices are calcu- 
lated: 

— branch length — defined as a Euclidean distance between the parent and 
child branchpoints (in mm), 

— branch volume — defined as a volume of all voxels belonging to the branch 
(in mm^), 

— branch surface area — defined as a surface area of all boundary voxels be- 
longing to the branch (in mm^), 

— branch radius — derived from the branch length and the branch volume 
assuming “cylindrical” partition (in mm): 



radius = 



I volume 
7T • length 



Determining the first three indices is fairly straightforward, but calculating 
a reliable approximation to the branch radius is rather complicated. The two 
ends of a partition/branch are “conic”, therefore, they must be suppressed to 
get measurements only from the “cylindrical” partitions. 



3 Experimental Methods 

Performance of the reported method was assessed in 343 computer phantom 
instances subjected to changes of its orientation, in a rigid plastic phantom CT- 
scanned under 9 orientations, in a rubber plastic phantom CT-scanned under 9 
orientations, and in six in vivo scans of human lungs. 



3.1 Phantoms 

The computer phantom [4] is a 3-dimensional structural model of the human 
airway tree (Fig. 4a). The model consists of 125 elongated branches and its 
centerlines have 62 branchpoints and 64 endpoints (including the root of the tree) 
— all positions of the branchpoints are known. The generated object is embedded 
in a 300 x 300 x 300 binary array containing unit-cube voxels. Independently, 
the phantom was rotated in 5 degree steps between —15 and -]-15 degrees along 
all three axes. 

The second phantom is a hollow rigid plastic one (Fig. 4b), derived from 
an in vivo scanned human bronchial tree, transformed in a computer graphics 
representation, and built by a rapid prototyping machine. The third phantom is 
a hollow rubber plastic one (Fig. 4c), casted from a normal human bronchial tree 
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Fig. 4. The computer phantom (a), the rigid phantom (b), and the rubber phan- 
tom (c) in their neutral orientations and their centerlines 

and consists of about 400 branches and 200 branchpoints. The physical phantom 
was embedded in potato flakes (simulating lung tissue). The rigid and the rubber 
phantoms were imaged in 9-9 orientations using multi-row detector computed 
tomography (4-slice spiral CT, MxSOOO, Philips Medical Systems) with voxel size 
0.439 X 0.439 x 0.5 mm and 0.488 x 0.488 x 0.5 mm, respectively. The volume sizes 
were 512 x 512 x 300 — 400 and 512 x 512 x 500 — 600 voxels, respectively. The 
rotation angles defined 9-9 phantom orientations in the scanner, the orientations 
were separated by 15° intervals in the x — z and y — z planes. 

From the 9-9 CT phantom images, segmentation was performed to separate 
bronchial airways from the lung parenchyma yielding a binary image used as an 
input to the reported skeletonization algorithm. For each of the 342-1-9 + 9 = 360 
phantom trees, skeletonization was performed fully automatically and the result- 
ing skeletons were not interactively edited. For each instance of the computer 
phantoms, the branchpoint position error was determined. It was defined as a 
Euclidean distance between the skeletonization-determined and true coordinates 
of the corresponding branchpoints. 

For a subset of 9 computer phantoms, the 9 rigid and the 9 rubber phantoms, 
the above introduced quantitative indices were determined for the first 5 genera- 
tions of the matched trees. Here, the reproducibility was determined by assessing 
differences between the reference tree and the tree analyzed in different orienta- 
tions, after registering the analyzed tree with the reference tree. The quantitative 
measurements described above were compared in different orientations. 

3.2 In Vivo CT Scans 

The method was tested in six in vivo scans of the human chest. For each subject, a 
scan close to total lung capacity (TLC) was acquired by multi-detector row spiral 
computed tomography with voxel size 0.683 x 0.683 x 0.6mm^ (4-slice spiral CT, 




(a) (b) (c) 
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MxSOOO, Philips Medical Systems). The volume sizes were 512x512x 450 — 550 
voxels. The segmented in vivo trees are not isometric (i.e., the voxels are cuboids 
instead of cubes) and contain numerous “thin” branches. To facilitate repro- 
ducibility assessment, a “more regular” reference tree was constructed for each 
segmented subject (see Figs. 5-6). The reproducibility analysis was performed 
in the reference trees artificially rotated in 8 different ways. 




(a) #br(181) 




(d) #br(54) 




(b) #br(131) 




(c) #br(149) 




(e) #br(29) (f) #br(41) 



Fig. 5. The first three in vivo TLC trees (a-c) and the corresponding reference 
trees (d-f) (#br means the number of branches) 



The reference tree construction consisted of the following steps: 

— Centerlines from the segmented in vivo tree were extracted and the formal 
tree structure with the associated measures was created. Let S be the set 
of the skeletal voxels and let radius{s) denote the radius of the branch 
containing s G S {in voxel). 

— A new tree Rt{S) is formed in the following way: 

Rt{S) = { r I d{r,s) < radius{s) }, 

sG-S, radius{s)>t 

where t > 0 is an integer threshold for suppressing “thin” branches and 
d{r, s) denotes the Euclidean distance between r and s (in voxel). 
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In other words, the reference tree is a collection of spheres in which the center 
of each sphere is a skeletal voxel in a “thick” branch of the original tree and 
the radius of a sphere is derived from the (cylindrical) radius associated with 
the corresponding branch of the original tree. Note, that the dimensions of the 
original and the reference volumes are the same and the reference volume is 
isometric (unit cube voxels 1 mm^). 

The extraction of the centerlines from each segmented tree was driven by the 
same pruning parameters. For each of the 6 in vivo trees, skeletonization was 
performed fully automatically and the resulting skeletons were not interactively 
edited. Each of the 6 reference trees was created by the same thickness parameter 
(t = 2). Figs. 5-6 show the original and reference trees and their centerlines. Note, 
that the reference trees are “more cylindrical” and contain much smaller number 
of branches than the original ones. 




(a) #br(147) 




(b) #br(85) 




(c) #br(122) 





(d) #br(36) (e) #br(24) (f) #br(32) 

Fig. 6. The last three in vivo TLC trees (a-c) and the corresponding reference 
trees (d-f) (#br means the number of branches) 



For each reference tree, 8 rotated instances were created, the orientations 
were separated by 15° intervals in the x — z and y — z planes. For each of the 
6 trees, a set of 9 trees (i.e., the reference tree in neutral position and its 8 ro- 
tated instances), skeletonization and quantitative analysis were performed fully 
automatically using the same parameters setting for all 54 trees. Again, the 
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quantitative measurements described above were compared in different orienta- 
tions. 



3.3 Statistical Assessment 

The reproducibility results are reported separately for the three phantom studies 
and for in vivo data. The average branchpoint positioning errors are only calcu- 
lated for the computer phantom for which the true branchpoint positions were 
known. These errors are presented as mean ± standard deviation and reported 
in voxels. All other reproducibility indices were compared using Bland-Altman 
statistic for which the average value of all corresponding measurements was used 
as an independent variable. The reproducibility showing 95% confidence intervals 
are presented in the form of Bland-Altman agreement plots [1]. 

4 Results 

In the computer phantoms, the average branchpoint positioning error showed 
subvoxel accuracy of 0.93 ± 0.41 voxel size [10]. 

The reproducibility of the associated in the tree kinds of phantoms is dis- 
cussed in [9,10]. 

The reproducibility of the quantitative tree morphology indices in in vivo CT 
scans are given in Fig. 7. In all cases, the relatively large differences between the 
surface and volume indices are to be expected due to a high sensitivity of these 
measures to minor partitioning errors, especially in short branches. Compare 
with the high reproducibility of the branch diameter and length measures. 

5 Conclusion 

The presented automated method for skeletonization, branchpoint identifica- 
tion and quantitative analysis of tubular tree structures is robust, efficient, and 
highly reproducible. It facilitates calculation of a number of morphologic indices 
described above as well as indices not considered in this work — branch angle, 
curvature, and many others. 

The developed approach is built on the following novel concepts and skele- 
tonization algorithm: fast cur ve-t binning algorithm to increase computational 
speed, endpoint re-checking to avoid generation of spurious side branches, depth- 
and-length sensitive pruning, exact tree-branch partitioning allowing branch vol- 
ume and surface measurements, identification of non-branching tree segments, 
achieving sub- voxel accuracy of branch point positioning, and performing exten- 
sive validations on complex phantoms and in vivo scans. 

Acknowledgments 

This work was supported by the NIH grant HL-064368. 




Assessment of Intrathoracic Airway Trees: Methods and In Vivo Validation 



351 



Branch Length Reproducibility 



1=. V t 

5 g 0 
0)0 

o _2 






* 



0 ^ 

10 

1 s 

0 i ° 

1 t -10 



30.^ 

20 ♦♦ 



Branch Volume Reproducibility 




nn^ T 



15000* T 20000 



Average branch length [voxel] 



Average branch volume [voxel] 



(b) 



Branch Surface Reproducibility 




(c) 




Average branch radius [voxel] 



(d) 



Fig. 7. Reproducibility in the 54 “reference” trees derived from in vivo CT data, 
a) Branch length, b) Branch volume, c) Branch surface area, and d) Average 
branch radius 
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Abstract. This paper presents a new approach in the application of 
computer vision techniques to the diagnosis of solid breast tumors on 
ultrasound images. Most works related to medical image analysis for 
breast cancer detection refer to mammography. However, radiologists 
have proved the significance of some aspects observed on ultrasound im- 
ages, among which are spiculation, calcifications, ellipsoid shape, dimen- 
sions, echogenicity, capsule, angular margins, lobulations, shadowing and 
ramifications. We have developed a common framework for the analysis 
of these criteria, so that a series of parameters are available for the physi- 
cians to decide whether the biopsy is necessary or not. We present a set 
of mathematical methods to extract objective evidence of the presence or 
absence of the diagnostic criteria. This system is able to extract the rele- 
vant features for solid breast nodules with high accuracy and represents 
a very valuable help in the assessment of radiologists. 



1 Introduction 

There are certain criteria which are used by the physicians to determine whether 
a solid breast nodule is benign or malignant. This work uses the computational 
techniques for the study and classification of shapes and textures to help the 
physicians in the early diagnosis of breast tumors on ultrasound images. Contrary 
to other works which deal with mammographies, this one is based on the analysis 
of ultrasound images, in which a series of diagnostic factors can be observed. 
Some previous works try to adjust the parameters of the ultrasound systems 
to help in the decision making process [1], segment the tissues [2], or deal with 
certain particular aspects of the nodules, such as texture [3] or general shape 
[4] . The analysis of ultrasound images that we propose allows performing precise 
measurements of a series of diagnostic factors in order to characterize each nodule 
according to the values of the parameters which have been obtained. 

Spiculation, taller than wide shape, angular margins, markedly hypoechoic 
appearance, acoustic shadowing, calcifications, ramifications and microlobula- 
tions are considered as malignant findings which lead the physicians to carry 
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out a biopsy. On the other hand, hyperechogenicity, ellipsoid shape, two or three 
gentle lobulations as well as a thin and echogenic capsule suggest the benignity 
of the nodule [5] . 

It is not always easy for a human observer to measure some of these features 
and provide objective evidence of the benignity or malignancy of the tumor. 
However, computer vision techniques may help detecting some of them and sup- 
plying numerical measurements of the presence and relevance of these factors, in 
such a way that the risk of overlooking a malignant nodule can be reduced [6] [7]. 
The purpose of this work is not the substitution of the human observer or the 
physician’s interpretation, but the addition of a precise, objective and invariant 
examiner which can draw the specialist’s attention to those areas where each 
diagnostic factor is likely to be present. 

2 Description of the Diagnostic Criteria 

In this section, we will describe each one of the criteria that will be considered 
in the diagnosis of the nodules, both malignant and benign. These criteria have 
been extracted and adapted from [5] . We will also present some examples of the 
results provided by the computer-aided system. 

First, we will consider the generation of echo by the nodule and the area 
around it. The hyper or hypoechogenicity of a nodule, i.e. the excessive or de- 
fective generation of echoes by that nodule, is measured with respect to the 
echogenicity of the fat of that particular woman, since it is the relative intensity 
and not the absolute one that determines whether it is hyper or hypo-echoic. 
This feature is considered because of the hyperechogenicity of some benign tu- 
mors and the marked hypoechogenicity of malignant nodules. In fact, the central 
part of two-thirds of malignant solid breast nodules is very hypoechoic with re- 
spect to fat. In Fig. 1, we can see an example of a markedly hypoechoic nodule 
(left) and a hyperechoic nodule (right). 

Not only the generation of echo within the nodule is relevant, but also how 
the region under it is affected. A nodule is said to produce acoustic shadow if 
the ultrasound is attenuated when crossing through it. In this case, the region 
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Fig. 2. Nodule without acoustic shadowing (left) and with acoustic shadowing 
(right) 




Fig. 3. Wider-than-tall nodule (left) and taller-than-wide nodule (right) 



beyond the nodule, from the point of view of the ultrasound emitting device, is 
darker than the region at the same level which is not under the nodule, since 
its emission of echo is not altered by the nodule’s being in between. In Fig. 2, 
we observe how a nodule can leave the generation of echo unaltered (left) or 
interfere it (right). The generation of shadowing is considered as a malignant 
factor. 

We will now focus on the general shape of the nodule. A nodule is said to be 
taller than wide when it is greater in the direction normal to the skin than in the 
parallel ones. When this ratio is quite high, the possibility of being analyzing a 
malignant nodule increases, since this reflects that the nodule is growing across 
normal tissue planes. On the other hand, benign nodules usually affect a single 
tissue and appear perpendicular to the direction of the ultrasound signals. Figure 
3 shows a wider-than-tall nodule (left) and a taller-than-wide one (right). 

An ellipsoid shape increases the probability of the nodule’s being benign, and 
even if a nodule does not present an ellipsoid-like shape, it is considered as benign 
if it presents two or three smooth, well circumscribed and gentle lobulations. 
Figures 4 and 5 present a nodule with elliptical shape and a nodule with two 
smooth and gentle lobulations, respectively, as well as the ellipses extracted by 
the computer-aided system to help classifying the nodules. 
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Fig. 4. Ultrasound image of a solid breast nodule (left), contour and ellipse 
extracted from that contour (right) 




Fig. 5. Ultrasound image of a solid breast nodule (left), contour and combination 
of two ellipses extracted from that contour (right) 



Contrary to the elliptical shapes described above, malignant breast nodules 
may present projections from the surface of the nodule which extend radially 
within a duct towards the nipple (duct extension) and/or within ducts away 
from the nipple (branch pattern). Figure 6 shows a nodule with ramifications, 
which have been signaled by the system. 

Some other factors do not refer to the general shape, but to local variations of 
the contour. For example, the finding of angular margins makes the nodule sus- 
picious of being malignant. Angular margins refer to the contour of the junction 
between the hypoechoic or isoechoic solid nodule and the surrounding tissues. 
The entire surface of the lesion must be surveyed, since they may involve only a 
part of it. Similarly, microlobulations are observed as small ellipsoid arcs in cer- 
tain regions of the contour and are frequently associated with angular margins. 
Figures 7 and 8 show the angular margins and microlobulations extracted for a 
nodule, respectively. 

Spiculation consists of contrasting lines radiating out perpendicularly from 
the surface of the nodule. Figure 9 shows the spiculated areas extracted for a 
nodule. 
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Fig. 6. Ultrasound image of a solid breast nodule (left), contour and ramifica- 
tions extracted by the system (right) 




Fig. 7. Ultrasound image of a solid breast nodule (left), contour and angular 
margins extracted from that contour (right) 



Finally, the presence of echogenic calcifications within a solid breast nodule 
is worrisome for malignancy. Calcifications are identified as highly contrasting 
white points inside the nodule. Figure 10 shows an example of a nodule with 
calcifications and where they are located by the computer. 

In the following section, we show how the ultrasound images have been pro- 
cessed to analyze these factors on them. 

3 Computer Processing of the Diagnostic Criteria 

In this section, we will show how the criteria described above have been processed 
by the computer-aided system. First, we will explain how the nodule has been 
segmented, then we will present the processing of the intensity-related criteria, 
and finally we will explain how the shape of the nodule has been analyzed. 

3.1 Image Segmentation 

Before measuring the diagnosis criteria on the nodule, it must be located and 
delimited. Thus, we must segment the interesting area and the background in 
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Fig. 8. Ultrasound image of a solid breast nodule (left), contour and microlob- 
ulations extracted from that contour (right) 




Fig. 9. Ultrasound image of a solid breast nodule (left), contour and spiculations 
extracted from that contour (right) 



order to identify the regions which will be processed in the further studies. The 
segmentation of the images to separate the nodule from the surrounding tissues 
is performed by means of a truncated median filter, a balloon algorithm and a 
dilation process. Due to the presence of Rayleigh distributed noise, which char- 
acterizes ultrasound images, the mode filter could be appropriate to denoise the 
images, since it eliminates the spurious negligible points. However, its perfor- 
mance depends strongly on the size of the window in which the filter is applied 
and, if it is not large enough, it may result in modeless regions or quite arbitrary 
values. That is why we have used the truncated median filter, which produces 
quite good results in a few iterations. In this filter, the median is calculated in 
each iteration and the further values are eliminated, so that the median and the 
mode approach. For a given pixel (x,^), the process is as follows: let fn be the 
histogram of the gray values in the wxh window from {x — {w — l)/2,y — {h — l)/2) 
to {x {w — l)/2,y {h — l)/2) (n ranges from 0 to 255), and let m be the 
median of such histogram, i.e. fk < {w^h)/2 and fk ^ {w^h)/2, 

those values which differ from m more than the minimum of m and 255 — m are 
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Fig. 10. Ultrasound image of a solid breast nodule (left), contour and calcifica- 
tions extracted from that contour (right) 




Fig. 11. Ultrasound image of a nodule (left), contour and center on the filtered 
image (right) 

eliminated and the median is recalculated [7]. After a few iterations, the median 
can be considered as a good approximation of the mode. 

From a seed into the nodule, which must be entered to the system by the 
user, a balloon algorithm allows filling the interesting area as connected intensity- 
similar pixels. The pixels which are connected to the already selected ones, whose 
intensity is similar to theirs and inside a certain interval are included into the 
selected region. If given two thresholds for intensity and difference, no more 
points can be incorporated, the thresholds are increased until no point is added 
in a given iteration or the added region is larger to the previous one, since the 
latter might mean that the background has been connected to the nodule. 

Due to the difficulty that many of these images present, the user is allowed to 
correct the result of the automatic segmentation in case it does not fit the area 
covered by the nodule. Thus, adding and subtracting regions in the segmentation 
will produce a more reliable delimitation of the nodule to proceed to its analysis. 
Fig. 11 shows an example of the ultrasound image of a nodule (left), the filtered 
image, the contour and the center of the selected region (right). 
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3.2 Intensity- Related Features 

In this section, we consider those factors which refer to the graylevels of the 
image, which represent the echo produced at each point when the ultrasound 
reaches it. These are the echogenicity of the nodule, the presence of acoustic 
shadow under the nodule, the microcalcifications and the observation of a thin 
echogenic capsule around the nodule. 

Using the binary segmented image as a mask, we calculate the mean intensity 
of the region covered by the nodule. This is its mean echogenicity and, similarly, 
a fat region is selected by the user to extract its echogenicity and compare 
them. This comparison will help determining whether the nodule is hypo or 
hyperechogenic . 

To determine whether the nodule is producing acoustic shadowing, we com- 
pare the region under the nodule and the region at the same level which is 
not covered by the nodule. As done before, we calculate the mean intensity 
(echogenicity) of both regions. The comparison of both mean intensities allows 
determining whether the nodule is absorbing the ultrasound or not. 

By using the structure tensor method, we have estimated the magnitude of 
the gradient in every point inside the nodule. Those points where the intensity 
and the magnitude of the gradient is quite high have been selected as calcifica- 
tions (see Fig. 10). In order to estimate the magnitude of the gradient, we first 
calculate an initial estimation for every point using the following mask for the 
horizontal component and its transpose for the vertical component: 

^ / -(2-V2) 0 (2-V2) \ 

= -r [ -2{V2-1) 0 2{V2-1) \ . (1) 

V -(2-\/2) 0 {2-V2) ) 

For every point, we select an area around it and build the following matrix 
from the estimations of the gradient {xn^Vn) in those points: 






( 2 ) 



The eigenvector associated to the minimum eigenvalue is the estimation of 
the orientation of the gradient, and the maximum eigenvalue is the square of the 
norm of the gradient estimation. 

The capsule of the nodule is extracted by eroding the selected region and 
analyzing the eroded points. The echogenicity of the capsule is measured, as the 
previous ones, from the mean intensity of the region. 



3.3 Shape-Related Features 

This section deals with those factors which refer to the shape of the nodule. The 
proportion of the width and the height of the nodule, the presence of angular 
margins, the ramifications which may appear, the number and size of lobulations 
and the ellipsoid shape are considered as benign or malignant factors. 
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On the binary segmented image, we calculate the mean width and the mean 
height of the nodule and the quotient of both measures indicates its disposition. 
Besides, those points whose vertical distance to the center is larger than the 
mean width indicate the areas where the nodule is growing vertically. When 
studying whether the nodule has ellipsoid shape or not, we extract the ellipsoid 
for which the distance from the points on the contour is minimum. This yields 
the one which best represents the set of contour points (see Fig. 4). When the 
mean distance is low enough, the nodule has a clearly ellipsoid-like shape. On 
the other hand, the higher the distance, the more dissimilar the nodule and the 
ellipsoid are. 

The usual techniques to estimate the ellipse location in an image are based 
on the Hough transform or the principal axis estimation [8] [9] . We propose an 
algorithm to estimate, in a very accurate way, the ellipse location in an image 
by minimizing the mean distance from a set of points to the ellipse. This min- 
imization criterion has a more physical meaning and provides a very accurate 
estimation. 

An ellipse depends on 5 parameters 0 = (xo^yo^a^b^O), where (xo,^o) is 
the center, (a, b) are the sizes of the principal axes and 9 is the orientation. We 
parametrize an ellipse in the following way: 



/ xo + cos(6>)acos(t) + 5m(6>)6 sin(t) \ rn 9 1 

yyo — sm{0)acos{t)+cos{0)bsm{t) J M 



(3) 



In the following lemma, we compute the distance from a point to an ellipse: 

Lemma 1. Let (x,y) G and let eo{t) be an ellipse. The distanee from the 
point (x,y) to the ellipse is denoted by d((x, ^), ee(.)). Sueh distanee is attained 
in a point to G [0, 27 t]. If z = cos^{to) then z is a root of the polynomial 

l^z^ + 2mlz^ {k 2ln + m^)z‘^ + {2mn — k)z + = 0 . (4) 



where 

X = cos(6>)(x - xo) - sin(6>)(^ - yo) 
y = sm{0){x - Xo) + cos(6>)(^ - yo) 

I = —(6^ — a^)^, m = {b^ — of‘)‘^ + ofx^ — b^y^, k = Ax^y^ofb^^ n = —xP'of' 
Proof: A straightforward calculation. 

Given a set of points X = {(x^, we define the mean distance 
from an ellipse to the set of points X as 

d{X,ee{.)) = f d{{xi,yi),ee{.)) ■ (5) 

Next, we minimize the distance from X to the ellipse with respect to the pa- 
rameters of the ellipse 0. We propose a gradient descent method to perform the 
minimization procedure. We start with an initial approximation for the ellipse 
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parameters which could be provided by the Hough transform or another simpler 
method. Then, we iterate the scheme: 

Qk+i ^Qk _ eek (.)) • ( 6 ) 

The step A is adapted in each iteration using the following criterion: We initialize 
A = Ao, we compute 0^+^ from 0 ^ using (6). If d(X, ee/c+i (.)) < d(X, (.)), 
we update A = lOA. If d(X, 60^+1 (.)) > d(X, CQk (.)), we update A = O.IA and we 
recompute 0^+^. We stop the iterative scheme when 0^+^ —0^ is small enough, 
or when we cannot reduce d(X, e^k (.)) after a number of attempts. The distance 
is divided by the square root of the area of the nodule to normalize it. If the 
nodule has not ellipsoid shape, we must determine if it has two or three gentle 
lobulations. We proceed as in the previous case, but instead of searching for 
an ellipsoid which fits the whole contour, we search for large lobulations which 
fit a large region of the contour each, which together cover the whole contour, 
whose axes do not differ strongly in their lengths, and whose centers are clearly 
separated (see Fig. 5). 

To analyze whether the nodule presents ramifications, we locate those points 
whose distance to the ellipsoid which best fits the nodule is large. Since the 
ellipsoid covers the most representative part of the nodule, when it has ramifi- 
cations, they appear as branches projecting out from this ellipsoid. The number 
and dimensions of these ramifications is strongly considered to characterize the 
nodule. 

In order to prevent the ramifications from influencing the position and dimen- 
sions of the main ellipse, an iterative scheme has been used in which the points 
which are very far from the ellipse are eliminated and the ellipse is recalculated. 
After a few iterations, the ellipse which is extracted is much more representative 
of the central region and the ramifications are more clearly identified (see Fig. 
6 ). 

We can locate angular margins by searching for pseudo-straight lines on the 
contour of the nodule. In order to adjust a set of N points to a straight line, we 
proceed as follows: 

Let (i4, v) be a point, and let r = x + + 6 be a line, the distance from (i4, v) 

to X + + 6 is: 



d{m, r) 



\u-\- av b\ 

VTT~^ 



(7) 



If we minimize with respect to a and 6, we obtain the values which best 
extract the supporting line for a set of planar points. 

When a point joins two straight lines with different orientations, an angle is 
signaled. In order to select those angles which are significant for the study, the 
lines must fit the contour, i.e. the mean distance from the points on the contour 
to the line must be low, they must be long enough in order to neglect small 
variations in the orientation of the contour, and the difference in the orientation 
must be less than 7 t/ 2, i.e. they form an acute angle (see Fig. 7). For every 
candidate to be a pseudo-corner, the line which adjusts the points before it in 
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the contour and the line which adjusts the points after it, considering the contour 
as a sequence, must be extracted and compared. 

Besides angular margins, we may find microlobulations. For this feature, 
a similar technique as the one used when extracting the general ellipsoid is 
applied. However, in this case, we search for segments of the contour which can 
be approximated by a part of an ellipse and whose size and axes are small. 
In order to avoid the duplication of the lobulations by extracting overlapping 
ellipses, only those whose centers are clearly different are selected (see Fig. 8). 

To locate the areas where spiculation appears, we extract the orientation of a 
window around every contour point. As done with the calcifications, the structure 
tensor method has been used, though, in this case, not only the magnitude of 
the gradient, but also its orientation is significant. When the orientation in that 
region is quite dissimilar to the one of the contour in that point, it is marked as 
a spiculation zone (see Fig. 9). Non-spiculated nodules present a clearly defined 
contour along which the orientation varies softly. Similarly as done when we 
calculated the magnitude of the gradient for the localization of the calcifications, 
we now extract the magnitude and the orientation. 

We have tested the measurements extracted for the different criteria by con- 
sidering ultrasound images of 40 solid breast nodules. To estimate the relevance 
of the information provided by each factor in the diagnosis, we have calculated 
the area under the ROC curve for each one of them. This curve relates the 
sensibility and the specificity of a diagnostic criterion, and the closer to 1 the 
area is, the more powerful the criterion is. The best results were obtained for 
microlobulations (0.854), angular margins (0.849), ellipsoid shape (0.794) and 
ramifications (0.789). 

4 Conclusion 

In this paper, we have presented a new approach in the field of breast cancer early 
detection. We have dealt with a very difficult type of images, those generated by 
ultrasound devices, which present a dense and intense kind of noise and whose 
interpretation is quite difficult, even for a human observer. 

The definition of a series of objective and reliable criteria for the discrimi- 
nation between benign and malignant solid breast nodules and their relation to 
visual characteristics of a region have made it possible to apply those techniques 
used in shape and texture analysis to the description of those nodules. 

A wide range of techniques, such as truncated median, seed segmentation, 
shape adjustment, ellipse location or structure tensor, have allowed reaching 
very satisfactory results in terms of quantitative and qualitative description of 
the criteria that the physicians take into account when diagnosing a nodule. 

The possibility of providing objective numerical measurements of the pres- 
ence of the diagnosis criteria represents a remarkable progress in the classification 
of the nodules. 

These results emphasize the importance of the introduction of computer vi- 
sion techniques in the processing of medical images, not to substitute the role of 
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the physicians, whose skills can only be imitated in a hard and limited way, but 

to aid the decision making process. 
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Abstract. We propose the use of a continuity heuristic for solving the inclina- 
tion ambiguity of polarized light imaging, which is a high resolution method of 
mapping the spatially varying pattern of anisotropy in biological and non- 
biological samples. Applied to the white matter of the brain, solving the incli- 
nation ambiguity of polarized light imaging will allow the creation of a 3D 
model of fibers. We use the continuity heuristic in several methods, some of 
which employ the simulated annealing algorithm to reinforce the heuristic, 
while others proceed deterministically to solve the inclination ambiguity. We 
conclude by explaining the limitations of the continuity heuristic approach. 



1 Introduction 

There exist materials with an anisotropic and spatially varying, structure. Among 
them are specimens like crystals, liquid crystals, amorphous and semi-amorphous 
materials and polymers. Some biological tissues also show anisotropic properties. For 
example brain white matter, cardiac tissue and bone tissue. 

There exist applications for which it would be useful to map the spatial pattern of 
the anisotropy. The most challenging of these are biological applications where re- 
solving the 3D pattern of anisotropy is essential. Two important examples for biology 
are mapping the orientation of axons in the white matter of the brain, and mapping 
the orientation of muscle fibers in cardiac tissue. We will focus on the first of these 
here. 

Understanding the architecture of the human brain has many clinical applications, 
such as surgery, targeted drug delivery and improved stroke recovery. Detailed white 
matter fiber mapping is also important because defects in the white matter structure 
lead to complex neuropsychological deficits. 

One widely used method for mapping 3D fiber orientation is DT- MRI (Diffusion 
Tensor Magnetic Resonance Imaging) [5], [11], [16]. Its operation is based on the 
fact that diffusion perpendicular to the neuronal fiber orientation is more restricted 
than diffusion parallel to it [19]. Such anisotropic water diffusion causes different 
signal intensities depending on the direction of the MR gradient pulses applied. Thus 
water diffusion can be measured and fibers visualized [11]. However the DTI method 
of mapping fiber orientation has some limitations, the main being relatively low reso- 
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lution. An anisotropic resolution of (39|Lim)^xl56|Lim and an isotropic resolution of 
(156pm)^ are the best that have been achieved, but both used 9.4T scanners and were 
of the mouse brain, which is only approximately 10mm in size [6], [24]. 

An alternative method of mapping fiber orientation, with potentially higher resolu- 
tion, is polarized light imaging. The resolution is limited by the capability of the light 
microscope used (in the plane of the sample) and the thickness of the prepared sec- 
tion. 

By passing polarized light through thin sections of anisotropic tissue such as brain 
white matter, fiber orientation in a plane of the sample can be mapped [1-5], [9], [12], 
[13], [20], [22]. This method can and has been used for characterizing all kinds of 
transparent microscopic specimens including organic tissues such as muscle, bone 
and brain, as well as polymers and mineral samples [10]. 

The polarized light imaging method is based on the optical phenomenon of bire- 
fringence, which results from optical anisotropy within the sample. The direct cause 
of birefringence is the fact that the speed of light through the sample varies with the 
plane of polarization of the transmitted light. Refractive index is different across and 
along the fibers, thus polarized light can be used to probe the orientation of fiber 
tracts. 

The basic polarized light imaging method is the method of crossed polars. A po- 
larization filter, (the polarizer), is placed into the beam of light before it passes 
through the sample, and a second polarization filter, (the analyzer), is put into the 
beam of light after it has passed the sample. Polarizer and analyzer transmission axes 
are oriented perpendicular to each other. The amount of light which passes the ana- 
lyzer, is dependent on the orientation of the anisotropic structures in the sample in 
relation to the orientation angle of the polars. If it is assumed that that the two polar- 
izers are perfect and perfectly crossed, no light should pass through this system unless 
the sample changes the polarization state of the light. As the polarizers are rotated, 
transmitted light intensity, measured in each point of the sample, varies depending on 
the angle between polarizers, and thus can be used to infer local fiber orientation. 
Between the sample and the polarizer a quarter wave plate, which imposes a phase 
shift of quarter of a cycle on the light wave, can be introduced as a compensator. 



2 Statement of Problem 

The local 3D orientation of fibers can be described by a pair of angles. The direction 
which is the angle in the plane of the section {xy - plane), and the inclination which 
indicates the elevation of the fibers perpendicular to the plane of the section (z- 
direction) [4]. 

Polarized light imaging methods can produce images describing fiber orientation 
in the plane of the section (Figure 1). The direction of fibers can be unambiguously 
obtained by measuring the intensities of light passing through the sample whilst vary- 
ing the angle of the polars, to find the angle of the polars for which there is the lowest 
intensity. The inclination of fibers can be estimated from how the amplitude of the 
transmitted light varies with the orientation of the polars. The steeper the inclination 
angle of the fibers the less the variation. 
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In the MetriPol picture (Figure I) [18], where the unambiguous fiber directions (in 
the xy plane) are shown, the colors indicate fiber directions in each pixel. Fiber direc- 
tions are also represented by short lines which are averaged across several pixels for 
clearer visualization. 




Fig. 1. Image of a rat brain section taken by the polarized light microscope imaging system 
“MetriPol” [18]. The short lines show orientation of the fibers in the plane of the section. The 
size bar shown in the legend of the picture describes in plane resolution. Thickness of the slice 
used was 80pm. 



However, as illustrated in figure 2, the polarized light imaging method, as de- 
scribed, is completely unable to distinguish between positive and negative angles of 
inclination, e.g. 30° and -30° (Figure 2). In each site therefore there are two possible 
inclinations to choose from. Choosing the right one is a discrete combinatorial prob- 
lem. 



light 



sample 



Fig. 2. Inclination ambiguity resulting from polarized light imaging methods. For both orienta- 
tions of the fibers, measured light intensity is identical. 

Solving the inclination ambiguity is a 3D problem, however in this paper all simu- 
lations are performed in 2D as this is sufficient for understanding the pros and cons of 
the approaches we propose and much easier to visualize. Furthermore all proposed 
approaches can be easily implemented in 3D. 
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3 Proposed Solution 

In this article we propose a continuity heuristic for solving the inclination ambiguity. 
The heuristic we propose is that: 3D orientations in adjacent locations are more likely 
to be similar than different. We make use of the continuity heuristic in several algo- 
rithms. First we discuss a single scale simulated annealing approach, and then two 
multi-scale approaches; one that proceeds from fine to coarse levels of detail, and the 
other from coarse to fine levels. Inadequacies in the performance of each algorithm 
motivate the next in the sequence. The final algorithm performs so well that it enables 
us to characterize fundamental limitations of the use of the continuity heuristic. 



4 Algorithms for Finding Solution 

We assume that the most continuous solution is the solution which is most likely to 
be correct. The continuity of the solution is calculated as the sum of squared angle 
differences between adjacent pixels. 8 -neighbour connectivity was used but the sig- 
nificance of diagonal connectivity was attenuated by using a 2 *'^ weighting. This defi- 
nition was used in all of the proposed approaches. 



4.1 Single Scale Simulated Annealing 

Here, in order to solve the inclination ambiguity by maximizing continuity, simulated 
annealing has been used. The name simulated annealing comes from an analogy with 
the process of annealing metals by slow cooling in stages, which allows atoms plenty 
of time to form ordered crystal structures and a state of minimum energy to be 
achieved but without precipitantly locking into a sub-optimal solution that cannot 
further be revised (e.g. quenching) [7]. 

The simulated annealing algorithm is simple. The initial state of a system is chosen 
randomly. Its energy is calculated and denoted E. The temperature is initialized to 
some high value T. The initial configuration is then perturbed - the new trial solution 
is generated - and the change in energy dE is computed. If the change in energy is 
negative the new configuration is accepted. If the change in energy is positive it is 

accepted with a probability given by the Boltzman factor e ^ . 

This process is repeated a sufficient number of times for the current temperature. 
Then the temperature is reduced and the entire process repeated until a frozen state is 
achieved at T~0. 

The procedure of setting an initial value for temperature depends on the applica- 
tion. As a starting point the initial temperature can be set to be the mean of the energy 
changes due to random steps from the start. Then the other parameters can be ad- 
justed. An example of the results of the algorithm is shown in Figure 3. 
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Fig. 3. Simulated annealing algorithm, a) At each location the two possible inclinations are 
shown superimposed, b) The random starting configuration for the simulated annealing algo- 
rithm - at each location one of the two possible inclinations has been chosen, c) Solution found 
by the algorithm. 
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Fig. 4. How elapsed time ^ (in seconds) increases with the size of the array n. 



For small arrays like the one shown in Figure 3, composed of 20x20 pixels, simu- 
lated annealing is very fast. The minimal score 6.4x1 0"^ for this example is reached 
after 11 seconds from the beginning score of 1.6x10^. For larger arrays the time 
lengthens as is shown in Figure 4. For an array twice the size, it takes 10 minutes to 
find a solution with a minimal energy of 7.5x1 0"^ from a starting configuration with 
energy of 6.7x10^. Figure 4 illustrates only a few experiments and in each instance 
the parameters have to be adjusted separately and might not be optimal. 

Despite the advances in computer technology, running the simulated annealing al- 
gorithm on large arrays of data exceeds the power of the systems currently available. 
Therefore we propose two solutions for solving optimization with simulated anneal- 
ing for larger arrays. The first approach solves the problem locally and then proceeds 
to coarser levels, while the second averages data and solves the problem in the more 
coarse levels and then uses this information to calculate it locally. 
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4.2 From Fine to Coarse Levels 

The array of sites is first divided into regions. An example division is shown in Fig- 
ure 5a. The regions don’t have to be square, they can have varying height and width. 
Then the simulated annealing algorithm is performed individually on each of the 
regions. The result is shown in Figure 5b. Following this, the simulated annealing 
algorithm is performed on the entire array but with the perturbation option being 
flipping of not a single site, but rather all the sites in the region. The simulated an- 
nealing performed for the entire array has different parameters than the one run on the 
regions. Figure 5c depicts the result of this approach for an example array of 32x32 
pixels. 
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a) b) c) 

Fig. 5. Example of regions into whieh larger arrays eould he divided for the fine to eoarse 
multi-seale approaeh. a) Starting eonfiguration with energy of 2.4x10^ b) After running simu- 
lated annealing for eaeh of the regions with energy of 6.9x10^ e) Result of the fine to eoarse 
approaeh with energy of 5.3x10^. 



In this example the starting energy of the system was 2.4x10^. After running simu- 
lated annealing for the regions, which took less than one minute, this score improved 
to 6.9x10^, and after the final stage of the algorithm reached 5.3x10^. However the 
global minimum - energy of 4.8x10^ - hasn’t been found in this case. As the example 
shows, the disadvantage of the method is that in general the solution depends on the 
division into regions. 



4.3 From Coarse to Fine Levels 

The second proposed solution solves the ambiguity on a coarse level and then uses 
the result to calculate it on a fine level. In this approach every group of 4 adjacent 
pixels are averaged to form a coarser level of detail. Each group of four pixels results 
in one in a new array. The process of averaging is performed until the resulting array 
is small enough to run the simulated annealing algorithm or to solve the optimization 
problem deterministically. The averaging process for a 32 x 32 array of angles is 
shown in Figure 6. 
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Fig. 6. Averaging steps for coarse to fine multi-scale approach on larger array. 

The small averaged array is subjected to the simulated annealing algorithm or other 
optimization algorithm. Values in larger arrays are back-calculated based on this 
result so the angles in each site are closer to the determined direction as shown in 
Figure 7. After each step, when the whole one-size larger array is filled, the random 
gradient descent method is performed to smooth the effect of errors when data con- 
tains them. Random gradient descent is a gradient descent optimization where each 
site is visited in random order to find out if the change will improve the final score. 
Randomness prevents bias. 




Fig. 7. Steps of back calculating the larger arrays using the results of simulated annealing run 
on the smallest array. 
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a) b) c) 



Fig. 8. Coarse to fine approaeh. a) Inelination ambiguity for a ehosen pattern, b) Starting eon- 
figuration with energy of 4.3x10^ e) Result of eoarse to fine approaeh. The minimal energy of 
5.7x10^ was reaehed virtually instantly. 



5 Analysis of Failure of Continuity Approach 

There is however a problem with the continuity heuristic fiber mapping approach. 
Both proposed methods can result in the underlying geometry being smoothed more 
than in reality as shown by the example in figure 8. The achieved score is lower than 
that of the true solution, so the solution is smoother than the ground truth. Therefore 
if fiber tracts do in fact make pronounced changes of direction, these changes will 
become smoothed to the extent that they no longer correspond closely with reality. 
The true solution is not necessarily the most continuous one. However the simulated 
geometry in this case is not likely to occur in white matter, as it contains circles. It 
was chosen specifically to test the behavior of the algorithm with geometries that 
consist of singularities. 

Apart from the problem described above, following the application of the simu- 
lated annealing algorithm, the ambiguity inherent in the angle of each site is reduced 
but not eliminated completely. 

Let’s consider pairs of adjacent sites. When one out of them is horizontal or verti- 
cal the score is unaffected by which inclination is chosen at the other site. So there is 
no coupling between any such pairs of sites. If the underlying geometry is relatively 
smooth and the noise level is low the sets of horizontal and vertical sites form closed 
paths. All the sites encircled by a path are coupled, but the coupling doesn’t cross the 
paths. Therefore all the sites in the block tend to flip together independently of what 
occurs in other blocks. Because each of the blocks has two possible states, solving 
this ambiguity requires more information. How clearly blocks are defined depends on 
how much noise the data contains. Clearly defined blocks result from noise free data 
whereas with increasing noise the blocks became less well defined. Figure 9. 
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Fig. 9. Ambiguous blocks as a result of running the simulated annealing algorithm, a) Blue 
lines (thin) show the ambiguity within the blocks while red (thick) lines, representing near 
horizontal or near vertical sites, form paths when there is no noise added, b) Noise of 40 de- 
grees has been added to the starting configuration. Red lines don’t form paths. 



6 Use of Continuity Heuristic in Addition to Other Information 

The algorithms proposed in this paper as solutions to inclination ambiguity, rely on 
the continuity heuristic. However we have seen that this is insufficient to resolve the 
ambiguity. 

If we were to know, without doubt, at least one inclination angle from each 
strongly coupled block, it would enable us to solve the ambiguity for each block and 
hence for the entire sample. 

In addition, estimating how many blocks exist, and their typical size, in a real data 
sample, (as opposed to the small simulated examples used here), would provide valu- 
able information on how many inclination angles have to be known unambiguously in 
order to solve the ambiguity for the entire sample. 

Extrapolating these examples to three dimensions, which must be done in order to 
use them in the real world, we can see that there will be 3D blocks which will behave 
similarly. In order to solve the ambiguity for the entire sample, we must obtain, by 
other methods, unambiguous inclination angles for at least one site in each block, (the 
noisier the data the more unambiguous inclination angles will be required for each 
block). To solve this problem, one in (for example) every 20 slices should be sub- 
jected to additional measurements to ensure its inclination angles are known with 
certainty. There exist polarized light imaging methods which can solve this, but they 
are much more laborious and time consuming. Therefore the continuity heuristic can 
be used so that only a small number of slices in a volume need to be subjected to 
these further methods. 
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Abstract. Fluorescence microscopy has some limitations and imperfec- 
tions that can affect some types of study in human genome research. 
Image registration methods can help overcome or reduce the effect of 
some of them. This paper is concentrated on several applications of im- 
age registration that are carried out in our laboratory. The concerned 
areas are: 1. chromatic aberration correction, which improves precision 
of colocalization studies, 2. registration of images after repeated acquisi- 
tions, which helps to enlarge the number of object types studied simulta- 
neously, and 3. registration of tilted images in micro- axial tomography, 
which helps to improve optical resolution of light microscopy. 



1 Introduction 

In human genome research, the spatial organisation of the genetic material in- 
side cell nuclei, relative positions of different genetic loci, organisation of chro- 
mosomes, etc. is studied [1,2]. Tasks such as measurement of mutual distance 
between two targets, determination of position distribution of an object type 
(e.g. a gene) inside another object type (e.g. a cell nucleus), etc. are solved, 
nowadays often even in 3D. As a suitable tool for this research fluorescence 
microscopy is commonly used. 

In fluorescence microscopy, fluorescent dyes, which contain fluoro chromes, are 
attached to visualised objects in laboratory with one of the available fluorescent 
labelling techniques (e.g. Fluorescence In Situ Hybridization (FISH), immunoflu- 
orescence, etc.). Each fluorochrome is excited by light with a specific spectrum 
of wavelengths and a spectrum of higher (visible) wavelengths is emitted and 
thereafter captured. Several object types are usually visualised simultaneously 
on a slide. Each object type has its own fluorochrome that is visible in its own 
colour. Therefore, it is easy to distinguish the objects of different types from 
each other. 

Unfortunately, fluorescence microscopy has some limitations and imperfec- 
tions that can affect some types of study. Eor example there are always chromatic 
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No. MSM- 143300002) and by the Grant Agency of the Academy of Sciences of the 
Czech Republic (Grant No. A5004306). 



M. Sonka et al. (Eds.): CVAMIA-MMBIA 2004, LNCS 3117, pp. 376-384, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 




Applications of Image Registration in Human Genome Research 



377 



aberrations to some extent between two images acquired at different wavelengths 
even if the best microscopes available on the market are used. This can degrade 
colocalization studies. Another example is anisotropic resolution of optical mi- 
croscopes (including confocal microscopes), which limits observation of supra- 
molecular genome structures because the images are more blurred in z-direction 
than in x- and y-directions. 

This paper reviews image registration methods used in our laboratory for 
overcoming or reducing some limitations of fluorescence microscopy. Its main 
goal is to show possible applications of image registration methods in human 
genome research. 

2 Image Acquisition Process 

Since both the size and the dimensionality of available light detectors are limited, 
scanning strategies are indispensable during image acquisition process. Gener- 
ally, there are five main dimensions (x, y, z. A, and t) that can be scanned. The 
first three ones are the classical spatial dimensions, A denotes the wavelength of 
observation and t represents time. Scanning in the spatial dimensions produces 
3D images (stacks of optical sections). The time dimension is not concerned here 
because fixed (dead) cells have mostly been processed in our laboratory so far. 

Scanning in the wavelength dimension produces multi- spectral images, i.e. 
a series of greyscale images. The individual greyscale images are called chan- 
nels. The number of channels of a multi-spectral image is always limited in 
fluorescence imaging because each channel is related to an object type that 
was visualised with a particular fluorescent dye. The number of simultaneously 
used fluorochromes on a slide is limited in fluorescence imaging due to spectra 
overlaps. Therefore, if more than three or four object types need to be studied 
simultaneously, then restaining techniques are used [3,4]. It means that the slide 
is removed from the stage, the old set of fluorochromes is washed away and new 
objects are stained in laboratory. Thereafter, the slide is put back onto the stage, 
the objects are relocated and a new set of images is acquired. 

An example of a multi-spectral image with 5 channels of a human cell nucleus 
with three stained targets (in this case 3 types of genes) is shown in Fig. 1. Only 
very limited part (~ 15 x 15 of the whole 3D image ^ 150 x 130 x 12 
is shown as maximum projections. In the whole image, there are typically more 
cell nuclei visible (usually tens) and they contain several stained subcomponents 
(genes in this example). Their positions can be used for point-based image reg- 
istration. All five greyscale channels in the figure are shown after registration, 
therefore there is no misalignment visible. The dotted line indicates restaining 
of the slide. 

The cell nuclei as well as the stained targets are segmented and 3D positions 
of the segmented objects are computed. Segmentation is mostly based on adap- 
tive thresholding and/or mathematical morphology methods (see [5] for details). 
The object 3D positions are computed as intensity weighted centres: 




378 



P. Matula, M. Kozubek, and P. Matula 









Channel 1 


Channel 2 


Ghannel 3 Ghannel 4 Ghannel 5 


Channel 


Object type 


Fluorochrome 


Emission colour 


1 


Cell nucleus 


DAPI 


Blue 


2 


Gene ABL 


FITG 


Green 


3 


Gene BGR 


Rhodamin 


Red 


4 


Gell nucleus 


DAPI 


Blue 


5 


Gene G-MYG 


FITG 


Green 



Fig. 1. Example of a multi-spectral image 
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where Cx, Cy, and are the x-, y-, and z-coordinates of the centre, S is the set 
of object voxels, which was determined by a segmentation algorithm, Vx, and 
Vz are the x-, y-, and z-coordinates of the voxel t;, and I{v) is the intensity of 
the voxel v. 

3 Sources of Misalignment 

There are several sources of misalignment in fluorescence microscopy. They can 
be classified as inter- channel and intra- channel An example of the inter-channel 
distortion is chromatic shifts (Section 4). They are caused by different refractive 
indices for different wavelengths. Another example is misalignments caused by 
replacing the slide when it is reacquired after restaining (Section 5). An example 
of intra-channel registration is the registration of tilted images in micro-axial to- 
mography (Section 6). Micro-axial tomography, generally tilted- view microscopy, 
belongs to optical resolution improvement techniques [6]. In this case, the mis- 
alignment between images is caused by fibre rotation on which the observed 
objects are fixed. All the given examples are detailed in the following three sec- 
tions. 

4 Chromatic Aberration Correction 

Chromatic aberrations are caused by the fact that refractive indices differ for 
different wavelengths. As a result, the same point in real space being observed 
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in different colours is imaged to different locations. Therefore, certain misalign- 
ment between different channels always exists that cannot be neglected in some 
types of study (e.g. in colocalization studies) and software correction is highly 
desirable. Considering the example above the affected channel pairs was 1-2, 1-3, 
and 4-5 (Fig. 1). 

The correction function can be computed from a theoretical model of aber- 
ration formation or it can be measured experimentally. The latter approach is 
superior to the former because the chromatic aberrations depend on the overall 
performance and alignment of all optical components of the given optical set-up 
and it is practically impossible to describe contributions of all parts of the optical 
arrangement in any theoretical model. An experimental procedure for chromatic 
aberration correction has been developed in our laboratory [7]. 

In the first step, chromatic shifts in the field of view of the microscope are 
measured using small fluorescence beads, which are spread on a microscope slide 
and are visible in several colours. Several 3D greyscale images are acquired for 
each colour, the bead images are segmented by mathematical morphology meth- 
ods combined with thresholding approach and their positions are computed as 
intensity weighted centres (1). Only single beads that are visible in the stud- 
ied colour pair are considered (e.g. red and green). Positions from all acquired 
images are put into one set. Let Vi = (^f,^f,^f) and Qi = (^f,^^,^f) denote 
measured positions of i-th bead visible in red and green colours, respectively. 
Then 



Srg = [ri- Qi I i = 1, . . . ,n} 



is the set of measured chromatic shifts. The i-th element of the set is the mea- 
sured chromatic shift between red and green colour at the position (rf,rf) in 
the field of view of the microscope. 

In the next step, the computed shifts are decomposed into x-, y-, and z- 
components and the correction functions are found by fitting smooth functions 
to each component separately. The domain of correction functions is naturally 
the field of view of the microscope. It was observed that plane fitting is optimal 
for X- and y-components. The best results for z-component were obtained by 
second order polynomial fitting {ax^ + by^ + cxy dx ey f = 0) . 

The correction functions are under certain conditions quite stable and can be 
used for correction of independent experiments. From image registration point of 
view, chromatic aberrations are a static distortion and the correction functions 
can be, therefore, computed in advance and used only when they are needed. 



5 Repeated Image Acquisition 

There are several situations when it is convenient to repeat image acquisition 
of the same slide more than once even if only fixed cells are considered. For ex- 
ample the same position on the slide can be imaged in different imaging modes, 
e.g. in confocal mode, if details in images are required (e.g. for chromosomes) 
or in wide- field mode (non-confocal), if more light and higher speed is preferred 
to details (e.g. for small objects such as genes). Because an additional element 
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(a confocal unit) is put into or is removed from the optical path, the image for- 
mation process differs in both modes. Consequently, the images are misaligned. 
This misalignment is a static distortion similarly to chromatic aberrations but 
the correction function is simpler. In this case, it is a trivial translation. If differ- 
ent imaging modes are used for different colours, the translation must naturally 
be combined with the appropriate chromatic aberration correction function. 

More interesting situation arises when the slide is restained in laboratory 
between acquisitions in order to overcome the limited number of object types 
visualised simultaneously. In this case, it is practically impossible to put the 
slide onto the same place in the microscope stage after restaining. Moreover, the 
restaining process can change the slide: whole cells that were not firmly fixed can 
be washed away, they can “resettle” on a new place or some cells can even be 
damaged. Image registration method must find as precise transformation func- 
tion between acquisitions as possible and in addition all problematic cells, which 
have no counterpart or are damaged, must be excluded from further analysis. 

The registration method used in our laboratory is again point-based because 
intensity weighted centres (1) can easily be computed from the image segmenta- 
tion results, which are needed for the measurements required by biologists in our 
application. In the first phase the method finds matching of objects in images 
from different acquisitions. The matching point-pairs are sought using a back- 
tracking scheme (a kind of relaxation method), which exploits knowledge about 
spatial organisation of points. Shifts within a certain range given by the point- 
sets are tried. The matching that gives the maximal number of matched pairs is 
selected. In the second phase, the optimal transformation function is computed 
from the found matching. The optimal transformation function, in many cases 
a translation is sufficient, is computed as a difference between centres of gravity 
of the matched points. 

Note that image registration of channels after restaining is combined with 
other methods. For instance considering the example in Fig. 1, if the mutual 
position of stained genes is studied the transformation function found between 
channels 1 and 4 is combined with the appropriate chromatic aberration correc- 
tion functions. 

6 Micro-axial Tomography 

Micro-axial tomography is a special technique that makes observation of the 
same cells from many views possible (Fig. 2). The cells are fixed to a glass fibre 
that is put into a groove in a glass or plastic slide. The groove is filled with an 
appropriate embedding medium. One fibre end is glued to a stepper motor shaft 
so that a computer can rotate the fibre around its axis. An advantage of this 
set-up is that a cover glass can be used for better imaging properties. From the 
same reason, only the upper part of the fibre is imaged. The angular range of 
the tilted images depends on several factors, mainly on the diameter of the fibre 
and on the working distance of the objective. Tilting devices with angular range 
up to approximately 120° can be constructed [8]. 
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Fig. 2. A cut through a slide in micro-axial tomography. 



Major significance of micro-axial tomography lies in suppression of anisotropy 
of resolution, i.e. the fact that the optical resolution differs for different spatial 
directions. For instance in classical optical microscopy, axial resolution (i.e. res- 
olution in the direction of optical axis) is much worse than lateral resolution 
(i.e. resolution in the image plane). By combining several tilted images together 
the overall resolution can be improved. One of the tested methods [9] works in 
Fourier domain and its idea is to select the frequencies with the maximal magni- 
tudes to the result. However, image reconstruction methods, in general, require 
very precise alignment of tilted images, otherwise artifacts can be introduced 
into their result. It is impossible to reach the required precision without regis- 
tration based on the image content, because sufficiently precise tilting devices 
do not exist so far. 

Methods that are most often used in this area are based on cross-correlation 
or phase-correlation [10,11,12]. The main disadvantage of these methods is that 
they are very sensitive to elongated point spread function (PSF), consequently 
they may introduce a bias in the alignment. In order to solve this problem, 
it has been suggested to intentionally reduce the in-plane resolution yielding 
near-isotropic data-sets before running an alignment algorithm [12]. However, 
the authors did not attempted this reduction. A further disadvantage is that it 
is hard to assess registration precision from the shape of the correlation map 
peak. To overcome the main drawbacks of these methods, a new point-based 
method has been designed and evaluated on generated images as well as images 
of fluorescent beads [9]. 

In the beginning, the images are analysed and 3D positions of small objects 
(genes, centromeres, fluorescent beads, etc.) are computed (1), i.e. we obtain a 
set of point-sets V = {Pi,...,P^}, where each point-set Pi corresponds to a 
different view within the acquired angular range. The registration task is solved 
for point-sets Pi and Pj. The index i is fixed and the index j iterates, i.e. we 
try to transform the images into one coordinate system (i usually corresponds 
to some view from the middle of the angular range). 
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Registration of point-sets Pi and Pj works in two phases. Coarse registra- 
tion phase finds rough transformation as a composition of 3D rotation and 
translation. An appropriate matching is sought in the following way. A com- 
plete weighted bipartite graph with M P N nodes in both parts (M = \Pi\ and 
N = \Pj\) is constructed. Its weight function is defined in the following manner: 

0 i > M or j > N, 

dmax — \xi — Xj\ i < M and j < N and “the points lies 
within an appropriate angular range” 

— 1 otherwise. 

An optimal assignment in this graph that maximises the sum of the weights 
on the associated edges is found by Kuhn-Munkres algorithm. Such assignment 
must be non-negative, because there always exists an assignment with zero sum. 

The optimal assignment defines the matching between points. The assign- 
ments between the nodes Ui and Vj for i < M and j < N means that the points 
Pi G Pi and pj G Pj correspond to each other. Other assignments mean that the 
corresponding points have no counterpart in the other set. Notice that positive 
weights can only be between the points within an appropriate angular range, 
whose x-distance is less than a constant dmax- The x-distance weighting works 
well because the rotation axis is almost parallel to x-axis and the fibre cannot 
move in the x-direction. The translation and rotation from matchings is sought 
by the Horn’s method [13]. 

In the second phase, the registration function is refined. First, the match- 
ing is refined based on nearest neighbour approach and then the computation 
of 3D rotation and translation is repeated for several z-scale factors. For each 
z-scale factor, average distance between matching point-pairs is computed (mea- 
sured alignment precision). The computed values are fitted with parabola and 
its minimum indicates the best z-scale factor. The shrink or elongation in the 
z-direction is a very common phenomenon in optical microscopy and it is caused 
by the refraction index mismatch. Therefore all registration methods used in this 
area must take it into account. 

The biggest advantage of our method as compared to correlation-like meth- 
ods is that its real alignment precision can be estimated from its output (the 
measured alignment precision) and the estimate of the localisation precision of 
the objects. Real alignment precision is always better than the measured align- 
ment precision from a certain number of matched pairs, because the imprecision 
of the object localization is compansated. The main disadvantage of the method 
is that salient points must exist in images and at least about ten point-pairs 
must be found in images for very good results. This requirement, however, is 
predominantly satisfied for specimens in human genome research. If it is not, 
fluorescent beads can be added to the specimen during the fibre preparation. 

7 Conclusion 

All presented registration methods have been successfully applied in human 
genome research in our laboratory and most of them are often combined to- 
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gether. For instance, chromatic aberration correction is combined with shifts 
caused by removing slide during restaining procedure if short distance measure- 
ments are performed between channels. The only techniques that cannot be 
combined from practical reasons are the restaining techniques and micro-axial 
tomography because objects fixed to a fibre cannot be restained. All the methods 
can reduce some limitations of fluorescence microscopy. 

Although the presented methods mostly work well on our data, some further 
improvements will be considered in future. For example, distortion of images that 
comes from deep layers below cover glass is worse than the distortion of images 
from layers near the cover glass and therefore non-rigid image registration will 
be required. 
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Abstract. Reliable 3D reconstruction of interphase chromosomes im- 
aged using confocal microscopy is an important task in cell biology. 
Computer model of chromosome territories enables performing neces- 
sary measurements and consequently making morphological studies. A 
large number of processed objects is necessary to ensure statistical sig- 
nificance of the results. Therefore an automated procedure is needed. 
We have developed a successful algorithm for 3D reconstruction of chro- 
mosome territories on the basis of well-known fast marching algorithm. 
The fast marching algorithm solves front evolution problem similarly 
to deformable models but in an effective way with the time complexity 
0{n log n). 



Keywords: fast marching method, deformable models, 3D object recon- 
struction, biomedical application, interphase chromosome 



1 Introduction 

Limited knowledge about the spatial organisation of genetic material in human 
cell nuclei is one of the most challenging problems of modern molecular biology. 
The complete knowledge of the spatial structure of genes and chromosomes is 
absolutely necessary for the full understanding of mechanisms of events in cell 
nuclei and for the detection or reparation of an abnormal state, which can cause 
a disease of the whole organism, as a result. 

Genetic information is coded by double stranded DNA, which is deposited in 
cell nucleus in the form of chromosomes. Recent evidence has demonstrated that 
chromosomes occupy distinct domains in the cell nucleus, called chromosome ter- 
ritories [5, 6]. Each territory can be considered as a connected, variably-shaped, 
three-dimensional structure which is mutually exclusive from other territories. 
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Nevertheless, the organisation of individual genes inside the chromosome territo- 
ries is not known so far. Neither the mutual positioning of chromosome territories 
is known. 

Chromosome territories or individual genes can be stained by fluorescence 
in situ hybridization (FISH) with chromosome or gene specific DNA-probes. 
Different targets are usually stained by colours of different wavelengths and 
observed using different combination of emission and excitation filters. Biologi- 
cal specimens are usually transparent and, therefore, serial optical sections can 
be acquired using confocal light microscopy. The confocal microscope produces 
gray-scale volumetric image (for each stained target). 

Morphological characteristics and mutual position between two different ob- 
jects need to be studied and therefore an easy-to-use, precise, fast, and automatic 
method for 3D chromosome reconstruction is badly needed nowadays. For ex- 
ample distance between a specific gene (imaged as a bright point or a very small 
spot) and the boundary of chromosome territory needs to be measured. Anal- 
ysis of a large number of objects is particularly important to ensure statistical 
significance of results. Recently fully automated image acquisition and analysis 
systems capable of performing a large number of high-resolution measurements 
on cells have been developed [10]. 

The following approaches were applied for chromosome territory reconstruc- 
tion in the past. A computational geometry method based on Voronoi tessellation 
[2] was adapted for 3D reconstruction of interphase chromosomes in [7, 8]. Also 
a method based on local thresholding and mathematical morphology methods 
have been used for chromosome segmentation [10]. 

This paper describes a different approach to 3D interphase chromosome re- 
construction based on the fast marching method [14, 15]. The fast marching 
method is the special case of a deformable modelling technique known as the 
level set method [13, 15]. While the level set method computes the solution it- 
eratively, the fast marching method can compute the evolution of the model 
explicitly with time complexity O(nlogn), where n is the number of voxels in 
the input 3D image. 

The main idea of level set method is to represent the surface implicitly as 
level set of a higher-dimensional function. This formulation has several important 
advantages over the parametric deformable models [9, 3, 4]. It can change the 
topology of the model completely intrinsic and it is independent of the parametri- 
sation of the evolving surface. Thus there is no need to add or remove nodes from 
initial parametrisation or adjust the spacing of the nodes. 

The limitation of the fast marching algorithm is that the surface can evolve 
only in one direction (either inward or outward). This paper shows that this 
limitation is not crucial for the task of interphase chromosome reconstruction 
and the fast marching algorithm can successfully be applied here. 

2 Fast Marching Method 



In this section, the fast marching method is briefly reviewed. 
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2.1 Method Background 

The contour^ C{t) in time t can be advantageously represented as a zero level 
set of a scalar function i.e. 

C{t) = {x\2p{x,t) = 0}, (1) 

where x is a point (in for curves or in for surfaces). 

Let F{x,t) be a scalar function describing the contour speed in its normal 
direction (speed function). Then, by differentiating 'ip{x,t) = 0 with respect to 
t, the following associated equation of motion for level set function 'ip{x,t) can 
be derived: 

'0(xo,O) = 0, Xo e C(o), 

where V is the gradient operator and || is the norm of the gradient of The 
function F{x,t) often depends on the curvature of the contour and on the input 
data simultaneously. Algorithms based on (2) are often called level set methods. 
From the computational point of view it is not necessary to consider the whole 
M? or space during the iterative contour evolution. It is sufficient to update 
only points in the narrow band of the contour in each step [1, 15]. 

If the special case of contour movement with F{x,t) > 0 is considered, then 
each point in a space is visited by the contour only once. Let T{x) be the time 
at which the contour crosses a given point x (arrival time). Then (2) can be 
rewritten as 

1 = Fix,t)\\^T{x)l 

T{xo) = 0, ®o e C(0). ^ ’ 

The main advantage of this formulation is that a highly effective algorithm 
exists to solve (3). The algorithm is called the fast marching algorithm. 

2.2 Fast Marching Algorithm 

We review the fast marching algorithm for time computation of the arrival time 
function T(x) [12, 14]. 

Input 

— Discrete grid G = {x\x G x x of size ni x U 2 x ns G N^. Two 
dimensional grid can be obtained for ns = 1 . Let d denote the dimensionality 
of the grid. 

— Function F{x) > 0 for each x G G (i.e. we assume time-constant positive 
speed function here), 

— Initial contour C(0) C G. 

— Spatial step hi between two neighbouring^ grid points in each direction 

l<i<d. 

^ We use the word contour to refer either a curve or surface. 

^ Two grid points x^y ^ G are neighbouring if and only if ||x — 2/|| = 1. 
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Output 

— Arrival times T{x) for each x G G. 
Initialisation 

— Set Trial = G(0), T{x) = 0 for x G Trial, 

— Set Far = G \ G(0), T{x) = oo for x G Far, 

— Set Known = 0. 



Main loop 

1. Find u G Trial having the smallest value of arrival time T{u), 

2. Exclude u from Trial and include it into Known, 

3. For each neighbour v e G of u do 

(a) If t; G Far then include it into Trial, 

(b) Compute the new arrival time T' for v according to the following equa- 
tion: 

^ . .1 

max(D \v), 0)^ + min(L>+*(t;), 0)^ = (4) 

i=l ^ ' 

where D~^ and are backward and forward difference operators for 
direction i defined as D~^{v) = ^ ^ ^ where 

€i = (1,0,0), 62 = (0,1,0), 63 = (0,0,1). Equation (4) leads to solution 
of a quadratic equation. 

(c) If T' < T{v) then T{v) = V. 

4. Break main loop and stop the algorithm while Trial set is empty. 



Equation (4) was obtained from (3) using upwind finite difference scheme 
where gradient operator was approximated by an entropy satisfying formula 
[15]. The algorithm produces numerically stable solution and its correctness was 
proved in [14]. 

The suitable implementation of operations on Trial set is the key for the 
effective performance of an algorithm. Main loop is evidently performed at most 
N times, where N is the number of grid points (ni x U2 x ns). If Trial set is 
implemented as a min-heap data structure, where finding the minimal node can 
be performed in constant 0(1) time and inclusion and exclusion of a node in 
0(\ogN) time, then the whole algorithm works in 0(N log N) time in the worst 
case. 

Function F(x) is usually defined as 



l+||Vg<.*J(a;)||’ 

or 

F(x) = 



( 5 ) 

(6) 



where I(x) is the intensity of input image in point x and Go- ^ I(x) is the convo- 
lution of intensity image with Gaussian smoothing filter of variance a (to reduce 
noise in the input image). Real parameter a controls the steepness of the func- 
tion (6). Both definitions slow down the contour movement on object boundaries, 
where the intensity is rapidly changing (i.e. magnitude of the gradient is high). 
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3 Fast Marching Reconstruction of Interphase 
Chromosomes 

Fast marching algorithm described in the previous section is very useful for 
the 3D reconstruction of interphase chromosomes. Healthy human cell nucleus 
contains one pair of each chromosome, therefore mostly two objects must be 
segmented in each nucleus. The fast marching method is capable of doing this 
task, because it can change the topology of contour during the computation in a 
natural way. Moreover the chromosome territories have relatively simple shapes 
and the input data acquired by confocal microscope has sufficient quality that 
enables application of the fast marching algorithm. 

3.1 Input Data 

Fast marching algorithm was studied on the following material. Targets in bi- 
ological material (HL-60 cells — blood cells) were visualised by fluorescence in 
situ hybridization. The chromatin of cells (occupies the whole volume of the 
nuclei) was stained by DAPI (blue colour). The chromosomes 9 were stained 
by Rhodamin (red colour) and chromosomes 22 by FITC (green colour). The 
images of visualised targets were acquired using fully automated high-resolution 
cytometry system in the Laboratory of optical microscopy, Masaryk university 
Brno [10] (Zeiss Axiovert lOOS inverted fluorescence microscope equipped with 
a CARV confocal module based on a Nipkow spinning disc). Specimen was ob- 
served through a PlanApochromat 63 x/ 1.4 oil immersion objective. Stack of 40 
2D images (parallel optical sections) was captured with a high-quality digital 
CCD camera for a ten chosen stage positions (field of views) for each colour. 
CCD chip of the camera has 1300x1030 pixels; pixel size is 6.7/im. Dynamic 
range of the camera was 12 bits but only 8 bit integer was used for pixel in- 
tensity storage. Axial (z) step between two optical sections was 0.2//m. Lateral 
{x^y) step is given by the magnification power of the objective and the pixel 
size of CCD chip and it was ^ 0.1/im. Each field of view typically contained 
tens of cells. For each 3D image also maximal intensity projection image in axial 
direction over all slices, called auto- focus (AF) image, was recorded. An example 
of a typical microscope field of view is shown in Fig. 1. 

3.2 Algorithm 

The input images have been processed in two steps: 

Cell nucleus segmentation the goal of this step was to segment the large 
input images covering the whole microscope field of view into small sub- 
images containing only one cell nucleus per image. An algorithm for cell 
nucleus segmentation based on local thresholding [10] was applied on AF 
chromatin images and a proper bounding box for each cell nucleus was com- 
puted. The nuclei are spread on a microscope glass in one layer and do not 
occlude. Therefore we can crop all slices in the stacks according to the 2D 
bounding box computed from AF image. 
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Fig. 1. An example of a typical microscope field of view (1300x1030 pixels). 
Maximal intensity projection image in axial direction. (Left) chromatin of HL- 
60 cells stained with DAPI. (Right) Chromosomes 22 stained with FITC. 



Chromosome territory reconstruction Fast marching algorithm described 
in Section 2 was applied for chromosome territory reconstruction in each sub- 
image. Eight corners of the sub-image were taken as a starting contour C(0). 
The idea was to initialise the contour outside the object. As the contour is 
marching through the data it slows down in points with high gradient mag- 
nitude and waits there (regardless of the topology changes) for the contour 
passing the points with gentle gradient magnitude. 

We have used equation (5) for the speed function computations. Gaussian 
3x3x3 filter with variance a = 1.5 was applied. The step hi = 0.1 was 
assumed in all directions and the final surface was appropriately stretched at 
the end for visualisation purposes. The size of sub-images was approximately 
120 X 120 X 40 voxels. 

Optimal contour level was computed from histogram of arrival time function 
T{x). The histogram was constructed from integer part (floor) of function 
T{x) and it maps integer level t to the number of grid points which were vis- 
ited between time t and time t + 1 . The number of such grid points is related 
to the size (surface area) of the object defined by the level t. The goal was 
to find a level where the contour movement was very slow, i.e. the change of 
contour size was small (i.e. the first derivative of histogram is minimal). The 
first level, which has the second derivative lower than predefined constant 
(we have used 5), was taken as the optimal contour level in our experiments. 
The histogram was smoothed by Gaussian kernel of size 7 and a = 0.5 at 
the beginning. 

4 Results and Discussion 

The algorithm described in Section 3.2 was successfully applied on the input 
data (Section 3.1). The first step produced more than hundred sub-images of in- 
dividual cells. We took randomly 25 of them for fast marching algorithm testing. 
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Fig. 2. An example of the final 3D reconstruction of territories of chromosome 
22 pair in HL-60 cell nucleus. The fast marching algorithm was applied for 3D 
reconstruction. Size of the input sub-image containing only one cell nucleus was 
111 X 131 X 40. Arrival time for which the proper contour level (in this case 
value of 25) best approximated the object boundary was computed automatically 
using histogram analysis. The proper level was visualised using marching cube 
algorithm [11]. 



Only green image channel (chromosome 22) of these 3D sub-images was studied. 
The red image channel (chromosome 9) was overexposed and the image quality 
was poor. 

Results for each sub-image were examined by an expert. The expert had to 
decide how many chromosome territories was in the nucleus according to the 
input image (usually two) and whether the algorithm found accurate boundary 
of them. The expert studied input data, superposition of the final model onto 
the input data and 3D computer model of territories. 

Five images were analysed without any problem. Both number of chromosome 
territories and boundary position agreed with expert’s opinion. An example of 
typical final 3D reconstruction of chromosome territories of one cell nucleus is 
shown in Fig. 2. Projection of this final 3D model onto the input data is shown 
in Fig. 4 and Fig. 5. The figures indicate that the method produces really correct 
results. 

The algorithm found more territories than the expert in 13 cases. This prob- 
lem is illustrated in Fig. 3. The additional objects computed by the algorithm 
were very small in all cases and should be removed. Contour position agreed 
with the expert’s opinion in all cases. The additional objects could be removed 
according to their size in a post-reconstruction phase. 

Finally, if two chromosome territories were too close each other, then the 
algorithm found only one joined object. This situation is illustrated in Fig. 3 
right. It occurred in 7 cases (in 4 cases the algorithm found also 1 or 2 small 
additional objects, which should and could be removed). If the separation of the 
joined close territories is desired then some more sophisticated method should be 
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Fig. 3. An example of possible problems during the 3D reconstruction of chromo- 
some territories. (Left) Small additional objects can appear. Post-reconstruction 
phase can remove them according to their size. (Right) Close territories can be 
reconstructed as a single joined object. 



developed. Note that the expert often was not sure about the boundary between 
close objects also. 

There are many advantages of proposed algorithm. The algorithm is fast, 
relatively easy to implement, and our experiments have shown that it is also 
sufficiently robust for the presented application field. The time complexity of 
the algorithm is 0{N log N) in the worst case and common PC workstations 
can analyse one cell nucleus almost in real time. The images of one cell nucleus 
were processed in 3.3 seconds in average (on Celeron 1.13MHz, Linux 2.4.22) in 
our experiments. 

The constraint on the one directional movement of the contour in fast march- 
ing method can bring problems if the input data are noisy. If the method fails 
then its results can be often corrected using successive application of the general 
level set method [15]. However, no correction was needed in our experiments due 
to noise. 

The presented algorithm has provided promising results for the chromosome 
territories reconstruction. However, it is necessary to perform more detailed stud- 
ies of the algorithm for each biological application. Especially, it is necessary to 
give evidence that the algorithm and setting of its parameters do not signifi- 
cantly affect the successive measurement (volume, surface area, distances, etc.) 
and the measurement will be sufficiently precise. 
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Fig. 4. Projection of the final model from Fig. 2 onto the input data is shown 
for 8 xy slices (top) z = 14, 16, 18, 20; (bottom) z = 22, 24, 26, 28. 




Fig. 5. Projection of the final model from Fig. 2 onto the input data is shown 
for 12 yz slices (top) z = 43,46,49,52; (middle) z = 55,58,61,64; (bottom) 
z = 67, 70, 73, 76. 
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Abstract. Glaucoma is a leading cause of blindness. While glaucoma is 
a treatable and controllable disease, there is still no cure available. Early 
diagnosis is important in order to prevent severe vision loss. Many cur- 
rent diagnostic techniques are subjective and variable. This provides mo- 
tivation for a more objective and repeatable method. Optical Coherence 
Tomography (OCT) is a relatively new imaging technique that is proving 
useful in diagnosing, monitoring, and studying glaucoma. OCT, like ul- 
trasound, suffers from signal dependent noise which can make accurate, 
automatic segmentation of images difficult. In this article we propose a 
method to automatically extract the optic nerve and retinal boundaries 
from axial OCT scans through the optic nerve head. We also propose a 
method to automatically segment the curve to extract the nerve head 
profile that is important in diagnosing and monitoring glaucoma. 



1 Introduction 

Optical Coherence tomography (OCT) is a relatively new imaging technique 
[1]. While similar to ultrasound, OCT relies on the detection of backscattered 
light and time of flight information to produce high resolution, cross-sectional 
images. OCT has been particulary useful in biological imaging applications such 
as dermatology, cardiology, and ophthalmology [2, 3, 4]. Specifically in the oph- 
thalmological case, OCT has been used for a variety of purposes which range 
from measuring corneal thickness in the anterior segment of the eye to measuring 
the retinal thickness in the posterior segment of the eye [5]. Although limited 
to relatively shallow imaging depths, approximately 2mm in retinal scans, OCT 
benefits from being a non-invasive procedure in ophthalmological imaging with 
a 5-10 micron axial resolution [6]. Thus detailed images of the retinal tissue 
structure can be obtained with the potential for high tolerance measurements. 

Retinal nerve fiber layer thickness is a clinically important measurement in 
the diagnosis and monitoring of glaucoma [7]. Over time the retinal nerve fiber 
layer thickness around the optic nerve tends to decrease as nervous tissue is de- 
stroyed. It has been estimated that up to 40% of the nerve fiber can be destroyed 
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before significant vision loss occurs [8]. The cup-to-disk ratio and the optic cup 
shape are also important indicators of glaucoma and optic nerve health; how- 
ever, cup-to-disk ratio is an ill-defined term. The most popular way to measure 
the cup-to-disk ratio is through direct observation. Here the physician observes 
the optic nerve through fundus imaging and estimates what he/she believes the 
cup-to-disk ratio to be. This technique is subjective and variable and provides 
motivation for an objective method that is more accurate and repeatable. In this 
paper we propose a method to robustly extract the retinal and optic nerve head 
boundaries from axial OCT scans of the optic nerve head. With the boundaries 
extracted, we next propose a method for segmenting the optic cup from the 
retina and disk. 

The eye is divided into two chambers, the anterior chamber and the posterior 
chamber. The posterior chamber is filled with a relatively homogenous, jelly like 
substance called the vitreous humor [9]. The retina is the anterior most tissue 
layer in the back of the posterior chamber. It is here that light rays are focused 
and processed before being sent via the optic nerve to the brain. We note that 
the top most layer of the retina is composed of nerve fibers. It is these nerve 
fibers that are destroyed due to glaucoma. The layer of tissue below the retina 
is a highly reflective layer called the choroid and is mostly composed of blood 
vessels which feed the back of the eye. 

Finally, the optic disk is the area of the retina where the nerve fiber layers 
converge to form the optic nerve. The cup is the area of so-called empty space 
in the central region of the optic disk. In normal eyes the ratio of the cup area 
to the disk area (cup-to-disk ratio) is small (less than 0.6) [8]. In glaucomatous 
eyes, the death of nerve fibers causes the size of the cup to increase and thus 
the cup-to-disk ratio also increases. The shape of the cup can also provide an 
indicator as to whether or not an individual has glaucoma. 

2 Optical Coherence Tomography 

Optical Coherence Tomography is similar to ultrasound. Instead of sound, light is 
sent into a sample and the time of arrival and intensity of the backscattered light 
is used to form an image. However, because the speed of light is over a million 
times faster than the speed of sound, coherence based detection techniques are 
often chosen over nonlinear gating techniques and Kerr shutters [10]. 

In coherence based detection an interferometer is used to split the energy 
from a light source E{t) into a reference field Er{t) and a sample field Es{t). 
The sample field travels a total distance Is and the reference field Ir. The two 
fields add together at the detector and the total detector photocurrent is 

Id ~ \\Er\^ + \\Es\^ + l\ErE,\ cos(2y Z\0 (1) 

where A is the wavelength of the light source and 



Al = 



( 2 ) 
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Thus (1) tells us that the intensity of the photocurrent oscillates as a function of 
the path length difference (2). It can be shown that when a low coherence source 
is used Id becomes the cross-correlation function of the sample field with the 
reference field. The fields are correlated (i.e. interfere constructively) when Al is 
less than the coherence length Ic and are uncorrelated otherwise. The coherence 
length is inversely proportional to the bandwidth of the light source. Because the 
sample field is relatively constant, we can control imaging depth by controlling 
the length of the reference beam. Our images were obtained using the OCT 




Fig. 1. A typical OCT scan through the optic nerve with labeled structures. 



3000 from Zeiss-Humphrey. The typical scan consists of 512 A-scans where each 
A-scan consists of 1024 pixels. The axial resolution is < 10 jam and the transverse 
resolution is dependent on the scan length. Fig. 1 shows a typical scan through 
the optic nerve head with various anatomical structures marked. 

3 Theory 

Segmentation of OCT images is a difficult task. Koozekanani et al [11] proposed 
a Markov Boundary Model to extract the retinal boundaries from circular scans 
of the macula. While their method is robust on the macular region of the retina, 
the model they used fails in the optic nerve head region due to the significant 
anatomical differences. It is impractical to train a new Markov model because 
there is considerably more variation in the optic nerve head regions between sub- 
jects. We can still, though, rely on the assumption that the retinal/optic nerve 
head profile is smooth and that significant undulations in the retina are usually 
the result of eye movement. The optic disk surface also varies slowly, although 
considerably less so than the retina. We can assume that the imaging technician 
will discard the image if movement is severe enough to cause significant image 
distortion or large breaks in the profile. Likewise, if shadowing significantly re- 
duces the visibility of entire image regions, the technician will again discard the 
images. However, less severe shadow effects, breaks, distortions, and artifacts 
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Fig. 2. (A) is a noise suppressed OCT scan. The image histogram is shown in (B) 
and shows the thresholds obtained using Otsu’s method and our method. (C) is 
the thresholded image resulting from Otsu’s method and (D) is the thresholded 
image using our method. 



must be assumed likely and that the OCT technician will keep such images. 
Thus our method should be robust enough to handle such effects. 

The most complicated problem with OCT images is the nonlinear, signal 
dependent noise that is inherent in coherence imaging techniques. This noise 
is called speckle due to its appearance in the images. Ultrasound and synthetic 
aperture radar imaging also suffer from this phenomenon. Speckle arises because 
of multiple backscattering and forward scattering within the sample volume [12]. 
Organic tissue is never homogenous and thus a sample volume is highly likely 
to have multiple scatterers (i.e cells, organelles, fibers, fluids ...). Speckle forms 
when light from these multiple scatterers reaches the detector out of phase within 
the coherence time of the source. Thus multiple backscattering causes construc- 
tive and destructive interference that alters the wave shape incident the detector. 
Speckle is both a signal carrier, in that it reveals information about the under- 
lying microstructure, and a source of noise. While distinguishing between noise 
speckle and information speckle is difficult [10] we need not be concerned. We are 
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only interested in the gross anatomical structure of the retina and optic nerve 
head and not in its microstructure. Thus both types of speckle can be considered 
noise for our case. 

While some speckle can be reduced through imaging techniques such as spa- 
tial compounding and polarization diversity there still remains a significant prob- 
lem. Because of its signal dependent nature, speckle noise can not readily be 
decoupled from the signal. Various techniques have been proposed to alleviate 
the problem with the most common being the use of median filtering [13, 14, 11] 
or one of its variations. Suvichakorn and Chinrungrueng propose fitting a two- 
dimensional polynomial using a least squares approach to estimate the actual 
image intensities [15]. Park et al rely on an adaptive windowing procedure with 
adpative filtering based on local statistics [16] and Xiang et al. used wavelet 
filters incorporating automatic noise thresholds [17]. 

Observations of retina and optic nerve images reveal that there is a significant 
contrast difference at the vitreal-retinal boundary. When speckle is suppressed 
through filtering, the retina becomes a relatively homogenous region and the 
contrast between the vitreous humor and retina is significantly increased. Define 
Region 1 to be the vitreous humor and the dark area in the lower portion of the 
image corresponding to signal loss. Next, define Region 2 as the retina, optic disk, 
and choroid. Now we assume that there exists a threshold t such that Region 
1 is completely separated from Region 2. If such a t exists then the top profile 
of the retina and optic nerve is just the boundary between the upper portion of 
Region 1 and Region 2. 

Thresholding is a simplistic yet powerful image segmentation tool. The prob- 
lem with thresholding lies in the selection of the threshold. Assuming that the 
pixel distributions of the regions are normal, one might consider using Otsu’s 
thresholding algorithm [18] which seeks to minimize the within class variance of 
the two distributions in a bimodal histogram. This can provide sub-optimal re- 
sults if there is considerable overlap between the distributions or if the histogram 
is not bimodal. Rather than rely on the histogram to select the threshold we pro- 
pose a new method based on edge maximization and smoothness constraints to 
choose an optimal threshold. 

Let E{r^ c) be an edge image produced by column-wise, one-dimensional edge 
detection, r(t, c) be the boundary of interest as a function of the threshold t and 
image columns, and r (t, c) be the first derivative with respect to c. Note here 
that E{r, c) may be a modification of the actual edge image, for instance we could 
threshold the weaker edges or use only edges of a certain polarity. Furthermore, 
define p(t, c) to be a function that corresponds to whether an edge exists (we 
could also use edge strength) for a given r(t, c), that is 

p(t,c) = E(r(t,c),c) (3) 

Now we can define a cost function 

w = X " 7 ^ X I 

c ^ c 



(4) 
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where a is a constant of proportionality. The optimal threshold given the criteria 
we have defined can then be found by setting 




(5) 



and solving for t. 

The first term of (4) corresponds to the number of edge locations that in- 
tersects r(t^c). The second term adds a smoothness constraint based on the 
anatomical properties of the vitreal-retinal boundary. We expect that the aver- 
age rate of change of the correct boundary is small (even in the region of the 
optic cup). Breaks in the boundary due to subject movement or portions of 
the optic cup may correspond to a high rate of change. However, this will be 
relative constant over a range of thresholds and should not affect the correct 
choice of t. This terms adds a degree of robustness to J{t) particularly in the 
case of shadowing. In A-scans where there is partial occlusion the contrast tends 
to be lower than the non-occluded A-scans and the second term tends to pull 
the threshold lower to account for the occlusion. The constant a controls the 
amount of correction that can occur. Setting a too low results in little or no 
correction while setting a too high can cause incorrect segmentation. Thus the 
optimal t maximizes the number of edge locations in E{r, c) located along r(t, c) 
and minimizes the average rate of change of r(t, c). 

Fig. 2A shows an OCT image where the noise has been suppressed by median 
filtering. Fig. 2B shows the histogram of the image along with Otsu’s threshold 
and the threshold chosen by our algorithm. In this case the distributions do not 
clearly exhibit a bimodal nature. Fig. 2C shows the result of thresholding based 
on Otsu’s method. Fig. 2D shows the result of minimizing J{t) to obtain the 
correct threshold. 

At first glance (4) resembles the active contour model first proposed by Kass 
et al. [19] and seen extensively throughout the literature [20, 21, 22, 23]. Indeed, 
there are some similarities since we are seeking a threshold dependent upon image 
forces and contour smoothness. The key difference lies in that we have defined 
a function J{t) in terms of a scalar threshold t. Active contour models seek an 
entire contour the minimizes a certain functional. In our case, the contour results 
from finding the threshold that minimizes J{t). Indeed, (4) is less sophisticated 
and simpler than the active contour model but it suffers less from some of the 
problems associated with active contour models such as contour initialization 
and attraction to incorrect minima. 

The vitreal-retinal boundary Y{x) can be modeled as a piecewise smooth 
function consisting of a straight line segment, followed by a parabolic segment, 
and ending with another straight line segment as follows: 



{ aix bi if Cl < X < C2 

a2x‘^ -f b2X cif C2 < X < cs (6) 

dsx + 63 if C3 < X < C4 



while Cl and C4 are known since they represent the first and last columns in the 
image, C2 and C3 are unknowns which we will call breakpoints. The parameters 
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for each curve segment are also unknown, but if we are given C 2 and C 3 , the 
parameters for each curve segment can be found using a least squares fit. For 
instance, in the case of the parabolic segment one needs to solve the matrix 
equation 

Xi Xi 1 

X 2 X2 1 

_X% Xn 1 

where Xi and Pi are defined in ( 6 ). The solution to (7) is 

h2 

c 

where we have used the Moore-Penrose inverse. The parameters for each segment 
can thus be found provided that C 2 and C 3 are known but the problem is that C 2 
and C 3 are not known. In order to find the breakpoints we will need to define a 
criterion that will provide insight to how well P{x) for a given C 2 and C 3 models 
the boundary profile Y{x). First let 



= {x^xy^xp 



(8) 




c = 



C2 

C 3 



(9) 



Next, consider 

Pi{x) = P{x) Ci <X < Q +1 (10) 

to represent the modeled boundary using the parameters from ( 6 ) where i rep- 
resents the curve segment number. Also define 



Yi{x) = Y{x) Ci <x < Q+i (11) 

Then we can write the squared error for each curve segment as 

ei{c) = * = (12) 

Now we can write the total squared error, TF^, as a function of c 

TE{c) = J2ei{c) (13) 

TE(c) gives us an indication of how well our model fits the actual upper retina- 
optic nerve head profile for a given set of breakpoints. Now we assume that TE(c) 
has a global minimum that corresponds to the ideal location of the breakpoints. 
That is, when TE{c) is minimized, the model we have proposed has found the 
edges of the optic cup. Here we will make one further assumption about TF^(c), 
that is the error function is quadratic and only has one minimum. This is of 
course a weak assumption. In actuality there are saddle points and local minima 
on the error surface; however, these local minimum and saddle points are usually 
much weaker then the global minimum and thus the assumption that TE{c) is 
a quadratic error surface is justified. Since we assume that TE{c) is quadratic 
we can then use a gradient descent algorithm to locate the correct breakpoints. 
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4 The Algorithm 

4.1 Median Filtering (Step 1) 

The first step in our approach is noise suppression. We chose to use a median filter 
due to its simplicity and its property of preserving the important macrostruc- 
ture of the image. We applied a 4 x 4 median filter to each image twice. This 
suppresses most of the speckle and homogenizes the retina and choroid by de- 
stroying the underlying microstructure. Because the columns of an image are 
acquired independently, two-dimensional median filtering tends to introduce ar- 
tifacts. However, since we are only relying on the edges to choose a threshold, the 
artifacts are of little consequence. The result of filtering can be seen in Fig. 2 A. 



4.2 Columnwise Edge Detection (Step 2) 

Edge detection was performed on the each A-scan of the filtered image. The lack 
of registration, the speckle character of the noise, and the dislocations between 
adjacent columns tend to cause problems in the case of 2-D kernels. Indeed, the 
transverse and axial resolutions are not identical whereas most 2D kernels are 
isptropic and rely on the assumption that the transverse and axial resolutions 
are identical. Columnwise edge detection is similar to the methods of Thune et 
a/. [24] and Koozekanani et al [11]. 

We chose to use the Marr-Hildreth operator (LoG) which is given below [25]. 
There is no special reason for this choice as any other ID kernel, such as the 
optimal zero-crossing operator proposed by Sarkar and Boyer [26], would have 
worked as well. 

E{r) = g (r) * A (14) 

where 

— ^2 

g{r) = exp(^) (15) 

The edge locations Szc{r), are the zeros crossings of (14). We chose to use a 
(7 = 5. This provided a compromise between edge position preservation and 
additional filtering of noisy edges. Edge preservation is particularly important 
as threshold choice relies on the assumption that a large number of edges lie on 
the vitreal-retinal border. We can reduce the number of edges in the image by 
considering only those edges of negative polarity. This is justified because the 
vitreal-retinal border is a transition from a darker region to a lighter region. 



4.3 Optimal Threshold Selection (Step 3) 

Using the cost function that we defined in (7) we wish to learn which threshold 
value t extremizes this function. In this case a gradient descent algorithm can 
be computationally expensive and slow to converge and is thus undesirable. 
Instead we sample J(t) for a set of t values which are evenly spaced over a range 
that typically bounds t. Our observations, over many trials, indicate that J{t) 




Robust Extraction of the Optic Nerve Head 



403 



is generally a well behaved parabolic function for the bounded set of threshold 
values. We then fit a parabola to the sampled J{t) and the extremum for 

y{t) = at^ -\-bt c (16) 



occurs at 




This is the optimal threshold according to our definition of J(t). 



(17) 



4.4 Boundary Extraction (Step 4) 

Using t as found in Step 3 to threshold the image, the matter of boundary 
extraction is trivial. Noise in the vitreous humor can cause small artifacts to 
occur in this region of the thresholded image. These are easily removed and the 
boundary is just the first non-zero pixel in each image column. 



4.5 Curve Segmentation (Step 5) 

Given the retina-optic disk boundary from Step 4, the final step of our algorithm 
is to find the edges corresponding to the optic cup in the boundary. Using the 
model we stated earlier ( 6 ) and the cost function (13) we can use a gradient 
descent algorithm to find the columns that best correspond to the edges of the 
optic cup. The method of gradient descent updates the current estimate of TE^(c) 
for each iteration k by 



c{k + 1) = c{k) - t]VTE{c, k) (18) 

where 77 is called the learning rate. The gradient descent algorithm moves along 
the negative direction of the gradient until the algorithm converges to the optimal 
value of TE{c). The parameter 77 controls the speed of convergence; however, if 
77 is set too high divergence may occur. Although methods exist to calculate the 
best 77 and to update it iteratively, we found that c typically converged quickly 
even for small values of 77 and by making 77 smaller we can avoid divergence 
problems. Limitations of this method occur if patient movement is significant 
enough to severely alter the retina profile. In this case the model that we chose 
no longer fits the actual profile. 

5 Results 

The algorithm generally identified the correct vitreal-retinal boundary in the 
images. The rare exceptions occur when the OCT signal has been severely at- 
tenuated due to shadowing. If the shadowing is severe enough in a portion of 
an image, then the threshold selected will set all of the A-scans affected by the 
shadowing to zero. In this case, no boundary will be found; however, it is easily 
identified and measures can be attempted to find the correct boundary. 
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Fig. 3. (A) shows an example of a correctly identified boundary while (B) shows 
the resulting curve segmentation. (C) and (D) show another pair with correct 
boundary identification and segmentation. (E) and (F) show the results for a sub- 
ject suffering from papilla edema. Again we have identified the correct boundary 
and have achieved correct segmentation. 



Our curve segmentation algorithm also produced good results. Exceptions 
occurred when movement introduced a significant distortion in the boundary 
profile. Fig. 3 shows some examples of results obtained using our algorithm. 
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Fig. 4. An example where the boundary curve is not segmented properly due to 
distortion from subject movement. 



Fig. 4 shows an example of curve segmentation when the boundary profile has 
been affected due to movement. 

6 Conclusion 

We have presented two significant contributions in this paper. First, we have 
developed a method to adaptively threshold OCT images of the optic disk in or- 
der to extract the vitreous-retinal boundary from the images. Our method relies 
on maximizing the number of edges that lie on the boundary while minimizing 
the boundary’s average rate of change. Our method proves to be robust even 
in the presence of noise artifacts and significant shadowing that would normally 
cause problems in identifying the correct boundary. The second contribution is 
an accurate segmentation of the boundary profile obtained via our thresholding 
technique. This curve parsing procedure relies on a piecewise continuous model 
of the retinal-boundary where the retina/optic disk portions of the boundary are 
represented as straight lines and the cup portion is represented by a parabola. By 
minimizing the sum of squared errors for each segment we can find the optimal 
edge points of the optic cup. Reliable boundary extraction and segmentation of 
the axial optic nerve head scans are particularly useful in the clinical setting 
where current diagnostic procedures lend themselves to the subjectivity of the 
technician. Further work includes finding the boundary regions corresponding 
specifically to the optic disk so that a cup-to-disk ratio can be calculated and 
used in a clinical setting. 
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Abstract. In this paper, a new criterion for diagnostics of hematopoietic tumors 
from images of cell nuclei of lymphatic nodes is presented. A method for image 
analysis of lymphatic node specimens is developed on the basis of the scale- 
space approach. A diagnostically important criterion is defined as a total 
amount of points of spatial intensity extrema in the families of blurred images 
generated by the given image of a cell nucleus. The procedure for calculating 
criterion values is presented. Testing of the obtained criterion is carried out us- 
ing different classifiers. The accuracy of diagnostics is greater than 81% for 
collective classifiers. 



1 Introduction 

The visual analysis of microscopic preparations still remains an important component 
of diagnostics in hematology. One of the perspective trends in image processing is 
concerned with the development of early diagnostic techniques for automated analy- 
sis of morphology of blood cells and hematopoietic organs microscopic images. In 
this paper, a relatively small sample of images is used for obtaining the criterion for 
diagnostics of lymphatic system tumors, such as chronic B-cell lymphatic leukemia, 
its transformation to lymphosarcoma, and primary B-cell lymphosarcoma (according 
to the classification of A. Vorob’ev and M. Brilliant [9]). 

It is known, that specimen cell nuclei of malignant lymphatic node tissue are larger 
than those taken from patients with the non-malignant tumor diagnose. Thus, an ob- 
vious diagnostic criterion is the area of cell nucleus. However, this criterion is unsuit- 
able for the more accurate diagnostics: it is impossible to distinguish the transforma- 
tion of chronic lymphoid leukemia from lymphosarcoma. 

The procedure of searching for a diagnostic criterion includes the following steps. 
The experts indicate the diagnostically important cell nuclei in the images of lym- 
phatic node specimens of three groups of patients having the diagnosed diseases. 
These images are considered as an input information. Next, the developed method of 
specimen image analysis is used for calculating qualitative characteristics from the 
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indicated nuclei. The obtained values are analyzed and thus, a criterion for making 
diagnostic decisions is formulated. The proposed method for specimen image analysis 
is based on the known scale-space approach [1-3]. 



2 Properties of Cell Nucleus Images 

The image of a lymphatic node specimen is a color image taken by a camera and 
enlarged by a microscope (24 bpp). The size of the image is 1536x1024 pixels cover- 
ing a site of 60 — 100 microns in diameter. The resolution is 0.06 microns per pixel. 
The analyzed objects are the fragments of the gray-scale images of specimens con- 
taining cell nuclei. These images are characterized by inhomogeneous coloring and 
the presence of dark spots and bright areas representing their internal structure. 

To make a diagnosis, experts pay a special attention to the cells of two classes: ma- 
ture cells, with the mature structure of chromatin (see Fig. 1 (a)), and sarcomatous 
cells, with the immature structure of chromatin (see Fig. 1 (b)-(d)) [9-11]. 




Fig.l Grayscale images of mature (a) and immature cell tumors of different patterns: fibrous 
(b), filamentous (c), granular (d) 

In the first case (chronic lymphatic leukemia), with few exceptions, the image con- 
tains only mature cells. In the cases of sarcomatous transformation of the chronic 
lymphatic leukemia or primary lymphatic sarcoma, the specimen contains both ma- 
ture and immature (sarcomatous) cells.lt is necessary to take into account the specific 
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properties of cell images, such as low dye quality, instability of specimen characteris- 
tics, nonuniformity of light exposure during specimen microscoping, presence of 
damaged and unsuitable for analysis cells. Mature chromatin is homogeneous with 
light furrows. Immature chromatin can have a filamentous structure of different pat- 
terns, a fibrous or granular structure [11]. The analysis of cell nucleus images should 
yield quantitative characteristics that capture the structure and pattern of chromatin. 



3 Contemporary Approaches to Image Analysis of Cell Nuclei 

The quantitative analysis of cytological and tissue specimen images is based on the 
evaluation of shape, intensity, and textural features. In practice, great attention is paid 
to automated analysis of chromatin arrangement in cell nuclei. It has been proven in 
many studies that chromatin distribution corresponds to the state of malignancy [5]. 
Two basic approaches to analysis of a chromatin constitution are known [5]. Within a 
framework of the first, structural approach, the chromatin distribution is considered as 
a local arrangement of fairly small objects of varying intensity. The intensity features 
of dark and bright particles are evaluated. This approach is substantially heuristic. 
The second approach, textural, is based on the statistical characteristics of chromatin 
arrangement and related to analysis of patterns of chromatin structure. The methods 
for textural analysis applied in practice use grey level dependency matrices [4], co 
occurrence, run-length features, rice-field operators, watersheds (topological meth- 
ods) [6], heterogeneity, dumpiness, margination, radius of particles [8] (the Ma- 
yall/Young features), and invariant features (polynomial invariants). 

The main disadvantage of the known textural methods [5] is their sensitivity to pa- 
rameters and conditions of image acquisition, to properties of preparations, and to 
precision of microscope focusing. 



4 Method for the Analysis of Chromatin Constitution 

Among the contemporary approaches to image analysis, the approach of Gaussian 
scale-space entirely fulfills the task of cell nuclei image analysis [1-3]. The scale- 
space technique provides the invariance with respect to shift, rotation, scaling, and 
linear transformations of intensity. It decreases the sensitivity of the analysis to mi- 
croscope focusing. An image family T(x,t) is generated (the Gaussian scale-space) 
from the input image (here L (x) denotes an intensity function of spatial coordinates 
x=(xi X 2 )). Each image of the Gaussian scale-space is constructed by convolving an 
input image Z(x) with a normalized Gaussian kernel with zero mean and standard 
deviation a = y/t (t is a scale parameter). The family of blurred images [3] T(x,t) 
satisfies the diffusion equation 

di L(x^t) = AT(x,t), L(yifi) = L(x), 



where A is the Laplace operator. 
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As t increases, the blurring appears: the fine details of the image are lost. The 
properties of the constructed scale space reflect the properties of the initial image and 
are explored using analysis of neighborhoods of spatial critical points. 

The main idea of the analysis is based on the assumption that significant structures 
in scale-space are likely to correspond to significant structures in the image [3]. The 
chromatin structure in the nucleus image is represented by a grey-level landscape 
containing connected bright and dark regions (peaks and valleys). Areas of these 
regions are characterized by thickness of chromatin filaments and furrows, chromatin 
centers size, and distances between them. Each of these regions contains at least one 
point of intensity extremum. One of the quantitative characteristics of chromatin 
constitution is the amount of chromatin particles represented in the image as grey- 
level blobs (or amount of associated spatial extrema). The method for blob detection 
is described in [3]. In this work, we propose an algorithm for approximate evaluation 
of the amount of chromatin particles based on the topological properties of isointen- 
sity manifolds in the neighborhoods of spatial extrema [I]. 

At some scale parameter value an extremum is encapsulated by isophotes (in 2D 
case) and curves of nonzero gradient values, topologically equivalent to circles. The 
intensity value of each of these isophotes is smaller (greater) than the value of maxi- 
mum (minimum). Thus, isophotes and curves of nonzero gradient values generate the 
sets of closed curves contracting to an extremum point. The regions bounded by the 
most distant closed curves enclosing extremum point correspond to the elements of 
nuclei chromatin constitution. 

The algorithm for detection of regions bounded by isointensity curves includes the 
following steps. 

1 . Generating scale-space from input cell nucleus image. 

2. The following operations are carried out for each image in scale-space (see Fig. 2): 
(a) obtaining gradient images VZ(x, t); (b) thresholding the resulting image 
(threshold value is T=I); (c) removing of nonclosed curves of nonzero gradient 
values; (d) overlaying a nucleus mask to restrict the region of interest and remove 
the residual garbage at the peripheries of a nucleus. 

3. All scale-space images processed at Steps I and 2 are overlaid (using logical “OR” 
operation). Thus, the duplicates of the same regions in scale-space images are ex- 
cluded, larger regions cover smaller regions. 

4. The morphological operations are applied in order to fill regions bounded by 
closed curves of nonzero gradient (see Fig. 3 (a)) and to remove residual rubbish 
(using morphological erosion). 

5. The coordinates of the geometrical centers of the filled regions (the neighborhoods 
of extrema) are found (see Fig. 3 (b)). 

6. The total amount of the centers of the filled regions is calculated. 

In Fig. 4 (a) - (c), the cell nuclei with the mature (chronic lymphatic leukemia) and 
immature (sarcomatous transformation of the chronic lymphatic leukemia and pri- 
mary lymphatic sarcoma) structure of chromatin are shown. In Fig. 4 (d) - (f)) the 
corresponding images of extrema neighborhoods obtained at Step 4 are presented. 
The areas of the nuclei in Fig. 4 (a) - (c) are 92, 244, and 246 squared microns. The 
amounts of extrema neighborhoods in Fig. 4 (d) - (f) are 39, 108, and 87. 
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Fig.2 Spatial gradient image VL(x,t) at a = 8 (a) and extracted closed curves around extrema in 
a single scale-space image (b) 




(a) (b) 

Fig.3 Neighborhoods of scale-space spatial extrema (a), centers of extrema neighborhoods (b) 

The range of the standard deviation of the Gaussian kernel for scale-space genera- 
tion was selected for the following reasons. The dependencies of amount of intensity 
extrema, associated with dark and bright regions, on Gaussian kernel standard devia- 
tion has been experimentally found in blurred images of nucleus having different 
chromatin structure. These dependencies are shown in Fig. 5. Maximum of informa- 
tion about the chromatin constitution is contained in the images generated for 6<a<l 1 
pixels (for above mentioned resolution). 

At smaller a, fine details and noise disturb the analysis. At a > 11, the effect of 
blurring is too strong and there are few objects left for analysis. 



5 Selection of Diagnostic Criterion 

The developed procedure was applied to the analysis of scale spaces, generated 
by images of lymphatic node specimens for diagnoses of malignant (primary B-cell 
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Fig. 4. Cell nuclei with the mature (chronic lymphatic leukemia) (a) and immature (b), (c) 
(sarcomatous transformation of the chronic lymphatic leukemia and primary lymphatic sar- 
coma) structure of chromatin and corresponding images of extrema neighborhoods (d)-(f) 




4 6 8 10 12 

a 

Fig. 5. The dependence of amount of intensity extrema n in blurred nucleus images on the 
value of kernel standard deviation a for different types of chromatin structure: granular (curves 
1 and 4), fibrous (2), filamentous (3) 

lymphosarcoma and transformation of chronic B-cell lymphocytic leukemia) and non- 
malignant (chronic B-cell lymphocytic leukemia) tumors. 300 images of cell nuclei 
from 27 patients were analyzed. The families of blurred images for standard deviation 
of the Gaussian kernel in the range of 6<a<l 1 were generated and explored. 
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Using the results of experiments, the chart displaying the characteristics of cell nu- 
clei images, such as total amount of spatial extrema n and the area of a nucleus s, was 
created (see Fig. 6). The chart area (see Fig. 6) includes three main parts: (I) the area, 
located to the left of value s = 137 squared microns and below n = 60; (II) the area, 
where 137 < s < 200 and n > 60; (III) the area to the right of value s = 200 squared 
microns. 




A CM 
oLS 
o TrCM 



Fig. 6. Distribution of cell nuclei in coordinates “nucleus area’V’amount of extrema” (s, n) 

The first area mainly contains the points corresponding to the diagnosis of chronic 
lymphocytic leukemia (CLL). In the second area, the transformation of chronic lym- 
phocytic leukemia (TRCLL) is dominating. The third area contains transformation of 
chronic lymphocytic leukemia as well as lymphosarcoma (LS). For classification of 
cell nuclei located in area (III), it is possible to construct separating functions. 

The results presented in Fig. 6 allow us to conclude that the total amount of spatial 
extrema in cell nuclei images may be used as a diagnostic criterion. 



6 Testing Diagnostic Criterion 

Taking into account the results of the computing experiments, the obtained diagnostic 
criterion was tested. The procedure is as follows. 

Using the results shown in Fig. 6, several classifiers were trained: q-nearest 
neighbors, test algorithm, linear Fisher discriminant, and algorithms for collective 
solutions (complex committee algorithm c with an average of accessory evaluations, 
convex stabilizer) [12, 13]. Training sample included 150 cells which were marked in 
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specimen images by experts. Four classes were pointed out: “CLL”, “sarcomatous 
transformation of CLL”, “LS”, and “Unknown”. Further, control sample of 150 cells 
was presented. For these cells, values of diagnostic criterion were calculated, and the 
classification with the help of the listed above algorithms was carried out. The results 
of classification are presented in Table 1. The accuracy of classification is in the 
range from 72% up to 80% for a single algorithm, 81% for algorithm of the convex 
stabilizer, and 85,4% for complex committee algorithm. Testing was carried out 
through the instrumentality of “Loreg” software system [12]. The results of classifica- 
tion showed the efficiency of the obtained diagnostic criterion. 



Table 1. Results of classification 



Classifier 


Accuracy, % 


q-nearest neighbors 


80 


test algorithm 


72 


linear Fisher discriminant 


73 


complex committee algo- 




rithm 


85,4 


convex stabilizer 


81 



7 Conclusions and Directions of Future Research 

The results of the research are as follows: (a) the method for analysis of the images of 
lymphatic node specimens is developed; (b) a diagnostically important criterion is 
obtained; it is defined as a total amount of spatial extrema in scale space generated by 
the image of a cell nucleus; the technique for calculating the diagnostic criterion 
value is developed and implemented in the software system; (d) the results of testing 
have shown the efficiency of the obtained diagnostic criterion. 

The further research will be aimed at increasing the precision of critical points lo- 
calization, augmenting the sample of cell images, fine tuning and retraining the classi- 
fier algorithms. 
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Abstract. The developed system is a tool for high aperture imaging of the fun- 
dus. The obtained high resolution images preserve the topology of the blood 
vessels. The system is based on mosaieking a series of distinet low aperture 
fragments in order to obtain a high aperture image. Mosaieking is implemented 
by a neural network with stubborn learning taking into aeeount the importanee 
of the information of partieular features. In mosaieking, the aberrations of the 
third order are partly eompensated. 



1 Introduction 

The analysis of the topology of the blood vessels of fundus is an efficient, and in 
some cases the only possible method of diagnosis of many serious diseases [1 - 4], for 
example, diabetics. The images of the fundus must be registered with high aperture 
and with high resolution [5], because early stages of diseases are latent and anomalies 
of the topology are small and usually localized in peripheral areas of the fundus. 

The difficulty is that the optical system of any eye, even a normal one, has consid- 
erable individual aberrations. Moreover, in the non-invasive visualization it is impos- 
sible to fix the eye with respect to the optical system of the measuring instrument. 
Hence, the topology of the blood vessels of fundus can be registered either with suffi- 
cient resolution but with a small angular aperture, or with a large angular aperture but 
with low resolution. 

Here we present a new method for high aperture and high resolution registration of 
the topology of fundus. The method is based on the mosaicking of a number of low 
aperture fragments to form a high aperture image. To implement the method, a new 
neural network is developed. The neural network is 1 -layer recurrent with stubborn 
learning. It takes into account the importance of particular geometric features in the 
process of mosaicking. 
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1.1 Image Registration System 

For the high resolution registration of colour images, an optical system from [6] was 
used; it is presented in Fig..l. The system includes: a telescope with two confocal 
objectives (1 and 2) and a tool for speckle elimination; a light source for the illumina- 
tion of the fundus (LS), which consists of three LEDs with red, blue, and green radia- 
tion; a high sensitive BW CCD camera; a PC for video registration and processing 
and control of peripheral tools. It also includes a small PC-controlled LCD display for 
angular location of the patient’s eye; the display is not presented in Fig. 1. 

The pupil of the patient’s eye is located in the focus of objective 1. The patient 
fixes his sight on a point on the LCD display ,and thus his eye is fixed relative to the 
optical system. 
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Fig. 1. Optical system 



For the illumination of the eye, the radiation from LS is focused by the telescope 
into a spot in the central area of the eye and homogeneously illuminates the fundus. 
The diameter of the spot is about 0.5 mm. The light dissipated on the fundus passes 
through the optical system of the eye and the telescope. It is registered by the CCD 
camera, and the signal from the camera is stored in the PC. 

To form a colour image, each fragment is registered three times: in red, blue, and 
green light. To register various areas of the fundus, angular location of the eye is 
changed by a corresponding shift of the location of the light spot on the LCD display. 
In Fig 2, an image of a fundus with the diameter of the pupil 3.2 mm is presented. 




Fig. 2. Input images of the fragments optimised with respect to the contrast and brightness 
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Thus, the PC registers a series of fragments of the colour image of the fundus to- 
gether with the information about their relative location and common areas. 



2 Image Preprocessing 

Unfortunately, a registered image of a fragment in its initial form is poorly applied for 
automatic processing, in particular, for mosaicking. The difficulties are: low contrast 
caused by the similarity of specters of adsorption of the blood in the vessels and the 
rodophsine in the retina, inhomogeneity of the illumination caused by the spherical 
form of the reflecting surface of the fundus, high level of noise caused by the fine 
grain structure of the retina. Smoothing procedures result in the loss of important 
information about small pathologies, i. e. micro aneurisms [3] (Fig. 3). 

To enhance input images, an a priori information is used, in particular, about the 
invariance of the form and size, the homogeneity of the mean optical density. One 
copy of the registered image was processed by a low frequency spatial filter. As a 
result, all spatial/specter components with the frequency higher than 2/D, where D is 
the diameter of the image, are eliminated. This copy is inverted, normalized with 
respect to the optical density, and multiplied by the second copy, which was not fil- 
tered. The product is normalized again. 




Fig. 3.1mages of small pathologies of peripheral vessels of the fundus eorresponding to initial 
stages of NPDR 



In Fig. 4, a series of fragments of the fundus after equalization of the optical den- 
sity is presented. 






Fig. 4. Images of the fragments after the equalization of the optieal density optimised with 
respeet to the eontrast and brightness 

Fig. 2 and Fig. 4 demonstrate that a priori information about the object considera- 
bly enhances the quality of the processed. 




420 



V.K. Salakhutdinov et al. 



3 Mosaicking of F ragments 



The last step of image processing is the mosaicking of the equalized fragments. The 
main problem here is the most precise matching between boundary segments of the 
juxtaposed image I\ and the boundary segments of the base image /q. 

The experiments with the algorithm proposed in [7], which is based on pairwise 
matching of sequential frames using the minimization of metrics demonstrated that it 
is subject to severe errors. The algorithm based on the parametric irreversible quad- 
ratic transformation and hierarchical robust estimation [8] is inefficient because of its 
computational complexity. Obviously, it is the result of specific noises in non- 
invasive registration without artificial extension of the pupil. 

A new efficient neural method of mosaicking is proposed. The neural network is 1- 
laer recurrent with non-zero diagonal elements and stubborn learning [9]: 



v,{t + \) = F 






? = 0,1,2,..., i= 1, 



.,n. 



( 1 ) 



where V/ are neuron values, Wy are synaptic weights, F = sgm{') is a sigmoid activation 
function, Vf is the set of pixels of I\ within the intersection of /q and I\. The set of 
pixels of the /q within the intersection of /q and I\ gives the template at. 

The dynamics of the neural network is defined by the equation 
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A specific feature of the developed neural network is that its diagonal elements are 
non-zero. The factors Wu, define a feedback that prevents the changes of the neuron 
values. They take into account the fact that various segments of the images have dif- 
ferent importance of information. The points of large vessels contain more informa- 
tion and hence have greater weights Wu. 

The learning of the proposed model is based on the outer product method with a 
compulsory procedure of turning of diagonal elements. 

Let template vectors a = {a ]), ... = {af) be given. For each vector, a matrix ^ 

with elements is constructed. Obviously, 



sgm(W'‘a '‘ ) = sgm(F^ ) = sgm{a ^ ), w" - pi, (3) 



7=1 



where / is a unit matrix. Matrix corresponds to the conventional version of the 
outer product method for the Hopfield model. 

To tune the diagonal elements, the following rule is applied: 

^ ^ j. The weight matrix of the neural network 

after learning is W = 

The case Ci = ... = c„ = 0 corresponds to the equal importance of all pixels. 
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In case q > 1, the value of the z-th neuron at (^ + 1) is defined only by its value at t, i. 
e. the z-th neuron is a threshold. This case corresponds to the situation when the value 
is reliable and need not be corrected. The model becomes equivalent to the learning 
base on the projections onto convex sets [10]. 

The factors q are chosen on the base of the relative importance of the points. In 
multiple mosaicking, the procedure is reiterated. After each step, the obtained image 
is used as a new template /q, and the new fragment is used as a new vector v^, which 
corresponds to I\. 




Fig. 5. The result of mosaieking 



The proposed neural network with stubborn learning was applied in the mosaick- 
ing of images taking into account the topology of the vessels. The size of the frag- 
ments is 480 X 480 pixels. The mean error of mosaicking in the experiments was less 
than 1.5 pixel. The number of operations in the processing was 2x10^ FLOPs. 

The results of image processing are presented in Fig. 5. 



4 Consequences 

The developed system gives high aperture and high resolution images of the fundus 
that preserve the topology of the vessels. It is based on the mosaicking of low aper- 
ture images to form a high aperture image. The mosaicking is realized by a neural 
network with stubborn learning that takes into account the importance of information 
of various features. The method partially compensate the third order aberrations. 

Compared to usual manual mosaicking, the system achieves higher quality. It is 
also less subjective and more fast. 
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Abstract. Quantification of object elasticity properties has important 
technical implications as well as significant practical applications, such 
as civil structural integrity inspection, machine fatigue assessment, and 
medical disease diagnosis. In general, given noisy measurements on the 
kinematic states of the objects from imaging or other data, the aim is 
to recover the elasticity parameters for assumed material constitutive 
models of the objects. Various versions of the least-square (LS) meth- 
ods have been widely used in practice, which, however, do not perform 
well under reasonably realistic levels of disturbances. Another popular 
strategy, based on the extended Kalman filter (EKE), is also far from 
optimal and subject to divergence if either the initializations are poor or 
the noises are not Gaussian. In this paper, we propose a robust system 
identification paradigm for the quantitative analysis of object elasticity. 
It is derived and extended from the Hoo filtering principles and is partic- 
ularly powerful for real-world situations where the types and levels of the 
disturbances are unknown. Specifically, we show the results of applying 
this strategy to synthetic data for accuracy assessment and for compari- 
son to LS and EKE results, and using canine magnetic resonance imaging 
data for the recovery of myocardial material parameters^. 



1 Introduction 

Quantitative and noninvasive assessment of the intrinsic material properties pro- 
vides invaluable insights into the objects’ physical conditions, i.e. the structural 
integrity of bridges and the material fatigue states of airplanes. Of particular cur- 
rent interests, there have been plenty studies on living soft tissues, such as heart 
[2,9], breast [5,10], skin [11], and blood vessels [8], under the clinical assump- 
tions that diseases are highly correlated with changes of local tissue elasticity. 
From computer vision and medical image analysis perspectives, the goal is to 
use image-derived noisy observations on the kinematic states to arrive at accu- 
rate, robust, and meaningful measurement of the object elasticity distribution, 
where the recovered information is key to the better formulation and under- 
standing of many physically-based vision problems, including motion tracking, 
object segmentation, virtual-reality systems, and computer-assisted diagnosis. 

^ This work is supported in part by Hong Kong Research Grant Gouncil under GERG 
project HKUST6151/03E and by the National Basic Research Program of Ghina 
(No: 2003GB716104). 
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1.1 Related Works 

The forward processes, which provide the image- derived measurement data on 
the kinematic states, have strong implications on the reliability of the inverse 
processes, which recover the material parameters. In addition to reservoir of 
motion analysis strategies in computer vision, there have been efforts aimed 
at establishing displacement fields from specialized medical imaging techniques, 
such as elastography [6] which measures tissue motion induced by external or 
internal forces, and magnetic resonance (MR) tagging [14] which creates a sparse 
magnetization grid that tags the underlying tissue and provides tissue movement 
information through the tracking of the grid deformation. 

The inverse algorithms, which are the main focuses of this paper, reconstruct 
the elasticity distributions from the motion measurement data. The first type 
of efforts attempt to quantify the material Young’s modulus by inverting the 
measured mechanical responses based on numerical solution of the elasticity 
equation [4] , which describes the mechanical equilibrium of a deformed medium. 
Ignoring terms related to pressure, the equation becomes a function of the spatial 
derivatives of the Young’s modulus which, in principle, could then be used 
to reconstruct the distribution of E [10]. An related approach re-arranges the 
linearly discretized equations that describe the forward problem, such that the 
modulus distribution directly becomes the unknown variables to be solved [7]. 

The second group of efforts try to minimize criteria that measure the good- 
ness of fit between the model-predicted and data- measured mechanical responses. 
In [2], finite element (FE) meshes are constructed with loading parameters mea- 
sured during imaging. FE solutions are then performed using small-strain, small- 
displacement theory, and corresponding strains are computed independently us- 
ing imaging- derived data. The material parameters are determined for strain en- 
ergy functions that maximize the agreement between the observed (from imag- 
ing) and the predicted (from FE analysis) strains. Similar in spirit, iterative 
descent methods are used for various FE models of the elasticity equations to 
fit, in least-squares sense, a set of tissue displacement fields [5,11]. 



1.2 Contributions 

We present several robust estimation schemes for the recovery of object elas- 
ticity parameters from imaging data. Constructing the object dynamics from 
continuum mechanics laws and finite element method, we convert the system 
equation into state-space representation, which is further reformulated as a gen- 
eral non-linear system identification problem for the spatially varying material 
Young’s modulus. Within this paradigm, we examine the validity and limita- 
tions of the existing works, largely based on the least-square (LS) estimators 
and the extended Kalman filters (EKE), both of which adopt the minimum- 
mean-square-error criteria in terms of the reconstructed state, and assume that 
the noises of the measurement data are Gaussian. We then present two robust 
strategies, the full- state-derivative information (ESDI) and the noise-perturbed 
full-state information (NPFSI) methods, which are derived and extended from 
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the 7^00 filtering principles and provide the minimum- maximum-error (minimax) 
solutions to the material property estimation problem, without assumptions on 
the noise statistics. Using synthetic data, we investigate the sensitivity of the al- 
gorithms towards noise types and levels, as well as towards system initializations. 
The experimental results show consistently superior performance of the robust 
methods, especially the NPFSI form, over the LS and EKF algorithms for non- 
Gaussian data. We also present EKF and NPFSI estimation results from MR 
imaging data of a canine heart, both showing good agreement with histological 
tissue staining of the myocardium, the clinical gold standard. 



2 Parameter Identification Problem Formulation 



2.1 Continuum Mechanics Model and State-Space Representation 



In general, natural objects such as biological tissues have very complicated con- 
tinuum mechanical properties in terms of their constitutive laws [4]. For com- 
putational simplicity and feasibility, we assume that the objects under consid- 
eration are nearly incompressible linear elastic solids. For such a material, the 
strain energy function W has the form W = \cijkieijSkh where Sij and Ski are 
components of the infinitesimal strain tensor and Cijki is the material specific 
elastic constant. In our case, the stress-strain relationship obeys the Hooke’s law, 
which states that the stress tensor aij is linearly proportional to the stain tensor: 
aij = CijkiSkh Under the assumptions that the material is isotropic, where the 
elastic properties are identical in all directions, and the strain and stress tensors 
are symmetric, there are exactly two elastic constants which characterize the 
material and we have the linear isotropic constitutive relationship: 



^ij — ^^ij^kk T 



( 1 ) 



where A and ji are the Lame constants, and Sij is the Kronecher’s delta func- 
tion. In matrix form, under two dimensional Cartesian coordinate system, [<j] = 
[D] [ 5 ]. Assuming the displacement components along the x— and axis to be 
u{x,y) and v{x,y) respectively, the infinitesimal strain tensor [ 5 ] and the mate- 
rial matrix [D] under plane strain situation are: 
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Here, derived from the Lame constants, the Young’s modulus E measures of the 
stiffness and the Poisson’s ratio u measures the compressibility of the material. 
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Fig. 1. Generation of the synthetic kinematic data: original state (left), deformed 
state (middle), and the displacement field (right). The colors of the left figure 
indicate the Young’s moduli of the hard (red), normal (white), and soft (blue) 
tissues, respectively. 



The finite element method is used to discretize the regions of interests into 
small elements, the Delaunay triangles of the sampling nodes in our implemen- 
tation. Specifically, an isoparametric formulation defined in a natural coordinate 
system is used, in which the interpolation of the element coordinates and ele- 
ment displacements use the same basis functions. The nodal displacement based 
governing dynamic equation of each element is established under the minimum 
potential energy principle [1], and is then assembled together in matrix form as 

Mil ^ Ctl ^ KU = R (3) 

with mass matrix M, stiffness matrix K which is related to the material Young’s 
modulus E and Poisson’s ratio z/, and Rayleigh damping matrix C = aM + j3K. 

Equation 3 can be converted into a state-space representation of a continuous 
time linear system by making x = (t/, G)^ (T denotes transpose) such that: 

x{t) = A(0)x{t) + Bw{t) (4) 



where the material parameter vector the state vector x, the system matrices 
A and 5, and the control (input) term w are: 



0 = E x{t) = 



A = 



0 

-M-^K 



~u{ty 

U{t)_ ’ 
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w{t) = 



B = 
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"0 0 
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Note that, for this particular paper, we are only interested in estimating the 
Young’s modulus whereas the Poisson’s ratio is fixed. In principle, however, 
both E and z/ can be estimated simultaneously [9]. 
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2.2 System Dynamics in Parameter Identification Form 

Since our goal is to recover the parameter vector 9 = instead of the more 
typical problem of estimating the state vector x, the system Equation 4 needs 
to be reformulated in the form of x{t) = Ac{x{t))0 + Be to facilitate the process. 
Submitting in C = aM + PK and rearranging the system equation to: 



'm 




0 


if 


1 


'0 0 


'O' 


.m. 




_-M~^KU 


-ail - (3M-^KU _ 


W 


0 M-i 


R 



we now need to convert all the terms which contain K into functions of E: 
KU = GiE and KU = G 2 E. 

According to the finite element method, the global stiffness matrix K is 
assembled from the element stiffness Kq: 

K = YKe = y^ [ DeBe dQe ( 6 ) 

JQe 

where is the domain of an arbitrary element e, is the local element strain- 
displacement matrix, and is the element material matrix. The element stiff- 
ness matrix can then be stated in terms of its unknown Young’s modulus 
Ee: 



Ke = Ee [ Bj De'Be (We = EeKj (7) 

J 

Then, the iterative steps of recasting KU to G\E (and KU to G 2 E in the exactly 
same fashion) are: 

1. Initialize a NxNe null matrix Gi with zero entries, where N = number of 
system nodal variables and Nq = number of system elements. 

2. Initialize a NxN null matrix Kg with zero entries. 

3. For an arbitrary element Nx, construct the local element matrix K'js^ fol- 
lowing Equation 7. 

4. Using established correspondence between local and global numbering 
schemes, change the subscript indices of the coefficients in the K'j^^ matrix 
to the global indices. 

5. Insert K'j^^ terms into the corresponding Kg matrix in the locations desig- 
nated by their indices. 

6. Insert KgU^ which is now a column vector reflecting the contribution by 
element Nx^ to the column of the G\ matrix. 

7. Return to step 2 and repeat this procedure for next element until all elements 
have been so treated. 

Once the numerical procedures of computing Gi and G 2 are completed. Equa- 
tion 5 is converted into the parameter identification form which can be used for 
the estimation of the Young’s modulus distribution: 



x{t) = Ex + Ac{x{t))0 + Bcw{t) 



(8) 
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Table 1. Estimated Young’s moduli from the synthetic data. Each data cell 
represents the mean ± standard derivation for the normal (75), hard (105), and 
soft (45) tissues 



Method 


Tissue 


Noise-Free 


20dB(Gau) 


30dB(Gau) 


20dB(Poi) 


30dB(Poi) 


LS 


Normal 

Hard 

Soft 


75.0 ± 0.0 
105.0T 0.0 

45.0 ± 0.0 


FAILED 

FAILED 

FAILED 


74.9 ± 2.9 
106.2T 9.1 
45.3 ± 3.2 


FAILED 

FAILED 

FAILED 


75.1 ± 3.6 
104.8T 7.9 
44.9 ± 2.8 


EKF 


Normal 

Hard 

Soft 


74.9 ± 1.7 
105.2T 1.0 
46.0 ± 1.8 


76.0 ± 5.5 
101.8T 10.1 

46.0 ± 3.8 


76.6 ± 3.0 
104.2T 3.8 
47.1 ± 3.4 


77.1 ± 6.6 
100.6T 23.0 

50.1 ± 5.7 


75.0 ± 3.6 
103.8T 9.9 
47.9 ± 3.8 


FDSI 


Normal 

Hard 

Soft 


75.0 ± 0.0 
105.0T 0.0 

45.0 ± 0.0 


FAILED 

FAILED 

FAILED 


74.8 ± 5.0 
106.4T 9.4 
45.4 ± 5.7 


FAILED 

FAILED 

FAILED 


75.1 ± 3.0 
104.7T 5.8 
44.9 ± 1.3 


NPFSI 


Normal 

Hard 

Soft 


74.8 ± 1.5 
104.1T 1.2 
46.3 ± 2.1 


73.3 ± 8.4 
100.9T 24.0 
47.0 ± 5.9 


73.8 ± 3.4 
102.6T 9.1 

44.9 ± 2.7 


74.8 ± 7.2 
lOO.li 15.7 
45.2 ± 4.6 


73.9 ± 3.1 
102.3T 7.2 
44.8 ± 2.5 



where 



9 = x{t) = 



v4-c 



0 



~u{ty 

U{t)_ ’ 

0 

-I3M~^G2 





0 0 
0 M-1 ’ 




/ 

—al 



3 Parameter Identification Algorithms 

3.1 Synthetic Data for Evaluation 

In order to illustrate the accuracy and robustness of the material parameters 
estimates, synthetic data with known kinematics are generated, as shown in Eig. 
1. The rectangular testing object, with dimension of 28 (height) x 16 (width) 
X 1 (thickness), is made of three components of different material elasticities, 
Ehard = 105 for the hard (red) part, E normal = 75 for the normal (white) part, 
and Ego ft = 45 for the soft (blue) part, while Poisson’s ratio is set to 0.49 for 
all parts. The elastic medium is constrained to deform 1.2 displacement in the 
vertical direction at the top side and 0 at the bottom side. Using these boundary 
conditions, we solve the forward problem and the resulting displacements are 
labelled as the ideal measurement data. Different types and levels of noises are 
then added to generate the noisy data. 
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Fig. 2. Estimated elasticity modulus distributions using the EKE (top row) and 
NPFSI (bottom row) methods for noisy input data (left to right): SNR = 20dB 
(Gaussian), SNR = 30dB (Gaussian), SNR = 20dB (Poisson), and SNR = 
30dB (Poisson). 



3.2 Least Squares Approximation 

Least-squares algorithms are often considered static, where the uncertainties of 
the measurements and the system are not of concern. Rearrange Equation 8 as: 

Ac{x)0 = X — Fx — Bcw{t) = X — B (9) 

the parameter vector 0 can then be directly estimated from the least-squares 
approximation: 



e=[A^Ae]-U^{x-B) 



( 10 ) 



Method Evaluation Using the synthetic data, the LS estimated Young’s mod- 
ulus values for ideal and noisy inputs of displacement measurements are shown 
in Table 1. For clean and low noise (30dB) cases, the LS method does give ex- 
cellent performance. However, when the noise levels (20dB) increase, LS fails 
to provide any meaningful results. Clearly, the LS strategy does not have the 
capability to handle uncertainties of the system modeling and the measurement 
data. Further, it is actually a pseudo- inverse process, and we are going to discuss 
the more efficient least-square solution based on the Kalman filters. 



3.3 Extended Kalman Filter 

The EKE approach to parameter estimation in dynamical system has a rather 
long history. It has the flexibility to easily incorporate both system modeling and 
measurement uncertainties. The basic idea is to consider system parameters as 
part of an augmented state vector, and with measurements taken over time, the 
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Fig. 3. Converging speed of the average Young’s modulus in the soft region using 
EKF (the two left figures) and 7ioo{NPFSI) (the two right figures) methods: 
SNR = 30dB Gaussian inputs and SNR = 30dB Poisson inputs 



system response and the parameter estimates are adjusted so that they match 
the data in an optimal manner: 



x{t) 




Fx -h Ac{x)0 + Bcw{t) 


e 




0 



v{t) 

0 



( 11 ) 



y=[l0] 



e{t) 



( 12 ) 



This augmented system is nonlinear due to the cross-product between x and 0. 
If the process noise v{t) and measurement noise e{t) are both white Gaussian 
with covariances Qy and R^ respectively, the EKF solution comes from [12]: 



x(t) 




Fx -h Ac{x)0 -h Bcw(t) 


9 




0 



+ PH^Re{t)-^[y-Hz] (13) 

P = LP + PL^ + Q„-PH^Re{t)-^HP (14) 

where P(0) = Pq > 0, iL = [/ 0], and L 



^ + M{-^c(a:)^ + Bcw{t)} Ac{x) 



0 0 

One difficulty EKF faces is that there is no general, cost effective theory for 
choosing optimal Pe, Qv and Pq. Prior knowledge thus often plays important 
roles in the ad hoc determination of these parameters. 



Method Evaluation For measurement data inputs with various noise types 
and levels, the average EKF based parameter estimation results are tabulated 
in Table 1, and the recovered elasticity distributions are shown in Fig. 2. 

Due to the coupling between the state variables and system parameters, the 
precision of the EKF estimate for the noise-free case has dropped from the LS 
result. For input data corrupted by Gaussian noises, however, EKF typically 
achieves much better results, even though the convergence speed is quite slow 
(Fig. 3). It is also well known that EKF could be greatly affected by the quality 
of the initializations. In order to investigate the effect of initial modulus values on 
the algorithm convergence, experiments have been conducted using ^(0) = 95, 
^(0) = 65, and ^(0) = 35 for Gaussian data inputs. As shown in Fig. 4, a 
faster convergence is achieved when a proper initial value is chosen. However, the 
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Fig. 4. Convergence sensitivity to different initial values (Gaussian inputs) for 
the EKF (left) and TYoo-NPFSI (right) estimation of the soft region. 



convergence rates from the upper side and the lower side of the initializations are 
not symmetric, which hinder the possibility to choose the optimal initial values 
in a symmetric fashion. Further, comparing the estimation results for Gaussian 
and Poisson inputs (Fig. 5), it is indicative that EKF is far from optimal for 
non-Gaussian noises and may be subject to divergence, at least during certain 
period of the iterative process, which motivates us to seek more robust strategies. 



3.4 Tioo Filters 

Because of the deficiency of the LS and EKF methods to deal with noisy inputs, 
especially the non-Gaussian measurement data, we have developed two robust, 
mini-max parameter identification strategies based on the Hoo filtering principles 
[3], which assume no specific types of noise distribution. While the full-state- 
derivative information (FSDI) method takes into account of the process noise 
v{t) and the initial parameter estimation error 0 — 0{0), the noise-perturbed full- 
state information (NPFSI) method also considers the measurement noise e(t) 
and the initial state estimation error x — :r( 0 ). 



FSDI Method We introduce a cost function that measures the worst-case 
attenuation from the additive process disturbance as well as error in the initial 
estimate of 0 to the estimation error over an interval of interest: 



sup- 



\\o-e\\% 



H|2 + l^-^(o)l^„ 



< 7 



(15) 



where 6>(0) is an a priori estimate of the parameter vector 6>, || • ||g is a L 2 semi- 
norm with weighting function Q, | • Iqq is the Euclidean norm of and v is 

the process noise. Different from H 2 (Kalman) filter based framework, the Hoo 
method has many solutions corresponding to different 7 values. Nevertheless, 
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Fig. 5. Estimation sensitivity under different types (Gaussian and Poisson) of 
noises: EKE (left) and TYoo-NPESI (right) methods 



if the optimal performance level 7 * does exist [3], the following solutions are 
optimal in mini- max sense for every 7 > 7 *: 

§ = E~^Aj{x - B) (16) 

i: = Ac^Ac - J-^Q; i;( 0 ) = Qo (17) 

Hence, the Tioo filter of ESDI form can be treated as a more general framework 
for material parameter estimation from clean kinematics measurement. If we let 
7 ^ oo, the limiting filter would converge to the aforementioned least-squares 
estimator. Let Q = Ac^ Ac ^ we have the following: 

= A = Qo-^AJ{x-B) (18) 

which is the generalized least- mean- squares filter. 



NPFSI Method In practice, inaccuracies are often due to unmodeled dynamics 
or measurement errors that are not considered when the model is built. To cope 
with such situations, we introduce a more complete cost function for all 7 > 7 *: 

sup ^ ^ — < 7 “ (19) 

||^||2 + || e ||2 + | 0 _ 0 ( 0 ) 1 ^^ + |^_ i ;( 0 )|^^ 

Here, x(0) is initial estimates for x(0), Qi is a weighting factor, and e models 
the measurement uncertainty. Under this criterion, we come to the solution: 



X 

6 



F Ac{x) 

0 0 



X 

0 



Bcw{t) 

0 



+ S-^H^{y-x) 



F Ac{x) 
0 0 



0 

Aj 0 



I 0 
0-7"Q 




( 20 ) 



i: = -F 



^ ( 21 ) 



Robust Identification of Object Elasticity 433 



In general, it is difficult to determine the optimal 7*, and it may even be infinite 
which means that no guaranteed disturbance attenuation level can be achieved. 
In fact, however, if Q is chosen, 7* can be obtained analytically. For a fixed 
7, it is necessary to have > 0 for the existence of the identifier. Note that 



partitioning this matrix as = 



El E2 



, the Schur test implies that > 0 if 



and only if 77 = Ej E 2 — 7^Q > 0,77(0) = Qo and Ei > 0. Hence, if 77i(0) is 
chosen to be identity matrix and Q = E^E 2 ^ 7* will be 1 [3]. 



Method Evaluation The two 77oo methods are evaluated using the synthetic 
data and the convergence criteria are the same as the EKF one. 7 = 3 has 
been used in our experiments. The estimated Young’s moduli are listed in Ta- 
ble 1 (both ESDI and NPFSI) and shown in Fig. 2 (NPFSI results only). As 
a generalized LS methods, the ESDI performs well for noise-free and low-noise 
inputs, but fails to converge for 20dB cases. While underperforming EKF estima- 
tor somewhat for Gaussian inputs, it is obvious that the 77oo-NPFSI framework 
gives the best overall results when the data noises are not Gaussian. Further, 
even for Gaussian noises, NPFSI converges much faster than EKF, and it is not 
affected by the initial values of the Young’s modulus (Fig. 4). In Fig. 3, the 
mean values with standard derivation of the estimates are plotted as a function 
of iterative numbers. It is evident that NPFSI results in faster and more stable 
convergence of the estimates for both Gaussian and Poisson inputs. 

In a further sensitivity test of the algorithms to different types of noises, 
the convergence of the Young’s modulus estimate for a particular element is 
given in Fig. 5, where the red and blue curves are generated for the SNR = 
30dB (Gaussian) and SNR = 30dB (Poisson) input data respectively. It is clear 
that EKF has certain desirable optimality properties for Gaussian noisy inputs. 
However, the EKF results for Poisson noises are pretty bad, with unstable bursts 
during the convergence process. It seems that if the assumptions on the noise 
statistics are violated, it is possible that small noise errors may lead to large 
estimation errors for EKF. On the other hand, very stable convergence results 
are obtained using the NPFSI method for two sets of data contaminated by 
different types of noise, showing its desired robustness for real-world problems. 



4 Applications and Discussion 

4.1 Canine Imaging Data 

The displacements of the canine heart wall are reconstructed using the active 
region model [13] on MR phase contrast images, which also provides the cor- 
responding velocity information. The histological staining of the post mortem 
myocardium (Figure 7), with the infarct region highlighted, provides the clinical 
gold standard for the assessment of the image analysis results. Based on the re- 
constructed displacements and measured velocities (Fig. 6), the 77oo-NPFSI and 
the EKF frameworks are used to recover the elasticity modulus distribution. 




434 



H. Liu and P. Shi 




Fig. 6. A mid- ventricle MR image of a canine heart (left), velocity data (mid- 
dle) , and the displacement data acquired from the spatio-temporal active region 
method (right). 




Fig. 7. TTC-stained post mortem left ventricular myocardium with infarcted 
zone highlighted (left), NPFSI (middle) and EKF (right) estimated Young’s 
modulus maps. 



where Poisson’s ratio are fixed at 0.47 to model approximate incompressibility 
and the initial estimates of Young’s modulus are set to be 75kPa. 

4.2 Results and Discussion 

The experimental results obtained with real canine imaging data are presented 
in Fig. 7, where the middle map depicts the NPFSI results and the right one for 
EKF results. It is observed that both the estimated Young’s modulus distribution 
patterns agree pretty well with the highlighted histological staining results, i.e. 
the infarcted myocardium is harder than the normal tissue. As a continuation 
of this work, future study will be extended to time-varying estimation of the 
elasticity with more realistic material models. 
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